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Form for Inspection, Testing and Maintenance of
Wet Pipe Fire Sprinkler Systems

Location Code:
Contact:

Contact Address:

Phone:
Email:

Property Evaluated:

Description:

PMNPSQS
CPL. Robert Bargholz

520 N FALKENBURG RD
TAMPA, FL 33619-7884

813-598-4560

Falkenburg Rd Jail (Detention and
Correctional)

520 N FALKENBURG RD
TAMPA, FL 33619-7884

Wet (Bldg. 1)

\ 2

Company:
Address:

Company Phone:

Inspector:

Date of Work:

Frequency:

PROTEGIS

Protegis Fire & Safety

2801 East S.R. 60
Valrico, FL. 33594

877-662-3473

Gabriel Dorta
EF-2000861 FP120-FP120-000058

3/9/2021
Quarterly

Attached Files

NFPA 25 72 fpc disclosure.pdf 48.1kB
A_Breakdown_of Changes to_69A-46.pdf 0.1MB

Deficiency Summary

There are no reported deficiencies for this submission

General Comments

There are no general comments for this submission

Protegis Fire & Safety, 2801 East S.R. 60, Valrico, FL, 33594 Phone: 877-662-3473
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Protegis Fire & Safety

\\"7 PROTEGIS

2801 East S.R. 60
Valrico, FL 33594
Phone: 877-662-3473

Form for Inspection, Testing and Maintenance of

Wet Pipe Fire Sprinkler Systems

This form covers the minimum requirements of NFPA 25-2011 for

wet pipe fire sprinkler systems connected to water supplies without

tanks or fire pumps. Separate forms are available for fire pumps, tanks,

hose connections, and other fire protection systems. More frequent

inspection, testing, and maintenance may be necessary depending on

the conditions of the occupancy and the water supply.

Notes:

1. All questions are to be answered Yes, No, or Not Applicable. All
"No" answers are to be explained in the Comments for this form.,

2. Inspection, Testing and Maintenance are to be performed with
water supplies (including fire pumps) in service, unless the
impairment procedures of Chapter 15 of NFPA 25 are followed.

g‘l?g)yvork covered on this form is (select Quarterly
Date of Work 3/9/2021

All responses refer 1o the current work (inspection, testing and
maintenance) performed on this date.

Owner:

CPL. Robert Bargholz

Owmer's Phone Number;

813-598-4560

Owner's Address:

520 N FALKENBURG RD. TAMPA. FL. 33619-7884
Property Being Evaluated:

Falkenburg Rd Jail (Detention and Correctional)
Property Address:

520 N FALKENBURG RD, TAMPA, FL. 33619-7884
System(s):

Wet (Blde. 1)

[

. Riser-A POD 1A, IT/Aux Drain On Riser & ME-04
iR_iser-B POD 1B, IT/Aux Drain On Riser & ME-06 |
| Riser-C_POD IC, IT/Aux Drain On Riser & ME-13
,l Riser-D POD 1D, IT/Au)_( Drain On Riser & ME-14 |

E{iser-Core, IT/Aux Drain On Riser-No AUX |
Part I - Owner's Section
A, Is the building occupied?

B. Has the occupancy and hazard of contents ¥ Yes . No
remained the same since the last inspection?

C. Are all fire protection systems in service? ¥ Yes. No
D. Has the system remained in service ) )
without modification since the last ¥ Yes. No
inspection?

E. Was the system free of actuation of ¥ Yes " No

devices or alarms since the last inspection?
Owner or Representative
Signature

CPL. Robert Bargholz _

B 3/9/2021

Date

Part II - Inspector's Section

A. Inspections

1. Weekly Items

a. Control valves (including backflow
preventer isolation valves) supervised with . : N L
scals passed inspection in accordance with Yesi. No¥ N/A
11.A.2.a below?

'b. Relief port on RPZ not continuously

discharging? .. Yes” No ¥ N/A
Al

No Signature Available

2. Monthly Inspection Items (in addition to above items)

a. Control valves and valves on backflow preventers with locks or
electrical supervision:

1. In correct (open or closed) position? ¥ Yes. No. N/A
2. Lock or supervision in place? ¥ Yes "No” N/A
3. Accessible and free from external leaks? ¥ Yes No . N/A
4. Provided with appropriate wrenches? “Yes " Now N/A
5. Provided with appropriate identification? ¥ Yes 'No! *N/A
. Ga n system in good condition a; ;

l;)howil‘rll’c’gels;<())rrns'§iswatcr sﬁgp?ycgressuge? nd ¥ Yes No. N/A
¢. Alarm valve free from physical damage, L

trim in correct (open or closed) position and Yes: .Now N/A

no leakage from retarding chamber or drains?
3. Quarterly Inspection Items (in addition to above items)

a. Fire department connections visible,
accessible, couplings and swivels not
damaged, gaskets in place and in good
condition, plugs and caps are okay,
identification sign(s) in place, check valve is
not leaking, clapper in place and operating
properly and automatic drain valve in place
and operating properly?

(If plugs or caps are not in place, inspect
interior for obstructions)

b. Hydraulic nameplate (calculated systems)
securely attached to riser and legible?

c. Alarm & supervisory devices not
damaged?

d. Pressure reducing valves in open position,
not leaking, with downstream pressure per o e
design critg}ria, and in good condition wlith - Yes._No¥ N/A
handwheels not broken?

4. Annual Inspection Items (in addition to above items)

Not applicable

5. Fifth Year Inspection Items (in addition to above items)

Not applicable

B. Testing - Report any failures in the Comments for this form

1. Quarterly Tests

a. Mechanical waterflow alarm devices
passed tests (alarms actuated and flow
observed)?

b. Main drain test for system downstream of backflow device or
pressure reducing valve:

 Yes " N/A

¥ Yes. No "N/A

¥ Yes. No' . N/A

1. Record static pressure (psi) and residual pressure(psi):

| System ‘ Static | Residual |I Comments ‘
| Riser-A 60 50 ,' |'
 Riser-B I 60 ‘ 50 _l _|
| Riser-C | 60 | 50 | |
| Riser-D 60 50 | |
[Riser-Core | 60 | 50 T |

2. Was flow obsc‘rved? . No " N/A

3. Are results comparable to previous tests? ¥ Yes No " N/A
2. Semiannual Tests (in addition to previous items)

Not applicable

3. Annual Tests (in addition to previous items)

Not applicable

4. Tests for every fifth year (in addition to appropriate items)

Not applicable

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11

Page 2 of 6



v Protegis Fire & Safety
i 2801 East S.R. 60
V PROTEGIS i
Phone: 877-662-3473

C. Maintenance
1. Regular Maintenance Items
a.fIf anyIstéigk(ller fz}iled thg s?mpli?g testing

P B.3. , g or is form, N T
Svereal 1:131 sprinklér:’repgre(;ent(e)d tl?}llsthat sample -Yes..No X' N/A
replaced?
b. If sprinklers have been replaced, were the = L
prop;ll‘3 replaecementes? eplaced, Y ~Yes[_No¥'N/A
¢. Marine systems normally having fresh
water were drained and refilled twice if raw [’ Yes  No¥ N/A
water got into the system?

. r' P .
31 sIt{rfl?:tt it(z)itgl)sc?mspected per manufacturer's Yes " No ¥ N/A
e. If any gf the following were discogereda?
as an obs ion investigation conducted? N

vEprlainorecgz;t;s) and ibs%ruc(;iozo Yes: 'Now N/A
investigation findings in the Comments
1. Defective intake screen on pump supplied from open sources
2. Obstructive material discharged during flow tests
3. Foreign material in dry-pipe valves, check valves or pumps
4. Foreign material in water during drain test or plugging of inspector's
test connection
5. Plugging of pipe or sprinklers found during activation or work
6. Record of broken mains in the vicinity
7. Abnormally frequent false-tripping of dry-pipe valves
8. Failure to flush yard piping or surrounding mains following new
installation or repairs
9. System is returned to service after an extended period of time out of
service (more than one year)
10. There is reason to believe the system contains sodium silicate or its
derivatives or highly corrosive fluxes in copper pipe
11. Raw water was pumped into the fire department connection
12. Pinhole leaks
£, If conditions were found that required

flushing, was flushing of the system . Yes._No¥ NA
conducted?
g Was a drain test conducted after opening ¥ Yes 'No " N/A

any closed valves?

h. Adjusted, repaired, reconditioned or
replaced components had the associated tests Yes Nov N/A
and/or inspections performed?

2. Annual Maintenance Items (in addition to previous items)

Not applicable

Part ITI - Comments

Any “No" answers, test failures or other problems found with the
sprinkler system must be explained using the comment specific for
each question. Additional comments can be added here.

Please see the summary section at the top of the form for the
comments,
Part IV - Inspector's Information

Inspected By i Gabriel Dorta
I state that the information on this form is correct at the time and place
of my inspection, and that all equipment tested at this time was left in
eperating condition upon completion of this inspection except as noted
in the Comments.

Signature of Inspector QM'

Date 3/9/2021

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11

Page 3 of 6



v Protegis Fire & Safety
N 2801 East S.R. 60
v DRDTE G’S Valricoz,lFL 33594

Phone: 877-662-3473

FLORIDA FIRE />
SERVICE, INC. \

Our Inspection of your Fire Protection System(s) is to ensure that the system components are in good working order
based upon the National Fire Protection Association’s (NFPA) Publication 25, “Inspection, Testing, and
Maintenance of Water Based Fire Protection Systems”; currently adopted edition; (NFPA) Publication 72, “Fire
Alarm Systems”; currently adopted addition; and/or Florida Fire Prevention Code (FFPC), as applicable.

The applicable code inspection requires that we assume your system is/was installed to meet the proper sprinkler /
alarm / Fire Protection System coverage requirements of the applicable code. Occasionally we observe coverage
conditions that are outside our scope of our inspection which we want to bring to your attention. These conditions
may exist for any number of reasons including, but not limited to, the age of your system(s), changes in the design
or occupancy of your facility, changes in the usage of a particular area(s), revisions of industry standards, and/or
changes in the adopted Building Code(s). As a Property Owner or Manager you are responsible for maintaining your
sprinkler system and keeping up with changes in occupancy. Accordingly, we present our observations of applicable
code coverage issues to aid you as the Building Owner or Manager.

Items listed are sometimes not necessarily part of a NFPA 25, 72, or FEPC Inspection and may be outside of the
scope of our inspection contract with you. The identification of these items does not constitute a des; gn review or
engineering analysis of your system(s). These items were noticed during an inspection of your Fire Protection
System(s) performed in accordance with the applicable codes, however may not be part of the inspection
requirements of the inspection contracted to perform. Florida Fire Service, Inc. makes no guarantees or assurance
that any or all design, engineering defects, or system deficiencies have been detected.

Pursuant to Florida Fire Protection Code, currently adopted addition, Florida Fire Service, Inc. (FFS) must notify the
Authority Having Jurisdiction (AHJ) of any deficiencies found/determined within the timeframe allowed by such
applicable code. Please feel free to ask your FFS representative about required timelines for reporting to your local

AHI.
If FFS provides a proposal for the repairs/corrections of said deficiencies, it is intended as a courtesy and not a

requirement.

Froviding Florida with Fast, Professional, and Affordable Systems and Service since 1987

EXTINGUISHERS - EMERGENCY LIGHTING — FIRE ALARMS ~ FIRE HYDRANTS — FIRE SPRINKLERS - BACKFLOWS - FIRE
SUPPRESSION SYSTEMS ~ NURSE CALL SYSTEMS - EMERGENCY COMMUNICATIONS

State Licenses: 90153500012007, FPC11-000028, PS -59194500012005-EF20000861

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11 Page 4 of 6



v Protegis Fire & Safety
" 2801 East S.R. 60
V meTEGIS Valrico?sFL 33594
’ Phone: 877-662-3473

Florida Fire Sprinkler Association _ ('l) )
Fiorida Fire Sprinkier Assaciation, Ing. And " AF% :Y'ZEL

American Fire Sprinkler Association, FL

Important Announcement to Florida Fire Sprinkler Contractors

The Rules of the Florida State Fire Marshal in Chapter 69A-46 FIRE PROTECTION SYSTEM CONTRACTORS
AND SYSTEMS were revised and became effective on 7/19/2016. The new rules are available at
www. flrules.org/gateway/ChapterHome.asp?Chapter=69A-46

There were a multitude of changes to 69A. The purpose of this mema is to assist you with a quick view
of important changes related to Inspections of Water Based Fire Protection Systems. It is recommended
that Contractors educate inspection customers with the new State Fire Marshall Rules and their
responsibilities.

NEW/EXPANDED DEFINITIONS: (69A-46.030)

® There are now definitions for a Deficiency, Critical Deficiency, Noncritical Deficiency and
Impairment,

e NFPA 25 requires that sprinkler heads be tested at different intervals. Failure to have that
testing performed according to the prescribed frequency constitutes a Critical Deficiency (RED
TAG)

® NFPA 25 also requires various testing to be done at 3 & 5 year intervals. Failure to perform 3 &
5 year testing requirements constitutes a Non-Critical Deficiency (YELLOW TAG)

NEW SPRINKLER SYSTEMS: (69A-46.040)

¢ Newly installed Fire Protection Systems are NOT required to have an inspection tag affixed until
the 1% inspection of that system is due and performed. (69A-46.040)

TAG RELATED CHANGES: (69A-46.041)

¢ The rule now requires systems to be tagged with Green Compliance, Yellow Non Compliance
{Non-Critical) or Red Non Compliance {Critical or Impairment) tags.

e Tags are now only allowed to be affixed to the main water control valve of each system and not
the riser. i.e. A multi floor building with individual floor control valves requires a tag on each
control valve at each floor. The same building designed without floor control assemblies only
requires a single tag to be affixed to the systems main control valve.

» Each Sprinkler System, Standpipe System, Fire Hydrant, Fire Pump, Water Storage Tank and
Water Mist system must be individually tagged.

*  With the exception of 3 & 5 year tags all tags are to only remain on the system for one year.
Therefore at any given time for quarterly inspections there should be no more than 4 tags
affixed {2quarterly, 1 semi-annual & 1 annual) per system..

e Clarification to tagging after deficiencies repairs. Contractors are not required to re-inspect or
retag the system until the next scheduled inspection.

® The rule now clarifies that a Green Compliance Tag cannot be affixed to systems with existing
deficiencies or impairments from previous inspections.

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11 Page 5 of 6



v Protegis Fire & Safety
i 2801 East S.R. 60
V p p DTE GIS Valrico, FL 33594
' Phone: 877-662-3473

n Fm Florida Fire Sprinkler Association

Fierids Firs Sprinkler Association, Ing, And
gl
American Fire Sprinkler Association, FL

NOTIFICATIONS

The new rule puts more responsibility on the Owner. The Owner is required to notify tenants of all
deficiencies or impairments.

e Compliant Systems {GREEN TAG): The Inspecting Contractor must notify the Building Owner or
Authorized Representative by copy of the NFPA Inspection Report within 30 days of the
inspection.

¢ Non-Critical Deficiencies (YELLOW TAG): The Inspecting Contractor must notify the Building
Owner or Authorized Representative by copy of the NFPA Inspection Report within 30 days of
the inspection, if the Inspecting Contractor hasn’t been contracted to complete the repairs
within 90 days of the inspection or notified that another licensed contractor performed the
repairs, the Inspecting Contractor must notify the Authority Having Jurisdiction.

» Critical Deficiencies (RED TAG): The Inspecting Contractor must notify the Building Owner or
Authorized Representative within 24 hours of the inspection. If the Inspecting Contractor hasn't
been contracted to complete the repairs within 30 days of the inspection or notified that
another licensed contractor performed the repairs, the Inspecting Contractor must notify the
Authority Having Jurisdiction.

* Impairment (RED TAG): The Inspecting Contractor must notify the Building Owner or Authorized
Representative within 24 hours of the inspection and must notify the Authority Having
lurisdiction within 72 hours of the inspection if the repairs have not been completed.

RECORDS

® Contractors are required to maintain all Inspection, Service and Maintenance records for 10
years.

¢ Inspection report provided to the AHI shall be in a format mutually determined between the
Contractor and AHJ. AHJ cannot implement a 3™ party reporting format without mutual
agreement with the Contractor.

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11
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Form for Inspection, Testing and Maintenance of
Wet Pipe Fire Sprinkler Systems

Location Code:
Contact:

Contact Address:

Phone:
Email:

Property Evaluated:

Description:

PMNPSQS
CPL. Robert Bargholz

520 NFALKENBURG RD
TAMPA, FL 33619-7884

813-598-4560

Falkenburg Rd Jail (Detention and
Correctional)

520 NFALKENBURG RD
TAMPA, FL 33619-7884

Wet (Bldg.2)

\ 2

Company:

Address:

Company Phone:

Inspector:

Date of Work:

Frequency:

PROTEGIS

Protegis Fire & Safety

2801 East S.R. 60
Valrico, FL 33594

877-662-3473

Gabriel Dorta
EF-2000861 FP120-FPI20-000058

3/10/2021
Quarterly

Attached Files

NFPA 25 72 fpc disclosure.pdf  48.1kB
A_Breakdown_of_Changes_to_69A-46.pdf 0.1MB

Deficiency Summary

There are no reported deficiencies for this submission

General Comments

There are no general comments for this submission

Protegis Fire & Safety, 2801 East S.R. 60, Valrico, FL, 33594 Phone: 877-662-3473

Page 1 of 6



Protegis Fire & Safety

\Y? PROTEGIS

2801 East S.R. 60
Valrico, FLL 33594
Phone: 877-662-3473

Form for Inspection, Testing and Maintenance of

Wet Pipe Fire Sprinkler Systems

This form covers the minimum requirements of NFPA 25-2011 for

wet pipe fire sprinkler systems connected to water supplics without

tanks or fire pumps. Separate forms are available for fire pumps, tanks,

hose connections, and other fire protection systems. More frequent

inspection, testing, and maintenance may be necessary depending on

the conditions of the occupancy and the water supply.

Notes:

1. All questions are to be answered Yes, No, or Not Applicable. All
"No" answers are to be explained in the Comments for this form.

2. Inspection, Testing and Maintenance are to be performed with
water supplies (including fire pumps) in service, unless the
impairment procedures of Chapter 15 of NFPA 25 are followed.

g’rl::) 'work covered on this form is (select Quarterly

Date of Work 3/10/2021

All responses refer to the current work (inspection, testing and
maintenance) performed on this date.

Owner:

CPL. Robert Bargholz

Owner's Phone Number:

813-598-4560

Owner's Address:

520 N FALKENBURG RD, TAMPA. FL, 33619-7884
Property Being Evaluated:

Falkenburg Rd Jail (Detention and Correctional)
Property Address:

520 N FALKENBURG RD, TAMPA, FL, 33619-7884
System(s):
Wet (Blde.2)

Riser-A POD 2A IT On Riser

!TRiscr-B POD 2B, IT On Riser

i_Riser—C POD 2C, IT in TL-01 ceiling of Pod 2C
| Riser-D POD 2D, IT in TL-01 ceiling of Pod 2D
PartI - Owner's Section

A. Is the building occupied? ¥ Yes! No

B. Has the occupancy and hazard of contents 7 Yes £ No
remained the same since the last inspection?

2. Monthly Inspection Items (in addition to above items)

a. Control valves and valves on backflow preventers with locks or
electrical supervision:

1. In correct (open or closed) position?

2. Lock or supervisicn in place?

3. Accessible and free from external leaks?

- No¥ N/A

N/A

4. Provided with appropriate wrenches? Yes' No ¥ N/A
5. Provided with appropriate identification? ¥ Yes 'No N/A
b. Gauges on system in good condition and SN
showing normal water supply pressure? ¥ Yesl ' Noi ‘N/A
¢. Alarm valve free from physical damage, o
trim in correct (open or closed) position and " Yes’ Now¥ N/A

no leakage from retarding chamber or drains?
3. Quarterly Inspection Items (in addition to above items)

a. Fire department connections visible,

accessible, couplings and swivels not

damaged, gaskets in place and in good

condition, plugs and caps are okay,

identification sign(s) in place, check valve is o :

not leaking, clapper in place and operating ® Yes! Nol N/A
properly and automatic drain valve in place

and operating properly?

(If plugs or caps are not in place, inspect

interior for obstructions)

b. Hydraulic nameplate {calculated systems) S
securely attached to riser and legible? ¥ Yes. .No .. N/A
¢. Alarm & supervisory devices not

damaged? ¥Yes No N/A
d. Pressure reducing valves in open position,

not leaking, with downstream pressure per " Yes " No ¥ N/A

design criteria, and in good condition with
handwheels not broken?
4. Annual Inspection Items (in addition to above items)

Not applicable
5. Fifth Year Inspection Items (in addition to above items)

Not applicable
B. Testing - Report any failures in the Comments for this form

1. Quarterly Tests

a. Mechanical waterflow alarm devices » . i
passed tests (alarms actuated and flow ¥ Yes .No . N/A
observed)?

C. Are all fire protection systems in service? ¥ Yes __ No b. Main drain test for system downstream of backflow device or
D. Has the system remained in service pressure reducing valve:
without modification since the last ¥ Yes .. No ) . )
inspection? 1. Record static pressure (psi) and residual pressure(psi):
E. Was the system free of actuation of ¥ Yes " No . N
devices or alarms since the last inspection? - System Static Residual Comments “
Owner or Representative CP]'é Robetrt BglAgholz o Riser-A 60 55
Signatu No Signature Available |- i

gnature g Riser-B 60 55
Date 3102021 Riser-C 60 55
Part1I - Inspector's Section Riser-D 60 55 |
A. Inspections
1. Weekly Items 2. Was flow observed? ¥ Yes' No . N/A
a. Control valves (including backflow 3. Are results comparable to previous tests? ¥ Yes _No N/A
preventer isolation valves) supervised with “Yes No¥ N/A 2. Semiannual Tests (in addition to previous items)
seals passed inspection in accordance with : Not applicable » L
11.A.2.a below? 3. Annual Tests (in addition to previous items)

; : 2- Not applicable
‘gislzﬁg:f;gogt on RPZ not continuously Yes! "No ¥'N/A 4. Tests for every fifth year (in addition to appropriate items)
ging: Not applicable

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11
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v Protegis Fire & Safety
- 2801 East S.R. 60
V pRDTE GIS Valrico, FL 33594

Phone: 877-662-3473

C. Maintenance
1. Regular Maintenance Items

a. If any sprinkler failed the sampling testing

of Parts I1.B.3.d, ¢, f, g or h of this form, - P
were all sprinklers represented by that sample - Yes. Nox'N/A
replaced?

b. If sprinklers have been replaced, were they " Yes..No ¥ N/A

proper replacements?
¢. Marine systems normally having fresh

water were drained and refilled twice if raw " Yes! "No ¥ N/A
water got into the system?

d. Heat tape inspected per manufacturer's g T
instructions? -~ Yes. . No ¥ N/A
e. [f any of the following were discovered,

was an obstruction investigation conducted? Yes” No ¥ N/A

Explain reason(s) and obstruction
investigation findings in the Comments
1. Defective intake screen on pump supplied from open sources

2. Obstructive material discharged during flow tests

3, Foreign material in dry-pipe valves, check valves or pumps

4. Foreign material in water during drain test or plugging of inspector's
test connection

5. Plugging of pipe or sprinklers found during activation or work

6. Record of broken mains in the vicinity

7. Abnormally frequent false-tripping of dry-pipe valves

8. Failure to flush yard piping or surrounding mains following new
installation or repairs

9. System is returned to service after an extended period of time out of
service (more than one year)

10. There is reason to believe the system contains sodium silicate or its
derivatives or highly corrosive fluxes in copper pipe

11. Raw water was pumped into the fire department connection

12. Pinhole leaks

£. If conditions were found that required

flushing, was flushing of the system - Yes..No ¥'"N/A
conducted?
g Was a drain test conducted after opening ¥ Yes CINo CIN/A

any closed valves?

h. Adjusted, repaired, reconditionedor
replaced components had the associated tests Yes: No¥ N/A
and/or inspections performed?

2. Annual Maintenanee Items (in addition to previous items)

Not applicable

Part III - Comments

Any "No" answers, test failures or other problems found with the
sprinkler system must be explained using the comment specific for
each question. Additional comments can be added heve.

Please see the summary section at the top of the form for the
comments.
Part IV - Inspector's Information

Inspected By Gabriel Dorta
I state that the information on this form is correct at the time and place
of my inspection, and that all equipment tested at this time was left in
operating condition upon completion of this inspection except as noted
in the Comments.

Signature of Inspector W—

Date = 3/10/2021

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-

13W-11
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v Protegis Fire & Safety
! 2801 East S.R. 60
¥ PROTEGIS e

Phone: 877-662-3473

" FLORIDA FIRE
SERVICE, INC.

-
o .“““-"“'
w

Our Inspection of your Fire Protection System(s) is to ensure that the system components are in good working order
based upon the National Fire Protection Association’s (NFPA) Publication 25, “Inspection, Testing, and
Maintenance of Water Based Fire Protection Systems”; currently adopted edition; (NFPA) Publication 72, “Fire
Alarm Systems”; currently adopted addition; and/or Florida Fire Prevention Code (FFPC), as applicable.

The applicable code inspection requires that we assume your system is/was installed to meet the proper sprinkler /
alarm / Fire Protection System coverage requirements of the applicable code. Occasionally we observe coverage
conditions that are outside our scope of our inspection which we want to bring to your attention. These conditions
may exist for any number of reasons including, but not limited to, the age of your system(s), changes in the design
or occupancy of your facility, changes in the usage of a particular area(s), revisions of industry standards, and/or
changes in the adopted Building Code(s). As a Property Owner or Manager you are responsible for maintaining your
sprinkler system and keeping up with changes in occupancy. Accordingly, we present our observations of applicable
code coverage issues to aid you as the Building Owner or Manager.

Items listed are sometimes not necessarily part of a NFPA 25, 72, or FFPC Inspection and may be outside of the
scope of our inspection contract with you. The identification of these items does not constitute a design review or
engineering analysis of your system(s). These items were noticed during an inspection of your Fire Protection
System(s) performed in accordance with the applicable codes, however may not be part of the inspection
requirements of the inspection contracted to perform. Florida Fire Service, Inc. makes no guarantees or assurance
that any or all design, engineering defects, or system deficiencies have been detected.

Pursuant to Florida Fire Protection Code, currently adopted addition, Florida Fire Service, Inc. (FFS) must notify the
Authority Having Jurisdiction (AHJ) of any deficiencies found/determined within the timeframe allowed by such
applicable code. Please feel free to ask your FFS representative about required timelines for reporting to your local

AHJ.
If FFS provides a proposal for the repairs/corrections of said deficiencies, it is intended as a courtesy and not a

requirement.

Providing Florida with Fast, Professional, and Affordable Systems and Service since 1987

EXTINGUISHERS ~ EMERGENCY LIGHTING ~ FIRE ALARMS - FIRE HYDRANTS — FIRE SPRINKLERS — BACKFLOWS - FIRE
SUPPRESSION SYSTEMS - NURSE CALL SYSTEMS - EMERGENCY COMMUNICATIONS

State Licenses: 90153500012007, FPC11-000028, PS -59194500012005-EF20000861

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11 Page 4 of 6




v Protegis Fire & Safety
& 2801 East S.R. 60
V meTEGIS Valrico?SFL 33594

Phone: 877-662-3473

7\

-a Fm Florida Fire Sprinkler Association ,«‘ ‘I) ‘

Fiotida Fire Sy‘rsg:ﬁr Association, Int, And {: AF Sﬁlw FL
American Fire Sprinkler Association, FL

Important Announcement to Florida Fire Sprinkler Contractors

The Rules of the Florida State Fire Marshal in Chapter 69A-46 FIRE PROTECTION SYSTEM CONTRACTORS
AND SYSTEMS were revised and became effective on 7/19/2016. The new rules are available at
www.flrules.org/gateway/ChapterHome.asp?Chapter=69A-46

There were a multitude of changes to 69A. The purpose of this memo is to assist you with a quick view
of important changes related to Inspections of Water Based Fire Protection Systems. It is recommended
that Contractors educate inspection customers with the new State Fire Marshall Rules and their
responsibilities.

NEW/EXPANDED DEFINITIONS: (69A-46.030)

* There are now definitions for a Deficiency, Critical Deficiency, Noncritical Deficiency and
Impairment,

* NFPA 25 requires that sprinkler heads be tested at different intervals. Failure to have that
testing performed according to the prescribed frequency constitutes a Critical Deficiency (RED
TAG)

* NFPA 25 also requires various testing to be done at 3 & 5 year intervals. Failure to perform 3 &
5 year testing requirements constitutes a Non-Critical Deficiency (YELLOW TAG)

NEW SPRINKLER SYSTEMS: (69A-46.040)

* Newly installed Fire Protection Systems are NOT required to have an inspection tag affixed until
the 1% inspection of that system is due and performed. (69A-46.040)

TAG RELATED CHANGES: (69A-46.041)

® The rule now requires systems to be tagged with Green Compliance, Yellow Non Compliance
(Non-Critical) or Red Non Compliance (Critical or Impairment) tags.

* Tags are now only allowed to be affixed to the main water control valve of each system and not
the riser. i.e. A multi floor building with individual floor control valves requires a tag on each
control valve at each floor. The same building designed without floor control assemblies only
requires a single tag to be affixed to the systems main control valve.

e Each Sprinkler System, Standpipe System, Fire Hydrant, Fire Pump, Water Storage Tank and
Water Mist system must be individually tagged.

¢ With the exception of 3 & 5 year tags all tags are to only remain on the system for one year,
Therefore at any given time for quarterly inspections there should be no more than 4 tags
affixed (2quarterly, 1 semi-annual & 1 annual) per system..

e Clarification to tagging after deficiencies repairs. Contractors are not required to re-inspect or
retag the system until the next scheduled inspection.

® The rule now clarifies that a Green Compliance Tag cannot be affixed to systems with existing
deficiencies or impairments from previous inspections.
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NOTIFICATIONS

The new rule puts mare responsibility on the Owner. The Owner is required to notify tenants of all
deficiencies or impairments.

*  Compliant Systems (GREEN TAG): The Inspecting Contractor must notify the Building Owner or
Authorized Representative by copy of the NFPA Inspection Report within 30 days of the
inspection.

¢ Non-Critical Deficiencies (YELLOW TAG): The Inspecting Contractor must notify the Building
Owner or Authorized Representative by copy of the NFPA Inspection Report within 30 days of
the inspection, if the Inspecting Contractor hasn’t been contracted to complete the repairs
within 90 days of the inspection or notified that another licensed contractor performed the
repairs, the Inspecting Contractor must notify the Authority Having lurisdiction.

e Critical Deficiencies {RED TAG): The Inspecting Contractor must notify the Building Owner or
Authorized Representative within 24 hours of the inspection. If the Inspecting Contractor hasn’t
been contracted to complete the repairs within 30 days of the inspection or notified that
another licensed contractor performed the repairs, the Inspecting Contractor must notify the
Authority Having Jurisdiction.

* Impairment (RED TAG): The Inspecting Contractor must notify the Building Owner or Authorized
Representative within 24 hours of the inspection and must notify the Authority Having
Jurisdiction within 72 hours of the inspection if the repairs have not been completed.

RECORDS

» Contractors are required to maintain all Inspection, Service and Maintenance records for 10
years,

¢ Inspection report provided to the AHJ shall be in a format mutually determined between the
Contractor and AHJ. AHJ cannot implement a 3™ party reporting format without mutual
agreement with the Contractor.
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Form for Inspection, Testing and Maintenance of
Wet Pipe Fire Sprinkler Systems

Location Code:
Contact:

Contact Address:

Phone:
Email:

Property Evaluated:

Description;

PMNPSQS
CPL. Robert Bargholz

520 N FALKENBURG RD
TAMPA, FL 33619-7884

813-598-4560

Falkenburg Rd Jail (Detention and
Correctional)

520 NFALKENBURG RD
TAMPA, FL 33619-7884

Wet (Bldg.3)

\

\ 4

Company:
Address:

Company Phone:

Inspector:

Date of Work:

Frequency:

PROTEGIS

Protegis Fire & Safety

2801 East S.R. 60
Valrico, FL 33594

877-662-3473

Gabriel Dorta
EF-2000861 FP120-FPI20-000058

3/10/2021
Quarterly

Attached Files

NFPA 25 72 fpc disclosure.pdf 48.1kB
A_Breakdown_of Changes to 69A-46.pdf 0.1MB

Deficiency Summary

There are no reported deficiencies for this submission

General Comments

There are no general comments for this submission

Protegis Fire & Safety, 2801 East S.R. 60, Valrico, FL, 33594 Phone: 877-662-3473
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Protegis Fire & Safety
2801 East S.R. 60
Valrico, FL 33594
Phone: 877-662-3473

\Q'? PROTEGIS

Form for Inspection, Testing and Maintenance of

Wet Pipe Fire Sprinkler Systems

This form covers the minimum requirements of NFPA 25-2011 for

wet pipe fire sprinkler systems connected to water supplies without

tanks or fire pumps. Separate forms are available for fire pumps, tanks,

hose connections, and other fire protection systems. More frequent

inspection, testing, and maintenance may be necessary depending on

the conditions of the occupancy and the water supply.

Notes:

1. All questions are to be answered Yes, No, or Not Applicable. All
"No" answers are to be explained in the Comments for this form.

2. Inspection, Testing and Maintenance are to be performed with
water supplies (including fire pumps) in service, unless the
impairment procedures of Chapter 15 of NFPA 25 are followed.

The work covered on this form is (select

one): Quarterl}{
Date of Work 3/10/2021

All responses refer to the current work (inspection, testing and
maintenance) performed on this date.

Owner:

CPL.. Robert Bargholz B
Owner's Phone Number:

813-598-4560 = _
Owner's Address:

520 N FALKENBURG RD, TAMPA. FL. 33619-7884

Property Being Evaluated:

Falkenburg Rd Jail (Detention and Correctional)

Property Address:

520 N FALKENBURG RD, TAMPA, FL. 33619-7584

System(s):

Wet (Bldg.3)

i Riser-A POD 3A, IT/AUX On Riser & ME-01, 02, 03, 04
Riser-B POD 3B. IT/AUX On Riser & ME-05, 06, 07, 08
 Riser-C POD 3C, IT/AUX On Riser & ME-09, 10, 11, 12
i Riser-D POD 3D. IT/AUX On Riser & ME-14, 15, 16, 17

| Riser-E TOWER, IT Under North Stairwell
Part I - Owner's Section

A Is the building occupied? ¥ Yes No
B. Has the occupancy and hazard of contents ¥ Yes " No
remained the same since the last inspection? ’

C. Are all fire protection systems in service? ¥ Yes. No
D. Has the system remained in service : )
without modification since the last ¥ Yes . No
inspection?

E. Was the system free of actuation of
devices or alarms since the last inspection?

Owner or Representative
Signature

¥ Yes " No
_CPL. Robert Bargholz

Date ] 3/10/2021

PartII - Inspector's Section

A. Inspections

1. Weekly Items

a. Control valves (including backflow
preventer isolation valves) supervised with
seals passed inspection in accordance with
I1L.A.2.a below?

b. Relief port on RPZ not continuously - Yes. No ¥ N/A
discharging? o o -

Yes ' No~ N/A

No Signature Available

2. Monthly Inspection Items (in addition to above items)

a. Control valves and valves on backflow preventers with locks or
electrical supervision:

1. In correct (open or closed) position? " Yes No¥w'
2. Lock or supervision in place? ¥ Yes . No N/A
3. Accessible and free from external leaks? ¥ Yes " Nol" N/A
4, Provided with appropriate wrenches? " Yes " No¥ N/A
5. Provided with appropriate identification? ¥ Yes 'No' N/A
 Ga in .
Eh(?ngggeiggxgls\tsgcr sﬁgg%cgggls%(r)e? ¢ ¥ Yes: No' .N/A
¢. Alarm valve free from physical damage, - L
trim in correct (open or closed) position and .Yes. .Now N/A

no leakage from retarding chamber or drains?
3. Quarterly Inspection Items (in addition to above items)

a. Fire department connections visible,

accessible, couplings and swivels not

damaged, gaskets in place and in good

condition, plugs and caps are okay,

identification sign(s) in place, check valve is o g

not leaking, clapper in place and operating ¥.Yes.. No N/A
properly and automatic drain valve in place

and operating properly?

(If plugs or caps are not in place, inspect

interior for obstructions) ‘

b. Hydraulic nameplate (caloulated systems) ¢
securely attached to riser and legible? ¥ Yes No' N/A
¢. Alarm & supervisory devices not N
damaged? ¥ Yes. No' N/A
d. Pressure reducing valves in open position,

not leaking, with downstream pressure per - N e £
design criteria, and in good condition with - Yes. Noi' N/A
handwheels not broken?

4. Annual Inspection Items (in addition to above items)

Not applicable

5. Fifth Year Inspection Items (in addition to above items)

Not applicable

B. Testing - Report any failures in the Comments for this form

1. Quarterly Tests

a, Mechanical waterflow alarm devices
passed tests (alarms actuated and flow
observed)?

b. Main drain test for system downstream of backflow device or
pressure reducing valve:

¥ Yes " No " N/A

1. Record static pressure (psi) and residual pressure(psi);

‘ System Static | Residual Il Commentrl
Riser-A 55 50 | |
Riser-B 55 50 | |
| Riser-C 55 - |0 | _‘
! Riser-D 55 | 50

| Riser-E 55 50 |

2. Was flow observed? ¥Yes "No N/A
3. Are results comparable to previous tests? ¥Yes No N/A
2. Semiannual Tests (in addition to previous items)

Not applicable

3. Annual Tests (in addition to previous items)

Not applicable

4. Tests for every fifth year (in addition to appropriate items)

Not applicable

@2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11
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v Protegis Fire & Safety
¥ 2801 East S.R. 60
V pm DTE Gls Valricoz,isFL 33594

Phone: 877-662-3473

'C. Maintenance
1. Regular Maintenance Items
a.fIf any sp}ginkler fafiled thg sz;n;lpling testing

arts I1.B.3. i =
svelr)e alsl Istrilfkiie’r:’rép%eosl;antgd tl)ystﬁ(;?rsle’lmp[e Yes' NowN/A
replaced?
b. If sprinklers have been replaced, were they "Yes” No ¥ N/A
proper replacements?
¢. Marine systems normally having fresh . i -
water were drained and refilled twice if raw ~Yes. No v N/A
water got into the system?
b . i 'S
gq skéct:laétt itg};l):?mspected per manufacturer Yes . "No ¥ N/A
e. Ifany 8f the following were discogercda‘7
was an obstruction investigation conducted? Y
Explain reasofz(sc'; and obs%ruction ! Yes . No~"N/A
investigation findings in the Comments
1. Defective intake screen on pump supplied from open sources
2. Obstructive material discharged during flow tests
3. Foreign material in dry-pipe valves, check valves or pumps
4. Foreign material in water during drain test or plugging of inspector's
test connection
5. Plugging of pipe or sprinklers found during activation or work
6. Record of broken mains in the vicinity
7. Abnormally frequent false-tripping of dry-pipe valves
8. Failure to flush yard piping or surrounding mains following new
installation or repairs
9. System is returned to service after an extended period of time out of
service (more than one year)
10. There is reason to believe the system contains sodium silicate or its
derivatives or highly corrosive fluxes in copper pipe
11. Raw water was pumped into the fire department connection
12. Pinhole leaks
f. If conditions were found that required

flushing, was flushing of the system -.Yes .No ¥'N/A
conducted?
g Was a drain test conducted after opening V' Yes No N/A

any closed valves?

h. Adjusted, repaired, reconditionedor o
replaced components had the associated tests Yes Nov'N/A
and/or inspections performed?

2. Annual Maintenance Items (in addition to previous items)

Not applicable

Part III - Comments

Any "No" answers, test failures or other problems found with the
sprinkler sysiem must be explained using the comment specific for
each question. Additional comments can be added here.

Please see the summary section at the top of the form for the
comments, - _ =
Part IV - Inspector's Information

Inspected By Gabriel Dorta
I state that the information on this form is correct at the time and place
of my inspection, and that all equipment tested at this time was left in
operating condition upon completion of this inspection except as noted
in the Comments.

Signature of Inspector @?q;

Date 3/10/2021

_@2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11 Page 3 of 6



Protegis Fire & Safety

W PROTEGIS' e

Phone: 877-662-3473

Our Inspection of your Fire Protection Systemi(s) is to ensure that the system components are in good working order
based upon the National Fire Protection Association’s (NFPA) Publication 25, “Inspection, Testing, and
Maintenance of Water Based Fire Protection Systems”; currently adopted edition; (NFPA) Publication 72, “Fire
Alarm Systems”; currently adopted addition; and/or Florida Fire Prevention Code (FFPC), as applicable.

The applicable code inspection requires that we assume your system is/was installed to meet the proper sprinkler /
alarm / Fire Protection System coverage requirements of the applicable code. Occasional ly we observe coverage
conditions that are outside our scope of our inspection which we want to bring to your attention. These conditions
may exist for any number of reasons including, but not limited to, the age of your system(s), changes in the design
or occupancy of your facility, changes in the usage of a particular area(s), revisions of industry standards, and/or
changes in the adopted Building Code(s). As a Property Owner or Manager you are responsible for maintaining your
sprinkler system and keeping up with changes in occupancy. Accordingly, we present our observations of applicable
code coverage issues to aid you as the Building Owner or Manager.

Items listed are sometimes not necessarily part of a NFPA 25, 72, or FFPC Inspection and may be outside of the
scope of our inspection contract with you. The identification of these items does not constitute a design review or
engineering analysis of your system(s). These items were noticed during an inspection of your Fire Protection
System(s) performed in accordance with the applicable codes, however may not be part of the inspection
requirements of the inspection contracted to perform. Florida Fire Service, Inc. makes no guarantees or assurance
that any or all design, engineering defects, or system deficiencies have been detected.

Pursuant to Florida Fire Protection Code, currently adopted addition, Florida Fire Service, Inc. (FFS) must notify the
Authority Having Jurisdiction (AHJ) of any deficiencies found/determined within the timeframe allowed by such
applicable code. Please feel frec to ask your FFS representative about required timelines for reporting to your local

AHJ.
If FFS provides a proposal for the repairs/corrections of said deficiencies, it is intended as a courtesy and not a

requirement.

Providing Florida with Fast, Professional, and Affordable Systems and Service since 1987

EXTINGUISHERS ~ EMERGENCY LIGHTING - FIRE ALARMS - FIRE HYDRANTS — FIRE SPRINKLERS ~ BACKFLOWS — FIRE
SUPPRESSION SYSTEMS — NURSE CALL SYSTEMS - EMERGENCY COMMUNICATIONS

State Licenses: 90153500012007, FPC11-000028, PS -59194500012005-EF20000861

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11
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Protegis Fire & Safety

W PROTEGIS s

Phone: 877-662-3473

“Fm Florida Fire Sprinkler Association ‘ m ‘
And Z AFSA-FL

Florida Fire Sprinkler Association, nt,
otk
American Fire Sprinkler Association, FL

Important Announcement to Florida Fire Sprinkler Contractors

The Rules of the Florida State Fire Marshal in Chapter 69A-46 FIRE PROTECTION SYSTEM CONTRACTORS
AND SYSTEMS were revised and became effective on 7/19/2016. The new rules are available at
www.flrules.org/gateway/ChapterHome.asp?Chapter=69A-46

There were a multitude of changes to 69A. The purpose of this memo is to assist you with a quick view
of important changes related to Inspections of Water Based Fire Protection Systems. It is recommended
that Contractors educate inspection customers with the new State Fire Marshall Rules and their
responsibilities.

NEW/EXPANDED DEFINITIONS: (69A-46.030)

e There are now definitions for a Deficiency, Critical Deficiency, Noncritical Deficiency and
Impairment.

e NFPA 25 requires that sprinkler heads be tested at different intervals. Failure to have that
testing performed according to the prescribed frequency constitutes a Critical Deficiency (RED
TAG)

® NFPA 25 also requires various testing to be done at 3 & 5 year intervals. Failure to perform 3 &
5 year testing requirements constitutes a Non-Critical Deficiency (YELLOW TAG)

NEW SPRINKLER SYSTEMS: (69A-46.040)

* Newly installed Fire Protection Systems are NOT required to have an inspection tag affixed until
the 1% inspection of that system is due and performed. (69A-46.040)

TAG RELATED CHANGES: (69A-46.041)

¢ The rule now requires systems to be tagged with Green Compliance, Yellow Non Compliance
(Non-Critical) or Red Non Compliance (Critical or Impairment) tags.

¢ Tags are now only allowed to be affixed to the main water control valve of each system and not
the riser. i.e. A multi floor building with individual floor control valves requires a tag on each
control valve at each floor. The same building designed without floor control assemblies only
requires a single tag to be affixed to the systems main control valve.

e Each Sprinkler System, Standpipe System, Fire Hydrant, Fire Pump, Water Storage Tank and
Water Mist system must be individually tagged.

e With the exceptionof 3 & 5 year tags all tags are to only remain on the system for one year.
Therefore at any given time for quarterly inspections there should be no more than 4 tags
affixed (2quarterly, 1 semi-annual & 1 annual) per system..

o Clarification to tagging after deficiencies repairs. Contractors are not required to re-inspect or
retag the system until the next scheduled inspection.

¢ The rule now clarifies that a Green Compliance Tag cannot be affixed to systems with existing
deficiencies or impairments from previous inspections.

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11
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v Protegis Fire & Safety
“‘ 2801 East S.R. 60
V DROTEGIS Valrico,SFL 33594

Phone: 877-662-3473

nm Florida Fire Sprinkler Association

Fiorida Firo Spriokler Assoclation, In And
American Fire Sprinkler Association, FL

NOTIFICATIONS

The new rule puts more responsibility on the Owner, The Owner is required to notify tenants of all
deficiencies or impairments.

¢ Compliant Systems (GREEN TAG): The Inspecting Contractor must notify the Building Owner or
Authorized Representative by copy of the NFPA Inspection Report within 30 days of the
inspection.

* Non-Critical Deficiencies (YELLOW TAG): The Inspecting Contractor must notify the Building
Owner or Authorized Representative by copy of the NFPA Inspection Report within 30 days of
the inspection, if the Inspecting Contractor hasn’t been contracted to complete the repairs
within 90 days of the inspection or notified that another licensed contractor performed the
repairs, the Inspecting Contractor must notify the Authority Having Jurisdiction.

e Critical Deficiencies (RED TAG): The Inspecting Contractor must notify the Building Owner or
Authorized Representative within 24 hours of the inspection. If the Inspecting Contractor hasn’t
been contracted to complete the repairs within 30 days of the inspection or notified that
another licensed contractor performed the repairs, the Inspecting Contractor must notify the
Authority Having Jurisdiction.

¢ Impairment (RED TAG): The Inspecting Contractor must notify the Building Owner or Authorized
Representative within 24 hours of the inspection and must notify the Authority Having
Jurisdiction within 72 hours of the inspection if the repairs have not been completed.

RECORDS

e Contractors are required to maintain all Inspection, Service and Maintenance records for 10
years.

s Inspection report provided to the AHJ shall be in a format mutually determined between the
Contractor and AHJ. AHJ cannot implement a 3™ party reporting format without mutual
agreement with the Contractor.

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11 Page 6 of 6



\Y// PROTEGIS

Form for Inspection, Testing and Maintenance of
Wet Pipe Fire Sprinkler Systems

Location Code: PMNPSQS

Contact: CPL. Robert Bargholz Company: Protegis Fire & Safety
Contact Address: 520 N FALKENBURG RD Address: 2801 East S.R. 60

TAMPA, FL 33619-7884 Valrico, FL 33594

Phone: 813-598-4560 Company Phone: 877-662-3473

Email: Inspector: Gabriel Dorta

Property Evaluated: Falkenburg Rd Jail (Detention and EF-2000861 FP120-FP120-000058

Correctional) Date of Work: 3/10/2021
520 N FALKENBURG RD

TAMPA, FL 33619-7884 Frequency: Quarterly

Description: Wet (Bldg.4)

Attached Files

NFPA 25 72 fpc disclosure.pdf  48.1kB
A_Breakdown_of Changes to_69A-46.pdf 0.IMB

Deficiency Summary

There are no reported deficiencies for this submission

General Comments

There are no general comments for this submission

Protegis Fire & Safety, 2801 East S.R. 60, Valrico, FL, 33594 Phone: 877-662-3473 Page 1 of 6



Protegis Fire & Safety
2801 East S.R. 60
Valrico, FL 33594

\\‘?/ PROTEGIS

Phone: 877-662-3473

Form for Inspection, Testing and Maintenance of

Wet Pipe Fire Sprinkler Systems

This form covers the minimum requirements of NFPA 25-2011 for

wet pipe fire sprinkler systems connected to water supplies without

tanks or fire pumps. Separate forms are available for fire pumps, tanks,

hose connections, and other fire protection systems. More frequent

inspection, testing, and maintenance may be necessary depending on

the conditions of the occupancy and the water supply.

Notes:

1. All questions are to be answered Yes, No, or Not Applicable. All
"No" answers are to be explained in the Comments for this form.

2. Inspection, Testing and Maintenance are to be performed with
water supplies (including fire pumps) in service, unless the
impairment procedures of Chapter 15 of NFPA 25 are followed.

lellg)yvork covered on this form is (select Quarterly
Date of Work 3/10/2021

All responses refer to the curvent work (inspection, testing and
maintenance) performed on this date.

Owner:

CPL.. Robert Bargholz
Owner's Phone Number:
813-598-4560 o
Owner's Address:

520 N FALKENBURG RD, TAMPA. FL, 33619-7884

Property Being Evaluated:

Falkenburg Rd Jail (Detention and Correctional)

Property Address:

520 N FALKENBURG RD. TAMPA, FL. 33619-7884

System(s):

Wet (Bldg.4)

| Riser-A POD4A IT/AUX On Riser & SR-01 of Pod 4A ‘

lBiser—B POD4B IT/AUX On Riser & SR-01 of Pod 4B ‘
Riser-C POD4C IT/AUX On Riser & SR-01 of Pod 4C

!_Riser-D PODA4D IT/AUX On Riser & SR-01 of Pod 4D |

Part I - Owner’'s Section

A. Is the building occupied? ¥ Yes! No

B. Has the occupancy and hazard of contents v Yes ™ No
remained the same since the last inspection? %

2. Monthly Inspection Items (in addition to above items)

a. Control valves and valves on backflow preventers with locks or
electrical supervision:

1. In correct (open or closed) position?

2, Lock or supervision in place? N/A

~ No ™ N/A

3. Accessible and free from external leaks? ¥ Yes |

4. Provided with appropriate wrenches? " Yes "Now N/A
5. Provided with appropriate identification? ¥ Yes No NA
b. Ga n system in condition
shc?w;;lggelslgnnsaﬂsvsggclr sﬁggfy ];)re(;l;tlire?and ¥ Yes. Nol N/A
¢. Alarm valve free from physical damage,
trim in correct (open or closed) position and " Yes' .No¥ N/A

no leakage from retarding chamber or drains?
3. Quarterly Inspection Items (in addition to above items)

a. Fire department connections visible,

accessible, couplings and swivels not

damaged, gaskets in place and in good

condition, plugs and caps are okay,

identification sign(s) in place, check valve is L

not leaking, clapper in place and operating ¥ Yes: No' N/A
properly and automatic drain valve in place

and operating properly?

(If plugs or caps are not in place, inspect

interior for obstructions)

b. Hydraulic nameplate (calculated systems) o

securely attached to riser and legible? ¥ Yes. No N/A
c. Alarm & supervisory devices not o

damaged? ¥ Yes No NA

d. Pressure reducing valves in open position,
not leaking, with downstream pressure per
design criteria, and in good condition with
handwheels not broken?

4. Annual Inspection Items (in addition to above items)

Not applicable

S. Fifth Year Inspection Items (in addition to above items)

Not applicable

B. Testing - Report any failures in the Comments for this form
1. Quarterly Tests

a. Mechanical waterflow alarm devices
passed tests (alarms actuated and flow
observed)?

""Yes __No¥ N/A

¥ Yes 'No .N/A

C. Are all fire protection systems in service? ¥*Yes . No b. Main drain test for system downstream of backflow device or
D. Has the system remained in service . pressure reducing valve:
without modification since the last ¥ Yes. No . . i .
inspection? 1. Record static pressure (psi) and residual pressure(psi):
E. Was the system free of actuation of = 3 T
devices or alarms since the last inspection? ¥ Yes'..No | System | Static | Residual | Commensts—!
Owner or Representative rSPLS Rgbetrt Bafqghgl;l_bl | Riser-A | 55 50 |
Signature o Signature Available |, |
1end 9 Riser-B 55 50 | |
— 2: |
Date : 3/10/2021 | Riser-C 55 50 <<
Part II - Inspector's Section Biscr-D 55 50 ‘
A. Inspections : : '
1. Weekly Items 2. Was flow observed? ¥ Yes. No "N/A
a. Control valves (including backflow 3. Are results comparable to previous tests? ¥.Yes” No N/A
preventer isolation valves) supervised with " Yes "No ¥ N/A 2. Semiannual Tests (in addition to previous items)
seals passed inspection in accordance with ) Not applicable . . L
I1.A.2.a below? 3. Annual Tests (in addition to previous items)
Not applicable

b. Relief port on RPZ not continuously

discharging? "Yes' NoV.N/A

4. Tests for every fifth year (in addition to appropriate items)
Not applicable

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11
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v Protegis Fire & Safety
1 . 2801 East S.R. 60
V meTE GlS Valrico, FL 33594
Phone: 877-662-3473

C. Maintenance
1. Regular Maintenance Items
a.f If anyIstlgigk(Ijer f:}iled thlf s?n}]lplixf}g testing

B.J3d,e,f this form, - . -
\(;'el:: I;fl sprinklerz repgre%l;:nteozd b;lsthat sample -Yes . No < N/A
replaced?

. If sprinklers have been replaced the
Erolpg3 repl::emer‘l,fs'.? cpiaces, were ey Yes  No¥'N/A
¢. Marine systems normally having fresh N
water were drained and refilled twice if raw ~Yes Noy N/A
water got into the system?
g;s?ri?:tt it(z)il;l);:?lnsp(:cted per manufacturer's - Yes No ¥ N/A
e. If any of the following were discovered,
gas an obstruction investigation conducted? - Yes " No ¥ N/A

xplain reason(s) and obstruction
investigation findings in the Comments
1. Defective intake screen on pump supplied from open sources
2. Obstructive material discharged during flow tests
3. Foreign material in dry-pipe valves, check valves or pumps
4. Foreign material in water during drain test or plugging of inspector's
test connection
5. Plugging of pipe or sprinklers found during activation or work
6. Record of broken mains in the vicinity
7. Abnormally frequent false-tripping of dry-pipe valves
8. Failure to flush yard piping or surrounding mains following new
installation or repairs
9. System is returned to service after an extended period of time out of
service (more than one year)

10. There is reason to believe the system contains sodium silicate or its
derivatives or highly corrosive fluxes in copper pipe

1. Raw water was pumped into the fire department connection

12. Pinhole leaks

f. If conditions were found that required

flushing, was flushing of the system . Yes . No ¥.N/A
conducted?
€. Was a drain test conducted after opening ¥V Yes No “N/A

any closed valves?

h. Adjusted, repaired, reconditioned or _ L
replaced components had the associated tests Yes No¥'N/A
and/or inspections performed?

2, Annual Maintenance Items (in addition to previous items)

Not applicable

Part IIT - Comments

Any "No" answers, test failures or other problems found with the
sprinkler system must be explained using the comment specific for
each question. Additional comments can be added here.

Pleasc see the summary section at the top of the form for the
comments. _ ———
Part IV - Inspector's Information

Inspected By Gabriel Dorta
I state that the information on this form is correct at the time and place
of my inspection, and that all equipment tested at this time was left in
-operating condition upon completion of this inspection except as noted
in the Comments.

Signature of Inspector 2‘ ;

Date ] 3/10/2021

©2013 Natjonal Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11
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v Protegis Fire & Safety
' B 2801 East S.R. 60
W PROTEGIS mits

Phone: 877-662-3473

Our Inspection of your Fire Protection System(s) is to ensure that the system components are in good working order
based upon the National Fire Protection Association’s (NFPA) Publication 25, “Inspection, Testing, and
Maintenance of Water Based Fire Protection Systems”; currently adopted edition; (NFPA) Publication 72, “Fire
Alarm Systems”; currently adopted addition; and/or Florida Fire Prevention Code (FFPC), as applicable.

The applicable code inspection requires that we assume your system is/was installed to meet the proper sprinkler /
alarm / Fire Protection System coverage requirements of the applicable code. Occasionally we observe coverage
conditions that are outside our scope of our inspection which we want to brin g to your attention. These conditions
may exist for any number of reasons including, but not limited to, the age of your system(s), changes in the design
or occupancy of your facility, changes in the usage of a particular area(s), revisions of industry standards, and/or
changes in the adopted Building Code(s). As a Property Owner or Manager you are responsible for maintaining your
sprinkler system and keeping up with changes in occupancy. Accordingly, we present our observations of applicable
code coverage issues to aid you as the Building Owner or Manager.

Items listed are sometimes not necessarily part of a NFPA 25, 72, or FFPC Inspection and may be outside of the
scope of our inspection contract with you. The identification of these items does not constitute a desi gn review or
engineering analysis of your system(s). These items were noticed during an inspection of your Fire Protection
System(s) performed in accordance with the applicable codes, however may not be part of the inspection
requirements of the inspection contracted to perform. Florida Fire Service, Inc. makes no guarantees or assurance
that any or all design, engineering defects, or system deficiencies have been detected. i

Pursuant to Florida Fire Protection Code, currently adopted addition, Florida Fire Service, Inc. (FFS) must notify the
Authority Having Jurisdiction (AHJ) of any deficiencies found/determined within the timeframe allowed by such
applicable code. Please feel free to ask your FFS representative about required timelines for reporting to your local

AHJ.
If FFS provides a proposal for the repairs/corrections of said deficiencies, it is intended as a courtesy and not a

requirement,

Providing Fiorida with Fast, Professional, and Affordable Systems and Service since 1987

EXTINGUISHERS ~ EMERGENCY LIGHTING - FIRE ALARMS - FIRE HYDRANTS - FIRE SPRINKLERS — BACKFLOWS — FIRE
SUPPRESSION SYSTEMS - NURSE CALL SYSTEMS — EMERGENCY COMMUNICATIONS

State Licenses: 90153500012007, FPC11-000028, PS -59194500012005-EF20000861

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11 Page 4 of 6



v Protegis Fire & Safety
. 2801 East S.R. 60
V DQOTEGIS Valricoe,lsFL 33594

Phone; 877-662-3473

—mm Florida Fire Sprinkler Association

Florida Fire Spiinkler Association, i And
American Fire Sprinkler Association, FL

Important Announcement to Florida Fire Sprinkler Contractors

The Rules of the Florida State Fire Marshal in Chapter 69A-46 FIRE PROTECTION SYSTEM CONTRACTORS
AND SYSTEMS were revised and became effective on 7/19/2016. The new rules are available at
www.flruIes.org/gateway/chapterHome.asp?Chapter=69A-46

There were a multitude of changes to 69A. The purpose of this memo is to assist you with a quick view
of important changes related to Inspections of Water Based Fire Protection Systems. It is recommended
that Contractors educate inspection customers with the new State Fire Marshall Rules and their
responsibilities.

NEW/EXPANDED DEFINITIONS: (69A-46,030)

e There are now definitions for a Deficiency, Critical Deficiency, Noncritical Deficiency and
Impairment.

e NFPA 25 requires that sprinkler heads be tested at different intervals. Failure to have that
testing performed according to the prescribed frequency constitutes a Critical Deficiency (RED
TAG)

* NFPA 25 also requires various testing to be done at 3 & 5 year intervals. Failure to perform 3 &
5 year testing requirements constitutes a Non-Critical Deficiency (YELLOW TAG)

NEW SPRINKLER SYSTEMS: (69A-46.040)

* Newly installed Fire Protection Systems are NOT required to have an inspection tag affixed until
the 1% inspection of that system is due and performed. {(69A-46.040)

TAG RELATED CHANGES: (69A-46.041)

¢ The rule now requires systems to be tagged with Green Compliance, Yellow Non Compliance
(Non-Critical) or Red Non Compliance (Critical or Impairment) tags.

* Tags are now only allowed to be affixed to the main water control valve of each system and not
the riser. i.e. A multi floor building with individual floor control valves requires a tag on each
controf valve at each floor, The same building designed without floor control assemblies only
requires a single tag to be affixed to the systems main control valve.

¢ Each Sprinkler System, Standpipe System, Fire Hydrant, Fire Pump, Water Storage Tank and
Water Mist system must be individually tagged.

*  With the exception of 3 & 5 year tags all tags are to only remain on the system for one year.
Therefore at any given time for quarterly inspections there should be ne more than 4 tags
affixed (2quarterly, 1 semi-annual & 1 annual) per system..

» Clarification to tagging after deficiencies repairs. Contractors are not required to re-inspect or
retag the system untif the next scheduled inspection.

¢ The rule now clarifies that a Green Compliance Tag cannot be affixed to systems with existing
deficiencies or impairments from previous inspections.

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11 Page 5 of 6
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” 2801 East S.R. 60
V p p DTE G 'S Valricoa,lsFL 33594

Phone: 877-662-3473

Fm Florida Fire Sprinkler Association

Fiorida Fire Sprinkier Association, tnc. And
il
American Fire Sprinkler Association, FL

NOTIFICATIONS

The new rule puts more responsibility on the Owner. The Owner is required to notify tenants of all
deficiencies or impairments.

¢ Compliant Systems (GREEN TAG): The Inspecting Contractor must notify the Building Owner or
Authorized Representative by copy of the NFPA Inspection Report within 30 days of the
inspection.

¢ Non-Critical Deficiencies (YELLOW TAG): The Inspecting Contractor must notify the Building
Owner or Authorized Representative by copy of the NFPA Inspection Report within 30 days of
the inspection, if the Inspecting Contractor hasn’t been contracted to complete the repairs
within 90 days of the inspection or notified that another licensed contractor performed the
repairs, the Inspecting Contractor must notify the Authority Having Jurisdiction.

¢ (Critical Deficiencies (RED TAG): The Inspecting Contractor must notify the Building Owner or
Authorized Representative within 24 hours of the inspection. If the Inspecting Contractor hasn't
been contracted to complete the repairs within 30 days of the inspection or notified that
another licensed contractor performed the repairs, the Inspecting Contractor must notify the
Authority Having Jurisdiction.

¢ Impairment (RED TAG): The Inspecting Contractor must notify the Building Owner or Authorized
Representative within 24 hours of the inspection and must notify the Authority Having
lurisdiction within 72 hours of the inspection if the repairs have not been completed.

RECORDS

¢ Contractors are required to maintain all Inspection, Service and Maintenance records for 10
years.

¢ Inspection report provided to the AHJ shall be in a format mutually determined between the
Contractor and AHJ. AHJ cannot implement a 3" party reporting format without mutual
agreement with the Contractor.

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11
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Form for Inspection, Testing and Maintenance of
Wet Pipe Fire Sprinkler Systems

Location Code:
Contact:

Contact Address:

Phone:
Email;

Property Evaluated:

Description:

PMNPSQS
CPL. Robert Bargholz

520 N FALKENBURG RD
TAMPA, FL 33619-7884

813-598-4560

Falkenburg Rd Jail (Detention and
Correctional)

520 N FALKENBURG RD
TAMPA, FL 33619-7884

Wet (Bldg.5)

\/

\ 4

Company:

Address:

Company Phone:

Inspector:

Date of Work:

Frequency:

PROTEGIS

Protegis Fire & Safety

2801 East S.R. 60
Valrico, FL 33594

877-662-3473

Gabriel Dorta
EF-2000861 FP120-FPI120-000058

3/10/2021

Quarterly

Attached Files

NFPA 25 72 fpc disclosure.pdf  48.1kB
A_Breakdown_of Changes_to 69A-46.pdf 0.1MB

Deficiency Summary

There are no reported deficiencies for this submission

General Comments

There are no general comments for this submission

Protegis Fire & Safety, 2801 East S.R. 60, Valrico, FL, 33594 Phone: 877-662-3473

Page 1 of 6



Protegis Fire & Safety

\Q'? PROTEGIS

2801 East S.R. 60
Valrico, FL 33594
Phone: 877-662-3473

Form for Inspection, Testing and Maintenance of

Wet Pipe Fire Sprinkler Systems

This form covers the minimum requirements of NFPA 25-2011 for
wet pipe fire sprinkler systems connected to water supplies without
tanks or fire pumps. Separate forms are available for fire pumps, tanks,
hose connections, and other fire protection systems. More frequent
inspection, testing, and maintenance may be necessary depending on
the conditions of the occupancy and the water supply. :
Notes:
1. All questions are to be answered Yes, No, or Not Applicable. All
"No" answers are to be explained in the Comments for this form,
2. Inspection, Testing and Maintenance are to be performed with
water supplies (including fire pumps) in service, unless the
impairment procedures of Chapter 15 of NFPA 25 are followed.

The work covered on this form is (select

one): — Quarterl_y
Date of Work 3/10/2021

All responses vefer to the current work (inspection, testing and
maintenance) performed on this date.

Owner:

CPL. Robert Bargholz : -
Owner's Phone Number:

813-598-4560 o
Owner's Address:

520 N FALKENBURG RD. TAMPA, FL. 33619-7884 B
Property Being Evaluated:

Falkenburg Rd Jail (Detention and Correctional)

Property Address:

520 N FALKENBURG RD. TAMPA, FL. 33619-7884

System(s):

Wet (Bldg.5)

@er—A 2,5" POD-5A IT On West Riser |
|Riser-B 2,5" POD-5B IT On West Riser ‘
‘ Riser-C 4" (Main) POD-5C IT On East Riser ] |

|Riser-D 2,5" POD-5D IT East On Riser ‘
Part I - Owner's Section
A. Is the building occupied? ¥ Yes No

B. Has the occupancy and hazard of contents 7 Yes. No
remained the same since the last inspection?

C. Are all fire protection systems in service? ¥ Yes .. No
D. Has the system remained in service ‘
without modification since the last ¥ Yes. No
inspection?

E. Was the system free of actuation of ¥ Yes’  No

devices or alarms since the last inspection?
Owner or Representative
Signature

_CPL. Robert Bargholz

Date 3/10/2021

Part I1 - Inspector's Section

A. Inspections

1. Weekly Items

a, Control valves (including backflow
preventer isolation valves) supervised with
seals passed inspection in accordance with
1LA.2.a below?

b. Relief port on RPZ not continuously Yes
discharging?

" Yes' No¥'N/A

No # N/A

No Signature Available

2. Monthly Inspection Items (in addition to above items)

a. Control valves and valves on backflow preventers with locks or

electrical supervision:

1. In correct (open or closed) position?

2. Lock or supervision in place?

3. Accessible and free from external leaks?

4. Provided with appropriate wrenches? [

5. Provided with appropriate identification? " No'N/A
. stem in good condition and % < I

Showing nomral waieh ey promey 7 Yes " NoTN/A

c. Alarm valve free from physical damage, i

trim in correct (open or closed) position and “. Yes

no leakage from retarding chamber or drains?

3. Quarterly Inspection Items (in addition to above items)

a. Fire department connections visible,
accessible, couplings and swivels not
damaged, gaskets in place and in good
condition, plugs and caps are okay,
identification sign(s) in place, check valve is
not leaking, clapper in place and operating
properly and automatic drain valve in place
and operating properly?

(If plugs or caps are not in place, inspect
interior for obstructions)

b. Hydraulic nameplate (calculated systems) -

securely attached to riser and legible.¥ ¥ Yes. No. N/A

"No¥ N/A

c. Alarm & supervisory devices not o
damaged? ¥ Yes Noi.NA
d. Pressure reducing valves in open position,

not leaking, with downstream pressure per "~ Yes ™ No & N/A

design criteria, and in good condition with

handwheels not broken?

4. Annual Inspection Items (in addition to above items)
Not applicable

5. Fifth Year Inspection Items (in addition to above items)

Not applicable
B. Testing - Report any failures in the Comments for this form

1. Quarterly Tests

a. Mechanical waterflow alarm devices
passed tests (alarms actuated and flow
observed)?

b. Main drain test for system downstream of backflow device or
pressure reducing valve:

¥.Yes 'No.. N/A

1. Record static pressure (psi) and residual pressure(psi):

| System [ Static ‘ Residual | Comments |
|Riser-A 55 50 ) |
}&ser-B ss 50 '
| Riser-C 55 | 50 j
| Riser-D 55 50 | |

2. Was flow observed?

3. Are results comparable to previous tests?
2. Semiannual Tests (in addition to previous items)

Not applicable

3. Annual Tests (in addition to previous items)

Not applicable

4. Tests for every fifth year (in addition to appropriate items)
Not applicable

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11
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:v v Protegis Fire & Safety

¥ 2801 East S.R. 60

V pm DTE G ’ S Valrico:,isFL 33594
Phone: 877-662-3473

C. Maintenance

1. Regular Maintenance Items

a.f If anyﬁp]ginkler fz}iled thlf s?nll]plilf}g testing

of Parts IL.B.3. ,gor thi s : :
wc:lr);l alsl sprir?k%r:’repgreosent(e)d b;sth(;??ample -Yes. No X N/A
replaced?

. If sprinklers have been repl re th . z
Eropef replairesmgl;,te;? placed, we i - Yes L No o N/A
¢. Marine systems normally having fresh
water were drained and refilled twice if raw Yes: .
water got into the system?

ﬁ] SIt-Irﬁitﬁtgg:?mspected per manufacturer's “Yes: "No ¥ N/A
e. Ifany gf the following were discogeredaq

as an obstruction investigation conducted?
gxplain refs?m (;;nalnd obs%*uc(;iono Yesi "Now'N/A
investigation findings in the Comments
1. Defective intake screen on pump supplied from open sources
2, Obstructive material discharged during flow tests
3, Foreign material in dry-pipe valves, check valves or pumps
4. Foreign material in water during drain test or plugging of inspector’s
test connection
5. Plugging of pipe or sprinklers found during activation or work
6. Record of broken mains in the vicinity
7. Abnormally frequent false-tripping of dry-pipe valves
8. Failure to flush yard piping or surrounding mains following new
installation or repairs
9. System is returned to service after an extended period of time out of
service (more than one year)

10. There is reason to believe the system contains sodium silicate or its
derivatives or highly corrosive fluxes in copper pipe

11. Raw water was pumped into the fire department connection

12. Pinhole leaks

£. If conditions were found that required

No ¥ N/A

flushing, was flushing of the system ~Yes  [No ¥ N/A
conducted?
g Was a drain test conducted after opening v Yes "No "N/A

any closed valves?
h. Adjusted, repaired, reconditioned or L
replaced components had the associated tests Yes: No v N/A
and/or inspections performed?

2. Annual Maintenance Items (in addition to previous items)

Not applicable

Part Il - Comments

Any "No" answers, test failures or other problems found with the
sprinkler system must be explained using the comment specific for

each question. Additional comments can be added here.

Please see the summary section at the top of the form for the
comments. -
Part IV - Inspector's Information

Inspected By Gabriel Dorta
I'state that the information on this form is correct at the time and place
of my inspection, and that all equipment tested at this time was left in
operating condition upon completion of this inspection except as noted
in the Comments.

Signature of Inspector = &

Date 3/10/2021

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11
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v Protegis Fire & Safety
¥ 2801 East S.R. 60
v DQDTEGIS Valrico, FL, 33594
) Phone: 877-662-3473

Our Inspection of your Fire Protection System(s) is to ensure that the system components are in good working order
based upon the National Fire Protection Association’s (NFPA) Publication 25, “Inspection, Testing, and
Maintenance of Water Based Fire Protection Systems”; currently adopted edition; (NFPA) Publication 72, “Fire
Alarm Systems”; currently adopted addition; and/er Florida Fire Prevention Code (FFPC), as applicable.

The applicable code inspection requires that we assume your system is/was installed to meet the proper sprinkler /
alarm / Fire Protection System coverage requirements of the applicable code. Occasionally we observe coverage
conditions that are outside our scope of our inspection which we want to bring to your attention. These conditions
may exist for any number of reasons including, but not limited to, the age of your system(s), changes in the design
or occupancy of your facility, changes in the usage of a particular area(s), revisions of industry standards, and/or
changes in the adopted Building Code(s). As a Property Owner or Manager you are responsible for maintaining your
sprinkler system and keeping up with changes in occupancy. Accordingly, we present our observations of applicable
code coverage issues to aid you as the Building Owner or Manager.

Items listed are sometimes not necessarily part of a NFPA 25, 72, or FFPC Inspection and may be outside of the
scope of our inspection contract with you. The identification of these items does not constitute a design review or
engineering analysis of your system(s). These items were noticed during an inspection of your Fire Protection
System(s) performed in accordance with the applicable codes, however may not be part of the inspection
requirements of the inspection contracted to perform. Florida Fire Service, Inc. makes no guarantees or assurance
that any or all design, engineering defects, or system deficiencies have been detected.

Pursuant to Florida Fire Protection Code, currently adopted addition, Florida Fire Service, Inc. (FFS) must notify the
Authority Having Jurisdiction (AHI) of any deficiencies found/determined within the timeframe allowed by such
applicable code. Please feel free to ask your FFS representative about required timelines for reporting to your local

AHJ.
IfFFS provides a proposal for the repairs/corrections of said deficiencies, it is intended as a courtesy and not a

requirement.

Providing Florida with Fast, Professional, and Affordable Systems and Service since 1987

EXTINGUISHERS - EMERGENCY LIGHTING - FIRE ALARMS — FIRE HYDRANTS — FIRE SPRINKLERS — BACKFLOWS - FIRE
SUPPRESSION SYSTEMS - NURSE CALL SYSTEMS ~ EMERGENCY COMMUNICATIONS

State Licenses: 90153500012007, FPC11-000028, PS -59194500012005-EF20000861

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11 Page 4 of 6



v Protegis Fire & Safety
“ 2801 East S.R. 60
V meTE G'S Valricoz,lsFL 335%4

Phone: 877-662-3473

nm Florida Fire Sprinkler Association

Fiotida Firs Sprinklar Associalon, I And
American Fire Sprinkler Association, FL

AN

Important Announcement to Florida Fire Sprinkler Contractors

The Rules of the Florida State Fire Marshal in Chapter 69A-46 FIRE PROTECTION SYSTEM CONTRACTORS
AND SYSTEMS were revised and became effective on 7/19/2016. The new rules are available at
www.flrules.org/gateway/ChapterHome.asp?Chapter=69A-46

There were a multitude of changes to 69A. The purpose of this memo is to assist you with a quick view
of important changes related to Inspections of Water Based Fire Protection Systems. It is recommended
that Contractors educate inspection customers with the new State Fire Marshall Rules and their
responsibilities.

NEW/EXPANDED DEFINITIONS: (69A-46.030)

e There are now definitions for a Deficiency, Critical Deficiency, Noncritical Deficiency and
Impairment.

e NFPA 25 requires that sprinkler heads be tested at different intervals. Failure to have that
testing performed according to the prescribed frequency constitutes a Critical Deficiency (RED
TAG)

® NFPA 25 also requires various testing to be done at 3 & 5 year intervals. Failure to perform 3 &
5 year testing requirements constitutes a Non-Critical Deficiency (YELLOW TAG)

NEW SPRINKLER SYSTEMS: {69A-46.040)

¢ Newly installed Fire Protection Systems are NOT required to have an inspection tag affixed until
the 1% inspection of that system is due and performed. (69A-46.040)

TAG RELATED CHANGES: (69A-46.041)

¢ The rule now requires systems to be tagged with Green Compliance, Yellow Non Compliance
(Non-Critical) or Red Non Compliance (Critical or Impairment) tags.

e Tags are now only allowed to be affixed to the main water control valve of each system and not
the riser. i.e. A multi floor building with individual floor control valves requires a tag on each
control valve at each floor. The same building designed without floor control assemblies only
requires a single tag to be affixed to the systems main control valve.

e Each Sprinkler System, Standpipe System, Fire Hydrant, Fire Pump, Water Storage Tank and
Water Mist system must be individually tagged.

e With the exception of 3 & 5 year tags all tags are to only remain on the system for one year.
Therefore at any given time for quarterly inspections there should be no more than 4 tags
affixed {2quarterly, 1 semi-annual & 1 annual) per system..

e Clarification to tagging after deficiencies repairs. Contractors are not required to re-inspect or
retag the system until the next scheduled inspection.

¢ The rule now clarifies that a Green Compliance Tag cannot be affixed to systems with existing
deficiencies or impairments from previous inspections.

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11 Page 5 of 6



v Protegis Fire & Safety
* 2801 East S.R. 60
W7 PROTEGIS Lo

Phone: 877-662-3473

nFm Florida Fire Sprinkler Association

Fiorida Finy Sp:wtir "l;\“ssociatlon. Ing, And
American Fire Sprinkler Association, FL

NOTIFICATIONS

The new rule puts more responsibility on the Owner. The Owner is required to notify tenants of all
deficiencies or impairments.

¢ Compliant Systems (GREEN TAG): The Inspecting Contractor must notify the Building Owner or
Authorized Representative by copy of the NFPA Inspection Report within 30 days of the
inspection.

® Non-Critical Deficiencies (YELLOW TAG): The Inspecting Contractor must notify the Building
Owner or Authorized Representative by copy of the NFPA Inspection Report within 30 days of
the inspection, if the Inspecting Contractor hasn’t been contracted to complete the repairs
within 90 days of the inspection or notified that another licensed contractor performed the
repairs, the Inspecting Contractor must notify the Authority Having Jurisdiction.

e Critical Deficiencies (RED TAG): The Inspecting Contractor must notify the Building Owner or
Authorized Representative within 24 hours of the inspection. If the Inspecting Contractor hasn’t
been contracted to compiete the repairs within 30 days of the inspection or notified that
another licensed contractor performed the repairs, the Inspecting Contractor must notify the
Authority Having Jurisdiction.

e Impairment (RED TAG): The Inspecting Contractor must notify the Building Owner or Authorized
Representative within 24 hours of the inspection and must notify the Authority Having
Jurisdiction within 72 hours of the inspection if the repairs have not been completed.

RECORDS

e Contractors are required to maintain all Inspection, Service and Maintenance records for 10
years.

® Inspection report provided to the AHJ shall be in a format mutually determined between the
Contractor and AHJ. AHJ cannot implement a 3" party reporting format without mutual
agreement with the Contractor.

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11 Page 6 of 6



Qﬁ/ PROTEGIS

Form for Inspection, Testing and Maintenance of
Wet Pipe Fire Sprinkler Systems

Location Code: PMNPSQS

Contact: CPL. Robert Bargholz Company: Protegis Fire & Safety
Contact Address: 520 N FALKENBURG RD Address: 2801 East S.R. 60

TAMPA, FL 33619-7884 Valrico, FL 33594

Phone: 813-598-4560 Company Phone: 877-662-3473

Email: Inspector: Gabriel Dorta

Property Evaluated: Falkenburg Rd Jail (Detention and EF-2000861 FP120-FPI20-000058

Correctional) Date of Work: 3/11/2021
520N FALKENBURG RD

TAMPA, FL 33619-7884 Frequency: Quarterly

Description: Wet (Bldg.6)

Attached Files

NFPA 25 72 fpc disclosure.pdf  48.1kB
A_Breakdown_of_Changes_to_69A-46.pdf 0.1MB

Deficiency Summary

There are no reported deficiencies for this submission

General Comments

There are no general comments for this submission

Protegis Fire & Safety, 2801 East S.R. 60, Valrico, FL, 33594 Phone: 877-662-3473 Page 1 of 6



Protegis Fire & Safety

\\‘?/ PROTEGIS

2801 East S.R. 60
Valrico, FL 33594
Phone: 877-662-3473

Form for Inspection, Testing and Maintenance of

Wet Pipe Fire Sprinkler Systems

This form covers the minimum requirements of NFPA 25-2011 for

wet pipe fire sprinkler systems connected to water supplies without

tanks or fire pumps. Separate forms are available for fire pumps, tanks,

hose connections, and other fire protection systems. More frequent

inspection, testing, and maintenance may be necessary depending on

the conditions of the occupancy and the water supply.

Notes:

1. All questions are to be answered Yes, No, or Not Applicable. All
"No" answers are to be explained in the Comments for this form.

2. Inspection, Testing and Maintenance are to be performed with
water supplies (including fire pumps) in service, unless the
impairment procedures of Chapter 15 of NFPA 25 are followed.

g‘::)yvork covered on this form is (select Quarterly
Date of Work 31172021

All responses refer to the current work (inspection, testing and
maintenance) performed on this date.

Owner:

CPL. Robert Bargholz
Owner's Phone Number:
813-598-4560

Owner's Address:

320 N FALKENBURG RD, TAMPA. FL, 33619-7884
Property Being Evaluated:

Falkenburg Rd Jail (Detention and Correctional)
Property Address:

520 N FALKENBURG RD, TAMPA. FL. 33619-7884
System(s):

Wet (Bldg.6)

4" Riser-A Pod 6A, IT/AUX On Riser & SR-01 of Pod 6A |
| 4" Riser-B Pod 6B, IT/AUX On Riser & SR-01 of Pod 6B
‘ 4" Riser-C Pod 6C, IT/AUX On Riser & SR-01 of Pod 6C

| 4" Riser-D Pod 6D, IT/AUX On Riser & SR-01 of Pod 6D
Part I - Owner's Section

2, Monthly Inspection Items (in addition to above items)

a. Control valves and valves on backflow preventers with locks or
clectrical supervision:

I. In correct (open or closed) position?

2. Lock or supervision in place?

3. Accessible and free from external leaks?

4. Provided with appropriate wrenches?

5. Provided with appropriate identification?
b. Gauges on system in good condition and
showing normal water supply pressure?

c. Alarm valve free from physical damage,
trim in correct (open or closed) position and
no leakage from retarding chamber or drains?
3. Quarterly Inspection Items (in addition to above items)

a. Fire department connections visible,
accessible, couplings and swivels not
damaged, gaskets in place and in good
condition, plugs and caps are okay,
identification sign(s) in place, check valve is
not leaking, clapper in place and operating
properly and automatic drain valve in place
and operating properly?

(If plugs or caps are not in place, inspect
interior for obstructions)

b. Hydraulic nameplate (calculated systems)
securely attached to riser and legible?

¢. Alarm & supervisory devices not
damaged? )

d. Plressure reducing valves in open position,
not leaking, with downstream pressure per g e
design criteria, and in good cogdition with - Yes...Nol/ N/A
handwheels not broken?

4. Annual Inspection Items (in addition to above items)

Not applicable

5. Fifth Year Inspection Items (in addition to above items)

Not applicable

B. Testing - Report any failures in the Comments for this form

1. Quarterly Tests

T Yes .
¥ Yes
¥ Yes
" Yes"

N/A
IN/A

¥ N/A
¥ Yes! No " N/A

»Yes No  "NA

¥ Yesi No’

¥ Yes: No N/A

¥ Yes{ Noi N/A

A. Ts the building occupied? ¥ Yes No a. Mechanical waterflow alarm devices B o
B. Has the occupancy and hazard of contents 7Yes No passed tests (alarms actuated and flow ¥ Yes No.. NA
remained the same since the last inspection? ' observed)?
C. Are all fire protection systems in service? ¥ Yes. . No b. Main drain test for system downstream of backflow device or
D. Has the system remained in service ) pressure reducing valve:
without modification since the last ¥ Yes! No . . . i
inspection? 1. Record static pressure (psi) and residual pressure(psi):
E. Was the system free of actuation of ¥ Yes  No : 7 |
devices or alarms since the last inspection? System Static Residual Comments
Owner or Representative [SPLé Robe:trt Ba;gholf . Riser-A 55 50 |
Signatu o Signature Available

. 9 Riser-B 55 150 |
Date 3/11/2021 Riser-C 55 50 [
Part II - Inspector’s Section Riser-D 55 50 |
A, Inspections -
1. Weekly Items 2. Was flow observed? ¥ Yesi No "N/A
a. Control valves (including backflow 3. Are results comparable to previous tests? ¥ Yes{ No! N/A
preventer isolation valves) supervised with “Yes  No & N/A 2, Semiapnual Tests (in addition to previous items)
seals passed inspection in accordance with ? Not applicable » o
11.A.2.a below? 3. Annual Tests (in addition to previous items)

i inmously = - Not applicable

gisﬁﬁgffiﬁogt on RPZ not continuously Yes  No v N/A 4. Tests for every fifth year (in addition to appropriate items)
l Bing! Not applicable
©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11 Page 2 of 6



v Protegis Fire & Safety
: 2801 East S.R. 60
V pp DTE G l S Valricoa,lsFL 33594

Phone: 877-662-3473

C. Maintenance

1. Regular Maintenance Items

a. If any sprinkler failed the sampling testing
of Parts I1.B.3.d, e, f, g or h of this form,
were all sprinklers represented by that sample
replaced?

. i s h: €1 I he . .
proper replacemens? T IO Vs Noie N
¢! Marine systems normally having fresh
water were drained and refilled twice if raw = Yes_ No¥ N/A
water got into the system?

id;i SI;Iriz;tt it(z)il;:se?mspectf:d per manufacturer's “Yes T No ¥ N/A
e. If any t())f the following were discmcflereda?

was an obstruction investigation conducted?
Expl;azinoreason(; and obs%ructiogo ! Yes' :Now'N/A
investigation findings in the Comments

1. Defective intake screen on pump supplied from open sources

2. Obstructive material discharged during flow tests

3. Foreign material in dry-pipe valves, check valves or pumps

4. Foreign material in water during drain test or plugging of inspector's
test connection

5. Plugging of pipe or sprinklers found during activation or work

6. Record of broken mains in the vicinity

7. Abnormally frequent false-tripping of dry-pipe valves

8. Failure to flush yard piping or surrounding mains following new
.installation or repairs

9. System is returned to service after an extended period of time out of
service (more than one year)

10. There is reason to believe the system contains sodium silicate or its
derivatives or highly corrosive fluxes in copper pipe

11. Raw water was pumped into the fire department connection

12. Pinhole leaks

f. If conditions were found that required

Yes. ‘No¥ N/A

flushing, was flushing of the system ~Yes. No¥ N/A
conducted?
¢. Was a drain test conducted after opening ¢ Yes 'No N/A

any closed valves?
h. Adjusted, repaired, reconditioned or o
feplaced components had the associated tests Yes. Nov N/A
and/or inspections performed?

2. Annual Maintenance Items (in addition to previous items)

Not applicable

Part HI - Comments

Any "No" answers, test failures or other problems found with the
sprinkler system must be explained using the comment specific for
each question. Additional comments can be added here.

Please see the summary section at the top of the form for the
comments.

Part IV - Inspector's Information

Inspected By i Gabriel Dorta

I state that the information on this form is correct at the time and place
of my inspection, and that all equipment tested at this time was left in
operating condition upon completion of this inspection except as noted
in the Comments.

Signature of Inspector %_,

Date 3/11/2021

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11 Page 3 of 6



v Protegis Fire & Safety
~ 2801 East S.R. 60
W PROTEGIS e

Phone: 877-662-3473

Our Inspection of your Fire Protection System(s) is to ensure that the system components are in good working order
based upon the National Fire Protection Association’s (NFPA) Publication 25, “Inspection, Testing, and
Maintenance of Water Based Fire Protection Systems”; currently adopted edition; (NFPA) Publication 72, “Fire
Alarm Systems”; currently adopted addition; and/or Florida Fire Prevention Code (FFPC), as applicable.

The applicable code inspection requires that we assume your system is/was installed to meet the proper sprinkler /
alarm/ Fire Protection System coverage requirements of the applicable code. Occasionally we observe coverage
conditions that are outside our scope of our inspection which we want to bring to your attention. These conditions
may exist for any number of reasons including, but not limited to, the age of your system(s), changes in the design
or occupancy of your facility, changes in the usage of a particular area(s), revisions of industry standards, and/or
changes in the adopted Building Code(s). As a Property Owner or Manager you are responsible for maintaining your
sprinkler system and keeping up with changes in occupancy. Accordingly, we present our observations of applicable
code coverage issues to aid you as the Building Owner or Manager.

Items listed are sometimes not necessarily part of a NFPA 25, 72, or FFPC Inspection and may be outside of the
scope of our inspection contract with you. The identification of these items does not constitute a design review or
enginecring analysis of your system(s). These items were noticed during an inspection of your Fire Protection
System(s) performed in accordance with the applicable codes, however may not be part of the inspection
requirements of the inspection contracted to perform. Florida Fire Service, Inc. makes no guarantees or assurance
that any or all design, engineering defects, or system deficiencies have been detected.

Pursuant to Florida Fire Protection Code, currently adopted addition, Florida Fire Service, Inc. (FFS) must notify the
Authority Having Jurisdiction (AHJ) of any deficiencies found/determined within the timeframe allowed by such
applicable code. Please feel free to ask your FFS representative about required timelines for reporting to your local

AHLI.
If FFS provides a proposal for the repairs/corrections of said deficiencies, it is intended as a courtesy and not a

requirement.

Providing Florida with Fast, Professional, and Affordable Systems and Service since 1987

EXTINGUISHERS —~ EMERGENCY LIGHTING — FIRE ALARMS - FIRE HYDRANTS ~ FIRE SPRINKLERS — BACKFLOWS - FIRE
SUPPRESSION SYSTEMS — NURSE CALL SYSTEMS — EMERGENCY COMMUNICATIONS

State Licenses: 90153500012007, FPC11-000028, PS -59194500012005-EF20000861

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11 Page 4 of 6



v Protegis Fire & Safety
v “ 2801 East S.R. 60
v meTEGlS Valricoz,iSFL 33594

Phone: 877-662-3473

-@ Fm Florida Fire Sprinkler Association

Fiotida Fire Sprinkier Association, inc, And
e
American Fire Sprinkler Association, FL

Important Announcement to Florida Fire Sprinkler Contractors

The Rules of the Florida State Fire Marshal in Chapter 69A-46 FIRE PROTECTION SYSTEM CONTRACTORS
AND SYSTEMS were revised and became effective on 7/19/2016. The new rules are available at
www.flrules.org/gateway/ChapterHome.asp?Chapter=69A-46

There were a multitude of changes to 69A. The purpose of this memo is to assist you with a quick view
of important changes related to Inspections of Water Based Fire Protection Systems. It is recommended
that Contractors educate inspection customers with the new State Fire Marshall Rules and their
responsibilities.

NEW/EXPANDED DEFINITIONS: (69A-46.030)

* There are now definitions for a Deficiency, Critical Deficiency, Noncritical Deficiency and
Impairment.

e NFPA 25 requires that sprinkler heads be tested at different intervals. Failure to have that
testing performed according to the prescribed frequency constitutes a Critical Deficiency (RED
TAG)

* NFPA 25 also requires various testing to be done at 3 & 5 year intervals. Failure to perform 3 &
5 year testing requirements constitutes a Non-Critical Deficiency (YELLOW TAG)

NEW SPRINKLER SYSTEMS: (69A-46.040)

¢ Newly installed Fire Protection Systems are NOT required to have an inspection tag affixed until
the 1% inspection of that system is due and performed. (69A-46.040)

TAG RELATED CHANGES: (69A-46.041)

¢ The rule now requires systems to be tagged with Green Compliance, Yellow Non Compliance
(Non-Critical} or Red Non Compliance (Critical or Impairment) tags.

e Tags are now only allowed to be affixed to the main water control valve of each system and not
the riser. i.e. A multi floor building with individual floor control valves requires a tag on each
control valve at each floor. The same building designed without floor control assemblies only
requires a single tag to be affixed to the systems main control valve.

e Each Sprinkler System, Standpipe System, Fire Hydrant, Fire Pump, Water Storage Tank and
Water Mist system must be individually tagged.

*  With the exception of 3 & 5 year tags all tags are to only remain on the system for one year.
Therefore at any given time for quarterly inspections there should be no more than 4 tags
affixed {2quarterly, 1 semi-annual & 1 annual) per system..

» Clarification to tagging after deficiencies repairs. Contractors are not required to re-inspect or
retag the system until the next scheduled inspection.

¢ The rule now clarifies that a Green Compliance Tag cannot be affixed to systems with existing
deficiencies or impairments from previous inspections.

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11 Page 5 of 6
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Phone: 877-662-3473

-m Fm Florida Fire Sprinkler Association

Fiorida Fire Sprinkier Association, Ing, And
fipor
American Fire Sprinkler Association, FL

NOTIFICATIONS

The new rule puts mare responsibility on the Owner. The Owner is required to notify tenants of all
deficiencies or impairments.

¢ Compliant Systems (GREEN TAG): The Inspecting Contractor must notify the Building Owner or
Authorized Representative by copy of the NFPA Inspection Report within 30 days of the
inspection.

® Non-Critical Deficiencies (YELLOW TAG): The Inspecting Contractor must notify the Building
Owner or Authorized Representative by copy of the NFPA Inspection Report within 30 days of
the inspection, if the Inspecting Contractor hasn’t been contracted to complete the repairs
within 90 days of the inspection or notified that anather licensed contractor performed the
repairs, the Inspecting Contractor must notify the Authority Having Jurisdiction.

e Critical Deficiencies {RED TAG): The Inspecting Contractor must notify the Building Owner or
Authorized Representative within 24 hours of the inspection. If the Inspecting Contractor hasn’t
been contracted to complete the repairs within 30 days of the inspection or notified that
another licensed contractor performed the repairs, the Inspecting Contractor must notify the
Authority Having Jurisdiction.

¢ Impairment (RED TAG): The Inspecting Contractor must notify the Building Owner or Authorized
Representative within 24 hours of the inspection and must notify the Authority Having
Jurisdiction within 72 hours of the inspection if the repairs have not been completed.

RECORDS

¢ Contractors are required to maintain all Inspection, Service and Maintenance records for 10
years.

¢ Inspection report provided to the AHJ shall be in a format mutually determined between the
Contractor and AHJ. AHJ cannot implement a 3 party reporting format without mutual
agreement with the Contractor.

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11 Page 6 of 6
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Form for Inspection, Testing and Maintenance of V DQD TEGIS

Wet Pipe Fire Sprinkler Systems

Location Code: PMNPSQS
Contact: CPL. Robert Bargholz Company: Protegis Fire & Safety
Contact Address: 520 N FALKENBURG RD Address: 2801 East S.R. 60
TAMPA, FL 33619-7884 Valrico, FL 33594
Phone: 813-598-4560 Company Phone: 877-662-3473
Email: Inspector: Gabriel Dorta
Property Evaluated: Falkenburg Rd Jail (Detention and EF-2000861 FP120-FP120-000058
Correctional) Date of Work: 3/11/2021
520 N FALKENBURG RD
TAMPA, FL 33619-7884 Frequency: Quarterly
Description: Wet (Bldg.7)
Attached Files

NFPA 25 72 fpc disclosure.pdf  48.1kB
A_Breakdown_of Changes_to_69A-46.pdf 0.1MB

Deficiency Summary

There are no reported deficiencies for this submission

General Comments

There are no general comments for this submission

Protegis Fire & Safety, 2801 East S.R. 60, Valrico, FL, 33594 Phone: 877-662-3473

Page 1 of 6



: Protegis Fire & Safety

Valrico, FL 33594

@ FDF:?DTEGIS 2801 East S-R. 60

Phone: 877-662-3473

Form for Inspection, Testing and Maintenance of

Wet Pipe Fire Sprinkler Systems

This form covers the minimum requirements of NFPA 25-2011 for

wet pipe fire sprinkler systems connected to water supplies without

tanks or fire pumps. Separate forms are available for fire pumps, tanks,

hose connections, and other fire protection systems. More frequent

inspection, testing, and maintenance may be necessary depending on

the conditions of the occupancy and the water supply.

Notes:

1. All questions are to be answered Yes, No, or Not Applicable. All
“No" answers are to be explained in the Comments for this form.

2. Inspection, Testing and Maintenance are to be performed with
water supplies (including fire pumps) in service, unless the
impairment procedures of Chapter 15 of NFPA 25 are followed.

lellg)yvork covered on this form is (select Quarterly

Date of Work 3/11/2021
All responses refer to the current work (inspection, testing and
maintenance) performed on this date.

Owner:;

CPL. Robert Bargholz

Owner's Phone Number:

813-598-4560

Owner's Address:

520 N FALKENBURG RD, TAMPA, FL, 33619-7884
Property Being Evaluated:

Falkenburg Rd Jail {Detention and Correctional)
Property Address:

520 N FALKENBURG RD, TAMPA, FL. 33619-7884
System(s):

Wet (Bldg.7)

‘ 4" Riser-A Pod 7A, IT/AUX On Riser & SR-01 of Pod 7A
4" Riser-B Pod 7B, IT/AUX On Riser & SR-01 of Pod 7B
4" Riser-C Pod 7C, IT/AUX On Riser & SR-01 of Pod 7C

4" Riser-D Pod 7D, IT/AUX On Riser & SR-01 of Pod 7D
Part I - Owner's Section

2. Monthly Inspection Items (in addition to above items)

a. Control valves and valves on backflow preventers with locks or
electrical supervision:

1. In correct (open or closed) position?
2. Lock or supervision in place?

‘N/A

3. Accessible and free from external leaks? Yes " No:. N/A.
4. Provided with appropriate wrenches? "' Yes " Now N/A
5. Provided with appropriate identification? ¥ Yes” "No ' N/A
b. Ga system in goo dition an
sth;ggcrslgrrxlna% we'crlltler sﬁgpglc;r%ssu?e? a ¥ Yes No' N/A
¢. Alarm valve free from physical damage, L

trim in correct (open or closed) position and -Yes. .No¥ N/A

no leakage from retarding chamber or drains?
3. Quarterly Inspection Items (in addition to above items)

a. Fire department connections visible,
accessible, couplings and swivels not
damaged, gaskets in place and in good
condition, plugs and caps are okay,
identification sign(s) in place, check valve is
not leaking, clapper in place and operating
properly and automatic drain valve in place
and operating properly?

(If plugs or caps are not in place, inspect
interior for obstructions)

b. Hydraulic nameplate (calculated systems) N
securely attached to riser and legible? ¥ Yes! No'. N/A

¥ Yes No "N/A

c. Alarm & supervisory devices not -
damaged? ¥ Yes' :No N/A
d. Pressure reducing valves in open position,

not leaking, with downstream pressure per " Yes " No i N/A

design criteria, and in good condition with
handwheels not broken?

4. Annual Inspection Items (in addition to above items)
Not applicable

5. Fifth Year Inspection Items (in addition to above items)

Not applicable
B. Testing - Report any failures in the Comments for this form

1. Quarterly Tests

A. Is the building occupied? «.Yes No a. Mechanical waterflow alarm devices B -
B. Has the occupancy and hazard of contents v Yes " No passed tests (alarms actuated and flow ¥ Yes. No .N/A
remained the same since the last inspection? observed)?
C. Are all fire protection systems in service? ¥ Yes’”  No b. Main drain test for system downstream of backflow device or
D. Has the system remained in service N pressure reducing valve:
without modification since the last ¥'Yes . No ) ] i )
inspection? 1. Record static pressure (psi) and residual pressure(psi);
E. Was the system free of actuation of o e == 3 =
devices or alarms since the last inspection? o Yesi=iNo System Static | Residual Comments
Owner or Representative CPL. Robert Bargholz Riser-A 55 50
Signatur No Signature Available
enattre 9 Riser-B 55 50 i
Date 3/11/2021 Riser-C 55 50
Part II - Inspector's Section Riser-D | 55 50

A, Inspections

2. Was flow observed? ¥ Yes' 'No "N/A

1. Weekly Items
a. Control valves (including backflow 3. Are results comparable to previous tests? ¥ Yes .No N/A
preventer isolation valves) supervised with iz 2. Semiannual Tests (in addition to previous items)
seals passed inspection in accordance with - Yes  No Y/N/A Not applicable ) » o
IL.A 2.2 below? 3. Annual Tests (in addition to previous items)
i 1 L Not applicable
’3is%§;ff;go‘€t on RPZ not continuously Yes' No« N/A 4. Tests for every fifth year (in addition to appropriate items)
Bing: Not applicable
Page 2 of 6
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Protegis Fire & Safety

Q?/ PROTEGIS ®Esto

Phone; 877-662-3473

C. Maintenance
1. Regular Maintenance Items

a, If any sprinkler failed the sampling testing

of Parts IL.B.3.d, e, f, g or h of this form, E N
were all sprinklers represented by that sample - Yes. No¥'N/A
replaced?

b. If sprinklers have been replaced, were they “iYes No ¥ N/A

proper replacements?
¢. Marine systems normally having fresh

water were drained and refilled twice if raw _Yes' 'No¥N/A
water got into the system?
d. Heat tape inspected per manufacturer's i Faar g
instructions? Yes.— No o N/A
e. If any of the following were discovered,

ion i igati 7 N :
was an obstruction investigation conducted? Yes No ¥ N/A

Explain reason(s) and obstruction

investigation findings in the Comments

1. Defective intake screen on pump supplied from open sources

2. Obstructive material discharged during flow tests

3. Foreign material in dry-pipe valves, check valves or pumps

4. Foreign material in water during drain test or plugging of inspector's
test connection

5. Plugging of pipe or sprinklers found during activation or work

6. Record of broken mains in the vicinity

7. Abnormally frequent false-tripping of dry-pipe valves

8. Failure to flush yard piping or surrounding mains following new
installation or repairs

9: System is returned to service after an extended period of time out of
service (more than one year)

10. There is reason to believe the system contains sodium silicate or its
derivatives or highly corrosive fluxes in copper pipe

11. Raw water was pumped into the fire department connection

12. Pinhole leaks

f. If conditions were found that required

flushing, was flushing of the system - Yes NoxN/A
conducted?
g. Was a drain test conducted after opening V' Yes No " N/A

any closed valves?

h. Adjusted, repaired, reconditioned or i o
replaced components had the associated tests Yes No ¥"N/A
and/or inspections performed?

2. Annual Maintenance Items (in addition to previous items)

Not applicable

Part III - Comments

Any "No" answers, test failures or other problems found with the
Sprinkler system must be explained using the comment specific for
each question. Additional comments can be added here.

Please see the summary section at the top of the form for the
comments. _
Part IV - Inspector's Information

Inspected By Gabriel Dorta

I state that the information on this form is correct at the time and place
of my inspection, and that all equipment tested at this time was left in
operating condition upon completion of this inspection except as noted
in the Comments.

Signature of Inspector W\

Date 3/11/2021

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11
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v Protegis Fire & Safety
' N 2801 East S.R. 60
V p p DTE GlS Valricoz,l;L 33594

Phone: 877-662-3473

Our Inspection of your Fire Protection System(s) is to ensure that the system components are in good working order
based upon the National Fire Protection Association’s (NFPA) Publication 25, “Inspection, Testing, and
Maintenance of Water Based Fire Protection Systems”; currently adopted edition; (NFPA) Publication 72, “Fire
Alarm Systems”; currently adopted addition; and/or Florida Fire Prevention Code (FFPC), as applicable.

The applicable code inspection requires that we assume your system is/was installed to meet the proper sprinkler /
alarm / Fire Protection System coverage requirements of the applicable code. Occasionally we observe coverage
conditions that are outside our scope of our inspection which we want to brin g to your attention. These conditions
may exist for any number of reasons including, but not limited to, the age of your system(s), changes in the design
or occupancy of your facility, changes in the usage of a particular area(s), revisions of industry standards, and/or
changes in the adopted Building Code(s). As a Property Owner or Manager you are responsible for maintaining your
sprinkler system and keeping up with changes in occupancy, Accordingly, we present our observations of applicable
code coverage issues to aid you as the Building Owner or Manager.

Items listed are sometimes not necessarily part of a NFPA 25, 72, or FFPC Inspection and may be outside of the
scope of our inspection contract with you. The identification of these items does not constitute a design review or
engineering analysis of your system(s). These items were noticed during an inspection of your Fire Protection
System(s) performed in accordance with the applicable codes, however may not be part of the inspection
requirements of the inspection contracted to perform. Florida Fire Service, Inc. makes no guarantees or assurance
that any or all design, engineering defects, or system deficiencies have been detected.

Pursuant to Florida Fire Protection Code, currently adopted addition, Florida Fire Service, Inc. (FFS) must notify the
Authority Having Jurisdiction (AHJ) of any deficiencies found/determined within the timeframe allowed by such
applicable code. Please feel free to ask your FFS representative about required timelines for reporting to your local

AHJ.
IfFFS provides a proposal for the repairs/corrections of said deficiencies, it is intended as a courtesy and not a

requirement,

Providing Florida with Fast, Professional, and Affordable Systems and Service since 1987

EXTINGUISHERS — EMERGENCY LIGHTING - FIRE ALARMS — FIRE HYDRANTS — FIRE SPRINKLERS - BACKFLOWS — FIRE
SUPPRESSION SYSTEMS - NURSE CALL SYSTEMS — EMERGENCY COMMUNICATIONS

State Licenses: 90153500012007, FPC11-000028, PS -59194500012005-EF20000861

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11 Page 4 of 6
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Phone; 877-662-3473

mFm Florida Fire Sprinkler Association

Fiorida Fira Sprinkler Association, Inc, And
Rl - - - - .
American Fire Sprinkier Association, FL

Important Announcement to Florida Fire Sprinkler Contractors

The Rules of the Florida State Fire Marshal in Chapter 69A-46 FIRE PROTECTION SYSTEM CONTRACTORS
AND SYSTEMS were revised and became effective on 7/19/2016. The new rules are available at
www.flrules.org/gateway/ChapterHome.asp?Chapter=69A-46

There were a multitude of changes to 69A. The purpose of this memo is to assist you with a quick view
of important changes related to Inspections of Water Based Fire Protection Systems. It is recommended
that Contractors educate inspection customers with the new State Fire Marshall Rules and their
responsibilities.

NEW/EXPANDED DEFINITIONS: (69A-46.030)

e There are now definitions for a Deficiency, Critical Deficiency, Noncritical Deficiency and
Impairment.

» NFPA 25 requires that sprinkler heads be tested at different intervals. Failure to have that
testing performed according to the prescribed frequency constitutes a Critical Deficiency (RED
TAG)

e NFPA 25 also requires various testing to be done at 3 & 5 year intervals. Failure to perform 3 &
5 year testing requirements constitutes a Non-Critical Deficiency (YELLOW TAG)

NEW SPRINKLER SYSTEMS: (69A-46.040)

e Newly installed Fire Protection Systems are NOT required to have an inspection tag affixed until
the 1% inspection of that system is due and performed. (69A-46.040)

TAG RELATED CHANGES: (69A-46.041)

e The rule now requires systems to be tagged with Green Compliance, Yellow Non Compliance
(Non-Critical) or Red Non Compliance {(Critical or Impairment) tags,

e Tags are now only allowed to be affixed to the main water control valve of each system and not
the riser. i.e. A multi floor building with individual floor control valves requires a tag on each
control valve at each floor. The same building designed without floor control assemblies only
requires a single tag to be affixed to the systems main control valve.

e Each Sprinkler System, Standpipe System, Fire Hydrant, Fire Pump, Water Storage Tank and
Water Mist system must be individually tagged.

e  With the exception of 3 & 5 year tags all tags are to only remain on the system for one year.
Therefore at any given time for quarterly inspections there should be no more than 4 tags
affixed (2quarterly, 1 semi-annual & 1 annual) per system..

e Clarification to tagging after deficiencies repairs. Contractors are not required to re-inspect or
retag the system until the next scheduled inspection.

e The rule now clarifies that a Green Compliance Tag cannot be affixed to systems with existing
deficiencies or impairments from previous inspections.

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11 Page 50f 6
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—@ Fm Florida Fire Sprinkler Association

Fiorida Fire Sprinkier Association, Int. And
TR of KESA

American Fire Sprinkler Association, FL

NOTIFICATIONS

The new rule puts more responsibility on the Owner. The Owner is required to notify tenants of all
deficiencies or impairments.

* Compliant Systems (GREEN TAG): The Inspecting Contractor must notify the Building Owner or

Authorized Representative by copy of the NFPA Inspection Report within 30 days of the
inspection.

Non-Critical Deficiencies (YELLOW TAG): The Inspecting Contractor must notify the Building
Owner or Authorized Representative by copy of the NFPA Inspection Report within 30 days of
the inspection, if the Inspecting Contractor hasn’t been contracted to complete the repairs
within 90 days of the inspection or notified that another licensed contractor performed the
repairs, the Inspecting Contractor must notify the Authority Having Jurisdiction.

Critical Deficiencies (RED TAG): The Inspecting Contractor must notify the Building Owner or
Authorized Representative within 24 hours of the inspection. If the Inspecting Contractor hasn’t
been contracted to complete the repairs within 30 days of the inspection or notified that
another licensed contractor performed the repairs, the Inspecting Contractor must notify the
Authority Having Jurisdiction.

Impairment (RED TAG): The Inspecting Contractor must notify the Building Owner or Authorized
Representative within 24 hours of the inspection and must notify the Authority Having
Jurisdiction within 72 hours of the inspection if the repairs have not been completed.

RECORDS

Contractors are required to maintain all Inspection, Service and Maintenance records for 10
years.

Inspection report provided to the AHJ shail be in a format mutually determined between the
Contractor and AHJ. AHJ cannot implement a 3 party reporting format without mutual
agreement with the Contractor.

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11 Page 6 of 6



Form for Inspection, Testing and Maintenance of
Wet Pipe Fire Sprinkler Systems

Q’// PROTEGIS

Location Code: PMNPSQS

Contact: CPL. Robert Bargholz Company: Protegis Fire & Safety
Contact Address: 520 N FALKENBURG RD Address: 2801 East S.R. 60

TAMPA, FL 33619-7884 Valrico, FL 33594

Phone: 813-598-4560 Company Phone: 877-662-3473

Email: Inspector; Gabriel Dorta

Property Evaluated: Falkenburg Rd Jail (Detention and EF-2000861 FP120-FPI20-000058

Correctional) Date of Work: 3/9/2021
520 N FALKENBURG RD

TAMPA, FL 33619-7884 Frequency: Quarterly

Description: Wet (Bldg. 8)

Attached Files

NFPA 25 72 fpc disclosure.pdf  48.1kB
A_Breakdown_of Changes to 69A-46.pdf 0.1MB

Deficiency Summary

There are no reported deficiencies for this submission

General Comments

There are no general comments for this submission

Protegis Fire & Safety, 2801 East S.R. 60, Valrico, FL, 33594 Phone: 877-662-3473 Page 1 of 6




Protegis Fire & Safety

Q?/ PROTEGIS

2801 East S.R. 60
Valrico, FL 33594
Phone: 877-662-3473

Form for Inspection, Testing and Maintenance of

Wet Pipe Fire Sprinkler Systems

"This form covers the minimum requirements of NFPA 25-2011 for

wet pipe fire sprinkler systems connected to water supplies without

tanks or fire pumps. Separate forms are available for fire pumps, tanks,

hose connections, and other fire protection systems. More frequent

inspection, testing, and maintenance may be necessary depending on

the conditions of the occupancy and the water supply.

Notes:

1. All questions are to be answered Yes, No, or Not Applicable. All
"No" answers are to be explained in the Comments for this form.

2. Inspection, Testing and Maintenance are to be performed with
water supplies (including fire pumps) in service, unless the
impairment procedures of Chapter 15 of NFPA 25 are followed.

g‘rlllg)}vork covered on this form is (select Quarterly
Date of Work . 3/9/2021

All responses refer to the current work (inspection, testing and
maintenance) performed on this date.

Owner:

CPL. Robert Bargholz )
Owner's Phone Number:
813-598-4560 -
Owner's Address:

520 N FALKENBURG RD. TAMPA. FL. 33619-7884

Property Being Evaluated:

Falkenburg Rd Jail (Detention and Correctional)

Property Address:

520 N FALKENBURG RD. TAMPA, FL. 33619-7884

System(s):

Wet (Blde. 8) _

| Riser-A POD 8A, IT/Aux Drain On Riser & SR-01 of Pod-8A ‘
Riser-B POD 8B, IT/Aux Drain On Riser & SR-01 of Pod-8B |
Riser-C POD 8C, IT/Aux Drain On Riser §L SR-01 of Pod-8C B |

| Riser-D POD 8D, IT/Aux Drain On Riser & SR-01 of Pod-8D |
Part I - Owner's Section

2. Monthly Inspection Items (in addition to above items)

a. Control valves and valves on backflow preventers with locks or
electrical supervision:

1. In correct (open or closed) position?

2. Lock or supervision in place?

3. Accessible and free from external lcaks?

.. Yes . _No ¥ N/A
¥ Yes ._No . N/A

4. Provided with appropriate wrenches? T Yes No¥ N/A
5. Provided with appropriate identification? ¥ Yes"Noi N/A
b. Gauges on system in good condition and ¥ Yes” No~ N/A

showing normal water supply pressure?

c. Alarm valve free from physical damage,
trim in correct (open or closed) position and
no leakage from retarding chamber or drains?
3. Quarterly Inspection Items (in addition to above items)

a. Fire department connections visible,

accessible, couplings and swivels not

damaged, gaskets in place and in good

condition, plugs and caps are okay,

identification sign(s) in place, check valve is

not leaking, clapper in place and operating ¥ Yes No' N/A
properly and automatic drain valve in place

and operating properly?

(If plugs or caps are not in place, inspect

interior for obstructions)

" Yes” No¥ N/A

b. Hydraulic nameplate (calculated systems)
securely attached to riser and legible? ¥ YesL Noi N/A
¢. Alarm & supervisory devices not .
damaged? ¥ Yes  No N/A
d. Pressure reducing valves in open position,

not leaking, with downstream pressure per “ Yes "No# N/A

design criteria, and in good condition with

handwheels not broken?

4. Annual Inspection Items (in addition to above items)

Not applicable

S. Fifth Year Inspection Items (in addition to above items)

Not applicable

B. Testing - Report any failures in the Comments for this form
1. Quarterly Tests

A. Is the building occupied? ¥ Yes ' .No a. Mechanical waterflow alarm devices = .
B. Has the occupancy and hazard of contents 7 Yes™ No passed tests (alarms actuated and flow ¥ Yes . No. N/A
remained the same since the last inspection? i 2 observed)?
C. Are all fire protection systems in service? ¥ Yes . No b. Main drain test for system downstream of backflow device or
D. Has the system remained in service ) N pressure reducing valve:
without modification since the last ¥ Yes'  No . . . .
inspection? 1. Record static pressure (psi) and residual pressure(psi):
E. Was the system free of actuation of o - > -
devices or alarms since the last inspection? ¥ Yes. 'No ‘ System | Static Residual | Comments
Owner or Representative [\(l:PIéL'RObetn Bal;‘atholf o Riser-A |55 50
Signatu © Signature Available 1 =

ghare g Riser-B _rss 50
Date 3/9/2021 Riser-C |55 |50 B
PartII - Ix.lspector's Section Riser-D ‘ 55 50 |
A. Inspections 5
1. Weekly Items 2, Was flow observed? ¥.Yes No .N/A
a. Control valves (including backflow 3. Are results comparable to previous tests? o Yes' No! N/A
preventer isolation valves) supervised with “ Yes No ' N/A 2. Semiannual Tests (in addition to previous items)
seals passed inspection in accordance with . Not applicable » o
11.A.2.a below? 3. Annual Tests (in addition to previous items)

Not applicable

b. Relief port on RPZ not continuously

discharging? ~Yes "No¥ N/A

4. Tests for every fifth year (in addition to appropriate items)
Not applicable

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11
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v Protegis Fire & Safety
2801 East S.R. 60
V DRDTEGIS Valrico, FL 33594

Phone: 877-662-3473

C. Maintenance
1. Regular Maintenance Items
a.flg any Isiplgir;'kcller fz}iled the s?nlx]plixflg testing
arts I1.B.3. , g or h of this form,

\?vere all sprinkle’r:,repgresented by th(;t sample Yes [ No¥.N/A
replaced?
b. If sprinklers have been replaced, were they
proper replacements?
¢. Marine systems normally having fresh
water were drained and refilled twice if raw Yes ... No ¥ N/A
water got into the system?
d. Heat tape inspected per manufacturer's Yes " No ¥ N/A
instructions? T
e. Ifany t())f the following were discm(/iereda?

as an obstruction investigation conducted? e [T
VEflxplaz’noreason(s(;nalna’ osbs%:;lction Yes™ No¥'N/A
investigation findings in the Comments
1. Defective intake screen on pump supplied from open sources
2. Obstructive material discharged during flow tests
3. Foreign material in dry-pipe valves, check valves or pumps
4. Foreign material in water during drain test or plugging of inspector's
test connection
5. Plugging of pipe or sprinklers found during activation or work
6. Record of broken mains in the vicinity
7. Abnormally frequent false-tripping of dry-pipe valves
8. Failure to flush yard piping or surrounding mains following new
installation or repairs
9. System is returned to service after an extended period of time out of
service (more than one year)
10. There is reason to believe the system contains sodium silicate or its
derivatives or highly corrosive fluxes in copper pipe
11. Raw water was pumped into the fire department connection
12. Pinhole leaks -
f. If conditions were found that required

... Yes _No¥ N/A

flushing, was flushing of the system “Yes .. No ¥ N/A
conducted?
g. Was a drain test conducted after opening ¥ Yes” No” "N/A

any closed valves?

h. Adjusted, repaired, reconditioned or
replaced components had the associated tests Yes: Nov'N/A
and/or inspections performed?

2, Annual Maintenance Items (in addition to previous items)

Not applicable

Part I1I - Comments

Any "No" answers, test failures or other problems found with the
sprinkler system must be explained using the comment specific for
each question. Additional comments can be added here.

Please see the summary section at the top of the form for the
comments

Part IV - Inspector's Information

Inspected By Gabriel Dorta
I state that the information on this form is correct at the time and place
of my inspection, and that all equipment tested at this time was left in
operating condition upon completion of this inspection except as noted
in the Comments.

Signature of Inspector %

Date 3/9/2021

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11
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v Protegis Fire & Safety
. 2801 East S.R. 60
V DHDTEGIS Vahico?sl:L 33594

Phone: 877-662-3473

Our Inspection of your Fire Protection System(s) is to ensure that the system components are in good working order
based upon the National Fire Protection Association’s (NFPA) Publication 25, “Inspection, Testing, and
Maintenance of Water Based Fire Protection Systems”; currently adopted edition; (NFPA) Publication 72, “Fire
Alarm Systems”; currently adopted addition; and/or Florida Fire Prevention Code (FFPC), as applicable.

The applicable code inspection requires that we assume your system is/was installed to meet the proper sprinkler /
alarm / Fire Protection System coverage requirements of the applicable code. Occasionally we observe coverage
conditions that are outside our scope of our inspection which we want to bring to your attention. These conditions
may exist for any number of reasons including, but not limited to, the age of your system(s), changes in the design
or occupandy of your facility, changes in the usage of a particular area(s), revisions of industry standards, and/or
changes in the adopted Building Code(s). As a Property Owner or Manager you are responsible for maintaining your
sprinkler system and keeping up with changes in occupancy. Accordingly, we present our observations of applicable
code coverage issues to aid you as the Building Owner or Manager.

Iterns listed are sometimes not necessarily part of a NFPA 25, 72, or FFPC Inspection and may be outside of the
scope of our inspection contract with you. The identification of these items does not constitute a design review or
engineering analysis of your system(s). These items were noticed during an inspection of your Fire Protection
System(s) performed in accordance with the applicable codes, however may not be part of the inspection
requirements of the inspection contracted to perform. Florida Fire Service, Inc, makes no guarantees or assurance
that any or all design, engineering defects, or system deficiencies have been detected.

Pursuant to Florida Fire Protection Code, currently adopted addition, Florida Fire Service, Inc. (FFS) must notify the
Authority Having Jurisdiction (AHJ) of any deficiencies found/determined within the timeframe allowed by such
applicable code. Please feel free to ask your FFS representative about required timelines for reporting to your local

AHJ.
If FFS provides a proposal for the repairs/corrections of said deficiencics, it is intended as a courtesy and not a

requirement.

Providing Florida with Fast, Professional, and Affordable Systems and Service since 1987

EXTINGUISHERS ~ EMERGENCY LIGHTING - FIRE ALARMS ~ FIRE HYDRANTS - FIRE SPRINKLERS - BACKFLOWS - FIRE
SUPPRESSION SYSTEMS - NURSE CALL SYSTEMS — EMERGENCY COMMUNICATIONS

State Licenses: 90153500012007, FPC11-000028, PS -59194500012005-EF20000861

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11 Page 4 of 6



v Protegis Fire & Safety
= 2801 East S.R. 60
V DQDTEG’S Valrico, FL 33594
Phone: 877-662-3473

—aF m Florida Fire Sprinkler Association / ‘“x

Fiorida Fire Spinkler Assaciation, e, And /TAF by b o
American Fire Sprinkler Association, FL

Important Announcement to Florida Fire Sprinkler Contractors

The Rules of the Florida State Fire Marshal in Chapter 69A-46 FIRE PROTECTION SYSTEM CONTRACTORS
AND SYSTEMS were revised and became effective on 7/19/2016. The new rules are available at
www.flrules.org/gateway/ChapterHome.asp?Chapter=69A-46

There were a multitude of changes to 69A. The purpose of this memo is to assist you with a quick view
of important changes related to Inspections of Water Based Fire Protection Systems. It is recommended
that Contractors educate inspection customers with the new State Fire Marshall Rules and their
responsibilities.

NEW/EXPANDED DEFINITIONS: (69A-46.030)

* There are now definitions for a Deficiency, Critical Deficiency, Noncritical Deficiency and
Impairment.

* NFPA 25 requires that sprinkler heads be tested at different intervals. Failure to have that
testing performed according to the prescribed frequency constitutes a Critical Deficiency (RED
TAG)

* NFPA 25 also requires various testing to be done at 3 & 5 year intervals. Failure to perform 3 &
5 year testing requirements constitutes a Non-Critical Deficiency (YELLOW TAG)

NEW SPRINKLER SYSTEMS: (69A-46.040)

¢ Newly installed Fire Protection Systems are NOT required to have an inspection tag affixed until
the 1" inspection of that system is due and performed. (69A-46.040)

TAG RELATED CHANGES: (69A-46.041)

e The rule now requires systems to be tagged with Green Compliance, Yellow Non Compliance
(Non-Critical) or Red Non Compliance (Critical or Impairment) tags.

* Tags are now only allowed to be affixed to the main water control valve of each system and not
the riser. i.e. A multi floor building with individual floor control valves requires a tag on each
control valve at each floor. The same building designed without floor control assemblies only
requires a single tag to be affixed to the systems main control valve.

e Each Sprinkler System, Standpipe System, Fire Hydrant, Fire Pump, Water Storage Tank and
Water Mist system must be individually tagged.

*  With the exception of 3 & 5 year tags all tags are to only remain on the system for one year.
Therefore at any given time for quarterly inspections there should be no more than 4 tags
affixed (2quarterly, 1 semi-annual & 1 annual) per system..

e Clarification to tagging after deficiencies repairs. Contractors are not required to re-inspect or
retag the system until the next scheduled inspection.

¢ The rule now clarifies that a Green Compliance Tag cannot be affixed to systems with existing
deficiencies or impairments from previous inspections.

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11 Page 5 of 6



v Protegis Fire & Safety
* 2801 East S.R. 60
V meTEGIS Valrico, FL 33594
Phone: 877-662-3473

mFFm Florida Fire Sprinkler Association /l \&L

mﬂoarsr’osmmcmssocmom e, And / = ;é}{.n_
American Fire Sprinkler Association, FL

NOTIFICATIONS

The new rule puts more responsibility on the Owner. The Owner is required to notify tenants of all
deficiencies or impairments.

e Compliant Systems (GREEN TAG): The Inspecting Contractor must notify the Building Owner or
Authorized Representative by copy of the NFPA Inspection Report within 30 days of the
inspection.

® Non-Critical Deficiencies (YELLOW TAG): The Inspecting Contractor must notify the Building
Owner or Authorized Representative by copy of the NFPA Inspection Report within 30 days of
the inspection, if the Inspecting Contractor hasn’t been contracted to complete the repairs
within 90 days of the inspection or notified that another licensed contractor performed the
repairs, the Inspecting Contractor must notify the Authority Having lurisdiction,

e Critical Deficiencies {(RED TAG): The Inspecting Contractor must notify the Building Owner or
Authorized Representative within 24 hours of the inspection. If the Inspecting Contractor hasn’t
been contracted to complete the repairs within 30 days of the inspection or notified that
another licensed contractor performed the repairs, the Inspecting Contractor must notify the
Authority Having Jurisdiction.

¢ Impairment (RED TAG): The Inspecting Contractor must notify the Building Owner or Authorized
Representative within 24 hours of the inspection and must notify the Authority Having
Jurisdiction within 72 hours of the inspection if the repairs have not been completed.

RECORDS

e Contractors are required to maintain all Inspection, Service and Maintenance records for 10
years.

¢ Inspection report provided to the AHJ shall be in a format mutually determined between the
Contractor and AHJ. AHJ cannot implement a 3™ party reporting format without mutual
agreement with the Contractor.,

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11 Page 6 of 6



Form for Inspection, Testing and Maintenance of V meTEG'S

Wet Pipe Fire Sprinkler Systems

Location Code:
Contact:

Contact Address:

Phone:
Email:

Property Evaluated:

Description:

PMNPSQS
CPL. Robert Bargholz

520 N FALKENBURG RD
TAMPA, FL 33619-7884

813-598-4560

Falkenburg Rd Jail (Detention and
Correctional)

520 NFALKENBURG RD
TAMPA, FL 33619-7884

Wet (Bldg.9)

Company:
Address:

Company Phone:

Inspector:

Date of Work:

Frequency:

Protegis Fire & Safety

2801 East S.R. 60
Valrico, FL 33594

877-662-3473

Gabriel Dorta
EF-2000861 FP120-FPI20-000058

3/11/2021
Quarterly

Attached Files

NFPA 25 72 fpc disclosure.pdf  48.1kB
A_Breakdown_of_Changes to_69A-46.pdf 0.1MB

Deficiency Summary

There are no reported deficiencies for this submission

General Comments

There are no general comments for this submission

Protegis Fire & Safety, 2801 East S.R. 60, Valrico, FL, 33594 Phone: 877-662-3473

Page 1 of 6



Protegis Fire & Safety

\Yy PROTEGIS

2801 East S.R. 60
Valrico, FL. 33594
Phone: 877-662-3473

Form for Inspection, Testing and Maintenance of

Wet Pipe Fire Sprinkler Systems

This form covers the minimum requirements of NFPA 25-2011 for

wet pipe fire sprinkler systems connected to water supplies without

tanks or fire pumps. Separate forms are available for fire pumps, tanks,

hose connections, and other fire protection systems. More frequent

inspection, testing, and maintenance may be necessary depending on

the conditions of the occupancy and the water supply.

Notes:

1. All questions are to be answered Yes, No, or Not Applicable. All
"No" answers are to be explained in the Comments for this form.

2. Inspection, Testing and Maintenance are to be performed with
water supplies (including fire pumps) in service, unless the
impairment procedures of Chapter 15 of NEPA 25 are followed.

g‘r}::).work covered on this form is (select Quarterly
Date of Work _ 3/11/2021

All responses refer to the current work (inspection, testing and
maintenance) performed on this date.

Owner:

CPL. Robert Bargholz
Owner's Phone Number:
813-598-4560

Owner's Address:

520 N FALKENBURG RD, TAMPA. FL, 33619-7884

Property Being Evaluated:

Falkenburg Rd Jail (Detention and Correctional) o
Property Address:

520 N FALKENBURG RD, TAMPA, FL, 33619-7884 —
System(s);

Wet (Bldz.9) _

|'4" Riser-A, Pod 9A, IT/AUX On Riser & SR-01 of Pod 9A
[4n Riser-B, Pod 9B, IT/AUX On Riser & SR-01 of Pod 9B
’T‘Riser—C, Pod 9C, IT/AUX On Riser & SR-01 of Pod 9C
I 4" Riser-D, Pod 9D, IT/AUX On Riser & SR-01 of Pod 9D
Part I - Owner's Section

A. Is the building occupied? ¥ Yesi 'No

B. Has the occupancy and hazard of contents ¥ Yes No
remained the same since the last inspection? =

|
N
]

2. Monthly Inspection Items (in addition to above items)

a. Control valves and valves on backflow preventers with locks or
electrical supervision:

1. In correct (open or closed) position?

2. Lock or supervision in place?

3. Accessible and free from external leaks?
4. Provided with appropriate wrenches?

5. Provided with appropriate identification? ¥ Yes Nol N/A

b. Gauges on system in good condition and

showingg normgi water 51glpply pressure? ¥ Yes No N/A
¢. Alarm valve free from physical damage,
trim in correct (open or closed) position and
no leakage from retarding chamber or drains?
3. Quarterly Inspection Items (in addition to above items)

a. Fire department connections visible,

accessible, couplings and swivels not

damaged, gaskets in place and in good

condition, plugs and caps are okay,

identification sign(s) in place, check valve is 7 Yes
not leaking, clapper in place and operating Y. Yes.
properly and automatic drain valve in place

and operating properly?

(If plugs or caps are not in place, inspect

interior for obstructions)

b. Hydraulic nameplate (calculated systems) o

securely attached to riser and legible? Y'Yes: No. N/A
c. Alarm & supervisory devices not 57 N
damaged? pervisory ¥ Yes Noi N/A
d. Pressure reducing valves in open position,

not leaking, with downstream pressure per e
design critgeria, and in good condition with -+ Yes . No ' N/A
handwheels not broken?

4. Annual Inspection Items (in addition to above items)

Not applicable

3. Fifth Year Inspection Items (in addition to above items)

Not applicable

B. Testing - Report any failures in the Comments for this form

1. Quarterly Tests

a. Mechanical waterflow alarm devices
passed tests (alarms actuated and flow
observed)?

® Yes . No.~
""Yes: Noy N/A

" Yes No# N/A

No' N/A

¥ Yes "Noi N/A

C. Are all fire protection systems in service? ¥'Yes__'No b. Main drain test for system downstream of backflow device or
D. Has the system remained in service L pressure reducing valve:
without modification since the last ¥ Yes . No . . . .
inspection? 1. Record static pressure (psi) and residual pressure(psi):
E. Was the system free of actuation of - = i : T -
devices or alarms since the last inspection? o Yes [ No | System Static | Residual | Comments ‘
Owner or Representative T\]LPIé Robert Barg-holf = ‘ Riser-A 60 55 |
Signatu o Signature Available . ‘

RS 9 Riser-B | 60 55 |

— e . | —
Date 3/11/2021 Riser-C 60 55 | 4‘
Part II - Inspector's Section | Riser-D ‘ 60 55 | |
A. Inspections = ———
1. Weekly Items 2. Was flow observed? ¥ Yes _No. N/A
a. Control valves (including backflow 3. Are results comparable to previous tests? ¥ Yes No " N/A
preventer isolation valves) supervised with Yes! No ¢ N/A 2. Semiannual Tests (in addition to previous items)
seals passed inspection in accordance with : Not applicable . » ) )
I11.A.2.a below? 3. Annual Tests (in addition to previous items)
Not applicable

'b. Relief port on RPZ not continuously
'discharging?

" Yes TNo ¥'N/A

4, Tests for every fifth year (in addition to appropriate items)
Not applicable

©2013 National Fire Sprinkier Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11
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v Protegis Fire & Safety
; . 2801 East S.R. 60
V mpDTEG|S Valricoi,isFL 33594

Phone: 877-662-3473

C. Maintenance

‘1. Regular Maintenance Items

a. If any sprinkler failed the sampling testing
of Parts I1.B.3.d, e, f, g or h of this form,
were all sprinklers represented by that sample
replaced?

b. If sprinklers have been replaced, were they Yes’ No¥ N/A
proper replacements? -

¢. Marine systems normally having fresh o
water were drained and refilled twice if raw Yes ... No ¥_N/A
water got into the system?

«i.iri sIt-Irfx?:tt it(';lrgl)se?lnspected per manufacturer's Yes ~ Now N/A
¢. If any tc))f the following were discogereda?

n obstruction investigation conducted? : g :
g)?;l?zinoreason(; am‘i, obs%ruc(;iozo t Yes".'No ¥ N/A
investigation findings in the Comments
1. Defective intake screen on pump supplied from open sources
2. Obstructive material discharged during flow tests
3. Foreign material in dry-pipe valves, check valves or pumps
4. Foreign material in water during drain test or plugging of inspector's
test connection
5. Plugging of pipe or sprinklers found during activation or work
6. Record of broken mains in the vicinity
7. Abnormally frequent false-tripping of dry-pipe valves
8. Failure to flush yard piping or surrounding mains following new
installation or repairs
9. System is returned to service after an extended period of time out of
. service (more than one year)

'10. There is reason to believe the system contains sodium silicate or its
derivatives or highly corrosive fluxes in copper pipe
11. Raw water was pumped into the fire department connection
12. Pinhole leaks
£ If conditions were found that required

i..Yes. No¥ N/A

flushing, was flushing of the system .Yes. No ¥ N/A
conducted?
¢. Was a drain test conducted after opening 7 Yes “No "N/A

any closed valves?

L. Adjusted, repaired, reconditioned or . o
replaced components had the associated tests Yes' No ¥ N/A
and/or inspections performed?

2, Annual Maintenance Items (in addition to previous items)

Not applicable

Part III - Comments

Any "No" answers, test failures or other problems found with the
sprinkler system must be explained using the comment specific for
each question. Additional comments can be added here.

Please see the summary section at the top of the form for the
comments. : ==
Part IV - Inspector's Information

Inspected By Gabriel Dorta

I state that the information on this form is correct at the time and place
‘of my inspection, and that all equipment tested at this time was left in
operating condition upon completion of this inspection except as noted
in the Comments.

Signature of Inspector . ’

Date 3/11/2021

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11
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v Protegis Fire & Safety
N 2801 East S.R. 60
V PROTEGIS T

Phone: 877-662-3473

FLORIDA FIRE
SERVICE, INC.

Our Inspection of your Fire Protection System(s) is to ensure that the system components are in good working order
based upon the National Fire Protection Association’s (NFPA) Publication 23, “Inspection, Testing, and
Maintenance of Water Based Fire Protection Systems™; currently adopted edition; (NFPA) Publication 72, “Fire
Alarm Systems”; currently adopted addition; and/or Florida Fire Prevention Code (FFPC), as applicable.

The applicable code inspection requires that we assume your system is/was installed to meet the proper sprinkler /
alarm / Fire Protection System coverage requirements of the applicable code. Occasionally we observe coverage
conditions that are outside our scope of our inspection which we want to bring to your attention. These conditions
may exist for any number of reasons including, but not limited to, the age of your system(s), changes in the design
or occupancy of your facility, changes in the usage of a particular area(s), revisions of industry standards, and/or
changes in the adopted Building Code(s). As a Property Owner or Manager you are responsible for maintaining your
sprinkler system and keeping up with changes in occupancy. Accordingly, we present our observations of applicable
code coverage issues to aid you as the Building Owner or Manager.,

Items listed are sometimes not necessarily part of a NFPA 25, 72, or FFPC Inspection and may be outside of the
scope of our inspection contract with you. The identification of these items does not constitute a design review or
engineering analysis of your system(s). These items were noticed during an inspection of your Fire Protection
System(s) performed in accordance with the applicable codes, however may not be part of the inspection
requirements of the inspection contracted to perform. Florida Fire Service, Inc. makes no guarantees or assurance
that any or all design, engineering defects, or system deficiencies have been detected.

Pursuant to Florida Fire Protection Code, currently adopted addition, Florida Fire Service, Inc. (FFS) must notify the
Authority Having Jurisdiction (AHJ) of any deficiencies found/determined within the timeframe allowed by such
applicable code. Please feel free to ask your FFS representative about required timelines for reporting to your local

AHI.
If FFS provides a proposal for the repairs/corrections of said deficiencies, it is intended as a courtesy and not a

requirement.

Providing Florida with Fast, Professional, and Affordable Systems and Service since 1987

EXTINGUISHERS - EMERGENCY LIGHTING - FIRE ALARMS - FIRE HYDRANTS - FIRE SPRINKLERS - BACKFLOWS - FIRE
SUPPRESSION SYSTEMS - NURSE CALL SYSTEMS - EMERGENCY COMMUNICATIONS

State Licenses: 90153500012007, FPC11-000028, PS -59194500012005-EF20000861

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11 Page 4 of 6



v Protegis Fire & Safety
N 2801 East S.R. 60
V DQDTEGIS Valrico, FL 33594

Phone: 877-662-3473

FFm Florida Fire Sprinkler Association 6

Fiorida Fire Sprinkier Associatian, Inc. And OAFSATL
plelnle -
American Fire Sprinkler Association, FL

Important Announcement to Florida Fire Sprinkler Contractors

The Rules of the Florida State Fire Marshal in Chapter 69A-46 FIRE PROTECTION SYSTEM CONTRACTORS
AND SYSTEMS were revised and became effective on 7/19/2016. The new rules are available at
www flrules.org/gateway/ChapterHome.asp?Chapter=69A-46

There were a multitude of changes to 69A. The purpose of this memo is to assist you with a quick view
of important changes related to Inspections of Water Based Fire Protection Systems. It is recommended
that Contractors educate inspection customers with the new State Fire Marshall Rules and their
responsibilities.

NEW/EXPANDED DEFINITIONS: {69A-46.030)

e There are now definitions for a Deficiency, Critical Deficiency, Noncritical Deficiency and
Impairment.

e NFPA 25 requires that sprinkler heads be tested at different intervals. Failure to have that
testing performed according to the prescribed frequency constitutes a Critical Deficiency (RED
TAG)

e NFPA 25 also requires various testing to be done at 3 & 5 year intervals. Failure to perform 3 &
5 year testing requirements constitutes a Non-Critical Deficiency (YELLOW TAG)

NEW SPRINKLER SYSTEMS: (69A-46.040)

¢ Newly installed Fire Protection Systems are NOT required to have an inspection tag affixed until
the 1% inspection of that system is due and performed. (69A-46.040)

TAG RELATED CHANGES: (69A-46.041)

e The rule now requires systems to be tagged with Green Compliance, Yellow Non Compliance
{Non-Critical) or Red Non Compliance {Critical or Impairment) tags.

e Tags are now only allowed to be affixed to the main water control valve of each system and not
the riser. i.e. A multi floor building with individual floor control valves requires a tag on each
control valve at each floor. The same building designed without floor control assemblies only
requires a single tag to be affixed to the systems main control valve.

e Each Sprinkler System, Standpipe System, Fire Hydrant, Fire Pump, Water Storage Tank and
Water Mist system must be individually tagged.

e With the exception of 3 & 5 year tags all tags are to only remain on the system for one year.
Therefore at any given time for quarterly inspections there should be no more than 4 tags
affixed (2quarterly, 1 semi-annual & 1 annual) per system..

¢ Clarification to tagging after deficiencies repairs. Contractors are not required to re-inspect or
retag the system until the next scheduled inspection.

¢ The rule now clarifies that a Green Compliance Tag cannot be affixed to systems with existing
deficiencies or impairments from previous inspections.

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11 Page 5 of 6



v Protegis Fire & Safety
* 2801 East S.R. 60
V p m DTE G l S Valrico?sFL 33594

Phone: 877-662-3473

—a Fm Florida Fire Sprinkler Association

Fiorida Firs Sprinkier Assoclation, tnz. And
e semga - » . . .
American Fire Sprinkler Association, FL

NOTIFICATIONS

The new rule puts more responsibility on the Owner. The Owner is required to notify tenants of all

deficiencies or impairments.

e Compliant Systems (GREEN TAG): The Inspecting Contractor must notify the Building Owner or

Authorized Representative by copy of the NFPA Inspection Report within 30 days of the

inspection,

* Non-Critical Deficiencies (YELLOW TAG): The Inspecting Contractor must notify the Building
Owner or Authorized Representative by copy of the NFPA Inspection Report within 30 days of
the inspection, if the Inspecting Contractor hasn’t been contracted to complete the repairs
within 90 days of the inspection or notified that another licensed contractor performed the

repairs, the Inspecting Contractor must notify the Authority Having Jurisdiction.

s  Critical Deficiencies (RED TAG): The Inspecting Contractor must notify the Building Owner or
Authorized Representative within 24 hours of the inspection. If the Inspecting Contractor hasn't

been contracted to complete the repairs within 30 days of the inspection or notified that

another licensed contractor performed the repairs, the Inspecting Contractor must notify the

Authority Having Jurisdiction.

¢ Impairment {RED TAG}): The Inspecting Contractor must notify the Building Owner or Authorized

Representative within 24 hours of the inspection and must notify the Authority Having

lurisdiction within 72 hours of the inspection if the repairs have not bee

RECORDS

* Contractors are required to maintain all Inspection, Service and Maintenance records for 10

years. ,

® Inspection report provided to the AHJ shall be in a format mutually determined between the

n completed.

Contractor and AHJ, AHJ cannot implement a 3™ party reporting format without mutual

agreement with the Contractor.

AFSA-FL

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200,

Form 25-13W-11
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Form for Inspection, Testing and Maintenance of
Wet Pipe Fire Sprinkler Systems

Location Code:
Contact:

Contact Address:

Phone:
Email;

Property Evaluated:

Description:

PMNPSQS
CPL. Robert Bargholz

520 NFALKENBURG RD
TAMPA, FL 33619-7884

813-598-4560

Falkenburg Rd Jail (Detention and
Correctional)

520 N FALKENBURG RD
TAMPA, FL 33619-7884

Wet (Bldg. 10)

¥

Company:
Address:

Company Phone:

Inspector:

Date of Work:

Frequency:

PROTEGIS

Protegis Fire & Safety

2801 East S.R. 60
Valrico, FL 33594

877-662-3473

Gabriel Dorta
EF-2000861 FP120-FPI20-000058

3/9/2021

Quarterly

Attached Files

NFPA 25 72 fpc disclosure.pdf 48.1kB
A_Breakdown_of Changes to 69A-46.pdf 0.1MB

Deficiency Summary

There are no reported deficiencies for this submission

General Comments

There are no general comments for this submission

Protegis Fire & Safety, 2801 East S.R. 60, Valrico, FL, 33594 Phone: 877-662-3473

Page 1 of 6



Protegis Fire & Safety

\\Vy PROTEGIS

2801 East S.R. 60
Valrico, FL 33594
Phone: 877-662-3473

v
1

Form for Inspection, Testing and Maintenance of

Wet Pipe Fire Sprinkler Systems

This form covers the minimum requirements of NFPA 25-2011 for

wet pipe fire sprinkler systems connected to water supplies without

tanks or fire pumps. Separate forms are available for fire pumps, tanks,

hose connections, and other fire protection systems. More frequent

inspection, testing, and maintenance may be necessary depending on

the conditions of the occupancy and the water supply.

Notes:

[. All questions are to be answered Yes, No, or Not Applicable. All
"No" answers are to be explained in the Comments for this form.

2. Inspection, Testing and Maintenance are to be performed with
water supplies (including fire pumps) in service, unless the
impairment procedures of Chapter 15 of NFPA 25 are followed.

;Fllllg)yvork covered on this form is (select Quarterly

Date of Work 3/9/2021
Al responses refer to the current work (inspection, testing and
maintenance) performed on this date.

Owner:

CPL. Robert Bargholz
Owmer's Phone Number:

813-598-4560

Owner's Address:

520 N FALKENBURG RD, TAMPA. FL, 33619-7884

Property Being Evaluated:

Falkenburg Rd Jail (Detention and Correctional)

Property Address:

520 N FALKENBURG RD. TAMPA, FL, 33619-7884 e
System(s):

Wet (Bldg. 10) _

Riser-A POD 10A, IT/Aux Drain On Riser & SR-01 of Pod-10A ‘
Riser-B EOD 10B, IT/Aux Drain On Riser & SR-01 of Pod-10B
Riser-C POD 10C, IT/Aux Drain On Riser & SR-01 of Pod-10A

Riser-l_) POD 10D, IT/Aux Drain On Riser & SR-01 of Pod-10A
Part I - Owner's Section

A. Is the building occupied? ¥ Yes' .No
B. Has the occupancy and hazard of cortents ¥ Yes No
remained the same since the last inspection?

C. Are all fire protection systems in service? ¥ Yes .. No
D. Has the system remained in service .

without modification since the last ¥ Yes  No
inspection?

E. Was the system free of actuation of ¥ Yes' “No

devices or alarms since the last inspection?
Owner or Representative
Signature

CPL. Robert Bargholz

Date 3/9/2021

Part II - Inspector's Section

A, Inspections

1. Weekly Items

a. Control valves (including backflow
preventer isolation valves) supervised with
seals passed inspection in accordance with
II.A.2.a below?

b. Relief port on RPZ not continuously " Yes I No ¥ N/A
discharging?

~Yes. No ¥ N/A

No Signature Available

2. Monthly Inspection Items (in addition to above items)

a, Control valves and valves on backflow preventers with locks or
electrical supervision:

1. In correct (open or closed) position?

2. Lock or supervision in place?

3. Accessible and free from external leaks?
4. Provided with appropriate wrenches?

5. Provided with appropriate identification?
b. Gauges on system in good condition and
showing normal water supply pressure?

¢. Alarm valve free from physical damage,
trim in correct (open or closed) position and Yes
no leakage from retarding chamber or drains?

3. Quarterly Inspection Items (in addition to above items)

a. Fire department connections visible,

accessible, couplings and swivels not

damaged, gaskets in place and in good

condition, plugs and caps are okay,

identification sign(s) in place, check valve is

not leaking, clapper in place and operating ¥ Yes No NA
properly and automatic drain valve in place

and operating properly?

(If plugs or caps are not in place, inspect

interior for obstructions)

b. Hydraulic nameplate (calculated systems) o N
securely attached to riser and legible?y ¥ Yes| .Nol. N/A
¢. Alarm & supervisory devices not
damaged?

d. Pressure reducing valves in open position,
not leaking, with downstream pressure per y
design criteria, and in good condition with -~ 188
handwheels not broken?

4. Annual Inspection Items (in addition to above items)

Not applicable

5. Fifth Year Inspection Items (in addition to above items)

Not applicable

B. Testing - Report any failures in the Comments for this form
1. Quarterly Tests

a. Mechanical waterflow alarm devices
passed tests (alarms actuated and flow ¥ Yes _No ' N/A
observed)?

b. Main drain test for system downstream of backflow device or
pressure reducing valve:

" No ' N/A

.-No+ N/A

1. Record static pressure (psi) and residual pressure(psi):

| System | Static | Residual Comments ‘
Riser-A 55 50 _
Riser-B |55 50 _ _‘
Riser-C’ |55 50

| Riser-D 55 50 | 4_‘
2. Was flow observed? ¥'Yes Nol N/A

3. Are results comparable to previous tests? ¥ Yes” No! N/A
2. Semiannual Tests (in addition to previous items)

Not applicable

3. Annual Tests (in addition to previous items)

Not applicable
4. Tests for every fifth year (in addition to appropriate items)

Not applicable

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11
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v Protegis Fire & Safety
. 2801 East S.R. 60
V anTEGlS Valrico, FL 33594

Phone: 877-662-3473

€. Maintenance
1. Regular Maintenance Items
a‘.fIf anyIstrir;kéer fz}iled thg s?n;lpli?g testing

Parts I1.B.3. or i ’
?vere alsl spﬁnklérz’re’p%esentgd tlnysth(;??a,xnple Yes..No N/A
replaced?

. inkl ve been replaced, were th e :
proper ropincemanish P Ce MIEREY ey " No ¥ A
¢. Marine systems normally having fresh o
water were drained and refilled twice if raw .. Yes . No ¥ N/A
water got into the system?

?ﬁslt{ri?:tt itca)tr;:;:?mspected per manufacturer's Yes.  No # N/A
e. If any 1c))f the following were discogered217

as an obstruction investigation conducted? U :
gx;lzmoresaso(rzz (:; alrlz]d obs%ruction - Yes. Nov N/A
investigation findings in the Comments
1. Defective intake screen on pump supplied from open sources
2. Obstructive material discharged during flow tests
3. Foreign material in dry-pipe valves, check valves or pumps
4. Foreign material in water during drain test or plugging of inspector's
test connection
5. Plugging of pipe or sprinklers found during activation or work
6. Record of broken mains in the vicinity
7. Abnormally frequent false-tripping of dry-pipe valves
3. Failure to flush yard piping or surrounding mains following new
installation or repairs
9. System is returned to service after an extended period of time out of
service (more than one year)

10. There is reason to believe the system contains sodium silicate or its
derivatives or highly corrosive fluxes in copper pipe

11. Raw water was pumped into the fire department connection

12. Pinhole leaks

f. If conditions were found that required

flushing, was flushing of the system .~ Yes. . No¥ N/A
conducted?
g. Was a drain test conducted after opening 7 Yes” No ~N/A

any closed valves?

h. Adjusted, repaired, reconditioned or R
replaced components had the associated tests - Yes _Now¥ N/A
and/or inspections performed?

2. Annual Maintenance Items (in addition to previous items)

Not applicable

Part III - Comments

Any "No" answers, test failures or other problems found with the
sprinkler system must be explained using the comment specific for
each question. Additional comments can be added here.

Please see the summary section at the top of the form for the
comments

Part IV - Inspector's Information

Inspected By Gabriel Dorta
I state that the information on this form is correct at the time and place
of my inspection, and that all equipment tested at this time was left in
aperating condition upon completion of this inspection except as noted
in the Comments.

Signature of Inspector Q P

Date 3/9/2021

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11
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v Protegis Fire & Safety
N 2801 East S.R. 60
V mp DTE G lS Valrico,SFL 33594

Phone: 877-662-3473
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e

FLORIBA FIRE
SERVICE, INC.

Our Inspection of your Fire Protection System(s) is to ensure that the system components are in good working order
based upon the National Fire Protection Association’s (NFPA) Publication 25, “Inspection, Testing, and
Maintenance of Water Based Fire Protection Systems”; currently adopted edition; (NFPA) Publication 72, “Fire
Alarm Systems”; currently adopted addition; and/or Florida Fire Prevention Code (FFPC), as applicable.

The applicable code inspection requires that we assume your system is/was installed to meet the proper sprinkler /
alarm / Fire Protection System coverage requirements of the applicable code. Occasionally we observe coverage
conditions that are outside our scope of our inspection which we want to bring to your attention. These conditions
may exist for any number of reasons including, but not limited to, the age of your system(s), changes in the design
or occupancy of your facility, changes in the usage of a particular area(s), revisions of industry standards, and/or
changes in the adopted Building Code(s). As a Property Owner or Manager you are responsible for maintaining your
sprinkler system and keeping up with changes in occupancy. Accordingly, we present our observations of applicable
code coverage issues to aid you as the Building Owner or Manager.

Items listed are sometimes not necessarily part of a NFPA 25, 72, or FFPC Inspection and may be outside of the
scope of our inspection contract with you. The identification of these items does not constitute a design review or
engineering analysis of your system(s). These items were noticed during an inspection of your Fire Protection
System(s) performed in accordance with the applicable codes, however may not be part of the inspection
requirements of the inspection contracted to perform. Florida Fire Service, Inc. makes no guarantees or assurance
that any or all design, engineering defects, or system deficiencies have been detected.

Pursuant to Florida Fire Protection Code, currently adopted addition, Florida Fire Service, Inc. (FFS) must notify the
Authority Having Jurisdiction (AHIJ) of any deficiencies found/determined within the timeframe allowed by such
applicable code. Please feel free to ask your FFS representative about required timelines for reporting to your local

AHJ.
o If FFS provides a proposal for the repairs/corrections of said deficiencies, it is intended as a courtesy and not a

requirement.

Providing Florida with Fast, Professional, and Affordable Systems and Service since 1987

EXTINGUISHERS - EMERGENCY LIGHTING - FIRE ALARMS - FIRE HYDRANTS - FIRE SPRINKLERS ~ BACKFLOWS - FIRE
SUPPRESSION SYSTEMS — NURSE CALL SYSTEMS - EMERGENCY COMMUNICATIONS

State Licenses: 90153500012007, FPC11-000028, PS -59194500012005-EF20000861

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11 Page 4 of 6



v Protegis Fire & Safety
. 2801 East S.R. 60
V ppDTEGiS Valrico, FL 33594

Phone: 877-662-3473

F A
m Florida Fire Sprinkler Association ‘ ﬁl

Flotlda Fire Sprinkler Association, . And AFSAFL
American Fire Sprinkler Association, FL

Important Announcement to Florida Fire Sprinkler Contractors

The Rules of the Florida State Fire Marshal in Chapter 69A-46 FIRE PROTECTION SYSTEM CONTRACTORS
AND SYSTEMS were revised and became effective on 7/19/2016. The new rules are available at
www.flrules.org/gateway/ChapterHome.asp?Chapter=69A-46

There were a multitude of changes to 69A. The purpose of this memo is to assist you with a quick view
of important changes related to Inspections of Water Based Fire Protection Systems. [t is recommended
that Contractors educate inspection customers with the new State Fire Marshall Rules and their
responsibilities.

NEW/EXPANDED DEFINITIONS: (69A-46.030)

e There are now definitions for a Deficiency, Critical Deficiency, Noncritical Deficiency and
Impairment.

e NFPA 25 requires that sprinkler heads be tested at different intervals. Failure to have that
testing performed according to the prescribed frequency constitutes a Critical Deficiency {(RED
TAG)

¢ NFPA 25 also requires various testing to be done at 3 & 5 year intervals. Failure to perform 3 &
5 year testing requirements constitutes a Non-Critical Deficiency (YELLOW TAG)

NEW SPRINKLER SYSTEMS: (69A-46.040)

¢ Newly installed Fire Protection Systems are NOT required to have an inspection tag affixed until
the 1% inspection of that system is due and performed. {69A-46.040)

TAG RELATED CHANGES: (69A-46.041)

e The rule now requires systems to be tagged with Green Compliance, Yellow Non Compliance
(Non-Critical) or Red Non Compliance (Critical or Impairment) tags.

e Tags are now only allowed to be affixed to the main water control valve of each system and not
the riser. i.e. A multi floor building with individual floor control valves requires a tag on each
control valve at each floor. The same building designed without floor control assemblies only
requires a single tag to be affixed to the systems main control valve.

e Each Sprinkler System, Standpipe System, Fire Hydrant, Fire Pump, Water Storage Tank and
Water Mist system must be individually tagged.

e With the exception of 3 & 5 year tags all tags are to only remain on the system for one year.
Therefore at any given time for quarterly inspections there should be no more than 4 tags
affixed (2quarterly, 1 semi-annual & 1 annual) per system..

e Clarification to tagging after deficiencies repairs. Contractors are not required to re-inspect or
retag the system until the next scheduled inspection.

e The rule now clarifies that a Green Compliance Tag cannot be affixed to systems with existing
deficiencies or impairments from previous inspections.

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11 Page 5 of 6
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Fiorida Fire Sprinkier Asseciation, inc. And
S Bhlemn it . . - -
American Fire Sprinkler Association, FL

o

NOTIFICATIONS

The new rule puts more responsibility on the Owner. The Owner is required to notify tenants of all
deficiencies or impairments.

¢ Compliant Systems (GREEN TAG): The Inspecting Contractor must notify the Building Owner or
Authorized Representative by copy of the NFPA Inspection Report within 30 days of the
inspection.

¢ Non-Critical Deficiencies (YELLOW TAG): The Inspecting Contractor must notify the Building
Owner or Authorized Representative by copy of the NFPA Inspection Report within 30 days of
the inspection, if the Inspecting Contractor hasn’t been contracted to complete the repairs
within 90 days of the inspection or notified that another licensed contractor performed the
repairs, the Inspecting Contractor must notify the Authority Having Jurisdiction.

¢ Critical Deficiencies (RED TAG): The inspecting Contractor must notify the Building Owner or
Authorized Representative within 24 hours of the inspection. If the Inspecting Contractor hasn’t
been contracted to complete the repairs within 30 days of the inspection or notified that
another licensed contractor performed the repairs, the Inspecting Contractor must natify the
Authority Having Jurisdiction.

* Impairment (RED TAG): The Inspecting Contractor must notify the Building Owner or Authorized
Representative within 24 hours of the inspection and must notify the Authority Having
Jurisdiction within 72 hours of the inspection if the repairs have not been completed.

RECORDS

» Contractors are required to maintain all Inspection, Service and Maintenance records for 10
years.

* Inspection report provided to the AHJ shall be in a format mutually determined between the
Contractor and AH!. AHJ cannot implement a 3™ party reporting format without mutual
agreement with the Contractor.

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845)4878-4200, Form 25-13W-11
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Form for Inspection, Testing and Maintenance of
Wet Pipe Fire Sprinkler Systems

Location Code:
Contact:

Contact Address:

Phone:
Email:

Property Evaluated:

Description:

PMNPSQS
CPL. Robert Bargholz

520 NFALKENBURG RD
TAMPA, FL 33619-7884

813-598-4560

Falkenburg Rd Jail (Detention and

Correctional)
520 N FALKENBURG RD
TAMPA, FL 33619-7884

Wet (Bldg.11)

¥

Company:
Address:

Company Phone:

Inspector:

Date of Work:

Frequency:

PROTEGIS

Protegis Fire & Safety

2801 East S.R. 60
Valrico, FL 33594

877-662-3473

Gabriel Dorta
EF-2000861 FP120-FP120-000058

3/11/2021

Quarterly

Attached Files

NFPA 25 72 fpc disclosure.pdf 48.1kB
A_Breakdown_of Changes_to_69A-46.pdf 0.1MB

Deficiency Summary

There are no reported deficiencies for this submission

General Comments

There are no general comments for this submission

Protegis Fire & Safety, 2801 East S.R. 60, Valrico, FL, 33594 Phone: 877-662-3473

Page 1 of 6



\Q'// PROTEGIS

Protegis Fire & Safety
2801 East S.R. 60
Valrico, FL 33594
Phone: 877-662-3473

Form for Inspection, Testing and Maintenance of

Wet Pipe Fire Sprinkler Systems

This form covers the minimum requirements of NFPA 25-2011 for

wet pipe fire sprinkler systems connected to water supplies without

tanks or fire pumps. Separate forms are available for fire pumps, tanks,

hose connections, and other fire protection systems. More frequent

inspection, testing, and maintenance may be necessary depending on

the conditions of the occupancy and the water supply.

Notes:

1. All questions are to be answered Yes, No, or Not Applicable, All
"No" answers are to be explained in the Comments for this form,

2. Inspection, Testing and Maintenance are to be performed with
water supplies (including fire pumps) in service, unless the
impairment procedures of Chapter 15 of NFPA 25 are followed.

g‘::)yvork covered on this form is (select Quarterly
Date of Work _ 3/11/2021

All responses refer to the current work (inspection, testing and
maintenance) performed on this date.

Owner:

CPL. Robert Bargholz o
Owner's Phone Number:

813-598-4560 i =
Owner's Address:

520 N FALKENBURG RD, TAMPA. FL. 33619-7884 -
Property Being Evaluated:

2. Monthly Inspection Items (in addition to above items)

a. Control valves and valves on backflow preventers with locks or
electrical supervision:

1. In correct (open or closed) position? T"Yes No¥ N/A
2. Lock or supervision in place? ¥ Yes_No! N/A
3. Accessible and free from external leaks? ¥ Yes! . Noi N/A
4. Provided with appropriate wrenches? Yes " "No ¥ N/A
5. Provided with appropriate identification? v Yes " No " N/A
b. Gauges on system in good condition and ¥ Yes No' N/A

showing normal water supply pressure?

¢. Alarm valve free from physical damage,
trim in correct (open or closed) position and
no leakage from retarding chamber or drains?
3. Quarterly Inspection Items (in addition to above items)

a. Fire department connections visible,
accessible, couplings and swivels not
damaged, gaskets in place and in good
condition, plugs and caps are okay,
identification sign(s) in place, check valve is
not leaking, clapper in place and operating
properly and automatic drain valve in place
and operating properly?

(If plugs or caps are not in place, inspect
interior for obstructions)

" Yes " No¥ N/A

» Yes. No " N/A

Falkenburg Rd Jail (Detention and Correctional) b. Hydraulic nameplate (calculated systems) ¥ Yes. No N/A
Property Address: securely attached to riser and legible? :
520 N FALKENBURG RD, TAMPA, FL. 33619-7884 3;122?;(11 r;& supervisory devices not ¥ Yes: .No! N/A
System(s): ’
4 © d. Pressure reducing valves in open position,
Wet (Bldg.11) _ n :
. — not leaking, with downstream pressure per " Yes " No @ N/A
"o . design criteria, and in good condition with o s
| 4" Riser-A Pod 11A, IT/AUX On Riser & SR-01 of Pod 11A | handwheels not broken?
4 Riser-B Pod 11B, IT/AUX On Riser & SR-01 of Pod 11B | ;. Annulgl I;lspection Items (in addition to above items)
e : | ot applicable
4" Riser-C Pod 11C, IT/AUX On Riser & SR-01 of Pod 11C | 5. Fifth Year Inspection Items (in addition to above items)
"R . | Not applicable
| 4" Riser-D Pod 11D, IT/AUX On Riser & SR-01 of Pod 11D | B, Testing - Report any failures in the Comments for this form
Part I - Owner's Section 1. Quarterly Tests
A. Is the building occupied? ¥ Yes. No a. Mechanical waterflow alarm devices 3 ‘
B. Has the occupancy and hazard of contents ; passed tests (alarms actuated and flow ® Yes. No .N/A
! ; . . ¥ Yes' No b d)?
remained the same since the last inspection? observed)?
C. Are all fire protection systems in service? ¥ Yes__No b. Main drain test for system downstream of backflow device or
D. Has the system remained in service pressure reducing valve:
without modification since the last # Yes No . . .
inspection? 1. Record static pressure (psi) and residual pressure(psi):
E. Was the system free of actuation of W . = . |
devices or alarms since the last inspection? ¥ Yes..No ! System ‘ Static | Residual | CommentsJ
Owner or Representative _CPL. Robert Bargholz ‘ Riser-A | 60 |55 | 4‘
Si No Signature Available |
EpAe 9 | Riser-B ,| 60 | 55 | |
Date 3/11/2021 | Riser-C | 60 ‘ 55 ! ‘
Part II - Inspector's Section | Riser-D | 60 |55 J

A. Inspections

1. Weekly Items

a. Control valves (including backflow
preventer isolation valves) supervised with ~ , .
seals passed inspection in accordance with Yes. No¥'N/A
ILA.2.a below?

b. Relief port on RPZ not continuously

discharging? "Yes 'No« N/A

2. Was flow observed? o Yes | No ! N/A
3. Are results comparable to previous tests? ¥ Yes . No.N/A
2. Semiannual Tests (in addition to previous items)

Not applicable

3. Annual Tests (in addition to previous items)

Not applicable
4. Tests for every fifth year (in addition to appropriate items)

Not applicable

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11
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v Protegis Fire & Safety
‘” 2801 East S.R. 60
V ppOTEGlS Valrico?sFL 33594

Phone: 877-662-3473

C. Maintenance

1. Regular Maintenance Items

a.fIPf anyIstlgilﬂ(‘Iier failed the s?n;lpli?g testing

of Part D5,2.4, ¢, I, of thi: A i v
were alsl sprir?klerz rgpgr;regted bysth(:t—[gample *Yes&tNots N/A
replaced?

. If sprinklers have been replaced, were the =
gropelr’) replaecesments‘?bee *® ’ o Yes. .Now'N/A
¢. Marine systems normally having fresh )
water were drained and refilled twice if raw _Yes{ No ¥ N/A
water got into the system?

?r;s?nel?:tt it(';lrllase?mspected per manufacturer's _ Yes' No ¥ N/A
e. If any l(;f the following were discogercda?

¥as an obstruction investigation conducted?
gxplzzin reason(s) and obs%fuction Yes' Nov N/A
investigation findings in the Comments

1. Defective intake screen on pump supplied from open sources

2. Obstructive material discharged during flow tests

3. Foreign material in dry-pipe valves, check valves or pumps

4. Foreign material in water during drain test or plugging of inspector's
test connection

5. Plugging of pipe or sprinklers found during activation or work

6. Record of broken mains in the vicinity

7. Abnormally frequent false-tripping of dry-pipe valves

8. Failure to flush yard piping or surrounding mains following new
installation or repairs

9. System is returned to service after an extended period of time out of
service (more than one year)

10. There is reason to believe the system contains sodium silicate or its
derivatives or highly corrosive fluxes in copper pipe

11. Raw water was pumped into the fire department connection

12. Pinhole leaks

f. If conditions were found that required

flushing, was flushing of the system - Yes Now N/A
conducted?
g. Was a drain test conducted after opening ¥ Yes "No .N/A

any closed valves?

h. Adjusted, repaired, reconditioned or .
replaced components had the associated tests Yes Nov N/A
and/or inspections performed?

2. Annual Maintenance Items (in addition to previous items)

Not applicable

Part III - Comments

Any "No" answers, test failures or other problems found with the
Sprinkler system must be explained using the comment specific for
each question. Additional comments can be added here.

Please see the summary section at the top of the form for the
comments.
Part IV - Inspector's Information

Inspected By Gabriel Dorta
I state that the information on this form is correct at the time and place
of my inspection, and that all equipment tested at this time was left in
operating condition upon completion of this inspection except as noted
in the Comments.

Signature of Inspector q W_,.—-’

Date 3/11/2021

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11
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v Protegis Fire & Safety
. 2801 East S.R. 60
V F:JR DTE GlS Valricoz,I;L 33594

Phone: 877-662-3473
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w

Our Inspection of your Fire Protection System(s) is to ensure that the system components are in good working order
based upon the National Fire Protection Association’s (NFPA) Publication 25, “Inspection, Testing, and
Maintenance of Water Based Fire Protection Systems”; currently adopted edition; (NFPA) Publication 72, “Fire
Alarm Systems”; currently adopted addition; and/or Florida Fire Prevention Code (FFPC), as applicable.

The applicable code inspection requires that we assume your system is/was installed to meet the proper sprinkler /
alarm / Fire Protection System coverage requirements of the applicable code. Occasionally we observe coverage
conditions that are outside our scope of our inspection which we want to bring to your attention. These conditions
may exist for any number of reasons including, but not limited to, the age of your system(s), changes in the design
or occupancy of your facility, changes in the usage of a particular area(s), revisions of industry standards, and/or
changes in the adopted Building Code(s). As a Property Owner or Manager you are responsible for maintaining your
sprinkler system and keeping up with changes in occupancy. Accordingly, we present our observations of applicable
code coverage issues to aid you as the Building Owner or Manager.

Items listed are sometimes not necessarily part of a NFPA 25, 72, or FFPC Inspection and may be outside of the
scope of our inspection contract with you. The identification of these items does not constitute a design review or
engineering analysis of your system(s). These items were noticed during an inspection of your Fire Protection
System(s) performed in accordance with the applicable codes, however may not be part of the inspection
requirements of the inspection contracted to perform. Florida Fire Service, Inc. makes no guarantees or assurance
that any or all design, engineering defects, or system deficiencies have been detected.

Pursuant to Florida Fire Protection Code, currently adopted addition, Florida Fire Service, Inc. (FFS) must notify the
Authority Having Jurisdiction (AHJ) of any deficiencies found/determined within the timeframe allowed by such
applicable code. Please feel free to ask your FFS representative about required timelines for reporting to your local

AHJ.
If FFS provides a proposal for the repairs/corrections of said deficiencies, it is intended as a courtesy and not a

requirement.

Providing Florida with Fast, Professional, and Affordable Systems and Service since 1987

EXTINGUISHERS — EMERGENCY LIGHTING - FIRE ALARMS - FIRE HYDRANTS - FIRE SPRINKLERS — BACKFLOWS ~ FIRE
SUPPRESSION SYSTEMS — NURSE CALL SYSTEMS - EMERGENCY COMMUNICATIONS

State Licenses: 90153500012007, FPC11-000028, PS -59194500012005-EF20000861
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v Protegis Fire & Safety
" 2801 East S.R. 60
V DQDTEGIS Valricoz,‘sFL 33594

Phone: 877-662-3473

-a Fm Florida Fire Sprinkler Association

Fiorida Fire Sprinkier Assoclation, in. And
American Fire Sprinkler Association, FL

Important Announcement to Florida Fire Sprinkler Contractors

The Rules of the Florida State Fire Marshal in Chapter 69A-46 FIRE PROTECTION SYSTEM CONTRACTORS
AND SYSTEMS were revised and became effective on 7/19/2016. The new rules are available at
www.flrules.org/gateway/ChapterHome.asp?Chapter=69A-46

There were a multitude of changes to 69A. The purpose of this mema is to assist you with a quick view
of important changes related to Inspections of Water Based Fire Protection Systems. it is recommended
that Contractors educate inspection customers with the new State Fire Marshall Rules and their
responsibilities.

NEW/EXPANDED DEFINITIONS: (69A-46.030)

* There are now definitions for a Deficiency, Critical Deficiency, Noncritical Deficiency and
Impairment.

¢ NFPA 25 requires that sprinkler heads be tested at different intervals. Failure to have that
testing performed according to the prescribed frequency constitutes a Critical Deficiency (RED
TAG)

* NFPA 25 also requires various testing to be done at 3 & 5 year intervals. Failure to perform 3 &
5 year testing requirements constitutes a Non-Critical Deficiency (YELLOW TAG)

NEW SPRINKLER SYSTEMS: (69A-46.040)

¢ Newly installed Fire Protection Systems are NOT required to have an inspection tag affixed until
the 1" inspection of that system is due and performed. (69A-46.040)

TAG RELATED CHANGES: (69A-46.041)

s The rule now requires systems to be tagged with Green Compliance, Yellow Non Compliance
(Non-Critical) or Red Non Compliance {Critical or Impairment) tags.

® Tags are now only aliowed to be affixed to the main water control valve of each system and not
the riser. i.e. A multi floor building with individual floor control valves requires a tag on each
control valve at each floor. The same building designed without floor control assemblies only
requires a single tag to be affixed to the systems main control valve.

e Each Sprinkler System, Standpipe System, Fire Hydrant, Fire Pump, Water Storage Tank and
Water Mist system must be individually tagged.

s With the exception of 3 & 5 year tags all tags are to only remain on the system for one year.
Therefore at any given time for quarterly inspections there should be no more than 4 tags
affixed (2quarterly, 1 semi-annual & 1 annual) per system..

s Clarification to tagging after deficiencies repairs. Contractors are not required to re-inspect or
retag the system until the next scheduled inspection.

¢ The rule now clarifies that a Green Compliance Tag cannot be affixed to systems with existing
deficiencies or impairments from previous inspections.

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11 Page 5 of 6
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NOTIFICATIONS

The new rule puts more responsibility on the Owner. The Owner is required to notify tenants of all
deficiencies or impairments.

¢ Compliant Systems (GREEN TAG): The Inspecting Contractor must notify the Building Owner or
Authorized Representative by copy of the NFPA Inspection Report within 30 days of the
inspection,

¢ Non-Critical Deficiencies (YELLOW TAG): The Inspecting Contractor must notify the Building
Owner or Authorized Representative by copy of the NFPA Inspection Report within 30 days of
the inspection, if the Inspecting Contractor hasn’t been contracted to complete the repairs
within 90 days of the inspection or notified that another licensed contractor performed the
repairs, the Inspecting Contractor must notify the Authority Having Jurisdiction.

¢ Critical Deficiencies (RED TAG): The Inspecting Contractor must notify the Building Owner or
Authorized Representative within 24 hours of the inspection. If the Inspecting Contractor hasn’t
been contracted to complete the repairs within 30 days of the inspection or notified that
another licensed contractor performed the repairs, the Inspecting Contractor must notify the
Authority Having Jurisdiction.

¢ Impairment (RED TAG): The Inspecting Contractor must notify the Building Owner or Authorized
Representative within 24 hours of the inspection and must notify the Authority Having
Jurisdiction within 72 hours of the inspection if the repairs have not been completed.

RECORDS

e Contractors are required to maintain all Inspection, Service and Maintenance records for 10
years.

* Inspection report provided to the AHJ shall be in a format mutually determined between the
Contractor and AHJ. AHJ cannot implement a 3™ party reporting format without mutual
agreement with the Contractor.

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11
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Form for Inspection, Testing and Maintenance of
Wet Pipe Fire Sprinkler Systems

Location Code:
Contact:

Contact Address:

Phone:
Email:

Property Evaluated:

Description:

PMNPSQS
CPL. Robert Bargholz

520 N FALKENBURG RD
TAMPA, FL 33619-7884

813-598-4560

Falkenburg Rd Jail (Detention and
Correctional)

520 N FALKENBURG RD
TAMPA, FL 33619-7884

Wet (Bldg.12)

\ 2

Company:
Address:

Company Phone:

Inspector:

Date of Work:

Frequency:

PROTEGIS

Protegis Fire & Safety

2801 East S.R. 60
Valrico, FL 33594

877-662-3473

Gabriel Dorta
EF-2000861 FP120-FPI20-000058

3/11/2021
Quarterly

Attached Files

NFPA 25 72 fpc disclosure.pdf  48.1kB
A_Breakdown_of Changes to_69A-46.pdf 0.1MB

Deficiency Summary

There are no reported deficiencies for this submission

General Comments

There are no general comments for this submission

Protegis Fire & Safety, 2801 East S.R. 60, Valrico, FL, 33594 Phone: 877-662-3473

Page 1 of 6



Protegis Fire & Safety

\\V? PROTEGIS

2801 East S.R. 60
Valrico, FL 33594
Phone: 877-662-3473

Form for Inspection, Testing and Maintenance of

Wet Pipe Fire Sprinkler Systems

This form covers the minimum requirements of NFPA 25-2011 for

wet pipe fire sprinkler systems connected to water supplies without

tanks or fire pumps. Separate forms are available for fire pumps, tanks,

hose connections, and other fire protection systems. More frequent

inspection, testing, and maintenance may be necessary depending on

the conditions of the occupancy and the water supply.

Notes:

1. All questions are to be answered Yes, No, or Not Applicable. All
"No" answers are to be explained in the Comments for this form.

2. Inspection, Testing and Maintenance are to be performed with
water supplies (including fire pumps) in service, unless the
impairment procedures of Chapter 15 of NFPA 25 are followed.

g‘rl;:)yvork covered on this form is (select Quarterly
Date of Work . 311/2021

All responses refer to the current work (inspection, testing and
maintenance) performed on this date.

Owner:

CPL. Robert Barzholz

Owner's Phone Number:

813-598-4560 )

Owner's Address:

3520 N FALKENBURG RD, TAMPA. FL. 33619-7884

Property Being Evaluated:

Falkenburg Rd Jail (Detention and Correctional) .
Property Address:

520 N FALKENBURG RD. TAMPA, FL, 33619-7884 -
System(s):

Wet (Bldg.12) _

iser-A, Po , IT/A On Riser -01 of Po A

!:"R' d 12A, IT/AUX On Riser & SR-01 of Pod 12

I 4" Riser-B, Pod 12B,IT/AUX On Riser & SR-01 of Pod 12B

|I‘4" Riser-C, Pod 12C, 1T/AUX On Riser & SR-01 of Pod 12C
4" Riser-D, Pod 12D, IT/AUX On Riser & SR-01 of Pod 12D ]

Part I - Owner's Section

A. Is the building occupied? ¥ Yes! No
B. Has the occupancy and hazard of contents ¥ Yes' No
remained the same since the last inspection? =

€. Are all fire protection systems in service? ¥'Yes_ No
D. Has the system remained in service

without modification since the last ¥ Yes _ No
inspection?

E. Was the system free of actuation of ¥ Yes' No

devices or alarms since the last inspection?
Owner or Representative
Signature

_CPL. Robert Bargholz

Date 3/11/2021
Part II - Inspector's Section

A. Inspections

1. Weekly Items

a. Control valves (including backflow

preventer isolation valves) supervised with " Yes
seals passed inspection in accordance with

I1.A.2.a below?

b. Relief port on RPZ not continuously “Yes No ¥ N/A
discharging? o

No ¥ N/A

No Signature Available

2. Monthly Inspection Items (in addition to above items)

a. Control valves and valves on backflow preventers with locks or
electrical supervision:

1. In correct (open or closed) position? ~Yes . No ¥ N/A
2. Lock or supervision in place? ¥ Yes. ‘No " N/A
3. Accessible and free from external leaks? w Yes _.No "N/A
4. Provided with appropriate wrenches? . Yes 'No ¥ N/A
5. Provided with appropriate identification? ¥ Yes " No " N/A
. Gau n system in good ition and
:hc?winggei(?mfaﬂsvsger sﬁgglyc;)lggsu(r):?a ¥'Yes i Nol N/A
¢. Alarm valve free from physical damage, o
trim in correct (open or closed) position and " Yes' No¥ N/A

no leakage from retarding chamber or drains?
3. Quarterly Inspection Items (in addition to above items)

a. Fire department connections visible,

accessible, couplings and swivels not

damaged, gaskets in place and in good

condition, plugs and caps are okay,

identification sign(s) in place, check valve is e

not leaking, clapper in place and operating ¥ Yes. .No N/A
properly and automatic drain valve in place

and operating properly?

(If plugs or caps are not in place, inspect

interior for obstructions)

b. Hydraulic nameplate (calculated systems) N §
securely attached to riser and legible? ¥ Yes. No' N/A
¢. Alarm & supervisory devices not ; :
damaged? pervisory ¥ Yes No! N/A
d. Pressure reducing valves in open position,

not leaking, with downstream pressure per £ Yes i
design criteria, and in good condition with T Yest
handwheels not broken?

4. Annual Inspection Items (in addition to above items)
Not applicable

3. Fifth Year Inspection Items (in addition to above items)

Not applicable

B. Testing - Report any failures in the Comments for this form
1. Quarterly Tests

a. Mechanical waterflow alarm devices
passed tests (alarms actuated and flow
observed)?

b. Main drain test for system downstream of backflow device or
pressure reducing valve:

No o N/A

¥ Yes " No ‘N/A

1. Record static pressure (psi) and residual pressure(psi):

Residual [ Comments rl

[ System Static

l Riser-A 60 35 | |
[ Riser-B 60 55 |

| Riser-C 60 55 |

| Riser-D | 60 55 II j
2. Was flow observed? . Yes " No' NA

3, Are results comparable to previous tests? v Yes” ‘No 'N/A
2. Semiannual Tests (in addition to previous items)

Not applicable
3. Annual Tests (in addition to previous items)

Not applicable
4. Tests for every fifth year (in addition to appropriate items)

Not applicable

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11
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v Protegis Fire & Safety
" 2801 East S.R. 60
v pmoTEGlS Valrico?,lFL 33594

Phone: 877-662-3473

C. Maintenance

1. Regular Maintenance Items

a. If any sprinkler failed the sampling testing

of Parts ILB.3.4, ¢, f, g or h of this form, T Yes i
were all sprinklers represented by that sample : o
replaced?

. rinklers h: een replaced, were th -
grcf]fazf replacenlgr‘llfs’}D placed, were they i Yes LyNo ¥ N/A
©. Marine systems normally having fresh
water were drained and refilled twice if raw Yes. No v.N/A
water got into the system?

. Heat tape i T d . 7
gq s?ricti ng::?]nSPCCted per manufacturer's " Yes " No ¥ N/A
e. If any tc))f the following were disco:;ered&7

struction investigation con ? s T
va;;lZ?noreason(s) am:" osbsgructiono uete YeskgNo s N/A
investigation findings in the Comments
1. Defective intake screen on pump supplied from open sources
2. Obstructive material discharged during flow tests
3. Foreign material in dry-pipe valves, check valves or pumps
4. Foreign material in water during drain test or plugging of inspector's
test connection
5. Plugging of pipe or sprinklers found during activation or work
6. Record of broken mains in the vicinity
7. Abnormally frequent false-tripping of dry-pipe valves
8. Failure to flush yard piping or surrounding mains following new
installation or repairs
9. System is returned to service after an extended period of time out of
service (more than one year)

10. There is reason to believe the system contains sodium silicate or its
derivatives or highly corrosive fluxes in copper pipe

11. Raw water was pumped into the fire department connection

12. Pinhole leaks

f. If conditions were found that required

o N/A

flushing, was flushing of the system . Yes Now N/A
conducted?
g. Was a drain test conducted after opening V' Yes " No ~'N/A

any closed valves?

h. Adjusted, repaired, reconditioned or v o
replaced components had the associated tests ‘Yes .Nov'N/A
and/or inspections performed?

2. Annual Maintenance Items (in addition to previous items)

Not applicable

Part ITII - Comments

Any "No" answers, test failures or other problems found with the
sprinkler system must be explained using the comment specific for
each question. Additional comments can be added here.

Please see the summary section at the top of the form for the
comments

Part IV - Inspector's Information

Inspected By Gabriel Dorta
I state that the information on this form is correct at the time and place
of my inspection, and that all equipment tested at this time was left in
operating condition upon completion of this inspection except as noted
in the Comments.

Signature of Inspector %,[;___,_

l%ate 3/11/2021
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v Protegis Fire & Safety
' " 2801 East S.R. 60
W PROTEGIS 22

Phone: 877-662-3473

Our Inspection of your Fire Protection System(s) is to ensure that the system components are in good working order
based upon the National Fire Protection Association’s (NFPA) Publication 25, “Inspection, Testing, and
Maintenance of Water Based Fire Protection Systems”; currently adopted edition; (NFPA) Publication 72, “Fire
Alarm Systems”; currently adopted addition; and/or Florida Fire Prevention Code (FFPC), as applicable.

The applicable code inspection requires that we assume your system is/was installed to meet the proper sprinkler /
alarm / Fire Protection System coverage requirements of the applicable code. Occasionally we observe coverage
conditions that are outside our scope of our inspection which we want to bring to your attention. These conditions
may exist for any number of reasons including, but not limited to, the age of your system(s), changes in the design
or occupancy of your facility, changes in the usage of a particular area(s), revisions of industry standards, and/or
changes in the adopted Building Code(s). As a Property Owner or Manager you are responsible for maintaining your
sprinkler system and keeping up with changes in occupancy. Accordingly, we present our observations of applicable
code coverage issues to aid you as the Building Owner or Manager.

Items listed are sometimes not necessarily part of a NFPA 25, 72, or FFPC Inspection and may be outside of the
scope of our inspection contract with you. The identification of these items does not constitute a design review or
engineering analysis of your system(s). These items were noticed during an inspection of your Fire Protection
System(s) performed in accordance with the applicable codes, however may not be part of the inspection
requirements of the inspection contracted to perform. Florida Fire Service, Inc. makes no guarantees or assurance
that any or all design, engineering defects, or system deficiencies have been detected.

Pursuant to Florida Fire Protection Code, currently adopted addition, Florida Fire Service, Inc. (FFS) must notify the
Authority Having Jurisdiction (AHJ) of any deficiencies found/determined within the timeframe allowed by such
applicable code. Please feel free to ask your FFS representative about required timelines for reporting to your local

AHJ.
If FFS provides a proposal for the repairs/corrections of said deficiencies, it is intended as a courtesy and not a

requirement.

Providing Florida with Fast, Professional, and Affordable Sysfems and Service since 1967

EXTINGUISHERS - EMERGENCY LIGHTING — FIRE ALARMS - FIRE HYDRANTS - FIRE SPRINKLERS - BACKFLOWS - FIRE
SUPPRESSION SYSTEMS — NURSE CALL SYSTEMS - EMERGENCY COMMUNICATIONS

State Licenses: 90153500012007, FPC11-000028, PS -59194500012005-EF20000861
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-a m Florida Fire Sprinkler Association

Fiorlda Fire Sprinkler Association, Ine. And
flliion
American Fire Sprinkler Association, FL

Important Announcement to Florida Fire Sprinkler Contractors

The Rules of the Florida State Fire Marshal in Chapter 69A-46 FIRE PROTECTION SYSTEM CONTRACTORS
AND SYSTEMS were revised and became effective on 7/19/2016. The new rules are available at
www.flrules.org/gateway/ChapterHome.asp?Chapter=69A-46

There were a multitude of changes to 69A. The purpose of this memo is to assist you with a quick view
of important changes related to Inspections of Water Based Fire Protection Systems. It is recommended
that Contractors educate inspection customers with the new State Fire Marshall Rules and their
responsibilities.

NEW/EXPANDED DEFINITIONS: (69A-46.030)

e There are now definitions for a Deficiency, Critical Deficiency, Noncritical Deficiency and
Impairment.

e NFPA 25 requires that sprinkler heads be tested at different intervals. Failure to have that
testing performed according to the prescribed frequency constitutes a Critical Deficiency (RED
TAG)

e NFPA 25 also requires various testing to be done at 3 & 5 year intervals. Failure to perform 3 &
5 year testing requirements constitutes a Non-Critical Deficiency (YELLOW TAG)

NEW SPRINKLER SYSTEMS: (69A-46.040)

¢ Newly installed Fire Protection Systems are NOT required to have an inspection tag affixed until
the 1% inspection of that system is due and performed. {69A-46.040)

TAG RELATED CHANGES: (69A-46.041)

e The rule now requires systems to be tagged with Green Compliance, Yellow Non Compliance
{Non-Critical) or Red Non Compliance (Critical or impairment) tags.

e Tags are now only allowed to be affixed to the main water control valve of each system and not
the riser. i.e. A multi floor building with individual floor control valves requires a tag on each
control valve at each floor. The same building designed without floor control assemblies only
requires a single tag to be affixed to the systems main control valve.

» Each Sprinkler System, Standpipe System, Fire Hydrant, Fire Pump, Water Storage Tank and
Water Mist system must be individually tagged.

e With the exception of 3 & 5 year tags all tags are to only remain on the system for one year.
Therefore at any given time for quarterly inspections there should be no more than 4 tags
affixed (2quarterly, 1 semi-annual & 1 annual) per system..

e Clarification to tagging after deficiencies repairs. Contractors are not required to re-inspect or
retag the system until the next scheduled inspection.

e The rule now clarifies that a Green Compliance Tag cannot be affixed to systems with existing
deficiencies or impairments from previous inspections.

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11 Page 5 of 6
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V pp DTE G IS Valrico, FL 33594
Phone: 877-662-3473

m m Florida Fire Sprinkler Association

Fiotida Firo Sprinkler Association, Inc, And
gt
American Fire Sprinkler Association, FL

]
/S _AFSA-FL

NOTIFICATIONS

The new rule puts more responsibility on the Owner. The Owner is required to notify tenants of all
deficiencies or impairments.

¢ Compliant Systems (GREEN TAG): The inspecting Contractor must notify the Building Owner or
Authorized Representative by copy of the NFPA Inspection Report within 30 days of the
inspection.

¢ Non-Critical Deficiencies (YELLOW TAG): The Inspecting Contractor must notify the Building
Owner or Authorized Representative by copy of the NFPA inspection Report within 30 days of
the inspection, if the Inspecting Contractor hasn’t been contracted to complete the repairs
within 90 days of the inspection or notified that another licensed contractor performed the
repairs, the Inspecting Contractor must notify the Authority Having Jurisdiction,

e Critical Deficiencies {RED TAG): The Inspecting Contractor must notify the Building Owner or
Authorized Representative within 24 hours of the inspection. If the Inspecting Contractor hasn’t
been contracted to complete the repairs within 30 days of the inspection or notified that
another licensed cantractor performed the repairs, the Inspecting Contractor must notify the
Autharity Having Jurisdiction.

e Impairment (RED TAG): The Inspecting Contractor must notify the Building Owner or Authorized
Representative within 24 hours of the inspection and must notify the Authority Having
Jurisdiction within 72 hours of the inspection if the repairs have not been completed.

RECORDS

e Contractors are required to maintain all Inspection, Service and Maintenance records for 10
years.

¢ Inspection report provided to the AHJ shall be in a format mutually determined between the
Contractor and AHJ. AHJ cannot implement a 3™ party reporting format without mutual
agreement with the Contractor.

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 8784200, Form 25-13W-11 Page 6 of 6



Form for Inspection, Testing and Maintenance of
Wet Pipe Fire Sprinkler Systems

¥

PROTEGIS

Location Code: PMNPSQS
Contact: CPL. Robert Bargholz Company: Protegis Fire & Safety
Contact Address: 520 N FALKENBURG RD Address: 2801 East S.R. 60

TAMPA, FL 33619-7884 Valrico, FL 33594

Phone: 813-598-4560 Company Phone: 877-662-3473

Email: Inspector: Gabriel Dorta

Property Evaluated: Falkenburg Rd Jail (Detention and EF-2000861 FP120-FPI20-000058
Egtrecticfal) Date of Work: 3/11/2021
520 N FALKENBURG RD
TAMPA, FL 33619-7884 Frequency: Quarterly
Description: Wet (Bldg.14)
Attached Files

NFPA 25 72 fpc disclosure.pdf  48.1kB
A_Breakdown_of Changes_to_69A-46.pdf 0.1MB

Deficiency Summary

There are no reported deficiencies for this submission

General Comments

There are no general comments for this submission

Protegis Fire & Safety, 2801 East S.R. 60, Valrico, FL, 33594 Phone: 877-662-3473

Page 1 of 6



Protegis Fire & Safety
2801 East S.R. 60
Valrico, FL 33594

\\V// PROTEGIS

Phone: 877-662-3473

Form for Inspection, Testing and Maintenance of

Wet Pipe Fire Sprinkler Systems

This form covers the minimum requirements of NFPA 25-2011 for

wet pipe fire sprinkler systems connected to water supplies without

tanks or fire pumps. Separate forms are available for fire pumps, tanks,

hose connections, and other fire protection systems. More frequent

inspection, testing, and maintenance may be necessary depending on

the conditions of the occupancy and the water supply.

Notes:

1. All questions are to be answered Yes, No, or Not Applicable. All
"No" answers are to be explained in the Comments for this form.

2. Inspection, Testing and Maintenance are to be performed with
water supplies (including fire pumps) in service, unless the
impairment procedures of Chapter 15 of NFPA 25 are followed.

g‘r}llg)yvork covered on this form is (select Quarterly
Date of Work 3/11/2021

All responses refer to the current work (inspection, testing and
maintenance) performed on this date.

Owner:
CPL. Robert Bargholz

Owner's Phone Number:

813-598-4560 B
Owner's Address:

520 N FALKENBURG RD, TAMPA. FL. 33619-7884
Property Being Evaluated:

Falkenburg Rd Jail (Detention and Correctional)
Property Address:

520 N FALKENBURG RD, TAMPA. FL, 33619-7884
System(s):

Wet (Blde.14)

ERiser-South, IT/AUX In front lobby ceiling
4" Riser North, IT/AUX In electrical cage |

3" Riser North, IT/AUX In Supply Warehouse Ceiling
Part I - Owner's Section

A. Is the building occupied? ¥'Yes No
B. Has the occupancy and hazard of contents

remained the same since the last inspection? % Yes EINo
C. Are all fire protection systems in service? ¥ Yes| No
D. Has the system remained in service B .
without modification since the last ¥ Yes No
inspection?

E. Was the system free of actuation of

devices or alarms since the last inspection? Y-Yes..No

Owner or Representative _CPL. Robert Bargholz
Signature No Signature Available
Date 31172021

Part II - Inspector's Section

A. Inspections

1. Weekly Items

a. Control valves (including backflow

preventer isolation valves) supervised with " Yes
seals passed inspection in accordance with

IL.A 2.2 below?

b. Relief port on RPZ not continuously "Yes " No 7 N/A
discharging? T

. No¥"N/A

2. Monthly Inspection Items (in addition to above items)

a. Control valves and valves on backflow preventers with locks or
electrical supervision:

1. In correct (open or closed) position? " Yes _No# N/A
2. Lock or supervision in place? Y Yes _No . N/A
3. Accessible and free from external leaks? ¥ Yes 'No N/A
4. Provided with appropriate wrenches? Yes 'No¥ N/A
5. Provided with appropriate identification? ¥ Yes ' No.” N/A
b. Gauges on system in good condition and ¥ Yes No™ N/A

showing normal water supply pressure?

¢. Alarm valve free from physical damage,
trim in correct (open or closed) position and Yes
no leakage from retarding chamber or drains?

3. Quarterly Inspection Items (in addition to above items)

a. Fire department connections visible,

accessible, couplings and swivels not

damaged, gaskets in place and in good

condition, plugs and caps are okay,

identification sign(s) in place, check valve is

not leaking, clapper in place and operating ¥ Yes .No 'N/A
properly and automatic drain valve in place

and operating properly?

(If plugs or caps are not in place, inspect

interior for obstructions)

b. Hydraulic nameplate (calculated systems) N
securely attached to riser and legible? ¥.Yes .No' N/A
¢. Alarm & supervisory devices not -
damaged? Yy ¥ Yes!” No "N/A
d. Pressure reducing valves in open position,
not leaking, with downstream pressure per
design criteria, and in good condition with
handwheels not broken?

4. Annual Inspection Items (in addition to above items)

Not applicable

5. Fifth Year Inspection Items (in addition to above items)

Not applicable

B. Testing - Report any failures in the Comments for this form
1. Quarterly Tests

a. Mechanical waterflow alarm devices
passed tests (alarms actuated and flow
observed)?

b. Main drain test for system downstream of backflow device or
pressure reducing valve:

" No¥ N/A

~"Yes . No ¥ N/A

¥ Yes. No "N/A

1. Record static pressure (psi) and residual pressure(psi):

|I System Static l Residual ‘ Comments |
Riser-South | 55 |50 | N
Riser-North 55 I 50 _|_ _
 Riser-North | 55 50 | ‘
2. Was flow observed? o Yes No  'N/A

3. Are results comparable to previous tests? ¥ Yes  No. N/A
2. Semiannual Tests (in addition to previous items)

Not applicable

3. Annual Tests (in addition to previous items)

Not applicable
4. Tests for every fifth year (in addition to appropriate items)

Not applicable

@2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11
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v Protegis Fire & Safety
. 2801 East S.R. 60

v meTEGIS Valrico, FL 33594

' Phone: 877-662-3473

C. Maintenance
1. Regular Maintenance Items

a. If any sprinkler failed the sampling testing

of Parts I1.B.3.d, ¢, f, g or h of this form, - o
were all sprinklers represented by that sample -Yes . No¥'N/A
replaced?

b. If sprinklers have been replaced, were they Yes' No ¥ N/A

proper replacements?
c. Marine systems normally having fresh

water were drained and refilled twice if raw _Yes_ No ¥'N/A
water got into the system?

d. Heat tape inspected per manufacturer's T .
instructions? Yes. - No'N/A
e. If any of the following were discovered,

was an obstruction investigation conducted? Yes " No ¥ N/A

Explain reason(s) and obstruction
investigation findings in the Comments
1. Defective intake screen on pump supplied from open sources

2. Obstructive material discharged during flow tests

3. Foreign material in dry-pipe valves, check valves or pumps

4. Foreign material in water during drain test or plugging of inspector's
test connection

S. Plugging of pipe or sprinklers found during activation or work

6. Record of broken mains in the vicinity

7. Abnormally frequent false-tripping of dry-pipe valves

&. Failure to flush yard piping or surrounding mains following new
installation or repairs

9. System is returned to service after an extended period of time out of
service (more than one year)

10. There is reason to believe the system contains sodium silicate or its
derivatives or highly corrosive fluxes in copper pipe

11. Raw water was pumped into the fire department connection

12. Pinhole leaks

f. If conditions were found that required

flushing, was flushing of the system - Yes . No ¥ N/A
conducted?
g. Was a drain test conducted after opening 7 Yes No “N/A

any closed valves?

h. Adjusted, repaired, reconditioned or -
replaced components had the associated tests ‘Yes No ¢¥'N/A
and/or inspections performed?

2. Annual Maintenance Items (in addition to previous items)

Not applicable

Part III - Comments

Any "No" answers, test failures or other problems found with the
sprinkler system must be explained using the comment specific for
each question. Additional comments can be added here.

Please see the summary section at the top of the form for the
comments.

Part IV - Inspector's Information

Inspected By _ Gabriel Dorta
I state that the information on this form is correct at the time and place
of my inspection, and that all equipment tested at this time was left in
operating condition upon completion of this inspection except as noted
in the Comments.

Signature of Inspector 2

Date 3/11/2021

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11
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v Protegis Fire & Safety
& 2801 East S.R. 60
V meTEGIS Valrico, FL 33594

Phone: 877-662-3473

Our Inspection of your Fire Protection System(s) is to ensure that the system components are in good working order
based upon the National Fire Protection Association’s (NFPA) Publication 25, “Inspection, Testing, and
Maintenance of Water Based Fire Protection Systems”; currently adopted edition; (NFPA) Publication 72, “Fire
Alarm Systems”; currently adopted addition; and/or Florida Fire Prevention Code (FFPC), as applicable.

The applicable code inspection requires that we assume your system is/was installed to meet the proper sprinkler /
alarm / Fire Protection System coverage requirements of the applicable code. Occasionally we observe coverage
conditions that are outside our scope of our inspection which we want to bring to your attention. These conditions
may exist for any number of reasons including, but not limited to, the age of your system(s), changes in the design
or occupancy of your facility, changes in the usage of a particular area(s), revisions of industry standards, and/or
changes in the adopted Building Code(s). As a Property Owner or Manager you are responsible for maintaining your
sprinkler system and keeping up with changes in occupancy. Accordingly, we present our observations of applicable
code coverage issues to aid you as the Building Owner or Manager.

Items listed are sometimes not necessarily part of a NFPA 25, 72, or FFPC Inspection and may be outside of the
scope of our inspection contract with you. The identification of these items does not constitute a design review or
engineering analysis of your system(s). These items were noticed during an inspection of your Fire Protection
System(s) performed in accordance with the applicable codes, however may not be part of the inspection
requirements of the inspection contracted to perform. Florida Fire Service, Inc. makes no guarantees or assurance
that any or all design, engineering defects, or system deficiencies have been detected.

Pursuant to Florida Fire Protection Code, currently adopted addition, Florida Fire Service, Inc. (FFS) must notify the
Authority Having Jurisdiction (AHJ) of any deficiencies found/determined within the timeframe allowed by such
applicable code. Please feel free to ask your FFS representative about required timelines for reporting to your local

AHI.
If FF'S provides a proposal for the repairs/corrections of said deficiencies, it is intended as a courtesy and not a

requirement.

Providing Florida with Fast, Professional, and Affordable Systems and Service since 1987

EXTINGUISHERS - EMERGENCY LIGHTING - FIRE ALARMS ~ FIRE HYDRANTS - FIRE SPRINKLERS ~ BACKFLOWS - FIRE
SUPPRESSION SYSTEMS — NURSE CALL SYSTEMS - EMERGENCY COMMUNICATIONS

State Licenses: 90153500012007, FPC11-000028, PS -59194500012005-EF20000861
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FFm Florida Fire Sprinkler Association 7 {0 )

Fiorida Fie Sprinkler Assocation, nt. And W vy 4 m
American Fire Sprinkler Association, FL

Important Announcement to Florida Fire Sprinkler Contractors

The Rules of the Florida State Fire Marshal in Chapter 69A-46 FIRE PROTECTION SYSTEM CONTRACTORS
AND SYSTEMS were revised and became effective on 7/19/2016. The new rules are available at
www.flrules.org/gateway/ChapterHome.asp?Chapter=69A-46

There were a multitude of changes to 69A. The purpose of this memo is to assist you with a quick view
of important changes related to Inspections of Water Based Fire Protection Systems, It is recommended
that Contractors educate inspection customers with the new State Fire Marshall Rules and their
responsibilities.

NEW/EXPANDED DEFINITIONS: {69A-46.030)

e There are now definitions for a Deficiency, Critical Deficiency, Noncritical Deficiency and
Impairment.

e NFPA 25 requires that sprinkler heads be tested at different intervals. Failure to have that
testing performed according to the prescribed frequency constitutes a Critical Deficiency (RED
TAG)

e NFPA 25 also requires various testing to be done at 3 & 5 year intervals. Failure to perform 3 &
5 year testing requirements constitutes a Non-Critical Deficiency (YELLOW TAG)

NEW SPRINKLER SYSTEMS: (69A-46.040)

» Newly installed Fire Protection Systems are NOT required to have an inspection tag affixed until
the 1% inspection of that system is due and performed. (69A-46.040)

TAG RELATED CHANGES: (69A-46.041)

¢ The rule now requires systems to be tagged with Green Compliance, Yellow Non Compliance
{Non-Critical) or Red Non Compliance (Critical or Impairment) tags.

e Tags are now only allowed to be affixed to the main water control valve of each system and not
the riser. i.e. A multi floor building with individual floor control valves requires a tag on each
control valve at each floor. The same building designed without floor control assemblies only
requires a single tag to be affixed to the systems main control valve.

e Each Sprinkler System, Standpipe System, Fire Hydrant, Fire Pump, Water Storage Tank and
Water Mist system must be individually tagged.

e With the exception of 3 & 5 year tags all tags are to only remain on the system for one year.
Therefore at any given time for quarterly inspections there should be no more than 4 tags
affixed (2quarterly, 1 semi-annual & 1 annual) per system..

e Clarification to tagging after deficiencies repairs. Contractors are not required to re-inspect or
retag the system until the next scheduled inspection.

¢ The rule now clarifies that a Green Compliance Tag cannot be affixed to systems with existing
deficiencies or impairments from previous inspections.

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11 Page Sof 6
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” 2801 East S.R. 60
V pHDTEG'S Valrico,sFL 33594

Phone: 877-662-3473

—aFm Florida Fire Sprinkler Association

Fiorida Fire Sprinklar Assaclation, Inc. And
American Fire Sprinkler Association, FL

NOTIFICATIONS

The new rule puts more responsibility on the Owner. The Owner is required to notify tenants of all
deficiencies or impairments.

¢ Compliant Systems (GREEN TAG): The Inspecting Contractor must notify the Building Owner or
Authorized Representative by copy of the NFPA Inspection Report within 30 days of the
inspection.

¢ Non-Critical Deficiencies (YELLOW TAG): The Inspecting Contractor must notify the Building
Owner or Authorized Representative by copy of the NFPA Inspection Report within 30 days of
the inspection, if the Inspecting Contractor hasn’t been contracted to complete the repairs
within 90 days of the inspection or notified that another licensed contractor performed the
repairs, the Inspecting Contractor must notify the Authority Having Jurisdiction.

¢ Critical Deficiencies (RED TAG): The Inspecting Contractor must notify the Building Owner or
Authorized Representative within 24 hours of the inspection. If the Inspecting Contractor hasn’t
\ been contracted to complete the repairs within 30 days of the inspection or notified that
another licensed contractor performed the repairs, the Inspecting Contractor must notify the
Authority Having Jurisdiction.

¢ Impairment (RED TAG): The Inspecting Contractor must notify the Building Owner or Authorized
Representative within 24 hours of the inspection and must notify the Authority Having
Jurisdiction within 72 hours of the inspection if the repairs have not been completed.

RECORDS

» Contractors are required to maintain all Inspection, Service and Maintenance records for 10
years.

® Inspection report provided to the AHJ shall be in a format mutually determined between the
Contractor and AHJ. AHJ cannot implement a 3™ party reporting format without mutual
agreement with the Contractor.

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11 Page 6 of 6



Form for Inspection, Testing and Maintenance of

Wet Pipe Fire Sprinkler Systems

W

\ 4

PROTEG 1=

Location Code: PMNPSQS
Contact: CPL. Robert Bargholz Company: Protegis Fire & Safety
Contact Address: 520 N FALKENBURG RD Address: 2801 East S.R. 60

TAMPA, FL 33619-7884 Valrico, FL 33594

Phone: 813-598-4560 Company Phone: 877-662-3473

Email: Inspector: Gabriel Dorta

Property Evaluated: Falkenburg Rd Jail (Detention and EF-2000861 FP120-FPI20-000058
Correctional) Date of Work: 3/11/2021
520 N FALKENBURG RD
TAMPA, FL 33619-7884 Frequency: Quarterly
Description: Wet (Bldg.15)
Attached Files

NFPA 25 72 fpc disclosure.pdf  48.1kB
A_Breakdown of Changes_to_69A-46.pdf 0.IMB

Deficiency Summary

There are no reported deficiencies for this submission

General Comments

There are no general comments for this submission

Protegis Fire & Safety, 2801 East S.R. 60, Valrico, FL, 33594 Phone: 877-662-3473
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Protegis Fire & Safety

\\V//' PROTEGIS

2801 East S.R. 60
Valrico, FL 33594
Phone: 877-662-3473

Form for Inspection, Testing and Maintenance of

Wet Pipe Fire Sprinkler Systems

This form covers the minimum requirements of NFPA 25-2011 for

wet pipe fire sprinkler systems connected to water supplies without

tanks or fire pumps. Separate forms are available for fire pumps, tanks,

hose connections, and other fire protection systems. More frequent

inspection, testing, and maintenance may be necessary depending on

the conditions of the occupancy and the water supply.

Notes:

1. All questions are to be answered Yes, No, or Not Applicable. All
"No" answers are to be explained in the Comments for this form.

2. Inspection, Testing and Maintenance are to be performed with
water supplies (including fire pumps) in service, unless the
impairment procedures of Chapter 15 of NFPA 25 are followed,

g‘gg)york covered on this form is (select Quarterly

Date of Work 3/11/2021
All responses refer to the current work (inspection, testing and
maintenance) performed on this date.

Owner:

CPL. Robert Bargholz

Owner's Phone Number:

813-598-4560 =

Owner's Address:

520 N FALKENBURG RD. TAMPA. FL. 33619-7884
Property Being Evaluated:

Falkenburp Rd Jail (Detention and Correctional)
Property Address:

520 N FALKENBURG RD. TAMPA. FL. 33619-7884
System(s):

Wet (Bldg.15) .

| 4" Riser IT On Riser, AUX In ID3 Suite, ceiling
Part I - Owner's Section
A. Is the building occupied? v Yes "No

B. Has the occupancy and hazard of contents ¥ Yes No
remained the same since the last inspection?

2. Monthly Inspection Items (in addition to above items)

a. Control valves and valves on backflow preventers with locks or
electrical supervision:

1. In correct (open or closed) position? “"No¥ N/A
2. Lock or supervision in place? TINo . N/A
3. Accessible and free from external leaks? “"No. N/A
4. Provided with appropriate wrenches? " No¥'N/A
5. Provided with appropriate identification? Nol N/A
b. Gauges on system in good condition and No ™~ N/A
showing normal water supply pressure?

¢. Alarm valve free from physical damage, .
trim in correct (open or closed) position and " Yes” No¥ N/A

no leakage from retarding chamber or drains?
3. Quarterly Inspection Items (in addition to above items)

a. Fire department connections visible,
accessible, couplings and swivels not
damaged, gaskets in place and in good
condition, plugs and caps are okay,
identification sign(s) in place, check valve is
not leaking, clapper in place and operating
properly and automatic drain valve in place
and operating properly?

(If plugs or caps are not in place, inspect
interior for obstructions)

b. Hydraulic nameplate (calculated systems)
securely attached to riser and legible?

c. Alarm & supervisory devices not
damaged?

d. Pressure reducing valves in open position,
not leaking, with downstream pressure per
design criteria, and in good condition with
handwheels not broken?

4. Annual Inspection Items (in addition to above items)

Not applicable

5. Fifth Year Inspection Items (in addition to above items)

Not applicable

B. Testing - Report any failures in the Comments for this form
1. Quarterly Tests

a. Mechanical waterflow alarm devices
passed tests (alarms actuated and flow
observed)?

b. Main drain test for system downstream of backflow device or
pressure reducing valve:

¥ Yes No! N/A

¥ Yes." No "N/A

¥ Yes "Noi. N/A

Yes."No¥ N/A

¥ Yes _ No "'N/A

1. Record static pressure (psi) and residual pressure(psi):

| System | static | Residual | Comments |

C. Are all fire protection systems in service? ¥ Yes! No

D. Has the system remained in service )

without modification since the last ¥ Yes' No
inspection?

E. Was the system free of actuation of ) V' Yes No
devices or alarms since the last inspection? i

Owner or Representative CPL. Robert Bargholz
Signature No Signature Available
Date _ 3/11/2021

Part II - Inspector's Section

A. Inspections

1, Weekly Items

a. Control valves (including backflow

preventer isolation valves) supervised with Yes
seals passed inspection in accordance with

11.A.2.a below?

b. Relief port on RPZ not continuously [ Yes i No i N/A
discharging? =

|Riser-Bldg 15 | 55 |50 | |
2. Was flow observed? » Yes. . No . N/A
3. Are results comparable to previous tests? ¥ Yes [

2. Semiannual Tests (in addition te previous items)

Not applicable

3. Annual Tests (in addition to previous items)

Not applicable

4. Tests for every fifth year (in addition to appropriate items)

Not applicable

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11
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- 2801 East S.R. 60
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Phone: 877-662-3473

C. Maintenance
1. Regular Maintenance Items
a.f If anyﬁpéinkler fe}iled th}? szfi_rrlllplh;g testing
arts 11.B.3. r thi o

8ve}r)e all sprir?k‘liér:,re’pgreosent(e)d bysth‘;?xslz;mple Yes. Nox'N/A
replaced?
b. If sprinklers ha: n replaced, were th -
propell") replac:£eX§$ee e Yes. Noo'N/A
¢. Marine systems normally having fresh B o
water were drained and refilled twice if raw ~Yes:.. No ¥ N/A
water got into the system?

; i r manuf 4 -
ﬂl sIt{ri?:tt i'c(e)zlxli'se?mspected per manufacturer's Yes " No ¥ N/A
e. Ifany tc))f the following were discoxéered;1
was an obstruction investigation conducted? -~ s
Explain reason(.; and obs%ructian Yes' No¥'N/A
investigation findings in the Comments
1. Defective intake screen on pump supplied from open sources
2. Obstructive material discharged during flow tests
3. Foreign material in dry-pipe valves, check valves or pumps
4. Foreign material in water during drain test or plugging of inspector's
test connection
5. Plugging of pipe or sprinklers found during activation or work
6. Record of broken mains in the vicinity
7. Abnormally frequent false-tripping of dry-pipe valves
8. Failure to flush yard piping or surrounding mains following new
installation or repairs
9. System is returned to service after an extended period of time out of
service (more than one year)
10. There is reason to believe the system contains sodium silicate or its
derivatives or highly corrosive fluxes in copper pipe
11. Raw water was pumped into the fire department connection
12. Pinhole leaks
f. If conditions were found that required

flushing, was flushing of the system ““Yes " .No ¥ N/A
conducted?
g. Was a drain test conducted after opening 7V Yes” No “N/A

any closed valves?

h. Adjusted, repaired, reconditioned or -
replaced components had the associated tests ‘Yes No v N/A
and/or inspections performed?

2. Annual Maintenance Items (in addition to previous items)

Not applicable

Part I1I - Comments

Any "No" answers, test failures or other problems found with the
sprinkler system must be explained using the comment specific for
each question. Additional comments can be added here.

Please see the summary section at the top of the form for the
comments. -
Part IV - Inspector's Information

Inspected By Gabriel Dorta
I state that the information on this form is correct at the time and place
of my inspection, and that all equipment tested at this time was left in
operating condition upon completion of this inspection except as noted
in the Comments.

Signature of Inspector q

Date 3/11/2021

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11
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v Protegis Fire & Safety
* 2801 East S.R. 60
V pp DTEG’S Valricoz,lSFL 33594

Phone: 877-662-3473

Our Inspection of your Fire Protection System(s) is to ensure that the system components are in good working order
based upon the National Fire Protection Association’s (NFPA) Publication 25, “Inspection, Testing, and
Maintenance of Water Based Fire Protection Systems”; currently adopted edition; (NFPA) Publication 72, “Fire
Alarm Systems”; currently adopted addition; and/or Florida Fire Prevention Code (FFPC), as applicable.

The applicable code inspection requires that we assume your system is/was installed to meet the proper sprinkler /
alarm / Fire Protection System coverage requirements of the applicable code. Occasionally we observe coverage
conditions that are outside our scope of our inspection which we want to bring to your attention. These conditions
may exist for any number of reasons including, but not limited to, the age of your system(s), changes in the design
or occupancy of your facility, changes in the usage of a particular area(s), revisions of industry standards, and/or
changes in the adopted Building Code(s). As a Property Owner or Manager you are responsible for maintaining your
sprinkler system and keeping up with changes in occupancy. Accordingly, we present our observations of applicable
code coverage issues to aid you as the Building Owner or Manager.

Items listed are sometimes not necessarily part of a NFPA 235, 72, or FFPC Inspection and may be outside of the
scope of our inspection contract with you. The identification of these items does not constitute a design review or
engineering analysis of your system(s). These items were noticed during an inspection of your Fire Protection
System(s) performed in accordance with the applicable codes, however may not be part of the inspection
requirements of the inspection contracted to perform. Florida Fire Service, Inc. makes no guarantees or assurance
that any or all design, engineering defects, or system deficiencies have been detected.

Pursuant to Florida Fire Protection Code, currently adopted addition, Florida Fire Service, Inc. (FFS) must notify the
Authority Having Jurisdiction (AHJ) of any deficiencies found/determined within the timeframe allowed by such
applicable code. Please feel free to ask your FFS representative about required timelines for reporting to your local

AH]J.
If FFS provides a proposal for the repairs/corrections of said deficiencies, it is intended as a courtesy and not a

requirement.

Providing Florida with Fast, Professional, and Affordable Systems and Service since 1987

EXTINGUISHERS - EMERGENCY LIGHTING - FIRE ALARMS - FIRE HYDRANTS - FIRE SPRINKLERS - BACKFLOWS - FIRE
SUPPRESSION SYSTEMS - NURSE CALL SYSTEMS —~ EMERGENCY COMMUNICATIONS

State Licenses: 90153500012007, FPC11-000028, PS -59194500012005-EF20000861
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-@ FFM Florida Fire Sprinkler Association ‘ ﬂx

Fioraa Firs Sprinklor Assockation, Ing, And / ATEATTL
gt _AFSA
American Fire Sprinkler Association, FL

Important Announcement to Florida Fire Sprinkler Contractors

The Rules of the Florida State Fire Marshal in Chapter 69A-46 FIRE PROTECTION SYSTEM CONTRACTORS
AND SYSTEMS were revised and became effective on 7/19/2016. The new rules are available at
www.flrules,org/gateway/ChapterHome.asp?Chapter=69A-46

There were a multitude of changes to 69A. The purpose of this memo is to assist you with a quick view
of important changes related to Inspections of Water Based Fire Protection Systems. It is recommended
that Contractors educate inspection customers with the new State Fire Marshall Rules and their
responsibilities.

NEW/EXPANDED DEFINITIONS: (69A-46.030)

e There are now definitions for a Deficiency, Critical Deficiency, Noncritical Deficiency and
Impairment.

o NFPA 25 requires that sprinkler heads be tested at different intervals. Failure to have that
testing performed according to the prescribed frequency constitutes a Critical Deficiency (RED
TAG)

® NFPA 25 also requires various testing to be done at 3 & 5 year intervals. Failure to perform 3 &
5 year testing requirements constitutes a Non-Critical Deficiency (YELLOW TAG)

NEW SPRINKLER SYSTEMS: (69A-46.040)

e Newly installed Fire Protection Systems are NOT required to have an inspection tag affixed until
the 1% inspection of that system is due and performed. (69A-46.040)

TAG RELATED CHANGES: {(69A-46.041)

e The rule now requires systems to be tagged with Green Compliance, Yellow Non Compliance
(Non-Critical) or Red Non Compliance {Critical or Impairment) tags.

e Tags are now only allowed to be affixed to the main water control valve of each system and not
the riser. i.e. A multi floor building with individual floor control valves requires a tag on each
control valve at each floor. The same building designed without floar control assemblies only
requires a single tag to be affixed to the systems main control valve.

e Each Sprinkler System, Standpipe System, Fire Hydrant, Fire Pump, Water Storage Tank and
Water Mist system must be individually tagged.

¢ With the exception of 3 & 5 year tags all tags are to only remain on the system for one year.
Therefore at any given time for quarterly inspections there should be no more than 4 tags
affixed (2quarterly, 1 semi-annual & 1 annual) per system..

* Clarification to tagging after deficiencies repairs. Contractors are not required to re-inspect or
retag the system until the next scheduled inspection.

¢ The rule now clarifies that a Green Compliance Tag cannot be affixed to systems with existing
deficiencies or impairments from previous inspections.

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11 Page 5 of 6



v Protegis Fire & Safety
' . 2801 East S.R. 60
V ppDTE G'S ValricoilSFL 33594

Phone: 877-662-3473

m Florida Fire Sprinkler Association ‘ (2)

Florida Fire Sprinkier Association, inc. And O AFSAFL
Fhithir A
American Fire Sprinkler Association, FL

NOTIFICATIONS

The new rule puts more responsibility on the Owner. The Owner is required to notify tenants of all
deficiencies or impairments.

* Compliant Systems (GREEN TAG): The Inspecting Contractor must notify the Building Owner or
Authorized Representative by copy of the NFPA Inspection Repart within 30 days of the
inspection.

® Non-Critical Deficiencies {YELLOW TAG): The Inspecting Contractor must natify the Building
Owner or Authorized Representative by copy of the NFPA Inspection Report within 30 days of
the inspection, if the Inspecting Contractor hasn’t been contracted to complete the repairs
within 90 days of the inspection or notified that another licensed contractor performed the
repairs, the Inspecting Contractor must notify the Authority Having Jurisdiction.

e (Critical Deficiencies (RED TAG): The Inspecting Contractor must notify the Building Owner or
Authorized Representative within 24 hours of the inspection. If the Inspecting Contractor hasn’t’
been contracted to complete the repairs within 30 days of the inspection or notified that
another licensed contractor performed the repairs, the Inspecting Contractor must notify the
Authority Having Jurisdiction.

¢ Impairment (RED TAG): The Inspecting Contractor must notify the Building Owner or Authorized
Representative within 24 hours of the inspection and must notify the Authority Having
Jurisdiction within 72 hours of the inspection if the repairs have not been completed.

RECORDS

* Contractors are required to maintain all Inspection, Service and Maintenance records for 10
years.

® Inspection report provided to the AHJ shall be in a format mutually determined between the
Contractor and AHJ. AHJ cannot implement a 3" party reporting format without mutual
agreement with the Contractor,

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11 Page 6 of 6
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Form for Inspection, Testing and Maintenance of V DQDTEGIS

Wet Pipe Fire Sprinkler Systems

Lacation Code:
Contact:

Contact Address:

Phone:
Email:

Property Evaluated:

Description:

PMNPSQS
CPL. Robert Bargholz

520 N FALKENBURG RD
TAMPA, FL 33619-7884

813-598-4560

Falkenburg Rd Jail (Detention and

Correctional)
520 NFALKENBURG RD
TAMPA, FL 33619-7884

Wet (Bldg.16)

Company:

Address:

Company Phone:

Inspector:

Date of Work:

Frequency:

Protegis Fire & Safety

2801 East S.R. 60
Valrico, FL 33594

877-662-3473

Gabriel Dorta
EF-2000861 FP120-FPI20-000058

311172021
Quarterly

Attached Files

NFPA 25 72 fpc disclosure.pdf  48.1kB
A_Breakdown_of Changes_to_69A-46.pdf 0.1MB

Deficiency Summary

There are no reported deficiencies for this submission

General Comments

There are no general comments for this submission

Protegis Fire & Safety, 2801 East S.R. 60, Valrico, FL, 33594 Phone: 877-662-3473

Page 1 of 6



Protegis Fire & Safety
2801 East S.R. 60
Valrico, FL, 33594

\\\?/ PROTEGIS

Phone: 877-662-3473

Form for Inspection, Testing and Maintenance of

Wet Pipe Fire Sprinkler Systems

This form covers the minimum requirements of NFPA 25-2011 for

wet pipe fire sprinkler systems connected to water supplies without

tanks or fire pumps. Separate forms are available for fire pumps, tanks,

hose connections, and other fire protection systems, More frequent

inspection, testing, and maintenance may be necessary depending on

the conditions of the occupancy and the water supply.

Notes:

1. All questions are to be answered Yes, No, or Not Applicable. All
"No" answers are to be explained in the Comments for this form.

2. Inspection, Testing and Maintenance are to be performed with
water supplies (including fire pumps) in service, unless the
impairment procedures of Chapter 15 of NFPA 25 are followed.

The work covered on this form is (select

one): Quarterly
Date of Work 3/11/2021

All responses refer to the current work (inspection, testing and
maintenance) performed on this date.

Owner:

LCPL. Robert Bargholz _

Owner's Phone Number:
813-598-4560

Owner's Address:

520 N FALKENBURG RD, TAMPA. FL, 33619-7884 .
Property Being Evaluated:

Falkenburg Rd Jail (Detention and Correctional)

Property Address:

520 N FALKENBURG RD, TAMPA, FL. 33619-7884

System(s):

Wet (Bldg.16)

4" Riser-A Pod 16A, IT/AUX On Riser & In Clinic A OF-14 then
FR-m |

4" Riseer Pod 16B, IT/AUX 0On Riser & within dialysis room ‘
4" Riser Pod 16C, IT/AUX On Riser within quening area COM 2
room

| 4" Riser-D Pod 16D, IT/AUX On Riser within queuing area MG
| room |

Part I - Owner's Section B

A. Is the building occupied? ¥ Yes. No
B. Has the occupancy and hazard of contents ¥ Yes” No
remained the same since the last inspection? "

C. Are all fire protection systems in service? ¥ Yes. No
D. Has the system remained in service .
without modification since the last ¥ Yes. No
inspection?

E. Was the system free of actuation of ¥ Yes " No

devices or alarms since the last inspection?

Owner or Representative CPL. Robert Bargholz

Part II - Inspector's Section
A. Inspections
1. Weekly Items

a. Control valves (including backflow

preventer isolation valves) supervised with s <y ke N i N A
seals passed inspection in accordance with Yes. Nov N/A
II.A.2.2 below?

b. Relief port on RPZ not continuousl
dischargigg? y .Yes. Now N/A

2. Monthly Inspection Items (in addition to above items)

a. Control valves and valves on backflow preventers with locks or
electrical supervision:

1. In correct (open or closed) position? " Yes! Now#" N/A
2. Lock or supervision in place? ¥ Yes 'No "N/A
3. Accessible and free from external leaks? ¥ Yes' No. N/A
4, Provided with appropriate wrenches? ".Yes. 'No¥ N/A
5. Provided with appropriate identification? ¥ Yes: 'No! N/A
. Ga tem i ition an o =y
ls)howglggeig:nfeﬂsvsge;nsggg?ychggsure? ‘ ¥ Yes 'No'.N/A
¢. Alarm valve free from physical damage, _ _
trim in correct (open or closed) position and "Yes . No ¥ N/A

no leakage from retarding chamber or drains?
3. Quarterly Inspection Items (in addition to above items)

a. Fire department connections visible,
accessible, couplings and swivels not
damaged, gaskets in place and in good
condition, plugs and caps are okay,
identification sign(s) in place, check valve is
not leaking, clapper in place and operating
properly and automatic drain valve in place
and operating properly?

(If plugs or caps are not in place, inspect
interior for obstructions)

b. Hydraulic nameplate (calculated systems)
securely attached to riser and legible?

c. Alarm & supervisory devices not
damaged?

d. Pressure reducing valves in open position,
not leaking, with downstream pressure per
design criteria, and in good condition with
handwheels not broken?

4. Annual Inspection Items (in addition to above items)

Not applicable

5. Fifth Year Inspection Items (in addition to above items)

Not applicable

B. Testing - Report any failures in the Comments for this form
1. Quarterly Tests

a. Mechanical waterflow alarm devices
passed tests (alarms actuated and flow
observed)?

b. Main drain test for system downstream of backflow device or

¥ Yes..Noi{ . N/A

¥ Yes._.No._ N/A

¥ Yes . No " N/A

(. Yes No¥ N/A

« Yes. No _ N/A

Signature No Signature Available Pressure reducing valve:
_— 1. Record static pressure (psi) and residual pressure(psi):
Date 3/11/2021 P (s P {psi)
‘ System l Static | Residual Comments
Riser-A 60 B 55
Riser-B 60 55
l Riser-C 60 55 _
' | Riser-D 60 55 |
Page 2 of 6
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v Protegis Fire & Safety
* 2801 East S.R. 60
V pg C)TE G I S Valrico?SFL 33594

Phone: 877-662-3473

2. Was flow observed? ¥'Yes "No' 'N/A
3. Are results comparable to previous tests? ¥ Yes No _N/A
2, Semiannual Tests (in addition to previous items)

Not applicable

3. Annual Tests (in addition to previous items)

Not applicable

4. Tests for every fifth year (in addition to appropriate items)

Not applicable

C. Maintenance

1. Regular Maintenance Items

ai.f If anyﬁp};ir;kéer fa}iled thg S?I‘Illlpll'}lg testing
of Parts [1.B.3.d, ¢, f, g or this form, .
gvcre all sprinklerg rep%c;entgd by that sample - Yes tiNo M N/A
replaced?

b. If sprinklers have been replaced, were the
propc%3 replacements? higcet we Y Yes .. No W' N/A
¢. Marine systems normally having fresh i
water were drained and refilled twice if raw Yes No+v N/A
water got into the system?

d. Heat tape inspected per manufacturer's ““Yes No¥ N/A
instructions?

e. If any gf the following were disco;ered, ,

obstruction in 1gation conducted? =i o

Z‘V;;l?z?n reasofzt(s) anc}l Zsl:sﬁrlzc(;iozo ¢ Yes. No¥'N/A
investigation findings in the Comments
1. Defective intake screen on pump supplied from open sources

2. Obstructive material discharged during flow tests

3. Foreign material in dry-pipe valves, check valves or pumps

4. Foreign material in water during drain test or plugging of inspector's
test connection

5. Plugging of pipe or sprinklers found during activation or work

6. Record of broken mains in the vicinity

7. Abnormally frequent false-tripping of dry-pipe valves

8. Failure to flush yard piping or surrounding mains following new
installation or repairs

9. System is returned to service after an extended period of time out of
service (more than one year)

{0. There is reason to believe the system contains sodium silicate or its
derivatives or highly corrosive fluxes in copper pipe

11. Raw water was pumped into the fire department connection

12. Pinhole leaks

f. If conditions were found that required

flushing, was flushing of the system Yes " No ¥ N/A
conducted?
g. Was a drain test conducted after opening VYes  No N/A

any closed valves?

h. Adjusted, repaired, reconditioned or i )
replaced components had the associated tests "Yes 'No v N/A
and/or inspections performed?

2. Annual Maintenance Items (in addition to previous items)

Not applicable

Part ITI - Comments

Any "No" answers, test failures or other problems found with the
sprinkler system must be explained using the comment specific for
each question. Additional comments can be added here.

Please see the summary section at the top of the form for the

comments. =
Part IV - Inspector's Information .
Inspected By o Gabriel Dorta

I state that the information on this form is correct at the time and place
of my inspection, and that all equipment tested at this time was left in
operating condition upon completion of this inspection except as noted
in the Comments.

Signature of Inspector %’_{

Date 3/11/2021

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11
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o v Protegis Fire & Safety
3 2801 East S.R. 60
v ppDTEG'S Valrico, FL 33594

Phone: 877-662-3473

FLORIBA FIRE
SERVICE, INC.

Our Inspection of your Fire Protection System(s) is to ensure that the system components are in good working order
based upon the National Fire Protection Association’s (NFPA) Publication 25, “Inspection, Testing, and
Maintenance of Water Based Fire Protection Systems”; currently adopted edition; (NFPA) Publication 72, “Fire
Alarm Systems™; currently adopted addition; and/or Florida Fire Prevention Code (FFPC), as applicable.

The applicable code inspection requires that we assume your system is/was installed to meet the proper sprinkler /
alarm / Fire Protection System coverage requirements of the applicable code. Occasionally we observe coverage
conditions that are outside our scope of our inspection which we want to bring to your attention. These conditions
may exist for any number of reasons including, but not limited to, the age of your system(s), changes in the design
or occupancy of your facility, changes in the usage of a particular area(s), revisions of industry standards, and/or
changes in the adopted Building Code(s). As a Property Owner or Manager you are responsible for maintaining your
sprinkler system and keeping up with changes in occupancy. Accordingly, we present our observations of applicable
code coverage issues to aid you as the Building Owner or Manager.

Items listed are sometimes not necessarily part of a NFPA 25, 72, or FFPC Inspection and may be outside of the
scope of our inspection contract with you. The identification of these items does not constitute a design review or
engineering analysis of your system(s). These items were noticed during an inspection of your Fire Protection
System(s) performed in accordance with the applicable codes, however may not be part of the inspection
requirements of the inspection contracted to perform. Florida Fire Service, Inc. makes no guarantees or assurance
that any or all design, engineering defects, or system deficiencies have been detected.

Pursuant to Florida Fire Protection Code, currently adopted addition, Florida Fire Service, Inc. (FFS) must notify the
Authority Having Jurisdiction (AHJ) of any deficiencies found/determined within the timeframe allowed by such
applicable code. Please feel free to ask your FFS representative about required timelines for reporting to your local

AHIJ.
If FFS provides a proposal for the repairs/corrections of said deficiencies, it is intended as a courtesy and not a

requirement.

Providing Florida with Fast, Professional, and Affordable Systems and Service since 1987

EXTINGUISHERS - EMERGENCY LIGHTING ~ FIRE ALARMS — FIRE HYDRANTS — FIRE SPRINKLERS — BACKFLOWS - FIRE
SUPPRESSION SYSTEMS — NURSE CALL SYSTEMS - EMERGENCY COMMUNICATIONS

State Licenses: 90153500012007, FPC11-000028, PS -59194500012005-EF20000861

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11 Page 4 of 6



v Protegis Fire & Safety
N 2801 East S.R. 60
V mmDTEGIS Valrico, FL 33594
' Phone: 877-662-3473

‘ Fm Florida Fire Sprinkler Association ‘ ‘])x

- -
Fioride Fire Sprinkler Assaciation, And AFSA-FL
American Fire Sprinkler Association, FL

Important Announcement to Florida Fire Sprinkler Contractors

The Rules of the Florida State Fire Marshal in Chapter 69A-46 FIRE PROTECTION SYSTEM CONTRACTORS
AND SYSTEMS were revised and became effective on 7/19/2016. The new rules are available at
www.flrules.org/gateway/ChapterHome.asp?Chapter=69A-46

There were a multitude of changes to 69A. The purpose of this memo is to assist you with a quick view
of important changes related to Inspections of Water Based Fire Protection Systems. It is recommended
that Contractors educate inspection customers with the new State Fire Marshall Rules and their
responsibilities.

NEW/EXPANDED DEFINITIONS: (69A-46.030)

s There are now definitions for a Deficiency, Critical Deficiency, Noncritical Deficiency and
Impairment,

¢ NFPA 25 requires that sprinkler heads be tested at different intervals. Failure to have that
testing performed according to the prescribed frequency constitutes a Critical Deficiency (RED
TAG)

e NFPA 25 also requires various testing to be done at 3 & 5 year intervals. Failure to perform 3 &
5 year testing requirements constitutes a Non-Critical Deficiency (YELLOW TAG)

NEW SPRINKLER SYSTEMS: (69A-46.040)

o Newly installed Fire Protection Systems are NOT required to have an inspection tag affixed until
the 1* inspection of that system is due and performed. (69A-46.040)

TAG RELATED CHANGES: (69A-46.041)

e The rule now requires systems to be tagged with Green Compliance, Yellow Non Compliance
{Non-Critical) or Red Non Compliance (Critical or Impairment) tags.

» Tags are now only allowed to be affixed to the main water control valve of each system and not
the riser. i.e. A multi floor building with individual floor control valves requires a tag on each
control valve at each floor. The same building designed without floor control assemblies only
requires a single tag to be affixed to the systems main control valve.

e Each Sprinkler System, Standpipe System, Fire Hydrant, Fire Pump, Water Storage Tank and
Water Mist system must be individually tagged.

o  With the exception of 3 & 5 year tags all tags are to only remain on the system for one year.
Therefore at any given time for quarterly inspections there should be no more than 4 tags
affixed (2quarterly, 1 semi-annual & 1 annual) per system..

» Clarification to tagging after deficiencies repairs. Contractors are not required to re-inspect or
retag the system until the next scheduled inspection.

e The rule now clarifies that a Green Compliance Tag cannot be affixed to systems with existing
deficiencies or impairments from previous inspections.

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11 Page 5 of 6



v Protegis Fire & Safety
N 2801 East S.R. 60
V pwm OTE G I S Valricoz,lsFL 33594

Phone: 877-662-3473

-a Fm Florida Fire Sprinkler Association ‘
Fiorida Firo Sprinkder Association, Inc, And 4 AF.’;% -

American Fire Sprinkler Association, FL

NOTIFICATIONS

The new rule puts more responsibility on the Owner. The Owner is required to notify tenants of all
deficiencies or impairments.

¢ Compliant Systems (GREEN TAG): The Inspecting Contractor must notify the Building Owner or
Authorized Representative by copy of the NFPA Inspection Report within 30 days of the
inspection,

* Non-Critical Deficiencies {YELLOW TAG): The Inspecting Contractor must notify the Building
Owner or Authorized Representative by copy of the NFPA Inspection Report within 30 days of
the inspection, if the Inspecting Contractor hasn’t been contracted to complete the repairs
within 90 days of the inspection or notified that another licensed contractor performed the
repairs, the Inspecting Contractor must notify the Authority Having Jurisdiction.

e Critical Deficiencies (RED TAG): The Inspecting Contractor must notify the Building Owner or
Authorized Representative within 24 hours of the inspection. If the Inspecting Contractor hasn't
been contracted to complete the repairs within 30 days of the inspection or notified that
another licensed contractor performed the repairs, the Inspecting Contractor must notify the
Authority Having Jurisdiction.

¢ Impairment (RED TAG): The Inspecting Contractor must notify the Building Owner or Authorized
Representative within 24 hours of the inspection and must notify the Authority Having
Jurisdiction within 72 hours of the inspection if the repairs have not been completed.

RECORDS

* Contractors are required to maintain all Inspection, Service and Maintenance records for 10
years.

* Inspection report provided to the AHJ shall be in a format mutually determined between the
Contractor and AHJ. AHJ cannot implement a 3 party reporting format without mutual
agreement with the Contractor.

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11 Page 6 of 6



Form for Inspection, Testing and Maintenance of

Wet Pipe Fire Sprinkler Systems

Location Code:
Contact:
Contact Address:

Phone‘:
Email:

Property Evaluated:

Description:

PMNPSQS
CPL. Robert Bargholz

520 N FALKENBURG RD
TAMPA, FL 33619-7884

813-598-4560

Falkenburg Rd Jail (Detention and

Correctional)
520 N FALKENBURG RD
TAMPA, FL 33619-7884

Wet (Bldg.17)

\/

A\ 4

Company:
Address:

Company Phone:

Inspector:

Date of Work:

Frequency:

PROTEGIS

Protegis Fire & Safety

2801 East S.R. 60
Valrico, FL. 33594

877-662-3473

Gabriel Dorta
EF-2000861 FP120-FPI20-000058

3/11/2021
Quarterly

Attached Files

NFPA 25 72 fpc disclosure.pdf  48.1kB
A_Breakdown_of Changes to 69A-46.pdf 0.1MB

Deficiency Summary

There are no reported deficiencies for this submission

General Comments

Thete are no general comments for this submission

Protegis Fire & Safety, 2801 East S.R. 60, Valrico, FL, 33594 Phone: 877-662-3473

Page 1 of 6



Protegis Fire & Safety

\\Vy PROTEGIS

2801 East S.R. 60
Valrico, FL, 33594
Phone: 877-662-3473

Form for Inspection, Testing and Maintenance of

Wet Pipe Fire Sprinkler Systems

This form covers the minimum requirements of NFPA 25-2011 for

wet pipe fire sprinkler systems connected to water supplies without

tanks or fire pumps. Separate forms are available for fire pumps, tanks,

hose connections, and other fire protection systems. More frequent

inspection, testing, and maintenance may be necessary depending on

the conditions of the occupancy and the water supply.

Notes:

1. All questions are to be answered Yes, No, or Not Applicable. All
"No" answers are to be explained in the Comments for this form.

2. Inspection, Testing and Maintenance are to be performed with
water supplies (including fire pumps) in service, unless the
impairment procedures of Chapter 15 of NFPA 25 are followed.

The work covered on this form is (select

one): Quarterly
Date of Work _3/11/2021

All responses refer to the current work (inspection, testing and
maintenance) performed on this date.

Owner:

CPL.. Robert Bargholz
Owner's Phone Number:

813-598-4560

Owner's Address:

520 N FATLKENBURG RD, TAMPA. FL. 33619-7884
Property Being Evaluated:

Falkenburg Rd Jail (Detention and Correctional)
Property Address:

520 N FALKENBURG RD. TAMPA, FL. 33619-7884
System(s):
Wet (Bldg.17)

| 4" Riser-A, Pods 17A & 17B IT/Drain On Riser & within JIA CH-07 |
Part I - Owner's Section

A. Is the building occupied? ¥ Yes | No
B. Hgs the occupancy and hazard. of contents ¥ Yes " No
remained the same since the last inspection?

C. Are all fire protection systems in service? ¥ Yes " .No
D. Has the system remained in service

without modification since the last ¥ Yes " No
inspection?

E. Was the system free of actuation of ¥ Yes ™ No

devices or alarms since the last inspection?

Owner or Representative CPL. Robert Bargholz

2. Monthly Inspection Items (in addition to above items)

a. Control valves and valves on backflow preventers with locks or
electrical supervision:

1. In correct (open or closed) position? i1Y¥esi

2. Lock or supervision in place? ¥ Yes..

3. Accessible and free from external leaks? ¥ Yes’

4. Provided with appropriate wrenches? " Yes No¥ NA

5. Provided with appropriate identification? ¥ Yes "No."N/A
. Ga tem i d condition an

?howﬁlggeiggnsgls“?atcrnsﬁggly prcssu?e? ‘ o YeshE Nodls N/A

¢. Alarm valve free from physical damage, ) -

trim in correct (open or closed) position and Yes Noiw N/A

no leakage from retarding chamber or drains?
3. Quarterly Inspection Items (in addition to above items)

a. Fire department connections visible,

accessible, couplings and swivels not

damaged, gaskets in place and in good

condition, plugs and caps are okay,

identification sign(s) in place, check valve is -

not leaking, clapper in place and operating W.Yes..No. .N/A
properly and automatic drain valve in place

and operating properly?

(If plugs or caps are not in place, inspect

interior for obstructions)

b. Hydraulic nameplate (calculated systems) ot
securely attached to riser and legible? ¥ YesiNoL N/A
g;lggz'; 7& supervisory devices not ¥ Yes: "No N/A

d. Pressure reducing valves in open position,
not leaking, with downstream pressure per
design criteria, and in good condition with
handwheels not broken?

4. Annual Inspection Items (in addition to above items)

Not applicable
5. Fifth Year Inspection Items (in addition to above items)

Not applicable
B. Testing - Report any failures in the Comments for this form

1. Quarterly Tests

a. Mechanical waterflow alarm devices
passed tests (alarms actuated and flow ¥ Yes “No._ N/A
observed)?

b. Main drain test for system downstream of backflow device or
pressure reducing valve:

“Yes.. Now¥ N/A

Signature No Signature Available | Record static pressure (psi) and residual pressure(psi):
Date 311p021 ‘ System Static Residual | Comments |
Part IT - Inspector's Section | Riser-A 60 55 | |
A. Inspections - — —=—1
1. Weekly Items 2. Was flow observed? ¥ Yes. No N/A
a. Control valves (including backflow 3. Are results comparable to previous tests? ¥ Yes No " N/A
preventer isolation valves) supervised with - Yes No ¥'N/A 2. Semiannual Tests (in addition to previous items)
seals passed inspection in accordance with Not applicable . . ) .
H.A.2.a below? 3. Annual Tests (in addition to previous items)

i i . . Not applicable
gisléﬁ:::figogt on RPZ not continuously Yes.. No ¥'N/A 4. Tests for every fifth year (in addition to appropriate items)

sing: Not applicable

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11
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v Protegis Fire & Safety
® 2801 East S.R. 60

V meTEGIS Valrico,sFL 33594

: Phone: 877-662-3473

C. Maintenance
i. Regular Maintenance Items
a.fIf anyﬁpgir;k(lier fafiled th}f sia?n;lpli?g testing

arts I1.B.3. or is form - N
Svelr)e all sprinkle’r:’répgresentgd tb}l'stha.t sa,lmple +Yes'..No N/A
replaced?

. If sprinklers have been r the - 7
gropesg Irjgiaccmer‘:;;) eplaced, were they Yes..No ¥'N/A
c. Marine systems normally having fresh o
water were drained and refilled twice if raw ~Yes __No . N/A
water got into the system?
gislt{rf::tt it(e)l};::?mspected per manufacturer's Yes " No ¥ N/A
e. If any lc))f the following were discogeredaq
was an obstruction investigation conducted?
Ex;lainoreason(; and obs%fuctiono & Yes' No Y'N/A
investigation findings in the Comments
1. Defective intake screen on pump supplied from open sources
2. Obstructive material discharged during flow tests
3. Foreign material in dry-pipe valves, check valves or pumps
4. Foreign material in water during drain test or plugging of inspector’s
test connection
5. Plugging of pipe or sprinklers found during activation or work
6. Record of broken mains in the vicinity
7. Abnormally frequent false-tripping of dry-pipe valves
8. Failure to flush yard piping or surrounding mains following new
installation or repairs
9. System is returned to service after an extended period of time out of
service {more than one year)

10. There is reason to believe the system contains sodium silicate or its
derivatives or highly corrosive fluxes in copper pipe

11. Raw water was pumped into the fire department connection

12. Pinhole leaks

f. If conditions were found that required

flushing, was flushing of the system . Yes " No¥' N/A
conducted?
g. Was a drain test conducted after opening VYes No 'N/A

any closed valves?

h. Adjusted, repaired, reconditioned or o
replaced components had the associated tests Yes' No ¥ N/A
and/or inspections performed?

2. Annual Maintenance Items (in addition to previous items)

Not applicable

Part III - Comments

Any "No" answers, test failures or other problems found with the
sprinkler system must be explained using the comment specific for
each question. Additional comments can be added here.

Please see the summary section at the top of the form for the

comments
Part 1V - Inspector's Information
Inspected By ) Gabriel Dorta

I state that the information on this form is correct at the time and place
of my inspection, and that all equipment tested at this time was left in
operating condition upon completion of this inspection except as noted
in the Comments.

Signature of Inspector C’.}"‘é

Date 3/11/2021

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) §78-4200, Form 25-13W-11
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v Protegis Fire & Safety
N 2801 East S.R. 60
¥ PROTEGIS e

Phone: 877-662-3473

Our Inspection of your Fire Protection System(s) is to ensure that the system components are in good working order
based upon the National Fire Protection Association’s (NFPA) Publication 25, “Inspection, Testing, and
Maintenance of Water Based Fire Protection Systems™; currently adopted edition; (NFPA) Publication 72, “Fire
Alarm Systems”; currently adopted addition; and/or Florida Fire Prevention Code (FFPC), as applicable.

The applicable code inspection requires that we assume your system is/was installed to meet the proper sprinkler /
alarm / Fire Protection System coverage requirements of the applicable code. Occasionally we observe coverage
conditions that are outside our scope of our inspection which we want to bring to your attention. These conditions
may exist for any number of reasons including, but not limited to, the age of your system(s), changes in the design
or occupancy of your facility, changes in the usage of a particular area(s), revisions of industry standards, and/or
changes in the adopted Building Code(s). As a Property Owner or Manager you are responsible for maintaining your
sprinkler system and keeping up with changes in occupancy. Accordingly, we present our observations of applicable
code coverage issues to aid you as the Building Owner or Manager.

Items listed are sometimes not necessarily part of a NFPA 25, 72, or FFPC Inspection and may be outside of the
scope of our inspection contract with you. The identification of these items does not constitute a design review or
engineering analysis of your system(s). These items were noticed during an inspection of your Fire Protection
System(s) performed in accordance with the applicable codes, however may not be part of the inspection
requirements of the inspection contracted to perform. Florida Fire Service, Inc. makes no guarantees or assurance
that any or all design, engineering defects, or system deficiencies have been detected.

Pursuant to Florida Fire Protection Code, currently adopted addition, Florida Fire Service, Inc. (FFS) must notify the
Authority Having Jurisdiction (AHJ) of any deficiencies found/determined within the timeframe allowed by such
applicable code. Please feel free to ask your FFS representative about required timelines for reporting to your local

AHI.
If FFS provides a proposal for the repairs/corrections of said deficiencies, it is intended as a courtesy and not a

requirement,

Providing Florida with Fast, Professional, and Affordable Systems and Service since 1987

EXTINGUISHERS — EMERGENCY LIGHTING - FIRE ALARMS - FIRE HYDRANTS - FIRE SPRINKLERS - BACKFLOWS - FIRE
SUPPRESSION SYSTEMS — NURSE CALL SYSTEMS ~ EMERGENCY COMMUNICATIONS

State Licenses: 90153500012007, FPC11-000028, PS -59194500012005-EF20000861
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Important Announcement to Florida Fire Sprinkler Contractors

The Rules of the Florida State Fire Marshal in Chapter 69A-46 FIRE PROTECTION SYSTEM CONTRACTORS
AND SYSTEMS were revised and became effective on 7/19/2016. The new rules are available at
www.flrules.org/gateway/ChapterHome.asp?Chapter=69A-46

There were a multitude of changes to 69A. The purpose of this memo is to assist you with a quick view
of important changes related to Inspections of Water Based Fire Protection Systems. it is recommended
that Contractors educate inspection customers with the new State Fire Marshall Rules and their
responsibilities.

NEW/EXPANDED DEFINITIONS: (69A-46.030)

s There are now definitions for a Deficiency, Critical Deficiency, Noncritical Deficiency and
Impairment.

e NFPA 25 requires that sprinkler heads be tested at different intervals. Failure to have that
testing performed according to the prescribed frequency constitutes a Critical Deficiency (RED
TAG)

s NFPA 25 also requires various testing to be done at 3 & 5 year intervals. Failure to perform 3 &
5 year testing requirements constitutes a Non-Critical Deficiency (YELLOW TAG)

NEW SPRINKLER SYSTEMS: {(69A-46.040)

e Newly installed Fire Protection Systems are NOT required to have an inspection tag affixed until
the 1¥ inspection of that system is due and performed. (69A-46.040)

TAG RELATED CHANGES: {69A-46.041)

e The rule now requires systems to be tagged with Green Compliance, Yellow Non Compliance
(Non-Critical) or Red Non Compliance {Critical or Impairment) tags.

s Tags are now only allowed to be affixed to the main water control valve of each system and not
the riser. i.e. A multi floor building with individual floor control valves requires a tag on each
control valve at each floor. The same building designed without floor control assemblies only
requires a single tag to be affixed to the systems main control valve.

e Each Sprinkler System, Standpipe System, Fire Hydrant, Fire Pump, Water Storage Tank and
Water Mist system must be individually tagged.

o With the exception of 3 & 5 year tags all tags are to only remain on the system for one year,
Therefore at any given time for quarterly inspections there should be no more than 4 tags
affixed (2quarterly, 1 semi-annual & 1 annual) per system..

e (Clarification to tagging after deficiencies repairs. Contractors are not required to re-inspect or
retag the system until the next scheduled inspection.

e The rule now clarifies that a Green Compliance Tag cannot be affixed to systems with existing
deficiencies or impairments from previous inspections.

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11 Page 5 of 6
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NOTIFICATIONS

The new rule puts more responsibility on the Owner. The Owner is required to notify tenants of all
deficiencies or impairments.

e Compliant Systems (GREEN TAG): The Inspecting Contractor must notify the Building Owner or
Authorized Representative by copy of the NFPA Inspection Report within 30 days of the
inspection.

» Non-Critical Deficiencies (YELLOW TAG): The Inspecting Contractor must notify the Building
Owner or Authorized Representative by copy of the NFPA Inspection Report within 30 days of
the inspection, if the Inspecting Contractor hasn’t been contracted to complete the repairs
within 90 days of the inspection or notified that another licensed contractor performed the
repairs, the Inspecting Contractor must notify the Authority Having Jurisdiction.

e Critical Deficiencies (RED TAG): The Inspecting Contractor must notify the Building Owner or
Autharized Representative within 24 hours of the inspection. If the Inspecting Contractor hasn’t
been contracted to complete the repairs within 30 days of the inspection or notified that
another licensed contractor performed the repairs, the Inspecting Contractor must notify the
Authority Having Jurisdiction.

* Impairment (RED TAG): The Inspecting Contractor must notify the Building Owner or Authorized
Representative within 24 hours of the inspection and must notify the Authority Having
Jurisdiction within 72 hours of the inspection if the repairs have not been completed.

RECORDS

¢ Contractors are required to maintain all Inspection, Service and Maintenance records for 10
years.

¢ Inspection report provided to the AHJ shall be in a format mutually determined between the
Contractor and AHJ. AHJ cannot implement a 3™ party reporting format without mutual
agreement with the Contractor.

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11 Page 6 of 6



Form for Inspection, Testing and Maintenance of

Wet Pipe Fire Sprinkler Systems

Location Code:
Contact:

Contact Address:

Phone:
Email:

Property Evaluated:

Description:

PMNPSQS
CPL. Robert Bargholz

520 NFALKENBURG RD
TAMPA, FL 33619-7884

813-598-4560

Falkenburg Rd Jail (Detention and

Correctional)
520 N FALKENBURG RD
TAMPA, FL 33619-7884

Wet (Bldg.18)

\ 2

Company:
Address:

Company Phone:

Inspector:

Date of Work:

Frequency:

PROTEGIS

Protegis Fire & Safety

2801 East S.R. 60
Valrico, FL 33594

877-662-3473

Gabriel Dorta
EF-2000861 FP120-FPI20-000058

3/11/2021
Quarterly

Attached Files

NFPA 25 72 fpc disclosure.pdf  48.1kB
A_Breakdown_of Changes to_69A-46.pdf 0.1MB

Deficiency Summary

There are no reported deficiencies for this submission

General Comments

There are no general comments for this submission

Protegis Fire & Safety, 2801 East S.R. 60, Valrico, FL, 33594 Phone: 877-662-3473
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Protegis Fire & Safety
2801 East S.R. 60
Valrico, FL 33594

\\*}/ PROTEGIS

Phone: 877-662-3473

Form for Inspection, Testing and Maintenance of

Wet Pipe Fire Sprinkler Systems

This form covers the minimum requirements of NFPA 25-2011 for

wet pipe fire sprinkler systems connected to water supplies without

tanks or fire pumps. Separate forms are available for fire pumps, tanks,

hose connections, and other fire protection systems. More frequent

inspection, testing, and maintenance may be necessary depending on

the conditions of the occupancy and the water supply.

Notes:

1. All questions are to be answered Yes, No, or Not Applicable. All
"No" answers are to be explained in the Comments for this form.

2. Inspection, Testing and Maintenance are to be performed with
water supplies (including fire pumps) in service, unless the
impairment procedures of Chapter 15 of NFPA 25 are followed.

The work covered on this form is (select Quarterly

one): I
Date of Work 3/11/2021

All responses refer to the current work (inspection, testing and
maintenance) performed on this date.

Owner:

CPL. Robert Bargholz .
Owner's Phone Number:

813-598-4560 .
Owner's Address:

520 N FALKENBURG RD. TAMPA_ FL. 33619-7884

Property Being Evaluated:

ﬁalkgnburg Rd Jail (Detention and Correctional)

Property Address:

520 N FALKENBURG RD. TAMPA_ FL. 33619-7884

System(s):

Wet (Bldg.18)

L4" Riser Kitchen, IT/AUX On Riser & within DS-01 ceiling |

| 4" Riser Laundry, IT On Riser |
Part I - Owner's Section

A, Ts the building occupied? ¥ Yes' No
B. Has the occupancy and hazard of contents ¥ Yes® No
remained the same since the last inspection? = '

C. Are all fire protection systems in service? + Yes. . No
D. Has the system remained in service

without modification since the last ¥ Yes No
inspection?

E. Was the system free of actuation of
devices or alarms since the last inspection?

Owner or Representative

¥ Yes . No
CPL. Robert Barcholz

2. Monthly Inspection Items (in addition te above items)

a. Control valves and valves on backflow preventers with locks or
electrical supervision:

1. In correct (open or closed) position?

2. Lock or supervision in place?

3. Accessible and free from external leaks?
4. Provided with appropriate wrenches?

3. Provided with appropriate identification?
b. Gauges on system in good condition and
showing normal water supply pressure?

¢. Alarm valve free from physical damage, i
trim in correct (open or closed) position and " Yes
no leakage from retarding chamber or drains?

3. Quarterly Inspection Items (in addition to above items)

a. Fire department connections visible,

accessible, couplings and swivels not

damaged, gaskets in place and in good

condition, plugs and caps are okay,

identification sign(s) in place, check valve is o o

not leaking, clapper in place and operating ¥ Yes. No N/A
properly and automatic drain valve in place
and operating properly?

(If plugs or caps are not in place, inspect
interior for obstructions)

b. Hydraulic nameplate (calculated systems)
securely attached to riser and legible?

¢. Alarm & supervisory devices not
damaged?

d. Pressure reducing valves in open position,
not leaking, with downstream pressure per Cy
design criteria, and in good condition with - 1es
handwheels not broken?

4. Annual Inspection Items (in addition to above items)
Not applicable

5. Fifth Year Inspection Items (in addition to above items)

Not applicable

B. Testing - Report any failures in the Comments for this form
1. Quarterly Tests

a. Mechanical waterflow alarm devices
passed tests (alarms actuated and flow
observed)?

b. Main drain test for system downstream of backflow device or
pressure reducing valve:

No ¥ N/A

¥ Yes. No’ N/A

¥ Yes "No N/A

"No¥ N/A

No "N/A

1. Record static pressure (psi) and residual pressure(psi):

Signature No Signature Available | System T S ] R |a T Rl
Date 31172021 Riser-Kitchen | 60 | 55 .|
Part II - Inspector's Section | Riser-Laundry | 60 55 | |

A. Inspections

1. Weekly Items

a, Control valves (including backflow

preventer isolation valves) supervised with “Yes!
seals passed inspection in accordance with ’ ;
IL.A.2.a below?

b. Relief port on RPZ not continuously
discharging?

No - N/A

"Yes .No v.N/A

2. Was flow observed? ¥ Yes . No’ *N/A
3. Are results comparable to previous tests? ¥ Yes. No N/A
2. Semiannual Tests (in addition to previous items)

Not applicable

3. Annual Tests (in addition to previous items)

Not applicable

4. Tests for every fifth year (in addition to appropriate items)

Not applicable

©2013 National Fire Sprinkier Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11
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v Protegis Fire & Safety
N 2801 East S.R. 60
V meDTEGIS Valrico, FL. 33594

Phone: 877-662-3473

C. Maintenance
1. Regular Maintenance Items

a. If any sprinkler failed the sampling testing

of Parts I1.B.3.d, e, f, g or h of this form, S e
were all sprinklers represented by that sample Yes..No¥'N/A
replaced?

b. If sprinklers have been replaced, were they Yes No¥ N/A

proper replacements?
¢. Marine systems normally having fresh

water were drained and refilled twice if raw Yes No« N/A
water got into the system?

d. Heat tape inspected per manufacturer's g
instructions? - Yes..No¥'N/A
e. If any of the following were discovered,

was an obstruction investigation conducted? Yes " No ¥ N/A

Explain reason(s) and obstruction

investigation findings in the Comments

1. Defective intake screen on pump supplied from open sources

2. Obstructive material discharged during flow tests

3. Foreign material in dry-pipe valves, check valves or pumps

4. Foreign material in water during drain test or plugging of inspector's
test connection

5. Plugging of pipe or sprinklers found during activation or work

6. Record of broken mains in the vicinity

7. Abnormally frequent false-tripping of dry-pipe valves

8. Failure to flush yard piping or surrounding mains following new
installation or repairs

9. System is returned to service after an extended period of time out of
service (more than one year)

10. There is reason to believe the system contains sodium silicate or its
derivatives or highly corrosive fluxes in copper pipe

11. Raw water was purmped into the fire department connection

12. Pinhole leaks

f. If conditions were found that required

flushing, was flushing of the system . Yes ..No¥' N/A
conducted?
g. Was a drain test conducted after opening 7 Yes No "N/A

any closed valves?

h. Adjusted, repaired, reconditioned or o
replaced components had the associated tests . Yes Nov'N/A
and/or inspections performed?

2. Annual Maintenance Items (in addition to previous items)

Not applicable

Part II1 - Comments

Any "No" answers, test failures or other problems found with the
sprinkler system must be explained using the comment specific for
each question. Additional comments can be added here.

Please see the summary section at the top of the form for the
comments. .

Part IV - Inspector's Information

Inspected By Gabriel Dorta
I state that the information on this form is correct at the time and place
of my inspection, and that all equipment tested at this time was left in
operating condition upon completion of this inspection except as noted
in the Comments.

Signature of Inspector ﬁ(&,‘__\

Date 3/11/2021

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11
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Phone: 877-662-3473

Our Inspection of your Fire Protection System(s) is to ensure that the system components are in good working order
based upon the National Fire Protection Association’s (NFPA) Publication 25, “Inspection, Testing, and
Maintenance of Water Based Fire Protection Systems™; currently adopted edition; (NFPA) Publication 72, “Fire
Alarm Systems”; currently adopted addition; and/or Florida Fire Prevention Code (FFPC), as applicable.

The applicable code inspection requires that we assume your system is/was installed to meet the proper sprinkler /
alarm / Fire Protection System coverage requirements of the applicable code. Occasionally we observe coverage
conditions that are outside our scope of our inspection which we want to bring to your attention. These conditions
may exist for any number of reasons including, but not limited to, the age of your system(s), changes in the design
or occupancy of your facility, changes in the usage of a particular area(s), revisions of industry standards, and/or
changes in the adopted Building Code(s). As a Property Owner or Manager you are responsible for maintaining your
sprinkler system and keeping up with changes in occupancy. Accordingly, we present our observations of applicable
code coverage issues to aid you as the Building Owner or Manager.

Ttems listed are sometimes not necessarily part of a NFPA 25, 72, or FFPC Inspection and may be outside of the
scope of our inspection contract with you. The identification of these items does not constitute a design review or
engineering analysis of your system(s). These items were noticed during an inspection of your Fire Protection
System(s) performed in accordance with the applicable codes, however may not be part of the inspection
requirements of the inspection contracted to perform. Florida Fire Service, Inc. makes no guarantees or assurance
that any or all design, engineering defects, or system deficiencies have been detected.

Pursuant to Florida Fire Protection Code, currently adopted addition, Florida Fire Service, Inc. (FFS) must notify the
Authority Having Jurisdiction (AHJ) of any deficiencies found/determined within the timeframe allowed by such
applicable code. Please feel free to ask your FFS representative about required timelines for reporting to your local

AHJ.
If FFS provides a proposal for the repairs/corrections of said deficiencies, it is intended as a courtesy and not a

requirement.

Providing Florida with Fast, Professional, and Affordable Systems and Service since 1987

EXTINGUISHERS — EMERGENCY LIGHTING — FIRE ALARMS - FIRE HYDRANTS - FIRE SPRINKLERS — BACKFLOWS ~ FIRE
SUPPRESSION SYSTEMS - NURSE CALL SYSTEMS - EMERGENCY COMMUNICATIONS

State Licenses: 90153500012007, FPC11-000028, PS -59194500012005-EF20000861
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Important Announcement to Florida Fire Sprinkler Contractors

The Rules of the Florida State Fire Marshal in Chapter 69A-46 FIRE PROTECTION SYSTEM CONTRACTORS
AND SYSTEMS were revised and became effective on 7/19/2016. The new rules are available at
www.flrules.org/gateway/ChapterHome.asp?Chapter=69A-46

There were a multitude of changes to 69A. The purpose of this memo is to assist you with a quick view
of important changes related to Inspections of Water Based Fire Protection Systems. It is recommended
that Contractors educate inspection customers with the new State Fire Marshall Rules and their
responsibilities.

NEW/EXPANDED DEFINITIONS: (69A-46.030)

® There are now definitions for a Deficiency, Critical Deficiency, Noncritical Deficiency and
Impairment.

e NFPA 25 requires that sprinkler heads be tested at different intervals. Failure to have that
testing performed according to the prescribed frequency constitutes a Critical Deficiency (RED
TAG)

* NFPA 25 also requires various testing to be done at 3 & 5 year intervals. Failure to perform 3 &
5 year testing requirements constitutes a Non-Critical Deficiency (YELLOW TAG)

NEW SPRINKLER SYSTEMS: {69A-46.040)

® Newly installed Fire Protection Systems are NOT required to have an inspection tag affixed until
the 1% inspection of that system is due and performed. {69A-46.040)

TAG RELATED CHANGES: (69A-46.041)

e The rule now requires systems to be tagged with Green Compliance, Yellow Non Compliance
(Non-Critical) or Red Non Compliance (Critical or Impairment) tags.

e Tags are now only allowed to be affixed to the main water control valve of each system and not
the riser. i.e. A multi floor building with individual floor control valves requires a tag on each
control valve at each floor, The same building designed without floor control assemblies only
requires a single tag to be affixed to the systems main control valve.

e Each Sprinkler System, Standpipe System, Fire Hydrant, Fire Pump, Water Storage Tank and
Water Mist system must be individually tagged.

e With the exception of 3 & 5 year tags all tags are to only remain on the system for one year.
Therefore at any given time for quarterly inspections there should be no more than 4 tags
affixed (2quarterly, 1 semi-annual & 1 annual) per system..

¢ Clarification to tagging after deficiencies repairs. Contractors are not required to re-inspect or
retag the system until the next scheduled inspection.

® The rule now clarifies that a Green Compliance Tag cannot be affixed to systems with existing
deficiencies or impairments from previous inspections.

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11 Page 5 of 6
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NOTIFICATIONS

The new rule puts more responsibility on the Owner. The Owner is required to notify tenants of all
deficiencies or impairments.

¢ Compliant Systems (GREEN TAG): The Inspecting Contractor must notify the Building Owner or
Authorized Representative by copy of the NFPA Inspection Report within 30 days of the
inspection.

® Non-Critical Deficiencies (YELLOW TAG): The Inspecting Contractor must notify the Building
Owner or Authorized Representative by copy of the NFPA Inspection Report within 30 days of
the inspection, if the Inspecting Contractor hasn’t been contracted to complete the repairs
within 90 days of the inspection or notified that another licensed contractor performed the
repairs, the Inspecting Contractor must notify the Authority Having Jurisdiction.

e Critical Deficiencies (RED TAG): The Inspecting Contractor must notify the Building Owner or
Authorized Representative within 24 hours of the inspection. If the Inspecting Contractor hasn’t
been contracted to complete the repairs within 30 days of the inspection or notified that
another licensed contractor performed the repairs, the Inspecting Contractor must notify the
Authority Having Jurisdiction.

® Impairment (RED TAG): The Inspecting Contractor must notify the Building Owner or Authorized
Representative within 24 hours of the inspection and must notify the Authority Having
lurisdiction within 72 hours of the inspection if the repairs have not been completed.

RECORDS

¢ Contractors are required to maintain all Inspection, Service and Maintenance records for 10
years.

e Inspection report provided to the AHJ shall be in a format mutually determined between the
Contractor and AHJ. AHJ cannot implement a 3™ party reporting format without mutual
agreement with the Contractor.

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11 Page 6 of 6



Form for Inspection, Testing and Maintenance of
Wet Pipe Fire Sprinkler Systems

Location Code:
Contact:
Contact Address:

Phone:
Email:

Property Evaluated:

Description:

PMNPSQS
CPL. Robert Bargholz

520 N FALKENBURG RD
TAMPA, FL 33619-7884

813-598-4560

Falkenburg Rd Jail (Detention and
Correctional)

520 N FALKENBURG RD
TAMPA, FL 33619-7884

Wet (Bldg.21)

\ 2

Company:
Address:

Company Phone:

Inspector:

Date of Work:

Frequency:

PROTEGIS

Protegis Fire & Safety

2801 East S.R. 60
Valrico, FL 33594

877-662-3473

Gabriel Dorta
EF-2000861 FP120-FPI20-000058

3/11/2021
Quarterly

Attached Files

NFPA 25 72 fpc disclosure.pdf  48.1kB
A_Breakdown_of Changes_to 69A-46.pdf 0.1MB

Deficiency Summary

There are no reported deficiencies for this submission

General Comments

There are no general comments for this submission

Protegis Fire & Safety, 2801 East S.R. 60, Valrico, FL, 33594 Phone: 877-662-3473

Page 1 of 6



Protegis Fire & Safety

\\‘? PROTEGIS

2801 East S.R, 60
Valrico, FL 33594
Phone: 877-662-3473

Form for Inspection, Testing and Maintenance of

Wet Pipe Fire Sprinkler Systems

This form covers the minimum requirements of NFPA. 25-2011 for

wet pipe fire sprinkler systems connected to water supplies without

tanks or fire pumps. Separate forms are available for fire pumps, tanks,

hose connections, and other fire protection systems. More frequent

inspection, testing, and maintenance may be necessary depending on

the conditions of the occupancy and the water supply.

Notes:

1. All questions are to be answered Yes, No, or Not Applicable. All
“"No" answers are to be explained in the Comments for this form.

2. Inspection, Testing and Maintenance are to be performed with
water supplies (including fire pumps) in service, unless the
impairment procedures of Chapter 15 of NFPA 25 are followed.

The work covered on this form is (select

one): o Quarteri
Date of Work 3/11/2021 -

All responses refer to the current work (inspection, testing and
maintenance) performed on this date.

Owner:

CPL. Robert Bargholz -
Owmer's Phone Number:;

813-598-4560 .
Owner's Address:

320 N FALKENBURG RD, TAMPA, FL, 33619-7884 -
Property Being Evaluated:

Falkenburg Rd Jail (Detention and Correctional) _
Property Address:

520 N FALKENBURG RD, TAMPA, FL, 33619-7884

System(s):

Wet (Bldg.21)

L3" Riser-Pro Visit, IT On Riser i

Part I - Owner's Section

A. Is the building occupied? ¥.Yes " No
B. Has the occupancy and hazard of contents v Yes " No
remained the same since the last inspection?

C. Are all fire protection systems in service? v*Yes " No
D. Has the system remained in service
without modification since the last ¥ Yes. No
inspection?

E. Was the system free of actuation of ¥ Yes” No

devices or alarms since the last inspection?
Owner or Representative
Signature

_CPL. Robert Bargholz

Date 3/11/2021
Part II - Inspector's Section

A. Inspections

1. Weekly Items

a. Control valves (including backflow
preventer isolation valves) supervised with
seals passed inspection in accordance with
I1.A.2.a below?

b. Relief port on RPZ not continuously
discharging?

"Yes " No ¥ N/A

~"Yes” No ¥ N/A

No Signature Available

2. Monthly Inspection Items (in addition to above items)

a, Control valves and valves on backflow preventers with locks or
electrical supervision:

1. In correct (open or closed) position?
2. Lock or supervision in place?

7. Yes.” NoV'N/A
¥ Yes "No! N/A

3. Accessible and free from external leaks? ¥ Yes _No N/A

4. Provided with appropriate wrenches? Yes "No¥'N/A

5. Provided with appropriate identification? ¥ Yes' 'No!" N/A
. Gauges on system in dition ai ——

Shoving o water oy oeaior 217 Yes " No ™ NA

¢. Alarm valve free from physical damage, L L

trim in correct (open or closed) position and Yes' Noi¥ N/A

no leakage from retarding chamber or drains?
3. Quarterly Inspection Items (in addition te above items)

a. Fire department connections visible,
accessible, couplings and swivels not
damaged, gaskets in place and in good
condition, plugs and caps are okay,
identification sign(s) in place, check valve is
not leaking, clapper in place and operating
propetly and automatic drain valve in place
and operating properly?

(If plugs or caps are not in place, inspect
interior for obstructions)

b. Hydraulic nameplate (calculated systems) y .
secu¥ely attached tg riser and legible? ¥ Yes No "N/A
c. Alarm & supervisory devices not .
damaged? v ¥ Yes No N/A
d. Pressure reducing valves in open position,
not leaking, with downstream pressure per
design criteria, and in good condition with
handwheels not broken?

4. Annual Inspection Items (in addition to above items)

Not applicable

5. Fifth Year Inspection Items (in addition to above items)

Not applicable

B. Testing - Report any failures in the Comments for this form
1. Quarterly Tests

a. Mechanical waterflow alarm devices
passed tests (alarms actuated and flow
observed)?

b. Main drain test for system downstream of backflow device or
pressure reducing valve:

¥ Yes "No "N/A

" Yes "No¥ N/A

1. Record static pressure (psi) and residual pressure(psi):

| |

: System Static | Residual [ Comments |
|

| Riser-Pro Visit | 55 | 50 | ]

2. Was flow observed? ¥ Yes . No. N/A

3. Are results comparable to previous tests? ¥ Yes” No' I N/A
2. Semiannual Tests (in addition to previous items)

Not applicable

3. Annual Tests (in addition to previous items)

Not applicable

4. Tests for every fifth year (in addition to appropriate items)

Not applicable

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11
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v Protegis Fire & Safety
N 2801 East S.R. 60
V meTEG’S Valrico, FL 33594

Phone: 877-662-3473

C. Maintenance
1. Regular Maintenance Items
a.fIf anyIstI;igk(lier f%}iled the s?nflpli?g testing

arts 11.B.3.d, e, f, g or thy , -
Svclr)e all sprinklerz rep%eoseﬁt(e)d bysth(:l?slample <Yes ‘No¥' N/A
replaced?

. If sprinklers h n repl ere th e
e o peen e rs 1)y o A
¢. Marine systems normally having fresh . »
water were drained and refilled twice if raw .. Yes ... No v/ N/A
water got into the system?
dns?riztt it(';lrll)se?mspected per manufacturer's “"Yes “No & N/A
e. If any tc))f the following were discogeredav
was an obstruction investigation conducted?
Ef;lain reat;l;n(s) and eobs%ruccz"ion Yes™ No¥'N/A
investigation findings in the Comments
1. Defective intake screen on pump supplied from open sources
2. Obstructive material discharged during flow tests
3. Foreign material in dry-pipe valves, check valves or pumps
4. Foreign material in water during drain test or plugging of inspector's
test connection
5. Plugging of pipe or sprinklers found during activation or work
6. Record of broken mains in the vicinity
7. Abnormally frequent false-tripping of dry-pipe valves
8. Failure to flush yard piping or surrounding mains following new
installation or repairs
9. System is returned to service after an extended period of time out of
service (more than one year)

10. There is reason to believe the system contains sodium silicate or its
derivatives or highly corrosive fluxes in copper pipe

11. Raw water was pumped into the fire department connection

12. Pinhole leaks

f. If conditions were found that required

flushing, was flushing of the system Z.Yes” No ¥ N/A
conducted?
g: Was a drain test conducted after opening 7 Yes” No  'N/A

any closed valves?

h. Adjusted, repaired, reconditioned or ] o
replaced components had the associated tests Yes. No v'N/A
and/or inspections performed?

2. Annual Maintenance Items (in addition to previous items)

Not applicable

Part III - Comments

Any "No" answers, test failures or other problems found with the
sprinkler system must be explained using the comment specific for
each question. Additional comments can be added here.

Please see the summary section at the top of the form for the
comments,
Part IV - Inspector's Information

Inspected By Gabriel Dorta
I state that the information on this form is correct at the time and place
of my inspection, and that all equipment tested at this time was left in
operating condition upon completion of this inspection except as noted
in the Comments.

Signature of Inspector } ‘] o

Date 3/11/2021

@2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11

Page 3 of 6



Protegis Fire & Safety

Q?, PROTEGIS st

Phone: 877-662-3473

FLORIBA FIRE
SERVICE, INC.

Our Inspection of your Fire Protection System(s) is to ensure that the system components are in good working order
based upon the National Fire Protection Association’s (NFPA) Publication 25, “Inspection, Testing, and
Maintenance of Water Based Fire Protection Systems”; currently adopted edition; (NFPA) Publication 72, “Fire
Alarm Systems”; currently adopted addition; and/or Florida Fire Prevention Code (FFPC), as applicable.

The applicable code inspection requires that we assume your system is/was installed to meet the proper sprinkler /
alarm / Fire Protection System coverage requirements of the applicable code. Occasionally we observe coverage
conditions that are outside our scope of our inspection which we want to bring to your attention. These conditions
may exist for any number of reasons including, but not limited to, the age of your system(s), changes in the design
or occupancy of your facility, changes in the usage of a particular area(s), revisions of industry standards, and/or
changes in the adopted Building Code(s). As a Property Owner or Manager you are responsible for maintaining your
sprinkler system and keeping up with changes in occupancy. Accordingly, we present our observations of applicable
code coverage issues to aid you as the Building Owner or Manager.

Items listed are sometimes not necessarily part of a NFPA 25, 72, or FFPC Inspection and may be outside of the
scope of our inspection contract with you. The identification of these items does not constitute a design review or
engineering analysis of your system(s). These items were noticed during an inspection of your Fire Protection
System(s) performed in accordance with the applicable codes, however may not be part of the inspection
requirements of the inspection contracted to perform. Florida Fire Service, Inc. makes no guarantees or assurance
that any or all design, engineering defects, or system deficiencies have been detected.

Pursuant to Florida Fire Protection Code, currently adopted addition, Florida Fire Service, Inc. (FFS) must notify the
Authority Having Jurisdiction (AHI) of any deficiencies found/determined within the timeframe allowed by such
applicable code. Please feel free to ask your FFS representative about required timelines for reporting to your local

AHJ.
If FFS provides a proposal for the repairs/corrections of said deficiencies, it is intended as a courtesy and not a

requirement.

Providing Florida with Fast, Professicnal, and Affordable Systems and Service since 1987

EXTINGUISHERS ~ EMERGENCY LIGHTING - FIRE ALARMS - FIRE HYDRANTS - FIRE SPRINKLERS - BACKFLOWS - FIRE
SUPPRESSION SYSTEMS - NURSE CALL SYSTEMS —~ EMERGENCY COMMUNICATIONS

State Licenses: 90153500012007, FPC11-000028, PS -59194500012005-EF20000861

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11
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Important Announcement to Florida Fire Sprinkler Contractors

The Rules of the Florida State Fire Marshal in Chapter 69A-46 FIRE PROTECTION SYSTEM CONTRACTORS
AND SYSTEMS were revised and became effective on 7/19/2016. The new rules are available at
www.flrules.org/gateway/ChapterHome.asp?Chapter=69A-46

There were a multitude of changes to 69A. The purpose of this memo is to assist you with a quick view
of important changes related to Inspections of Water Based Fire Protection Systems. It is recommended
that Contractors educate inspection customers with the new State Fire Marshall Rules and their
responsibilities.

NEW/EXPANDED DEFINITIONS: {69A-46.030)

¢ There are now definitions for a Deficiency, Critical Deficiency, Noncritical Deficiency and
Impairment.

e NFPA 25 requires that sprinkler heads be tested at different intervals. Failure to have that
testing performed according to the prescribed frequency constitutes a Critical Deficiency (RED
TAG)

e NFPA 25 also requires various testing to be done at 3 & 5 year intervals. Failure to perform 3 &
5 year testing requirements constitutes a Non-Critical Deficiency (YELLOW TAG)

NEW SPRINKLER SYSTEMS: (69A-46.040)

e Newly installed Fire Protection Systems are NOT required to have an inspection tag affixed until
the 1% inspection of that system is due and performed. {69A-46.040)

TAG RELATED CHANGES: (69A-46.041)

e The rule now requires systems to be tagged with Green Compliance, Yellow Non Compliance
(Non-Critical) or Red Non Compliance (Critical or Impairment) tags.

e Tags are now only allowed to be affixed to the main water control valve of each system and not
the riser. i.e. A multi floor building with individual floor control valves requires a tag on each
control valve at each floor. The same building designed without floor control assemblies only
requires a single tag to be affixed to the systems main control valve.

¢ Each Sprinkler System, Standpipe System, Fire Hydrant, Fire Pump, Water Storage Tank and
Water Mist system must be individually tagged.

¢ With the exception of 3 & 5 year tags all tags are to only remain on the system for one year.
Therefore at any given time for quarterly inspections there should be no more than 4 tags
affixed (2quarterly, 1 semi-annual & 1 annual) per system.,

o Clarification to tagging after deficiencies repairs. Contractors are not required to re-inspect or
retag the system until the next scheduled inspection.

e The rule now clarifies that a Green Compliance Tag cannot be affixed to systems with existing
deficiencies or impairments from previous inspections.

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11 Page 5of 6
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NOTIFICATIONS

The new rule puts more responsibility on the Owner. The Owner is required to notify tenants of all
deficiencies or impairments.

e Compliant Systems (GREEN TAG): The Inspecting Contractor must notify the Building Owner or
Authorized Representative by copy of the NFPA Inspection Report within 30 days of the
inspection.

® Non-Critical Deficiencies (YELLOW TAG): The Inspecting Contractor must notify the Building
Owner or Authorized Representative by copy of the NFPA Inspection Report within 30 days of
the inspection, if the Inspecting Contractor hasn’t been contracted to complete the repairs
within 90 days of the inspection or notified that another licensed contractor performed the
repairs, the Inspecting Contractor must notify the Authority Having Jurisdiction.

» Critical Deficiencies (RED TAG): The Inspecting Contractor must notify the Building Owner or
Authorized Representative within 24 hours of the inspection. If the Inspecting Contractor hasn’t
been contracted to complete the repairs within 30 days of the inspection or notified that
another licensed contractor performed the repairs, the Inspecting Contractor must notify the
Authority Having Jurisdiction.

e Impairment (RED TAG): The Inspecting Contractor must notify the Building Owner or Authorized
Representative within 24 hours of the inspection and must notify the Authority Having
Jurisdiction within 72 hours of the inspection if the repairs have not been completed.

RECORDS

e Contractors are required to maintain all Inspection, Service and Maintenance records for 10
years.

® Inspection report provided to the AHJ shall be in a format mutually determined between the
Contractor and AHJ. AHJ cannot implement a 3™ party reporting format without mutual
agreement with the Contractor.

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11 Page 6 of 6



Form for Inspection, Testing and Maintenance of
Wet Pipe Fire Sprinkler Systems

Location Code:
Contact:

Contact Address:

Phone:
Email:

Property Evaluated:

Description:

PMNPSQS
CPL. Robert Bargholz

520 N FALKENBURG RD
TAMPA, FL 33619-7884

813-598-4560

Falkenburg Rd Jail (Detention and
Correctional)

520 N FALKENBURG RD
TAMPA, FL 33619-7884

Wet (Bldg.22)

<,

\ 4

Company:
Address:

Company Phone:

Inspector:

Date of Work:

Frequency:

PROTEGIS

Protegis Fire & Safety

2801 East S.R. 60
Valrico, FL 33594

877-662-3473

Gabriel Dorta
EF-2000861 FP120-FP120-000058

3/11/2021
Quarterly

Attached Files

NFPA 25 72 fpc disclosure.pdf  48.1kB
A_Breakdown_of Changes to 69A-46.pdf 0.IMB

Deficiency Summary

There are no reported deficiencies for this submission

General Comments

There are no general comments for this submission

Protegis Fire & Safety, 2801 East S.R. 60, Valrico, FL, 33594 Phone: 877-662-3473

Page 1 of 6



Protegis Fire & Safety
2801 East S.R. 60
Valrico, FL 33594

\Q'y PROTEGIS

Phone: 877-662-3473

Form for Inspection, Testing and Maintenance of

Wet Pipe Fire Sprinkler Systems

This form covers the minimum requirements of NFPA 25-2011 for

wet pipe fire sprinkler systems connected to water supplies without

tanks or fire pumps. Separate forms are available for fire pumps, tanks,

hose connections, and other fire protection systems. More frequent

inspection, testing, and maintenance may be necessary depending on

the conditions of the occupancy and the water supply.

Notes:

1. All questions are to be answered Yes, No, or Not Applicable. All
"No" answers are to be explained in the Comments for this form.

2. Inspection, Testing and Maintenance are to be performed with
water supplies (including fire pumps) in service, unless the
impairment procedures of Chapter 15 of NFPA 25 are followed.

;“ Il::)}ﬁork covered on this form is (select Quarterly
Date of Work o 3/11/2021 B

All responses refer 1o the current work (inspection, testing and
maintenance) performed on this date.

Owner:

CPL. Robert Bargholz

Owner's Phone Number:

813-598-4560 . -
Owner's Address:

520 N FALKENBURG RD. TAMPA_ FL. 33619-7884
Property Being Evaluated:

Falkenburg Rd Jail (Detention and Correctional)
Property Address:

520 N FALKENBURG RD. TAMPA, FL. 33619-7884 —
System(s):

Wet (Bldg.22)

l 4" Riser East, North-Prog Court, IT-On Riser I

| 4" Riser East, South Programs, IT-On Riser

| 4" Riser West, Vid Court-Servery, IT-On Riser J
Part I - Owner's Section

A. Is the building occupied? ¥ Yes' No
B. Has the occupancy and hazard of contents 7 Yes ™ No
remained the same since the last inspection? i

C. Are all fire protection systems in service? ¥ Yes " No
D. Has the system remained in service

without modification since the last ¥'Yes No
inspection?

E. Was the system free of actuation of
devices or alarms since the last inspection?
Owner or Representative

Signature

¥ Yes| 'No
CPL. Robert Bargholz

Date 3/11/2021
Part II - Inspector's Section

A. Inspections

1. Weekly Items

a. Control valves (including backflow
preventer isolation valves) supervised with
seals passed inspection in accordance with
I1.A.2.a below?

b. Relief port on RPZ not continuously Yes “No ¥ N/A
discharging? - B

No Signature Available

2. Monthly Inspection Items (in addition to above items)

a. Control valves and valves on backflow preventers with locks or
electrical supervision:

1. In correct (open or closed) position?

2. Lock or supervision in place?

3. Accessible and free from external leaks?
4. Provided with appropriate wrenches?

L. N/A
¥ N/A

5. Provided with appropriate identification? ¥ Yes " No "'N/A

b. Gauges on system in good condition and
showing normal water supply pressure? ¥.Yes” No™ N/A

¢. Alarm valve free from physical damage,

trim in correct (open or closed) position and ~-Yes
no leakage from retarding chamber or drains?
3. Quarterly Inspection Items (in addition to above items)

a. Fire department connections visible,
accessible, couplings and swivels not
damaged, gaskets in place and in good
condition, plugs and caps are okay,
identification sign(s) in place, check valve is
not leaking, clapper in place and operating
properly and automatic drain valve in place
and operating properly?

(If plugs or caps are not in place, inspect
interior for obstructions)

b. Hydraulic nameplate (calculated systems) .
securely attached to riser and legible? Y Yes No' N/A
¢. Alarm & supervisory devices not
damaged?

d. Pressure reducing valves in open position,
not leaking, with downstream pressure per
design criteria, and in good condition with
handwheels not broken?

4, Annual Inspection Items (in addition to above items)

Not applicable

5. Fifth Year Inspection Items (in addition to above items)

Not applicable

B. Testing - Report any failures in the Comments for this form
1. Quarterly Tests

a. Mechanical waterflow alarm devices
passed tests (alarms actuated and flow
observed)?

b. Main drain test for system downstream of backflow device or
pressure reducing valve:

" "No¥ N/A

# Yes No N/A

¥ Yes. _No! N/A

“.Yes.'No¥ N/A

¥ Yes No .N/A

1. Record static pressure (psi) and residual pressure(psi):

[ |
| Comments |

System [ Static | Residual

Riser-East
North- ‘ 60 ‘ 35

Riser-East
Riser ‘ 60 55

Riser-Vid | |
| Court 60 55 |
2. Was flow observed?
3. Are results comparable to previous tests? ¥ Yes "Nol. N/A
2. Semiannual Tests (in addition to previous items)
Not applicable
3. Annual Tests (in addition to previous items)

Not applicable
4. Tests for every fifth year (in addition to appropriate items)

Not applicable

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11
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v Protegis Fire & Safety
N 2801 East S.R. 60
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Phone: 877-662-3473

C. Maintenance

1. Regular Maintenance Items

a.f I}f anyﬁprinkler fe}iled th}cla s?n;lplilgg testing

of Parts IL.B.3.d, e or this form - »m;
were alsl sprinkle’rs,re,pgresent(e)d bysth(;t s;lmple -Yes No¥'N/A
replaced?

. If sprinklers have been replaced, wer -
grggel? replai:nlll:nts? eplaced, were they M YeskNo kg N/A
¢. Marine systems normally having fresh -
water were drained and refilled twice if raw . Yes_ No v N/A
water got into the system?

. € inspe T m i F o o BN
gl silriitt itggs? pected per manufacturer's Yes " No & N/A
e. If any gf the following were disco:;ereda?
was an obs ion investigation conducted?
Expslain remtrgit(.;nalrlz]d obs%ructiotcl ¢ Yes . Nov:N/A
investigation findings in the Comments
1. Defective intake screen on pump supplied from open sources
2. Obstructive material discharged during flow tests
3. Foreign material in dry-pipe valves, check valves or pumps
4. Foreign material in water during drain test or plugging of inspector's
test connection
5. Plugging of pipe or sprinklers found during activation or work
6. Record of broken mains in the vicinity
7. Abnormally frequent false-tripping of dry-pipe valves
8. Failure to flush yard piping or surrounding mains following new
installation or repairs
9. System is returned to service after an extended period of time out of
service (more than one year)

10. There is reason to believe the system contains sodium silicate or its
derivatives or highly corrosive fluxes in copper pipe

}1. Raw water was pumped into the fire department connection

12. Pinhole leaks

f. If conditions were found that required

flushing, was flushing of the system . Yes Nox'N/A
conducted?
g. Was a drain test conducted after opening 7 Yes No  N/A

any closed valves?

h. Adjusted, repaired, reconditioned or »
replaced components had the associated tests ‘Yes . No ¥ N/A
and/or inspections performed?

2, Annual Maintenance Items (in addition to previous items)

Not applicable

Part II - Comments

Any "No" answers, test failures or other problems found with the
sprinkler system must be explained using the comment specific for
each question. Additional comments can be added here.

Please see the summary section at the top of the form for the
comments.
Part IV - Inspector's Information

Inspected By Gabriel Dorta
I state that the information on this form is correct at the time and place
of my inspection, and that all equipment tested at this time was left in
operating condition upon completion of this inspection except as noted
in the Comments.

Signature of Inspector C?%

Date ) 3/11/2021 ;

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11
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Our Inspection of your Fire Protection System(s) is to ensure that the system components are in good working order
based upon the National Fire Protection Association’s (NFPA) Publication 25, “Inspection, Testing, and
Maintenance of Water Based Fire Protection Systems”; currently adopted edition; (NFPA) Publication 72, “Fire
Alarm Systems”; currently adopted addition; and/or Florida Fire Prevention Code (FFPC), as applicable.

The applicable code inspection requires that we assume your system is/was installed to meet the proper sprinkler /
alarm / Fire Protection System coverage requirements of the applicable code, Occasionally we observe coverage
conditions that are outside our scope of our inspection which we want ta brin g to your attention. These conditions
may exist for any number of reasons including, but not limited to, the age of your system(s), changes in the design
or occupancy of your facility, changes in the usage of a particular area(s), revisions of industry standards, and/or
changes in the adopted Building Code(s). As a Property Owner or Manager you are responsible for maintaining your
sprinkler system and keeping up with changes in occupancy. Accordingly, we present our observations of applicable
code coverage issues to aid you as the Building Owner or Manager.

Ttems listed are sometimes not necessarily part of a NFPA 25, 72, or FFPC Inspection and may be outside of the
scope of our inspection contract with you. The identification of these items does not constitute a design review or
engineering analysis of your system(s). Thesc items were noticed during an inspection of your Fire Protection
System(s) performed in accordance with the applicable codes, however may not be part of the inspection
requirements of the inspection contracted to perform. Florida Fire Service, Inc. makes no guarantees or assurance
that any or all design, engineering defects, or system deficiencies have been detected.

Pursuant to Florida Fire Protection Code, currently adopted addition, Florida Fire Setvice, Inc. (FFS) must notify the
Authority Having Jurisdiction (AHJ) of any deficiencies found/determined within the timeframe allowed by such
applicable code. Please feel free to ask your FFS representative about required timelines for reporting to your local

AHJ.
IfFFS provides a proposal for the repairs/corrections of said deficiencies, it is intended as a courtesy and not a

requirement.

Providing Florida with Fast, Professional, and Affordable Systems and Service since 1987

EXTINGUISHERS ~ EMERGENCY LIGHTING ~ FIRE ALARMS - FIRE HYDRANTS — FIRE SPRINKLERS — BACKFLOWS - FIRE
SUPPRESSION SYSTEMS - NURSE CALL SYSTEMS - EMERGENCY COMMUNICATIONS

State Licenses: 90153500012007, FPC11-000028, PS -59194500012005-EF20000861

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11 Page 4 of 6
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Important Announcement to Florida Fire Sprinkler Contractors

The Rules of the Florida State Fire Marshal in Chapter 69A-46 FIRE PROTECTION SYSTEM CONTRACTORS
AND SYSTEMS were revised and became effective on 7/19/2016. The new rules are available at
www.flrules.org/gateway/ChapterHome.asp?Chapter=69A-46

There were a multitude of changes to 69A. The purpose of this memo is to assist you with a quick view
of important changes related to Inspections of Water Based Fire Protection Systems. It is recommended
that Contractors educate inspection customers with the new State Fire Marshall Rules and their
responsibilities.

NEW/EXPANDED DEFINITIONS: (69A-46.030)

* There are now definitions for a Deficiency, Critical Deficiency, Noncritical Deficiency and
Impairment.

e NFPA 25 requires that sprinkler heads be tested at different inte!'vals. Failure to have that
testing performed according to the prescribed frequency constitutes a Critical Deficiency (RED
TAG)

* NFPA 25 also requires various testing to be done at 3 & 5 year intervals, Failure to perform 3 &
5 year testing requirements constitutes a Non-Critical Deficiency (YELLOW TAG)

NEW SPRINKLER SYSTEMS: (69A-46.040)

¢ Newly installed Fire Protection Systems are NOT required to have an inspection tag affixed until
the 1% inspection of that system is due and performed. (69A-46.040)

TAG RELATED CHANGES: (69A-46.041)

¢ The rule now reguires systems to be tagged with Green Compliance, Yellow Non Compliance
(Non-Critical) or Red Non Compliance {Critical or Impairment) tags.

e Tags are now only allowed to be affixed to the main water control valve of each system and not
the riser. i.e. A multi floor building with individual floor control valves requires a tag on each
control valve at each floor. The same building designed without floor control assemblies only
requires a single tag to be affixed to the systems main control valve.

o Each Sprinkler System, Standpipe System, Fire Hydrant, Fire Pump, Water Storage Tank and
Water Mist system must be individually tagged.

¢ With the exception of 3 & 5 year tags all tags are to only remain on the system for one year.
Therefore at any given time for quarterly inspections there should be no more than 4 tags
affixed (2quarterly, 1 semi-annual & 1 annual) per system..

¢ Clarification to tagging after deficiencies repairs. Contractors are not required to re-inspect or
retag the system until the next scheduled inspection.

® The rule now clarifies that a Green Compliance Tag cannot be affixed to systems with existing
deficiencies or impairments from previous inspections.

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11 Page 5 of 6
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NOTIFICATIONS

The new rule puts more responsibility on the Owner. The Owner is required to notify tenants of all
deficiencies or impairments.

¢ Compliant Systems (GREEN TAG): The Inspecting Contractor must notify the Building Owner or
Authorized Representative by copy of the NFPA Inspection Report within 30 days of the
inspection.

¢ Non-Critical Deficiencies (YELLOW TAG): The Inspecting Contractor must notify the Building
Owner or Authorized Representative by copy of the NFPA Inspection Report within 30 days of
the inspection, if the Inspecting Contractor hasn’t been contracted to complete the repairs
within 90 days of the inspection or notified that another licensed contractor performed the
repairs, the Inspecting Contractor must notify the Authority Having Jurisdiction.

e Critical Deficiencies (RED TAG): The Inspecting Contractor must notify the Building Owner or
Authorized Representative within 24 hours of the inspection. If the Inspecting Contractor hasn’t
been contracted to complete the repairs within 30 days of the inspection or notified that
another licensed contractor performed the repairs, the Inspecting Contractor must notify the
Authority Having lurisdiction.

¢ Impairment (RED TAG): The Inspecting Contractor must notify the Building Owner or Authorized
Representative within 24 hours of the inspection and must notify the Authority Having
Jurisdiction within 72 hours of the inspection if the repairs have not been completed.

RECORDS

¢ Contractors are required to maintain all Inspection, Service and Maintenance records for 10
years.

® Inspection report provided to the AHJ shall be in a format mutually determined between the
Contractor and AHJ. AH! cannot implement a 3™ party reporting format without mutual
agreement with the Contractor.

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11 Page 6 of 6



Form for Inspection, Testing and Maintenance of
Wet Pipe Fire Sprinkler Systems

Location Code:
Contact:

Contact Address:

Phone:
Email:

Property Evaluated:

Description:

PMNPSQS
CPL. Robert Bargholz

520N FALKENBURG RD
TAMPA, FL 33619-7884

813-598-4560

Falkenburg Rd Jail (Detention and

Correctional)
520 N FALKENBURG RD
TAMPA, FL 33619-7884

Wet (Bldg.23)

\

Company:
Address:

Company Phone:

Inspector:

Date of Work:

Frequency:

PROTEGIS

Protegis Fire & Safety

2801 East S.R. 60
Valrico, FL 33594

877-662-3473

Gabriel Dorta
EF-2000861 FP120-FP120-000058

3/11/2021

Quarterly

Attached Files

NFPA 25 72 fpc disclosure.pdf  48.1kB
A_Breakdown_of Changes to_69A-46.pdf 0.1MB

Deficiency Summary

There are no reported deficiencies for this submission

General Comments

There are no general comments for this submission

Protegis Fire & Safety, 2801 East S.R. 60, Valrico, FL, 33594 Phone: 877-662-3473

Page 1 of 6
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2801 East S.R. 60
Valrico, FL 33594

\Q'// PROTEGIS

Phone: 877-662-3473

Form for Inspection, Testing and Maintenance of

Wet Pipe Fire Sprinkler Systems

This form covers the minimum requirements of NFPA 25-2011 for

‘wet pipe fire sprinkler systems connected to water supplies without

tanks or fire pumps. Separate forms are available for fire pumps, tanks,

hose connections, and other fire protection systems. More frequent

inspection, testing, and maintenance may be necessary depending on

the conditions of the occupancy and the water supply.

Notes:

1. All questions are to be answered Yes, No, or Not Applicable. All
"No" answers are to be explained in the Comments for this form.

2. Inspection, Testing and Maintenance are to be performed with
water supplies (including fire pumps) in service, unless the
impairment procedures of Chapter 15 of NFPA 25 are followed.

The work covered on this form is (select Quarterly

one):

Date of Work 3/11/2021
All responses refer to the current work (inspection, testing and
maintenance) performed on this date.

Owner:

CPL. Robert Bargholz

Owner's Phone Number:

813-598-4560 A
Owner's Address:

520 N FALKENBURG RD, TAMPA, FL, 33619-7884
Eroperty Being Evaluated:

Falkenburg Rd Jail (Detention and Correctional)

Property Address:
520 N FALKENBURG RD, TAMPA, FL, 33619-7884
System(s):

Wet (Bldg.23)

| 3" Riser-CEP, IT At NW Comner of Generator Rm
Part I - Owner's Section

A. Is the building occupied? ¥ Yes " No
B. Has the occupancy and hazard of contents 7 Yes No
remained the same since the last inspection?

C. Are all fire protection systems in service? ¥ Yes No
D. Has the system remained in service =~
without modification since the last ¥ Yes. No
inspection?

E. Was the system free of actuation of ¥ Yes ™ No

devices or alarms since the last inspection?

Owner or Representative CPL. Robert Breholz

2. Monthly Inspection Items (in addition to above items)

a, Control valves and valves on backflow preventers with locks or
electrical supervision:

1. In correct (open or closed) position? " Yes' “No¥ N/A
2. Lock or supervision in place? ¥ Yes " No " N/A
3. Accessible and free from external leaks? ¥ Yes_Nol N/A
4. Provided with appropriate wrenches? " Yes 'No ¥.N/A
5. Provided with appropriate identification? ¥ Yes Noi N/A
b. Gauges on system in good condition and ¥ Yes” No ‘N/A

showing normal water supply pressure?

¢. Alarm valve free from physical damage, -

trim in correct (open or closed) position and Yes. No¥ N/A
no leakage from retarding chamber or drains?

3. Quarterly Inspection Items (in addition to above items)

a. Fire department connections visible,
accessible, couplings and swivels not
damaged, gaskets in place and in good
condition, plugs and caps are okay,
identification sign(s) in place, check valve is
not leaking, clapper in place and operating
propetly and automatic drain valve in place
and operating properly?

(If plugs or caps are not in place, inspect
interior for obstructions)

b. Hydraulic nameplate (calculated systems) . e
securely attached to riser and legible? ¥ Yes No' N/A

 Yes{” No' N/A

¢. Alarm & supervisory devices not
damaged? ¥ Yes. No N/A
d. Pressure reducing valves in open position,

not leaking, with downstream pressure per T Yes T No ¥ N/A

design criteria, and in good condition with

handwheels not broken?

4. Annual Inspection Items (in addition to above items)
Not applicable

5. Fifth Year Inspection Items (in addition to above items)

Not applicable
B. Testing - Report any failures in the Comments for this form

1. Quarterly Tests

a. Mechanical waterflow alarm devices
passed tests (alarms actuated and flow
observed)?

b. Main drain test for system downstream of backflow device or
pressure reducing valve:

Signature No Signature Available | Record static pressure (psi) and residual pressure(psi):
Date _ 3/11/2021 | System [ Static | Residual | Comments
Part II - Inspector's Section ' Riscr-CEP 55 [0
A. Inspections = — —
1. Weekly Items 2. Was flow observed? ¥ Yes: No .. N/A
a. Control valves (including backflow 3. Are results comparable to previous tests? ¥ Yes " No N/A
preventer isolation valves) supervised with ‘Yes No ¥ N/A 2. Semiannual Tests (in addition to previous items)
seals passed inspection in accordance with Not applicable ) » .
11.A.2.a below? 3. Annual Tests (in addition to previous items)

: : B Not applicable
td)xs%}igreflg qut on RPZ not continuously .Yes. Nov¥ N/A 4. Tests for every fifth year (in addition to appropriate items)
c ging: Not applicable

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11
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v. Protegis Fire & Safety
® 2801 East S.R. 60
V meTEGIS Valricoa,lsFL 33594

Phone: 877-662-3473

C. Maintenance

1. Regular Maintenance Items

a.f Ilf anyﬁp]ginkler fé}iled the s?n}llpli}lg testing

of Parts I1.B.3.d, ¢, f, g or thi N ; -
were alsl sprir?kle’rfs: repgreZextlltgd bysth(e)llt-ns]ample Yes  Nox'N/A
replaced?

. If sprinkler: een replaced, wer: v =
gropesf replﬁlecesn}ll:r\lltes'}) e replaced, were they Yes ... No ¥ N/A
¢. Marine systems normally having fresh
water were drained and refilled twice if raw Yes: . No ¥ N/A
water got into the system?

?ﬁsilriii it(z;l;])se?mspected per manufacturer's “Yes No o N/A
e. Ifany gf the following were disco\éered21

as an o ion investigation conducted? N 3
}’:‘prlain res;zt?;flt;.g am;" obs‘(tgruc(;?on ¢ Yes .Nov"N/A
investigation findings in the Comments
L. Defective intake screen on pump supplied from open sources
2. Obstructive material discharged during flow tests
3. Foreign material in dry-pipe valves, check valves or pumps
4. Foreign material in water during drain test or plugging of inspector's
test connection
5. Plugging of pipe or sprinklers found during activation or work
6. Record of broken mains in the vicinity
7. Abnormally frequent false-tripping of dry-pipe valves
8. Failure to flush yard piping or surrounding mains following new
installation or repairs
9. System is returned to service after an extended period of time out of
service (more than one year)

10. There is reason to believe the system contains sodium silicate or its
derivatives or highly corrosive fluxes in copper pipe

11. Raw water was pumped into the fire department connection

12. Pinhole leaks

f. If conditions were found that required

flushing, was flushing of the system ~ Yes | No¥ N/A
conducted?
g Was a drain test conducted after opening ¥ Yes ~ No "N/A

any closed valves?

h. Adjusted, repaired, reconditioned or L
replaced components had the associated tests Yes. ‘No v'N/A
and/or inspections performed?

2. Annual Maintenance Items (in addition to previous items)

Not applicable

Part III - Comments

Any "No" answers, test failures or other problems found with the
sprinkler system must be explained using the comment specific for
each question. Additional comments can be added here.

Please see the summary section at the top of the form for the
comments.
Part IV - Inspector's Information

Inspected By Gabriel Dorta
I state that the information on this form is correct at the time and place
of my inspection, and that all equipment tested at this time was left in
operating condition upon completion of this inspection except as noted
in the Comments.

Signature of Inspector W\

Date 3/11/2021

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11
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v Protegis Fire & Safety
= 2801 East S.R. 60
V ppDTEGIS Valrico:,lSFL 33594

Phone: 877-662-3473

Our Inspection of your Fire Protection System(s) is to ensure that the system components are in good working order
based upon the National Fire Protection Association’s (NF PA) Publication 25, “Inspection, Testing, and
Maintenance of Water Based Fire Protection Systems™; currently adopted edition; (NFPA) Publication 72, “Fire
Alarm Systems”; currently adopted addition; and/or Florida Fire Prevention Code (FFPC), as applicable.

The applicable code inspection requires that we assume your system is/was installed to meet the proper sprinkler /
alarm / Fire Protection System coverage requirements of the applicable code. Occasionally we observe coverage
conditions that are outside our scope of our inspection which we want to bring to your attention. These conditions
may exist for any number of reasons including, but not limited to, the age of your system(s), changes in the design
or occupancy of your facility, changes in the usage of a particular area(s), revisions of industry standards, and/or
changes in the adopted Building Code(s). As a Property Owner or Manager you are responsible for maintaining your
sprinkler system and keeping up with changes in occupancy. Accordingly, we present our observations of applicable
code coverage issues to aid you as the Building Owner or Manager.

Items listed are sometimes not necessarily part of a NFPA 25, 72, or FFPC Inspection and may be outside of the
scope of our inspection contract with you, The identification of these items does not constitute a design review or
engineering analysis of your system(s). These items were noticed during an inspection of your Fire Protection
System(s) performed in accordance with the applicable codes, however may not be part of the inspection
requirements of the inspection contracted to perform. Florida Fire Service, Inc. makes no guarantees or assurance
that any or all design, engineering defects, or system deficiencies have been detected.

Pursuant to Florida Fire Protection Code, currently adopted addition, Florida Fire Service, Inc. (FFS) must notify the
Authority Having Jurisdiction (AHJ) of any deficiencies found/determined within the timeframe allowed by such
applicable code. Please feel free to ask your FFS representative about required timelines for reporting to your local

AHJ.
IfFFS provides a proposal for the repairs/corrections of said deficiencies, it is intended as a courtesy and not a

requirement.

Providing Fiorida with Fast, Professional, and Affordable Systems and Service since 1987

EXTINGUISHERS - EMERGENCY LIGHTING - FIRE ALARMS - FIRE HYDRANTS - FIRE SPRINKLERS — BACKFLOWS - FIRE
SUPPRESSION SYSTEMS - NURSE CALL SYSTEMS — EMERGENCY COMMUNICATIONS

State Licenses: 90153500012007, FPC11-000028, PS -59194500012005-EF20000861
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v Protegis Fire & Safety
, '” 2801 East S.R. 60
V p‘m DTE G I S Valricoa,asFL 33594

Phone: 877-662-3473

-m Fm Florida Fire Sprinkler Association

Fioriga Fire Spinkicr Association, I, And
Ametican Fire Sprinkler Association, FL

Important Announcement to Florida Fire Sprinkier Contractors

The Rules of the Florida State Fire Marshal in Chapter 69A-46 FIRE PROTECTION SYSTEM CONTRACTORS
AND SYSTEMS were revised and became effective on 7/19/2016. The new rules are available at
www.flrules.org/gateway/ChapterHome.asp?Chapter=69A-46

There were a multitude of changes to 69A. The purpose of this memo is to assist you with a quick view
of important changes related to Inspections of Water Based Fire Protection Systems. It is recommended
that Contractors educate inspection customers with the new State Fire Marshall Rules and their
responsibilities.

NEW/EXPANDED DEFINITIONS: (69A-46.030)

e There are now definitions for a Deficiency, Critical Deficiency, Noncritical Deficiency and
Impairment.

* NFPA 25 requires that sprinkler heads be tested at different intervals. Failure to have that
testing performed according to the prescribed frequency constitutes a Critical Deficiency (RED
TAG)

¢ NFPA 25 also requires various testing to be done at 3 & 5 year intervals. Failure to perform 3 &
5 year testing requirements constitutes a Non-Critical Deficiency (YELLOW TAG)

NEW SPRINKLER SYSTEMS: (69A-46.040)

¢ Newly installed Fire Protection Systems are NOT required to have an inspection tag affixed until
the 1% inspection of that system is due and performed. (69A-46.040)

TAG RELATED CHANGES: (69A-46.041)

® The rule now requires systems to be tagged with Green Compliance, Yellow Non Compliance
(Non-Critical) or Red Non Compliance {Critical or Impairment) tags.

* Tags are now only allowed to be affixed to the main water control valve of each system and not
the riser. i.e. A multi floor building with individual floor control valves requires a tag on each
control valve at each floor. The same building designed without floor control assemblies only
requires a single tag to be affixed to the systems main control valve.

e Each Sprinkler System, Standpipe System, Fire Hydrant, Fire Pump, Water Storage Tank and
Water Mist system must be individually tagged.

*  With the exception of 3 & 5 year tags all tags are to only remain on the system for one year.
Therefore at any given time for quarterly inspections there should be no more than 4 tags
affixed (2quarterly, 1 semi-annual & 1 annual) per system..

¢ Clarification to tagging after deficiencies repairs. Contractors are not required to re-inspect or
retag the system until the next scheduled inspection.

* The rule now clarifies that a Green Compliance Tag cannot be affixed to systems with existing
deficiencies or impairments from previous inspections.

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11 Page 5 of 6



v Protegis Fire & Safety
“ 2801 East S.R. 60
V pm DTE G IS Valricoz,lSFL 33594

Phone: 877-662-3473

m Florida Fire Sprinkler Association " ‘T)x
/ AFSA-FL

Fiorida firs Sprinkler Assaciation, nc. And
American Fire Sprinkler Association, FL

NOTIFICATIONS

The new rule puts more responsibility on the Owner. The Owner is required to notify tenants of all
deficiencies or impairments.

¢ Compliant Systems (GREEN TAG): The Inspecting Contractor must notify the Building Owner or
Authorized Representative by copy of the NFPA Inspection Report within 30 days of the
inspection.

¢ Non-Critical Deficiencies (YELLOW TAG): The Inspecting Contractor must notify the Building
Owner or Authorized Representative by copy of the NFPA Inspection Report within 30 days of
the inspection, if the Inspecting Contractor hasn’t been contracted to complete the repairs
within 90 days of the inspection or notified that another licensed contractor performed the
repairs, the Inspecting Contractor must notify the Authority Having Jurisdiction.

¢ Critical Deficiencies (RED TAG): The Inspecting Contractor must notify the Building Owner or
Authorized Representative within 24 hours of the inspection. If the Inspecting Contractor hasn’t
been contracted to complete the repairs within 30 days of the inspection or notified that
another licensed contractor performed the repairs, the Inspecting Contractor must natify the
Authority Having Jurisdiction.

¢ Impairment (RED TAG): The Inspecting Contractor must notify the Building Owner or Authorized
Representative within 24 hours of the inspection and must notify the Authority Having
Jurisdiction within 72 hours of the inspection if the repairs have not been completed.

RECORDS

® Contractors are required to maintain all Inspection, Service and Maintenance records for 10
years.

* Inspection report provided to the AHJ shall be in a format mutually determined between the
Contractor and AHJ. AHJ cannot implement a 3" party reporting format without mutual
agreement with the Contractor.

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11 Page 6 of 6



Form for Inspection, Testing and Maintenance of

Wet Pipe Fire Sprinkler Systems

Location Code:
Contact:

Contact Address:

Phone:
Email:

Property Evaluated:

Description:

PMNPSQS
CPL. Robert Bargholz

520 N FALKENBURG RD
TAMPA, FL 33619-7884

813-598-4560

Falkenburg Rd Jail (Detention and
Correctional)

520 N FALKENBURG RD
TAMPA, FL 33619-73884

Wet (Bldg.24)

\/

\ 4

Company:
Address:

Company Phone:

Inspector:

Date of Work:

Frequency:

PROTEGIS

Protegis Fire & Safety

2801 East S.R. 60
Valrico, FL 33594

877-662-3473

Gabriel Dorta
EF-2000861 FP120-FPI20-000058

3/9/2021
Quarterly

Attached Files

NFPA 25 72 fpc disclosure.pdf  48.1kB
A_Breakdown_of Changes_to 69A-46.pdf 0.1MB

Deficiency Summary

There are no reported deficiencies for this submission

General Comments

There are no general comments for this submission

Protegis Fire & Safety, 2801 East S.R. 60, Valrico, FL, 33594 Phone: 877-662-3473
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Protegis Fire & Safety

\Q'y PROTEGIS

2801 East S.R. 60
Valrico, FL 33594
Phone: 877-662-3473

Form for Inspection, Testing and Maintenance of

Wet Pipe Fire Sprinkler Systems

This form covers the minimum requirements of NFPA 25-2011 for

wet pipe fire sprinkler systems connected to water supplies without

tanks or fire pumps. Separate forms are available for fire pumps, tanks,

hose connections, and other firc protection systems. More frequent

inspection, testing, and maintenance may be necessary depending on

the conditions of the occupancy and the water supply.

Notes:

L. All questions are to be answered Yes, No, or Not Applicable. All
“No" answers are to be explained in the Comments for this form.

2. Inspection, Testing and Maintenance are to be performed with
water supplies (including fire pumps) in service, unless the
impairment procedures of Chapter 15 of NFPA 25 are followed.

g‘r}::).work covered on this form is (select Quarterly
Date of Work 3/9/2021

All responses refer o the current work (inspection, testing and
maintenance) performed on this date.

Owner:

CPL. Robert Bargholz )

Owner's Phone Number:

813-598-4560

Owner's Address:

520 N FALKENBURG RD, TAMPA, FL. 33619-7884

Property Being Evaluated:

Falkenburg Rd Jail (Detention and Correctional | o
Property Address:

520 N FALKENBURG RD, TAMPA, FL, 33619-7884 .
System(s):

Wet (Bldg.24) -

P——

4" Riser, 4" BFCV w/Tamper switch, 4" Waterflow, 2" Main Drain. |
| 1"IT |
Part I - Owner's Section

A. Is the building occupied? ¥ Yes' No
B. Has the occupancy and hazard of contents V' Yes |~ No
remained the same since the last inspection?

C. Are all fire protection systems in service? ¥ Yes No
D. Has the system remained in service .
without modification since the last ¥ Yes. . No
inspection?

E. Was the system free of actuation of
devices or alarms since the last inspection?
Owner or Representative

Signature

¥ . Yes:  No
_CPL. Robert Bargholz

¢

Date 3/9/2021

Part II - Inspector's Section
A, Inspections
1, Weekly Items

a. Control valves (including backflow

preventer isolation valves) supervised with o
seals passed inspection in accordance with ~ Yes_ No ¥'N/A
II.A.2.a below?

b. Relief port on RPZ not continuously < 3
discharging? Yes.. No ¥ N/A

No Signature Available

2. Monthly Inspection Items (in addition to above items)

a. Control valves and valves on backflow preventers with locks or
electrical supervision:

1. In cotrect (open or closed) position?

2. Lock or supervision in place?

3. Accessible and free from external leaks?
4. Provided with appropriate wrenches?

5. Provided with appropriate identification?
b. Gauges on system in good condition and
showing normal water supply pressure?

¢. Alarm valve free from physical damage, N o
trim in correct (open or closed) position and .. Yes: No¥ N/A
no leakage from retarding chamber or drains?

3. Quarterly Inspection Items (in addition to above items)

a. Fire department connections visible,

accessible, couplings and swivels not

damaged, gaskets in place and in good

condition, plugs and caps are okay,

identification sign(s) in place, check valve is oo

not leaking, clapper in place and operating ¥ Yes” No' N/A
properly and automatic drain valve in place

and operating properly?

(If plugs or caps are not in place, inspect

interior for obstructions)

b. Hydraulic nameplate (calculated systems) o
securely attached to riser and legible? Y Yes No. N/A
¢. Alarm & supervisory devices not .

damaged? ¥ Yes. No N/A
d. Pressure reducing valves in open position,

not leaking, with downstream pressure per
design criteria, and in good condition with - Yes' No ¥ N/A
handwheels not broken?

4. Annual Inspection Items (in addition to above items)

Not applicable

5. Fifth Year Inspection Items (in addition to above items)

Not applicable

B. Testing - Report any failures in the Comments for this form

1. Quarterly Tests

a. Mechanical waterflow alarm devices
passed tests (alarms actuated and flow
observed)?

b. Main drain test for system downstream of backflow device or
pressure reducing valve:

¥ Yes: 'No. "N/A
¥ Yes "No N/A

1. Record static pressure (psi) and residual pressure(psi):

; -
| System | Static |] Residual | Commentsg‘
|_55 50 | 60 |

2. Was flow observed? W Yes " No _N/A
3. Are results comparable to previous tests? ¥ Yes ".No ."N/A
2. Semiannual Tests (in addition to previous items)

Not applicable

3. Annual Tests (in addition to previous items)

Not applicable

4. Tests for every fifth year (in addition to appropriate items)
Not applicable

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11
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v Protegis Fire & Safety
“‘ 2801 East S.R. 60
¥ V qu DTE G' S Valrico?,lsFL 33594

Phone: 877-662-3473

C. Maintenance
1. Regular Maintenance Items
a.fIf anyﬁpéil;kcller faluciled thkf s?mplixf}g testing
of Parts II.B.3.d, e, f, g or this form, : =
were all sprinklérs’repgresent‘e)d l?}llsthat sample -Yesl Now N/A
replaced?
b. If sprinklers have been repla the =
propgll', replaecesm:t‘llfs? placed, were they Yes..No¥'N/A
¢. Marine systems normally having fresh
water were drained and refilled twice if raw Yes' . No ¥ N/A
water got into the system?
lsiﬁslt—lrﬁitt 1.t('i;l);:?lnspected per manufacturer's “Yes "No ¥ N/A
e. If any gf the following were discozeredaq

as an tion investigation ? o i
;:'prlainorescgl;fz(;nalr?; obs%rl?ctio;ion et Yes' Nov'N/A
investigation findings in the Comments
1. Defective intake screen on pump supplied from open sources
2. Obstructive material discharged during flow tests
3. Foreign material in dry-pipe valves, check valves or pumps
4. Foreign material in water during drain test or plugging of inspector's
test connection
5. Plugging of pipe or sprinklers found during activation or work
6. Record of broken mains in the vicinity
*7. Abnormally frequent false-tripping of dry-pipe valves
8. Failure to flush yard piping or surrounding mains following new
installation or repairs
9. System is returned to service after an extended period of time out of
service (more than one year)
10. There is reason to believe the system contains sodium silicate o its
derivatives or highly corrosive fluxes in copper pipe
11. Raw water was pumped into the fire department connection
12. Pinhole leaks
f. If conditions were found that required

flushing, was flushing of the system ~ Yes_ No¥ N/A
tonducted?
2. Was a drain test conducted after opening 7 Yes No “N/A

any closed valves?
h. Adjusted, repaired, reconditionedor
replaced components had the associated tests Yes™  No vy N/A
and/or inspections performed?

2. Annual Maintenance Items (in addition to previous items)

Not applicable

Part III - Comments

Any "No" answers, test failures or other problems found with the
sprinkler system must be explained using the comment specific for
each question. Additional comments can be added here.

Please see the summary section at the top of the form for the
comments.
Part IV - Inspector's Information

Inspected By . Gabriel Dorta
I state that the information on this form is correct at the time and place
of my inspection, and that all equipment tested at this time was left in
operating condition upon completion of this inspection except as noted
in the Comments.

Signature of Inspector q b“&i

Date 3/9/2021

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11
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v Protegis Fire & Safety
N 2801 East S.R. 60
V pm DTE Gl S Valricoa,‘sFL 33594

Phone: 877-662-3473

Our Inspection of your Fire Protection System(s) is to ensure that the system components are in good working order
based upon the National Fire Protection Association’s (NFPA) Publication 25, “Inspection, Testing, and
Maintenance of Water Based Fire Protection Systems”; currently adopted edition; (NFPA) Publication 72, “Fire
Alarm Systems”; currently adopted addition; and/or Florida Fire Prevention Code (FFPC), as applicable.

The applicable code inspection requires that we assume your system is/was installed to meet the proper sprinkler /
alarm / Fire Protection System coverage requirements of the applicable code. Occasionally we observe coverage
conditions that are outside our scope of our inspection which we want to bring to your attention. These conditions
may exist for any number of reasons including, but not limited to, the age of your system(s), changes in the design
or occupancy of your facility, changes in the usage of a particular area(s), revisions of industry standards, and/or
changes in the adopted Building Code(s). As a Property Owner or Manager you are responsible for maintaining your
sprinkler system and keeping up with changes in occupancy. Accordingly, we present our observations of applicable
code coverage issues to aid you as the Building Owner or Manager.

Items listed are sometimes not necessarily part of a NFPA 25, 72, or FFPC Inspection and may be outside of the
scope of our inspection contract with you. The identification of these items does not constitute a desi gn review or
engineering analysis of your system(s). These items were noticed during an inspection of your Fire Protection
System(s) performed in accordance with the applicable codes, however may not be part of the inspection
requirements of the inspection contracted to perform, Florida Fire Service, Inc. makes no guarantees or assurance
that any or all design, engineering defects, or system deficiencies have been detected.

Pursuant to Florida Fire Protection Code, currently adopted addition, Florida Fire Service, Inc. (FFS) must notify the
Authority Having Jurisdiction (AHJ) of any deficiencies found/determined within the timeframe allowed by such
applicable code. Please feel free to ask your FFS representative about required timelines for reporting to your local

AHJ.
If FFS provides a proposal for the repairs/corrections of said deficiencies, it is intended as a courtesy and not a

requirement.

Providing Florida with Fast, Professional, and Affordable Systems and Service since 1987

EXTINGUISHERS - EMERGENCY LIGHTING - FIRE ALARMS ~ FIRE HYDRANTS - FIRE SPRINKLERS ~ BACKFLOWS - FIRE
SUPPRESSION SYSTEMS - NURSE CALL SYSTEMS — EMERGENCY COMMUNICATIONS

State Licenses: 90153500012007, FPC11-000028, PS -59194500012005-EF20000861
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" 2801 East S.R. 60
W PROTEGIS U505

Phone; 877-662-3473

n Fm Florida Fire Sprinkler Association

Fiorlds Fire Sprinkler Assoctation, tn., And
eseeciese
American Fire Sprinkler Association, FL

Important Announcement to Florida Fire Sprinkler Contractors

The Rules of the Florida State Fire Marshal in Chapter 69A-46 FIRE PROTECTION SYSTEM CONTRACTORS
AND SYSTEMS were revised and became effective on 7/19/2016. The new rules are available at
www.flrules.org/gateway/ChapterHome.asp?Chapter=69A-46

There were a multitude of changes to 69A. The purpose of this memo is to assist you with a quick view
of important changes related to Inspections of Water Based Fire Protection Systems. It is recommended
that Contractors educate inspection customers with the new State Fire Marshall Rules and their
responsibilities.

NEW/EXPANDED DEFINITIONS: {(69A-46.030)

e There are now definitions for a Deficiency, Critical Deficiency, Noncritical Deficiency and
Impairment.

* NFPA 25 requires that sprinkier heads be tested at different intervals. Failure to have that
testing performed according to the prescribed frequency constitutes a Critical Deficiency (RED
TAG)

* NFPA 25 also requires various testing to be done at 3 & 5 year intervals. Failure to perform 3 &
5 year testing requirements constitutes a Non-Critical Deficiency (YELLOW TAG)

NEW SPRINKLER SYSTEMS: (69A-46.,040)

¢ Newly installed Fire Protection Systems are NOT required to have an inspection tag affixed until
the 1% inspection of that system is due and performed. {69A-46.040)

TAG RELATED CHANGES: (69A-46.041)

® The rule now requires systems to be tagged with Green Compliance, Yellow Non Compliance
(Non-Critical) or Red Non Compliance (Critical or Impairment) tags.

* Tags are now only allowed to be affixed to the main water control valve of each system and not
the riser. i.e. A multi floor building with individual floor control valves requires a tag on each
control valve at each floor. The same building designed without floor control assemblies only
requires a single tag to be affixed to the systems main control valve.

* Each Sprinkler System, Standpipe System, Fire Hydrant, Fire Pump, Water Storage Tank and
Water Mist system must be individually tagged.

*  With the exception of 3 & 5 year tags all tags are to only remain on the system for one year.
Therefore at any given time for quarterly inspections there should be no more than 4 tags
affixed (2quarterly, 1 semi-annual & 1 annual) per system..

e Clarification to tagging after deficiencies repairs. Contractors are not required to re-inspect or
retag the system until the next scheduled inspection.

* Therule now clarifies that a Green Compliance Tag cannot be affixed to systems with existing
deficiencies or impairments from previous inspections.
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NOTIFICATIONS

The new rule puts more responsibility on the Owner. The Owner is required to notify tenants of all
deficiencies or impairments.

» Compliant Systems (GREEN TAG): The Inspecting Contractor must notify the Building Owner or
Authorized Representative by copy of the NFPA Inspection Report within 30 days of the
inspection.

¢ Non-Critical Deficiencies (YELLOW TAG): The Inspecting Contractor must notify the Building
Owner or Authorized Representative by copy of the NFPA Inspection Report within 30 days of
the inspection, if the Inspecting Contractor hasn’t been contracted to complete the repairs
within 90 days of the inspection or notified that another licensed contractor performed the
repairs, the Inspecting Contractor must notify the Authority Having Jurisdiction.

e Critical Deficiencies (RED TAG): The Inspecting Contractor must notify the Building Owner or
Authorized Representative within 24 hours of the inspection. If the Inspecting Contractor hasn't
been contracted to complete the repairs within 30 days of the inspection or notified that
another licensed contractor performed the repairs, the Inspecting Contractor must notify the
Authority Having Jurisdiction.

* Impairment (RED TAG): The Inspecting Contractor must notify the Building Owner or Authorized
Representative within 24 hours of the inspection and must notify the Authority Having
Jurisdiction within 72 hours of the inspection if the repairs have not been completed.

RECORDS

e Contractors are required to maintain all Inspection, Service and Maintenance records for 10
years.

® Inspection report provided to the AHI shall be in a format mutually determined between the
Contractor and AHJ. AHJ cannot implement a 3™ party reporting format without mutual
agreement with the Contractor.
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