2021
ORJ & HREC

1%t Quarter Fire Sprinkler Testing
Report

03/16 — 03/18



Form for Inspection, Testing and Maintenance of

Wet Pipe Fire Sprinkler Systems

Location Code:
Contact:

Contact Address:

Phone:
Email:

Property Evaluated:

Description:

LAQIMYL
Col. Robert Bargholz

1201 ORIENT ROAD
TAMPA, FL 33619

813-352-9333

HCSO ORIENT ROAD JAIL (Detention
and Correctional)

1201 ORIENT ROAD

TAMPA, FL 33619

Wet (Bldg. H-REC)

W

L4

Company:
Address:

Company Phone:

Inspector:

Date of Work:

Frequency:

PROTEGIS

Protegis Fire & Safety

2801 East S.R. 60
Valrico, FL 33594

877-662-3473

Gabriel Dorta
EF-2000861 FP120-FPI120-000058

3/18/2021

Quarterly

Attached Files

NFPA 25 72 fpc disclosure.pdf  48.1kB
A_Breakdown_of Changes to 69A-46.pdf 0.1MB

Deficiency Summary

There are no reported deficiencies for this submission

General Comments

There are no general comments for this submission

Protegis Fire & Safety, 2801 East S.R. 60, Valrico, FL, 33594 Phone: 877-662-3473
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Protegis Fire & Safety
2801 East S.R. 60
Valrico, FL 33594

\fy PROTEGIS

Phone: 877-662-3473

Form for Inspection, Testing and Maintenance of

‘Wet Pipe Fire Sprinkler Systems

This form covers the minimum requirements of NFPA 25-2011 for

wet pipe fire sprinkler systems connected to water supplies without

tanks or fire pumps. Separate forms are available for firc pumps, tanks,

hose connections, and other fire protection systems. More frequent

inspection, testing, and maintenance may be necessary depending on

the conditions of the occupancy and the water supply.

Notes:

1. All questions are to be answered Yes, No, or Not Applicable. All
"No" answers are to be explained in the Comments for this form.

2. Inspection, Testing and Maintenance are to be performed with
water supplies (including fire pumps) in service, unless the
impairment procedures of Chapter 15 of NFPA 25 are followed.

g‘rlllg)work covered on this form is (select Quarterly
Date of Work 3/18/2021

All vesponses refer to the current work (inspection, testing and
maintenance) performed on this date.
Owner:

Col. Robert Bargholz

Owner's Phone Number:
813-352-9333

Owner's Address:

1201 ORIENT ROAD, TAMPA, FL, 33619 -
Property Being Evaluated:

HCSO ORIENT ROAD JAIL (Detention and Correctional)
Property Address:

1201 ORIENT ROAD, TAMPA. FL. 33619

System(s):

Wet (Bldg. H-REC) .

|'2£" Riser
Part I - Owner's Section

A Is the building occupied? ¥ . Yes No
B Has the occupancy and hazard of contents ¥ Yes” No
remained the same since the last inspection?

C. Are all fire protection systems in service? ¥'Yes No
D. Has the system remained in service
without modification since the last ¥'Yes' No
inspection?

E. Was the system free of actuation of ¥ Yes "No

devices or alarms since the last inspection?

Owner or Representative CPL. Robert Bargholz

2. Monthly Inspection Items (in addition to above items)

a. Control valves and valves on backflow preventers with locks or
electrical supervision:

1. In correct (open or closed) position? _No ¥ N/A
2. Lock or supervision in place? . No' "N/A
3. Accessible and free from external leaks? . Nol"N/A
4. Provided with appropriate wrenches? “Yes' No¥ N/A
5. Provided with appropriate identification? ¥ Yes "No N/A
. Ga n system i ndition an :

?h(?wilrllggc;gnngllsvsaternsLglggg/cgressucr):? : ¥'Yes No  N/A
¢. Alarm valve free from physical damage, _ -

trim in correct (open or closed) position and Yes. Now N/A

no leakage from retarding chamber or drains?
3. Quarterly Inspection Items (in addition to above items)

a, Fire department connections visible,
accessible, couplings and swivels not
damaged, gaskets in place and in good
condition, plugs and caps are okay,
identification sign(s) in place, check valve is
not leaking, clapper in place and operating
properly and automatic drain valve in place
and operating properly?

(If plugs or caps are not in place, inspect
interior for obstructions)

b. Hydraulic nameplate (calculated systems)
securely attached to riser and legible?

¢. Alarm & supervisory devices not
damaged?

d. Pressure reducing valves in open position,
not leaking, with downstream pressure per
design criteria, and in good condition with
handwheels not broken?

4. Annual Inspection Items (in addition to above items)

Not applicable ]

5. Fifth Year Inspection Items (in addition to above items)

Not applicable

B. Testing - Report any failures in the Comments for this form
1. Quarterly Tests

a. Mechanical waterflow alarm devices
passed tests (alarms actuated and flow
observed)?

b. Main drain test for system downstream of backflow device or
pressure reducing valve:

¥ Yes'  No N/A

¥ Yes "No.

¥ Yes No

Yes:_ No ¥ N/A

¥ Yes . No "N/A

Signature No Signature Available | Record static pressure (psi) and residual pressure(psi):

= (- B = |
Date 3/18/2021 }7 System | Static Residual | Comments |
Part II - Inspector's Section Riser | 60 ‘ 55 | |

A, Inspections

1. Weekly Items

a. Control valves (including backflow
preventer isolation valves) supervised with
seals passed inspection in accordance with
II.A.2.a below?

b. Relief port on RPZ not continuously - . N
discharging? ~Yes. . Now N/A

Yes .No¥ N/A

Y Yes: _No " N/A
. No . N/A

2. Was flow observed?

3. Are results comparable to previous tests?
2. Semiannual Tests (in addition to previous items)

Not applicable

3. Annual Tests (in addition to previous items)

Not applicable

4. Tests for every fifth year (in addition to appropriate items)
Not applicable

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11
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v Protegis Fire & Safety
N 2801 East S.R. 60
V pm DTE GIS Valricoa,lsFL 33594
Phone: 877-662-3473

C. Maintenance
1. Regular Maintenance Items

a. If any sprinkler failed the sampling testing

of Parts I.LB.3.d, ¢, T, g or h of this form, —— '
were all sprinklers represented by that sample -Yes. Nox'N/A
replaced?

b. If sprinklers have been replaced, were they - Yes ™ No ¥ N/A

proper replacements?
¢. Marine systems normally having fresh

water were drained and refilled twice if raw Yes 'No ¥ N/A
water got into the system?

d. Heat tape inspected per manufacturer's Ny
instructions? Yes .. No ¥ N/A
e, If any of the following were discovered,

; ion i ioati 9 e

was an obstruction investigation conducted? Yes " No 7 N/A

Explain reason(s) and obstruction
investigation findings in the Comments
1. Defective intake screen on pump supplied from open sources

2. Obstructive material discharged during flow tests

3. Foreign material in dry-pipe valves, check valves or pumps

4. Foreign material in water during drain test or plugging of inspector's
test connection

5. Plugging of pipe or sprinklers found during activation or work

6. Record of broken mains in the vicinity

7. Abnormally frequent false-tripping of dry-pipe valves

8. Failure to flush yard piping or surrounding mains following new
installation or repairs

9. System is returned to service after an extended period of time out of
service (more than one year)

10. There is reason to believe the system contains sodium silicate or its
derivatives or highly corrosive fluxes in copper pipe

1. Raw water was pumped into the fire department connection

12. Pinhole leaks

f. If conditions were found that required

flushing, was flushing of the system ~Yes __No ¥ N/A
conducted?
& Was a drain test conducted after opening ¥ Yes' No "N/A

any closed valves?

h. Adjusted, repaired, reconditioned or N
replaced components had the associated tests - Yes' No~"N/A
and/or inspections performed?

2, Annual Maintenance Items (in addition to previous items)

Not applicable

Part III - Comments

Any "No" answers, test failures or other problems found with the
sprinkler system must be explained using the comment specific for
each question. Additional comments can be added here.

Please see the summary section at the top of the form for the
comments. B
Part IV - Inspector's Information

Inspected By - Gabriel Dorta
I state that the information on this form is correct at the time and place
of my inspection, and that all equipment tested at this time was left in
operating condition upon completion of this inspection except as noted
in the Comments.

Signature of Inspector C%é‘(

Date _3/18/2021

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11 Page 3 of 6




v Protegis Fire & Safety
N 2801 East S.R. 60
v p p DTE G l S Valrico?sFL 33594

Phone: 877-662-3473

Our Inspection of your Fire Protection System(s) is to ensure that the system components are in good working order
based upon the National Fire Protection Association’s (NFPA) Publication 25, “Inspection, Testing, and
Maintenance of Water Based Fire Protection Systems”; currently adopted edition; (NFPA) Publication 72, “Fire
Alarm Systems”; currently adopted addition; and/or Florida Fire Prevention Code (FFPC), as applicable.

The applicable code inspection requires that we assume your system is/was installed to meet the proper sprinkler /
alarm / Fire Protection System coverage requirements of the applicable code. Occasionally we observe coverage
conditions that are outside our scope of our inspection which we want to brin g to your attention. These conditions
may exist for any number of reasons including, but not limited to, the age of your system(s), changes in the design
or occupancy of your facility, changes in the usage of a particular area(s), revisions of industry standards, and/or
changes in the adopted Building Code(s). As a Property Owner or Manager you are responsible for maintaining your
sprinkler system and keeping up with changes in occupancy. Accordingly, we present our observations of applicable
code coverage issues to aid you as the Building Owner or Manager.

Items listed are sometimes not necessarily part of a NFPA 25, 72, or FFPC Inspection and may be outside of the
scope of our inspection contract with you. The identification of these items does not constitute a design review or
engineering analysis of your system(s). These items were noticed during an inspection of your Fire Protection
System(s) performed in accordance with the applicable codes, however may not be part of the inspection
requirements of the inspection contracted to perform. Florida Fire Service, Inc. makes no guarantees or assurance
that any or all design, engineering defects, or system deficiencies have been detected.

Pursuant to Florida Fire Protection Code, currently adopted addition, Florida Fire Service, Inc. (FFS) must notify the
Authority Having Jurisdiction (AHJ) of any deficiencies found/determined within the timeframe allowed by such
applicable code. Please feel free to ask your FFS representative about required timelines for reporting to your local

AH).
If FFS provides a proposal for the repairs/corrections of said deficiencies, it is intended as a courtesy and not a

requirement.

Providing Florida with Fast, Professional, and Affordable Systems and Service since 1987

EXTINGUISHERS - EMERGENCY LIGHTING - FIRE ALARMS - FIRE HYDRANTS — FIRE SPRINKLERS — BACKFLOWS - FIRE
SUPPRESSION SYSTEMS - NURSE CALL SYSTEMS ~ EMERGENCY COMMUNICATIONS

State Licenses: 90153500012007, FPC11-000028, PS -59194500012005-EF20000861

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11 Page 4 of 6



v Protegis Fire & Safety
5 2801 East S.R. 60
V pm DTE G’S Valrico?SFL 33594

Phone: 877-662-3473

o
@Fm Florida Fire Sprinkler Association

Fiorida Fire Sprinkler Association, Inc, And
el
American Fire Sprinkler Association, FL

Important Announcement to Florida Fire Sprinkler Contractors

The Rules of the Florida State Fire Marshal in Chapter 69A-46 FIRE PROTECTION SYSTEM CONTRACTORS
AND SYSTEMS were revised and became effective on 7/19/2016. The new rules are available at
www.flrules.org/gateway/ChapterHome.asp?Chapter=69A-46

There were a multitude of changes to 69A. The purpose of this mema is to assist you with a quick view
of important changes related to Inspections of Water Based Fire Protection Systems. It is recommended
that Contractors educate inspection customers with the new State Fire Marshall Rules and their
responsibilities.

NEW/EXPANDED DEFINITIONS: {69A-46.030)

* There are now definitions for a Deficiency, Critical Deficiency, Noncritical Deficiency and
Impairment.

* NFPA 25 requires that sprinkler heads be tested at different intervals. Failure to have that
testing performed according to the prescribed frequency constitutes a Critical Deficiency (RED
TAG)

* NFPA 25 also requires various testing to be done at 3 & § year intervals. Failure to perform 3 &
5 year testing requirements constitutes a Non-Critical Deficiency (YELLOW TAG)

NEW SPRINKLER SYSTEMS: (69A-46.040)

* Newly installed Fire Protection Systems are NOT required to have an inspection tag affixed until
the 1% inspection of that system is due and performed. (69A-46.040)

TAG RELATED CHANGES: (69A-46.041)

® The rule now requires systems to be tagged with Green Compliance, Yellow Non Compliance
(Non-Critical) or Red Non Compliance (Critical or Impairment) tags.

e Tags are now only allowed to be affixed to the main water control valve of each system and not
the riser. i.e. A multi floor building with individual floor control valves requires a tag on each
control valve at each floor. The same building designed without floor control assemblies only
requires a single tag to be affixed to the systems main control valve.

* Each Sprinkler System, Standpipe System, Fire Hydrant, Fire Pump, Water Storage Tank and
Water Mist system must be individually tagged.

*  With the exception of 3 & 5 year tags all tags are to only remain on the system for one year,
Therefore at any given time for quarterly inspections there should be no more than 4 tags
affixed (2quarterly, 1 semi-annual & 1 annual) per system..

¢ Clarification to tagging after deficiencies repairs. Contractors are not required to re-inspect or
retag the system until the next scheduled inspection.

¢ The rule now clarifies that a Green Compliance Tag cannot be affixed to systems with existing
deficiencies or impairments from previous inspections.

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11 Page 5 of 6



v Protegis Fire & Safety
" 2801 East S.R. 60
V ppDTEG|S Valrico, FL. 33594

Phone: 877-662-3473

-a Fm Florida Fire Sprinkler Association “l)

Florida Fire Sprinker Association, Inc. And AFD A FL
American Fire Sprinkler Association, FL

NOTIFICATIONS

The new rule puts more responsibility on the Owner. The Owner is required to notify tenants of all
deficiencies or impairments.

¢ Compliant Systems (GREEN TAG): The Inspecting Contractor must notify the Building Owner or
Authorized Representative by copy of the NFPA Inspection Report within 30 days of the
inspection.

¢ Non-Critical Deficiencies (YELLOW TAG): The Inspecting Contractor must notify the Building
Owner or Authorized Representative by copy of the NFPA Inspection Report within 30 days of
the inspection, if the Inspecting Contractor hasn’t been contracted to complete the repairs
within 90 days of the inspection or notified that another licensed contractor performed the
repairs, the Inspecting Contractor must notify the Authority Having Jurisdiction.,

e Critical Deficiencies (RED TAG): The Inspecting Contractor must notify the Building Owner or
Authorized Representative within 24 hours of the inspection. If the Inspecting Contractor hasn’t
been contracted to complete the repairs within 30 days of the inspection or notified that
another licensed contractor performed the repairs, the Inspecting Contractor must notify the
Authority Having Jurisdiction.

¢ Impairment (RED TAG): The Inspecting Contractor must notify the Building Owner or Authorized
Representative within 24 hours of the inspection and must notify the Authority Having
Jurisdiction within 72 hours of the inspection if the repairs have not been completed.

RECORDS

¢ Contractors are required to maintain all Inspection, Service and Maintenance records for 10
years,

¢ Inspection report provided to the AHJ shall be in a format mutually determined between the
Contractor and AHJ, AHJ cannot implement a 3% party reporting format without mutual
agreement with the Contractor.

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11
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Form for Inspection, Testing and Maintenance of
Wet Pipe Fire Sprinkler Systems

Location Code:
Contact:

Contact Address:

Phone;
Email:

Property Evaluated:

Description:

LAQIMYL
Col. Robert Bargholz

1201 ORIENT ROAD
TAMPA, FL 33619

813-352-9333

HCSO ORIENT ROAD JAIL (Detention
and Correctional)

1201 ORIENT ROAD

TAMPA, FL 33619

Wet (Bldg.1)

\ 2

Company:
Address:

Company Phone:

Inspector:

Date of Work:

Frequency:

F:’F?DTESIS’”

Protegis Fire & Safety

2801 East S.R. 60
Valrico, FL 33594

877-662-3473

Gabriel Dorta
EF-2000861 FP120-FPI20-000058

3/18/2021
Quarterly

Attached Files

NFPA 25 72 fpc disclosure.pdf  48.1kB
A_Breakdown _of Changes_to 69A46.pdf 0.1MB

Deficiency Summary

There are no reported deficiencies for this submission

General Comments

There are no general comments for this submission

Protegis Fire & Safety, 2801 East S.R. 60, Valrico, FL, 33594 Phone: 877-662-3473

Page 1 of 6



; Protegis Fire & Safety

Valrico, FL 33594

@ PROTES IS 2801 East S.R. 60

Phone: 877-662-3473

Form for Inspection, Testing and Maintenance of

Wet Pipe Fire Sprinkler Systems

This form covers the minimum requirements of NFPA 25-2011 for

wet pipe fire sprinkler systems connected to water supplies without

tanks or fire pumps. Separate forms are available for fire pumps, tanks,

hose connections, and other fire protection systems. More frequent

inspection, testing, and maintenance may be necessary depending on

the conditions of the occupancy and the water supply.

Notes:

1. All questions are to be answered Yes, No, or Not Applicable. All
"No" answers are to be explained in the Comments for this form.

2. Inspection, Testing and Maintenance are to be performed with
water supplies (including fire pumps) in service, unless the
impairment procedures of Chapter 15 of NFPA 25 are followed.

The work covered on this form is (select Quarterly

one):
Date of Work 3/18/2021

All responses refer to the current work (inspection, testing and
maintenance) performed on this date.

Owner:

Col. Robert Bargholz o
Owner's Phone Number:

813-352-9333

Owner's Address:

1201 ORIENT ROAD, TAMPA. FL_ 33619

Property Being Evaluated:

HCSO ORIENT ROAD JAIL (Detention and Correctional)
Property Address:

1201 ORIENT ROAD. TAMPA, FL. 33619

System(s):

Wet (Bldg.1)

|

4" Riser-A Pod 1A I'T/AUX On Riser & JC-02 of Pod 1A

4" Riser-B Pod 1B IT/AUX On Riser & JC-02 of Pod 1B

4" Riser-C Pod 1C IT/AUX On Riser & JC-02 of 1C Tower Hallway
4" Riser-D Pod 1D IT/AUX On Riser & JC-02 of Pod 1D

4" Riser-E Ist Fl Corr. IT On Riser

| 4" Riser-F 2nd Fl Corr. IT On Riser ]
Part I - Owner's Section

A. Is the building occupied? ¥ Yes ! No
B. Has the occupancy and hazard of contents ¥ Yes'” No
remained the same since the last inspection? ) =

C. Are all fire protection systems in service? ¥ Yes 'No
D. Has the system remained in service ]
without modification since the last ¥ Yes: No
inspection? |

E. Was the system free of actuation of ¥ Yes” No

devices or alarms since the last inspection?
Owner or Representative
Signature

CPL. Robert Bargholz

Date 3/18/2021

No Signature Available

Part II - Inspector's Section

A, Inspections

1. Weekly Items

a. Control valves (including backflow

preventer isolation valves) supervised with " Yes
seals passed inspection in accordance with 3
I1.A.2.a below?

b. Relief port on RPZ not continuously Y
discharging? .Yes. Noiv N/A
2. Monthly Inspection Items (in addition to above items)

a. Control valves and valves on backflow preventers with locks or
electrical supervision:

No ¥ N/A

1. In correct (open or closed) position? " Yes” 'Now N/A
2. Lock or supervision in place? ¥ Yes "No. N/A
3. Accessible and free from external leaks? ¥ Yes  'Nol N/A
4. Provided with appropriate wrenches? " Yes 'Now N/A
5. Provided with appropriate identification? ¥ Yes 'No. N/A
. Gauges on system in good condition a P
lsahowinggelslonnaylS:Sater sgggly pre(:sure? e ¥'Yes: Nol. N/A
¢. Alarm valve free from physical damage, _
trim in correct (open or closed) position and Yes .. Noiv N/A

no leakage from retarding chamber or drains?
3. Quarterly Inspection Items (in addition to above items)

a. Fire department connections visible,

accessible, couplings and swivels not

damaged, gaskets in place and in good

condition, plugs and caps are okay,

identification sign(s) in place, check valve is T

not leaking, clapper in place and operating ¥ Yes .No.. N/A
properly and automatic drain valve in place

and operating properly?

(If plugs or caps are not in place, inspect

interior for obstructions)

b. Hydraulic nameplate (calculated systems) g T
securely attached to riser and legible? ¥ Yes..Nol. N/A
¢. Alarm & supervisory devices not
damaged?

d. Pressure reducing valves in open position,
not leaking, with downstream pressure per f2 5 K
design criteria, and in good condition with Yes. Noi' N/A
handwheels not broken?

4. Annual Inspection Items (in addition to above items)

Not applicable

5. Fifth Year Inspection Items (in addition to above items)

Not applicable

B. Testing - Report any failures in the Comments for this form

1. Quarterly Tests

a. Mechanical waterflow alarm devices
passed tests (alarms actuated and flow
observed)?

b. Main drain test for system downstream of backflow device or
pressure reducing valve:

¥ Yesi _No' N/A

I. Record static pressure (psi) and residual pressure(psi):

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11
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Protegis Fire & Safety

\Q'y PROTEGIS

!__ System _ Static J Residual [ Comments |
|Riser-A 155 125 __ |
| Riser-B 155 125 | |
[ Riser-C 155 125 ‘
| Riser-D 155 125

Riser-E 155 125 ]
| Riser-F 155 125

2. Was flow observed?

3. Are results comparable to previous tests?
2. Semiannual Tests (in addition to previous items)

Not applicable

3. Annual Tests (in addition to previous items)

Not applicable

4. Tests for every fifth year (in addition to appropriate items)
Not applicable

C. Maintenance

1. Regular Maintenance Items

a. If any sprinkler failed the sampling testing

of Parts IL.B.3.4, e, f, g or h of this form,
were all sprinklers represented by that sample Yes tINosoN/A
replaced? ‘

b. If sprinklers have been replaced, were they "Yes  No v N/A

proper replacements?
c. Marine systems normally having fresh

water were drained and refilled twice if raw Yes . No ¥'N/A
water got into the system?

d. Heat tape inspected per manufacturer's - Py
instructions? Yes! /No~'N/A
e. If any of the following were discovered,

was an obstruction investigation conducted? Yes 'No v N/A

Explain reason(s) and obstruction
investigation findings in the Comments

1. Defective intake screen on pump supplied from open sources

2, Obstructive material discharged during flow tests

3. Foreign material in dry-pipe valves, check valves or pumps

4. Foreign material in water during drain test or plugging of inspector's
test connection

5. Plugging of pipe or sprinklers found during activation or work

6. Record of broken mains in the vicinity

7. Abnormally frequent false-tripping of dry-pipe valves

8. Failure to flush yard piping or surrounding mains following new
installation or repairs

9. System is returned to service after an extended period of time out of
service (more than one year)

10. There is reason to believe the system contains sodium silicate or its
derivatives or highly corrosive fluxes in copper pipe

11. Raw water was pumped into the fire department connection

12, Pinhole leaks

f. If conditions were found that required

flushing, was flushing of the system _Yes _Nox N/A
conducted?
g Was a drain test conducted after opening V' Yes No N/A

any closed valves?

h. Adjusted, repaired, reconditionedor ~
replaced components had the associated tests Yes' No ¥:N/A
and/or inspections performed?

2. Annual Maintenance Items (in addition to previous items)

Not applicable

Part III - Comments

Any "No" answers, test failures or other problems found with the
sprinkler system must be explained using the comment specific for
each question. Additional comments can be added here.

Please see the summary section at the top of the form for the
comments.

2801 East S.R. 60
Valrico, FL 33594
Phone: 877-662-3473

Part IV - Inspector's Information
Inspected By Gabriel Dorta
I state that the information on this form is correct at the time and place

of my inspection, and that all equipment tested at this time was left in
operating condition upon completion of this inspection except as noted

in the Comments.

Signature of Inspector
Date 3/18/2021

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11
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v Protegis Fire & Safety
N 2801 East S.R. 60
V meTEGIS Valricoe,‘SFL 33594

Phone: 877-662-3473

FLORIDA FIRE
SERVICE, INC.

Our Inspection of your Fire Protection System(s) is to ensure that the system components are in good working order
based upon the National Fire Protection Association’s (NFPA) Publication 25, “Inspection, Testing, and
Maintenance of Water Based Fire Protection Systems”; currently adopted edition; (NFPA) Publication 72, “Fire
Alarm Systems”; currently adopted addition; and/or Florida Fire Prevention Code (FFPC), as applicable.

The applicable code inspection requires that we assume your system is/was installed to meet the proper sprinkler /
alarm / Fire Protection System coverage requirements of the applicable code. Occasionally we observe coverage
conditions that are outside our scope of our inspection which we want to brin g to your attention, These conditions
may exist for any number of reasons including, but not limited to, the age of your system(s), changes in the design
or occupancy of your facility, changes in the usage of a particular area(s), revisions of industry standards, and/or
changes in the adopted Building Code(s). As a Property Owner or Manager you are responsible for maintaining your
sprinkler system and keeping up with changes in occupancy. Accordingly, we present our observations of applicable
code coverage issues to aid you as the Building Owner or Manager.

Items listed are sometimes not necessarily part of a NFPA 25, 72, or FFPC Inspection and may be outside of the
scope of our inspection contract with you. The identification of these items does not constitute a desi gn review or
engineering analysis of your system(s). These items were noticed during an inspection of your Fire Protection
System(s) performed in accordance with the applicable codes, however may not be part of the inspection
requirements of the inspection contracted to perform, Florida Fire Service, Inc. makes no guarantees or assurance
that any or all design, engineering defects, or system deficiencies have been detected.

Pursuant to Florida Fire Protection Code, currently adopted addition, Florida Fire Service, Inc. (FFS) must notify the
Authority Having Jurisdiction (AHJ) of any deficiencies found/determined within the timeframe allowed by such
applicable code. Please feel free to ask your FFS representative about required timelines for reporting to your local

AHI.

If FFS provides a proposal for the repairs/corrections of said deficiencies, it is intended as a courtesy and not a
requirement.

Providing Florida with Fast, Professional, and Affordable Systems and Service since 1987

EXTINGUISHERS - EMERGENCY LIGHTING ~ FIRE ALARMS — FIRE HYDRANTS — FIRE SPRINKLERS - BACKFLOWS — FIRE
SUPPRESSION SYSTEMS — NURSE CALL SYSTEMS — EMERGENCY COMMUNICATIONS

State Licenses: 90153500012007, FPC11-000028, PS -59194500012005-EF20000861

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11 Page 4 of 6



Protegis Fire & Safety

W PROTEGIS s

Fiorida Fire Sprinkler Association, It And
ehiacutats

Phone: 877-662-3473

Florida Fire Sprinkler Association

American Fire Sprinkler Association, FL

Important Announcement to Florida Fire Sprinkler Contractors

The Rules of the Florida State Fire Marshal in Chapter 69A-46 FIRE PROTECTION SYSTEM CONTRACTORS
AND SYSTEMS were revised and became effective on 7/19/2016. The new rules are available at
www.flrules.org/gateway/ChapterHome.asp?Chapter=69A-46

There were a multitude of changes to 69A. The purpose of this memo is to assist you with a quick view
of important changes related to Inspections of Water Based Fire Protection Systems. It is recommended
that Contractors educate inspection customers with the new State Fire Marshall Rules and their
responsibilities.

NEW/EXPANDED DEFINITIONS: (69A-46.030)

There are now definitions for a Deficiency, Critical Deficiency, Noncritical Deficiency and
Impairment.

NFPA 25 requires that sprinkler heads be tested at different intervals. Failure to have that
testing performed according to the prescribed frequency constitutes a Critical Deficiency (RED

TAG)

NFPA 25 also requires various testing to be done at 3 & 5 year intervals. Failure to perform 3 &
5 year testing requirements constitutes a Non-Critical Deficiency (YELLOW TAG)

NEW SPRINKLER SYSTEMS: (69A-46.040)

Newly installed Fire Protection Systems are NOT required to have an inspection tag affixed until
the 1% inspection of that system is due and performed. (69A-46.040)

TAG RELATED CHANGES: (69A-46.041)

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11

The rule now requires systems to be tagged with Green Compliance, Yellow Non Compliance
(Non-Critical) or Red Non Compliance (Critical or Impairment) tags.

Tags are now only allowed to be affixed to the main water control valve of each system and not
the riser. i.e. A multi floor building with individual floor control valves requires a tag on each
control valve at each floor. The same building designed without floor control assemblies only
requires a single tag to be affixed to the systems main control valve.

Each Sprinkler System, Standpipe System, Fire Hydrant, Fire Pump, Water Storage Tank and
Water Mist system must be individually tagged.

With the exception of 3 & 5 year tags all tags are to only remain on the system for one year.
Therefore at any given time for quarterly inspections there should be no more than 4 tags
affixed (2quarterly, 1 semi-annual & 1 annual) per system..

Clarification to tagging after deficiencies repairs. Contractors are not required to re-inspect or
retag the system until the next scheduled inspection.

The rule now clarifies that a Green Compliance Tag cannot be affixed to systems with existing
deficiencies or impairments from previous inspections.
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NOTIFICATIONS

The new rule puts more responsibility on the Owner, The Owner is required to notify tenants of all
deficiencies or impairments.

e Compliant Systems (GREEN TAG): The Inspecting Contractor must notify the Building Owner or
Authorized Representative by copy of the NFPA Inspection Report within 30 days of the
inspection.

* Non-Critical Deficiencies (YELLOW TAG): The Inspecting Contractor must notify the Building
Owner or Authorized Representative by copy of the NFPA Inspection Report within 30 days of
the inspection, if the Inspecting Contractor hasn’t been contracted to complete the repairs
within 90 days of the inspection or notified that another licensed contractor performed the
repairs, the Inspecting Contractor must notify the Authority Having Jurisdiction.

e (Critical Deficiencies {RED TAG): The Inspecting Contractor must notify the Building Owner or
Authorized Representative within 24 hours of the inspection. If the Inspecting Contractor hasn’t
been contracted to complete the repairs within 30 days of the inspection or notified that
another licensed contractor performed the repairs, the Inspecting Contractor must notify the
Authority Having Jurisdiction.

¢ Impairment (RED TAG): The Inspecting Contractor must notify the Building Owner or Authorized
Representative within 24 hours of the inspection and must notify the Authority Having
lurisdiction within 72 hours of the inspection if the repairs have not been completed.

RECORDS

e Contractors are required to maintain all Inspection, Service and Maintenance records for 10
years.

® Inspection report provided to the AHJ shall be in a format mutually determined between the
Contractor and AHJ. AHJ cannot implement a 3" party reporting format without mutual
agreement with the Contractor.

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11 Page 6 of 6



Form for Inspection, Testing and Maintenance of

Wet Pipe Fire Sprinkler Systems

Location Code:
Contact;

Contact Address:

Phone:
Email:

Property Evaluated:

Description:

LAQIMYL
Col. Robert Bargholz

1201 ORIENT ROAD
TAMPA, FL 33619

813-352-9333

HCSO ORIENT ROAD JAIL (Detention
and Correctional)

1201 ORIENT ROAD

TAMPA, FL 33619

Wet (Bldg,2)

\ 2

Company:
Address:

Company Phone:

Inspector:

Date of Work:

Frequency:

PROTEGIS

Protegis Fire & Safety

2801 East S.R. 60
Valrico, FL 33594

877-662-3473

Gabriel Dorta
EF-2000861 FP120-FPI20-000058

3/18/2021
Quarterly

Attached Files

NFPA 25 72 fpc disclosure.pdf 48.1kB
A_Breakdown_of Changes_to_69A-46.pdf 0.1MB

Deficiency Summary

There are no reported deficiencies for this submission

General Comments

There are no general comments for this submission

Protegis Fire & Safety, 2801 East S.R. 60, Valrico, FL, 33594 Phone: 877-662-3473
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Protegis Fire & Safety

\{V// PROTEGIS

2801 East S.R. 60
Valrico, FL, 33594
Phone: 877-662-3473

Form for Inspection, Testing and Maintenance of

Wet Pipe Fire Sprinkler Systems

This form covers the minimum requirements of NFPA 25-2011 for

wet pipe fire sprinkler systems connected to water supplies without

tanks or fire pumps. Separate forms are available for fire pumps, tanks,

hose connections, and other fire protection systems. More frequent

inspection, testing, and maintenance may be necessary depending on

the conditions of the occupancy and the water supply.

Notes:

1. All questions are to be answered Yes, No, or Not Applicable. All
"No" answers are to be explained in the Comments for this form.

2. Inspection, Testing and Maintenance are to be performed with
water supplies (including fire pumps) in service, unless the
impairment procedures of Chapter 15 of NFPA 25 are followed.

g‘gg)yvork covered on this form is (select Quarterly

Date of Work 3/18/2021

All responses refer to the current work (inspection, testing and
maintenance) performed on this date.

Owner:

Col. Robert Bargholz _
Owner's Phone Number:

813-352-9333 —
Owner's Address:

1201 ORIENT ROAD, TAMPA. FL. 33619

Property Being Evaluated:

HCSO ORIENT ROAD JAIL (Detention and Correctional)

Property Address:

1201 ORIENT ROAD. TAMPA, FL. 33619

System(s):

Wet (Bldg.2)

4" Riser-A Pod 2A IT/AUX On Riser & JC-02 of Pod 2A
4" Riser-B Pod 2B IT/AUX On Riser & JC-02 of Pod 2B
| 4" Riser-C Pod 2C IT/AUX On Riser & JC-02 of Pod 2C

4" Riser-D Pod 2D IT/AUX On Riser & JC-02 of Pod 2D
‘ 4" Riser-E 1st F1 Corr IT On Riser
4" Riser-F 2nd FI Corr IT On Riser |

Part I - Owner's Section

A. Is the building occupied?

B. Has the occupancy and hazard of contents
remained the same since the last inspection?
C. Are all fire protection systems in service?
D. Has the system remained in service
without modification since the last
inspection?

E. Was the system free of actuation of
devices or alarms since the last inspection?
Owner or Representative

Signature

- Yes ¥ No
. Yes ¥ No
" Yes ¥’ No
"Yes ¥ No
CPL. Robert Bargholz

Date 3/18/2021

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterso

No Signature Available

, NY 12563 (845) 878-4200, Form 25-13W-11

Part II - Inspector's Section

A. Inspections

1, Weekly Items

a. Control valves (including backflow

preventer isolation valves) supervised with . o
scals passed inspection in accordance with Yes..No¥ NA
I1L.A.2.a below?

b. Relief port on RPZ not continuously :
discharging? YesNogN/A
2. Monthly Inspection Items (in addition to above items)

a. Control valves and valves on backflow preventers with locks or
clectrical supervision:

1. In correct (open or closed) position? ~Yes " Now N/A
2. Lock or supervision in place? ¥ Yes "No ! *N/A
3. Accessible and free from external leaks? ¥ Yes  'No " N/A
4. Provided with appropriate wrenches? 7 Yes: No ¥ N/A
5. Provided with appropriate identification? ¥ Yesi 'No™ N/A
b. Gauges on system in good condition and ¥ Yes” No " N/A

showing normal water supply pressure?

¢. Alarm valve free from physical damage, ) )

trim in correct (open or closed) position and . Yes. . Nov N/A
no leakage from retarding chamber or drains?

3. Quarterly Inspection Items (in addition to above items)

a. Fire department connections visible,
accessible, couplings and swivels not
damaged, gaskets in place and in good
condition, plugs and caps are okay,
identification sign(s) in place, check valve is
not leaking, clapper in place and operating
properly and automatic drain valve in place
and operating properly?

(If plugs or caps are not in place, inspect
interior for obstructions)

b. Hydraulic nameplate (calculated systems)
secu¥cly attached to riser and Iegible}?, Y Yes..No™ N/A
c. Alarm & supervisory devices not
damaged?

d. Pressure reducing valves in open position,
not leaking, with downstream pressure per
design critgeria, and in good condition with Yes . NoW'N/A
handwheels not broken?

4. Annual Inspection Items (in addition to above items)

Not applicable

5. Fifth Year Inspection Items (in addition to above items)

Not applicable

B. Testing - Report any failures in the Comments for this form

1. Quarterly Tests

a. Mechanical waterflow alarm devices
passed tests (alarms actuated and flow
observed)?

b. Main drain test for system downstream of backflow device or
pressure reducing valve:

¥ Yes' "No!" N/A

¥ Yes._No N/A

¥ Yes No " N/A

1. Record static pressure (psi) and residual pressure(psi):

Page 2 of 6



Protegis Fire & Safety

Q?/ PROTEGIS

2801 East S.R. 60
Valrico, FL. 33594
Phone: 877-662-3473

System | Static | Residual | Comments ‘
== == : ,
| Riser-A 155 125 H
Riser-B | 155 125 | |
. [
| Riser-C 155 125 i
}»REr—D 155 B | 125 ‘
Riser-E 155 125 |
|«
| Riser-F 155 l 125 l
2. Was flow observed? Y Yes 'No . N/A
3. Are results comparable to previous tests? ¥'Yes No "N/A
2. Semiannual Tests (in addition to previous items)
Not applicable
3. Annual Tests (in addition to previous items)
Not applicable
4. Tests for every fifth year (in addition to appropriate items)
Not applicable

C. Maintenance

1. Regular Maintenance Items

a, If any sprinkler failed the sampling testing
of Parts IL.B.3.d, e, f, g or h of this form,
_were all sprinklers represented by that sample
replaced?

b. If sprinklers have been replaced, were they : L
proper replacements? Yes|_iNo¥'N/A
¢. Marine systems normally having fresh
‘water were drained and refilled twice if raw
water got into the system?

" Yes . Nov'N/A

d. Heat tape inspected per manufacturer's - ;
instructions? Yes  No« N/A
&. If any of the following were discovered,

‘was an obstruction investigation conducted? "Yes ‘No N/A

Explain reason(s) and obstruction

investigation findings in the Comments

i Defective intake screen on pump supplied from open sources

2. Obstructive material discharged during flow tests

3. Foreign material in dry-pipe valves, check valves or pumps

4. Foreign material in water during drain test or plugging of inspector’s
test connection

5. Plugging of pipe or sprinklers found during activation or work

6. Record of broken mains in the vicinity

7. Abnormally frequent false-tripping of dry-pipe valves

8. Failure to flush yard piping or surrounding mains following new
installation or repairs

9. System is returned to service after an extended period of time out of
service (more than one year)

10. There is reason to believe the system contains sodium silicate or its
derivatives or highly corrosive fluxes in copper pipe

1. Raw water was pumped into the fire department connection

12. Pinhole leaks

f. If conditions were found that required
flushing, was flushing of the system
conducted?

g. Was a drain test conducted after opening ¥ Yes
any closed valves? -
h. Adjusted, repaired, reconditioned or
replaced components had the associated tests
and/or inspections performed?

2: Annual Maintenance Items (in addition to previous items)
Not applicable

Part III - Comments

Any "No" answers, test fuilures or other problems found with the
sprinkler system must be explained using the comment specific for
éach question. Additional comments can be added here.

Please see the summary section at the top of the form for the
comments,

Yes. 'No ¥ N/A

No 'N/A

Part IV - Inspector's Information
Inspected By _ Gabriel Dorta

I state that the information on this form is correct at the time and place
of my inspection, and that all equipment tested at this time was left in
operating condition upon completion of this inspection except as noted

in the Comments.

Signature of Inspector
Date 3/18/2021

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11
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Protegis Fire & Safety

W PROTEGIS i

Phone: 877-662-3473

Our Inspection of your Fire Protection System(s) is to ensure that the system components are in good working order
based upon the National Fire Protection Association’s (NFPA) Publication 25, “Inspection, Testing, and
Maintenance of Water Based Fire Protection Systems”; currently adopted edition; (NFPA) Publication 72, “Fire
Alarm Systems”; currently adopted addition; and/or Florida Fire Prevention Code (FFPC), as applicable.

The applicable code inspcction requires that we assume your system is/was installed to meet the proper sprinkler /
alarm / Fire Protection System coverage requirements of the applicable code. Occasionally we observe coverage
conditions that are outside our scope of our inspection which we want to bring to your attention. These conditions
may exist for any number of reasons including, but not limited to, the age of your system(s), changes in the design
or occupancy of your facility, changes in the usage of a particular area(s), revisions of industry standards, and/or
changes in the adopted Building Code(s). As a Property Owner or Manager you are responsible for maintaining your
sprinkler system and keeping up with changes in occupancy. Accordingly, we present our observations of applicable
code coverage issues to aid you as the Building Owner or Manager.

Items listed are sometimes not necessarily part of a NFPA 25, 72, or FFPC Inspection and may be outside of the
scope of our inspection contract with you. The identification of these items does not constitute a design review or
engineering analysis of your system(s). These items were noticed during an inspection of your Fire Protection
System(s) performed in accordance with the applicable codes, however may not be part of the inspection
requirements of the inspection contracted to perform, Florida Fire Service, Inc. makes no guarantees or assurance
that any or all design, engineering defects, or system deficiencies have been detected.

Pursuant to Florida Fire Protection Code, currently adopted addition, Florida Fire Service, Inc. (FFS) must notify the
Authority Having Jurisdiction (AHJ) of any deficiencies found/determined within the timeframe allowed by such
applicable code. Please feel free to ask your FFS representative about required timelines for reporting to your local

AHJ.
If FFS provides a proposal for the repairs/corrections of said deficiencies, it is intended as a courtesy and not a

requirement,

Providing Florida with Fast, Professional, and Affordable Systems and Service since 1987

EXTINGUISHERS - EMERGENCY LIGHTING - FIRE ALARMS — FIRE HYDRANTS - FIRE SPRINKLERS - BACKFLOWS — FIRE
SUPPRESSION SYSTEMS - NURSE CALL SYSTEMS — EMERGENCY COMIMUNICATIONS

State Licenses: 90153500012007, FPC11-000028, PS -59194500012005-EF20000861

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11
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v Protegis Fire & Safety
“ 2801 East S.R. 60
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Phone: 877-662-3473

m FFm Florida Fire Sprinkler Association
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i e
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Important Announcement to Florida Fire Sprinkler Contractors

The Rules of the Florida State Fire Marshal in Chapter 69A-46 FIRE PROTECTION SYSTEM CONTRACTORS
AND SYSTEMS were revised and became effective on 7/19/2016. The new rules are available at
www.flrules.org/gateway/ChapterHome.asp?Chapter=69A-46

There were a multitude of changes to 69A. The purpose of this memo is to assist you with a quick view
of important changes related to Inspections of Water Based Fire Protection Systems, It is recommended
that Contractors educate inspection customers with the new State Fire Marshall Rules and their
responsibilities.

NEW/EXPANDED DEFINITIONS: (69A-46.030)

®  There are now definitions for a Deficiency, Critical Deficiency, Noncritical Deficiency and
Impairment.

* NFPA 25 requires that sprinkler heads be tested at different intervals. Failure to have that
testing performed according to the prescribed frequency constitutes a Critical Deficiency (RED
TAG)

¢ NFPA 25 also requires various testing to be done at 3 & 5 year intervals. Failure to perform 3 &
5 year testing requirements constitutes a Non-Critical Deficiency (YELLOW TAG)

NEW SPRINKLER SYSTEMS: (69A-46.040)

¢ Newly installed Fire Protection Systems are NOT required to have an inspection tag affixed until
the 1% inspection of that system is due and performed. (69A-46.040)

TAG RELATED CHANGES: (69A-46.041)

¢ The rule now requires systems to be tagged with Green Compliance, Yellow Non Compliance
{Non-Critical) or Red Non Compliance (Critical or Impairment) tags.

s Tags are now only allowed to be affixed to the main water control valve of each system and not
the riser. i.e. A multi floor building with individual floor control valves requires a tag on each
control valve at each floor. The same building designed without floor control assemblies only
requires a single tag to be affixed to the systems main control valve.

¢ Each Sprinkler System, Standpipe System, Fire Hydrant, Fire Pump, Water Storage Tank and
Water Mist system must be individually tagged.

®  With the exception of 3 & 5 year tags all tags are to only remain on the system for one year.
Therefore at any given time for quarterly inspections there should be no more than 4 tags
affixed (2quarterly, 1 semi-annual & 1 annual) per system..

» Clarification to tagging after deficiencies repairs. Contractors are not required to re-inspect or
retag the system until the next scheduled inspection.

*  The rule now clarifies that a Green Compliance Tag cannot be affixed to systems with existing
deficiencies or impairments from previous inspections.

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11 Page 5 of 6
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NOTIFICATIONS

The new rule puts more responsibility on the Owner. The Owner is required to notify tenants of all
deficiencies or impairments.

e Compliant Systems (GREEN TAG): The inspecting Contractor must notify the Building Owner or
Authorized Representative by copy of the NFPA Inspection Report within 30 days of the
inspection.

» Non-Critical Deficiencies (YELLOW TAG): The Inspecting Contractor must notify the Building
Owner or Authorized Representative by copy of the NFPA Inspection Report within 30 days of
the inspection, if the Inspecting Contractor hasn’t been contracted to complete the repairs
within 90 days of the inspection or notified that another licensed contractor performed the
repairs, the Inspecting Contractor must notify the Authority Having Jurisdiction.

s Critical Deficiencies (RED TAG): The Inspecting Contractor must notify the Building Owner or
Authorized Representative within 24 hours of the inspection. If the Inspecting Contractor hasn’t
been contracted to complete the repairs within 30 days of the inspection or notified that
another licensed contractor performed the repairs, the Inspecting Contractor must notify the
Authority Having Jurisdiction,

¢ Impairment (RED TAG): The Inspecting Contractor must notify the Building Owner or Authorized
Representative within 24 hours of the inspection and must notify the Authority Having
Jurisdiction within 72 hours of the inspection if the repairs have not been completed.

RECORDS

e Contractors are required to maintain all Inspection, Service and Maintenance records for 10
years.

¢ Inspection report provided to the AH/ shall be in a format mutually determined between the
Contractor and AHJ. AHJ cannot implement a 3 party reporting format without mutual
agreement with the Contractor.

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11
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Form for Inspection, Testing and Maintenance of
Wet Pipe Fire Sprinkler Systems

Location Code:
Contact:

Contact Address:

Phone:
Email;

Property Evaluated:

Description:

LAQIMYL
Col. Robert Bargholz

1201 ORIENT ROAD
TAMPA, FL 33619

813-352-9333

HCSO ORIENT ROAD JAIL (Detention
and Correctional)

1201 ORIENT ROAD

TAMPA, FL 33619

Wet (Bldg.3)

\

Company:
Address:

Company Phone:

Inspector:

Date of Work:

Frequency:

PROTEGIS

Protegis Fire & Safety

2801 East S.R. 60
Valrico, FL 33594

877-662-3473

Gabriel Dorta
EF-2000861 FP120-FP120-000058

3/18/2021

Quarterly

Attached Files

NFPA 25 72 fpc disclosure.pdf  48.1kB
A_Breakdown_of Changes to_69A-46.pdf 0.1MB

Deficiency Summary

There are no reported deficiencies for this submission

General Comments

There are no general comments for this submission

Protegis Fire & Safety, 2801 East S.R. 60, Valrico, FL, 33594 Phone: 877-662-3473
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Protegis Fire & Safety

2801 East S.R. 60
Valrico, FL 33594

\8; PROTEGIS

Phone: 877-662-3473

Form for Inspection, Testing and Maintenance of

Wet Pipe Fire Sprinkler Systems

This form covers the minimum requirements of NFPA 25-2011 for
wet pipe fire sprinkler systems connected to water supplies without
tanks or fire pumps. Separate forms are available for fire pumps, tanks,
hose connections, and other fire protection systems. More frequent
inspection, testing, and maintenance may be necessary depending on
the conditions of the occupancy and the water supply.

Notes:

1. All questions are to be answered Yes, No, or Not Applicable. All
"No" answers are to be explained in the Comments for this form.
Inspection, Testing and Maintenance are to be performed with
water supplies (including fire pumps) in service, unless the
impairment procedures of Chapter 15 of NFPA 25 are followed.

The work covered on this form is (select Quarterly

one):
Date of Work 3/18/2021

All vesponses refer to the current work (inspection, testing and
maintenance) performed on this date.

Owner:

Col. Robert Bargholz
Owner's Phone Number:
813-352-9333

Owner's Address:

1201 ORIENT ROAD, TAMPA, FL, 33619

Property Being Evaluated:

HCSO ORIENT ROAD JAIL (Detention and Correctional)
Property Address:

1201 ORIENT ROAD, TAMPA, FL, 33619
System(s):

Wet (Bldg.3)

2.

!_4" Riser-A Pod 3A IT/AUX On Riser & JC-02 of Pod 3A ‘
| 4" Riser-B Pod 3B IT/AUX On Riser & JC-02 of Pod 3B .
|,4" Riser-C Pod 3C IT/AUX On Riser & JC-02 of Pod 3C |
4" Riser-D Pod 3D IT/AUX On Riser & JC-02 of Pod 3D :
4" Riser-1st Fl Corr. IT On Riser {

| 4" Riser-2nd F1 Corr. IT Orl Riser
Part I - Owner's Section

A. Is the building occupied? ¥ Yes. No
B. Has the occupancy and hazard of contents ¥ Yes . No
remained the same since the last inspection? -

C. Are all fire protection systems in service? # Yes _No
D. Has the system remained in service

without modification since the last ¥ Yes.. No
inspection?

E. Was the system free of actuation of ¥ Yes  No

devices or alarms since the last inspection?
Owner or Representative
Signature

CPL. Robert Bargholz
No Signature Available

Date 3/18/2021

Part II - Inspector's Section
A. Inspections
1. Weekly Items

a. Control valves (including backflow

preventer isolation valves) supervised with = .
seals passed inspection in accordance with t.Yes. No¥ N/A
II.LA.2.a below? ~

b. Relief port on RPZ not continuously -
discharging? Yes No« N/A

2. Monthly Inspection Items (in addition to above items)

a. Control valves and valves on backflow preventers with locks or
electrical supervision:

1. In correct (open or closed) position? [ Yes Now N/A
2. Lock or supervision in place? v Yes ' 'No " N/A
3. Accessible and free from external leaks? v Yes No' N/A
4, Provided with appropriate wrenches?  Yes ' No¥ N/A
5. Provided with appropriate identification? ¥ Yes{ "No . :N/A
b. Gauy, n system in good condition an e N
shgwinée;grnfezl water sﬁgplycgre(:sure? ‘ Y Yes: Nol. N/A
c. Alarm valve free from physical damage, n

trim in correct (open or closed) position and “Yes . No N/A

no leakage from retarding chamber or drains?
3. Quarterly Inspection Items (in addition to above items)

a. Fire department connections visible,
accessible, couplings and swivels not
damaged, gaskets in place and in good
condition, plugs and caps are okay,
identification sign(s) in place, check valve is
not leaking, clapper in place and operating
properly and automatic drain valve in place
and operating properly?

(If plugs or caps are not in place, inspect
interior for obstructions)

b. Hydraulic nameplate (calculated systems)
securely attached to riser and legible?

c. Alarm & supervisory devices not
damaged?

d. Rressure reducing valves in open position,
not leaking, with downstream pressure per
design criteria, and in good condition with :
handwheels not broken?

4. Annual Inspection Items (in addition to above items)
Not applicable

5. Fifth Year Inspection Items (in addition te above items)

Not applicable
B. Testing - Report any failures in the Comments for this form

1. Quarterly Tests

a. Mechanical waterflow alarm devices
passed tests (alarms actuated and flow
observed)?

b. Main drain test for system downstream of backflow device or
pressure reducing valve:

¥ Yes No' N/A

¥ Yes "No "N/A

Yes . No ¥ N/A

¥ Yes No 'N/A

1. Record static pressure (psi) and residual pressure(psi):

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11
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G Protegis Fire & Safety

\\V? PROTEGIS

2801 East S.R. 60
Valrico, FL 33594
Phone: 877-662-3473

System Static l Residual |l Comments 1
Riser-A 155 125 | |
Riser-B 155 1125 “
Riser-C 155 125 {
Riser-D 155 125 !
| Riser-E I 155 125 J
| Riser-F 155 125 |

2, Was flow observed? ¥ Yes _'No | N/A
3. Are results comparable to previous tests? ¥ Yes No NA
2, Semiannual Tests (in addition te previous items)

Not applicable

3. Annual Tests (in addition to previous items)

Not applicable

4. Tests for every fifth year (in addition to appropriate items)

Not applicable

C. Maintenance

1. Regular Maintenance Items

a. If any sprinkler failed the sampling testing

of Parts IL.B.3.d, ¢, f, g or h of this form, -
were all sprinklers represented by that sample Yes . No¥'N/A
replaced?

b. If sprinklers have been replaced, were they Yes No v'N/A

proper replacements?
¢. Marine systems normally having fresh

water were drained and refilled twice if raw “"Yes No¥'N/A
-water got into the system?

d. Heat tape inspected per manufacturer's 7
instructions? .Yes 'Noy N/A
e.If any of the following were discovered,

‘was an obstruction investigation conducted? Yes Nov N/A

Explain reason(s) and obstruction

investigation findings in the Comments

1. Defective intake screen on pump supplied from open sources

2. Obstructive malerial discharged during flow tests

3. Foreign material in dry-pipe valves, check valves or pumps

4. Foreign material in water during drain test or plugging of inspector's
test connection

5. Plugging of pipe or sprinklers found during activation or work

6. Record of broken mains in the vicinity

7. Abnormally frequent false-tripping of dry-pipe valves

8. Failure to flush yard piping or surrounding mains following new
installation or repairs

9. System is returned to service after an extended period of time out of
service (more than one year)

10. There is reason to believe the system contains sodium silicate or its
derivatives or highly corrosive fluxes in copper pipe

11. Raw water was pumped into the fire department connection

12, Pinhole leaks

f. If conditions were found that required
flushing, was flushing of the system
conducted?

g Was a drain test conducted after opening
any closed valves?

h. Adjusted, repaired, reconditioned or
replaced components had the associated tests
and/or inspections performed?

27 Annual Maintenance Items (in addition to previous items)
Not applicable

Part III - Comments

Any "No" answers, test failures or other problems found with the
sprinkler system must be explained using the comment specific for
¢ach question. Additional comments can be added here.

Please see the summary section at the top of the form for the
comments

Yes "No ¥ N/A

¥ Yes "No N/A

" Yes Now N/A

Part IV - Inspector's Information
Inspected By Gabriel Dorta

I state that the information on this form is correct at the time and place
of my inspection, and that all equipment tested at this time was left in
operating condition upon completion of this inspection except as noted

in the Comments.

Signature of Inspector
Date 3/18/2021

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11
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. v Protegis Fire & Safety
N 2801 East S.R. 60
V meTEG'S Valrico?sFL 33594

Phone: 877-662-3473

Our Inspection of your Fire Protection System(s) is to ensure that the system components are in good working order
based upon the National Fire Protection Association’s (NFPA) Publication 25, “Inspection, Testing, and
Maintenance of Water Based Fire Protection Systems™; currently adopted edition; (NFPA) Publication 72, “Fire
Alarm Systems”; currently adopted addition; and/or Florida Fire Prevention Code (FFPC), as applicable.

The applicable code inspection requires that we assume your system is/was installed to meet the proper sprinkler /
alarm / Fire Protection System coverage requirements of the applicable code. Occasionally we observe coverage
conditions that are outside our scope of our inspection which we want to bring to your attention. These conditions
may exist for any number of reasons including, but not limited to, the age of your system(s), changes in the design
or occupancy of your facility, changes in the usage of a particular area(s), revisions of industry standards, and/or
changes in the adopted Building Code(s). As a Property Owner or Manager you are responsible for maintaining your
sprinkler system and keeping up with changes in occupancy. Accordingly, we present our observations of applicable
code coverage issues to aid you as the Building Owner or Manager.

Iterns listed are sometimes not necessarily part of a NFPA 25, 72, or FFPC Inspection and may be outside of the
scope of our inspection contract with you. The identification of these items does not constitute a design review or
engineering analysis of your system(s). These items were noticed during an inspection of your Fire Protection
System(s) performed in accordance with the applicable codes, however may not be part of the inspection
requirements of the inspection contracted to perform. Florida Fire Service, Inc. makes no guarantees or assurance
that any or all design, engineering defects, or system deficiencies have been detected.

Pursuant to Florida Fire Protection Code, currently adopted addition, Florida Fire Service, Inc. (FFS) must notify the
Authority Having Jurisdiction (AHJ) of any deficiencies found/determined within the timeframe allowed by such
applicable code. Please feel free to ask your FFS representative about required timelines for reporting to your local

AHJL.
If FFS provides a proposal for the repairs/corrections of said deficiencies, it is intended as a courtesy and not a

requirement,

Providing Florida with Fast, Professional, and Affordable Systems and Service since 1987

EXTINGUISHERS — EMERGENCY LIGHTING - FIRE ALARMS - FIRE HYDRANTS - FIRE SPRINKLERS - BACKFLOWS - FIRE
SUPPRESSION SYSTEMS - NURSE CALL SYSTEMS ~ EMERGENCY COMMUNICATIONS

State Licenses: 90153500012007, FPC11-000028, PS -59194500012005-EF20000861

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11 Page 4 of 6



v Protegis Fire & Safety
iy 2801 East S.R. 60
v mpDTEGlS Valrico, FL 33594

Phone: 877-662-3473

m Fm Florida Fire Sprinkler Association

Flotids Firs Sprinkler Assodmlm int, And
gl
American Fire Sprinkler Association, FL

AFSA-FL

Important Announcement to Florida Fire Sprinkler Contractors

The Rules of the Florida State Fire Marshal in Chapter 69A-46 FIRE PROTECTION SYSTEM CONTRACTORS
AND SYSTEMS were revised and became effective on 7/19/2016. The new rules are available at
www. flrules.org/gateway/ChapterHome.asp?Chapter=69A-46

There were a multitude of changes to 69A. The purpose of this memo is to assist you with a quick view
of important changes related to Inspections of Water Based Fire Protection Systems, It is recommended
that Contractors educate inspection customers with the new State Fire Marshall Rules and their
responsibilities.

NEW/EXPANDED DEFINITIONS: (69A-46.030)

® There are now definitions for a Deficiency, Critical Deficiency, Noncritical Deficiency and
Impairment.

® NFPA 25 requires that sprinkler heads be tested at different intervals. Failure to have that
testing performed according to the prescribed frequency constitutes a Critical Deficiency (RED
TAG)

* NFPA 25 also requires various testing to be done at 3 & 5 year intervals. Failure to perform 3 &
5 year testing requirements constitutes a Non-Critical Deficiency (YELLOW TAG)

NEW SPRINKLER SYSTEMS: (69A-46.040)

® Newly installed Fire Protection Systems are NOT required to have an inspection tag affixed until
the 1" inspection of that system is due and performed. (69A-46.040)

TAG RELATED CHANGES: (69A-46.041)

® The rule now requires systems to be tagged with Green Compliance, Yellow Non Compliance
{Non-Critical) or Red Non Compliance {Critical or Impairment) tags.

* Tags are now only allowed to be affixed to the main water control valve of each system and not
the riser. i.e. A multi floor building with individual floor control valves requires a tag on each
control valve at each floor. The same building designed without floor control assemblies only
requires a single tag to be affixed to the systems main contral valve.

e Each Sprinkler System, Standpipe System, Fire Hydrant, Fire Pump, Water Storage Tank and
Water Mist system must be individually tagged.

e With the exception of 3 & 5 year tags all tags are to only remain on the system for one year.
Therefore at any given time for quarterly inspections there should be no more than 4 tags
affixed {2quarterly, 1 semi-annual & 1 annual) per system..

¢ Clarification to tagging after deficiencies repairs. Contractors are not required to re-inspect or
retag the system until the next scheduled inspection.

¢ The rule now clarifies that a Green Compliance Tag cannot be affixed to systems with existing
deficiencies or impairments from previous inspections.

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11 Page 5 of 6



v Protegis Fire & Safety
b 2801 East S.R. 60
v mmDTEG’S Valrico, FL 33594

Phone: 877-662-3473

-@ FF& Florida Fire Sprinkler Association

e
Fiorida Firo Sprnkder Assoctatian, e, And / AFSA-FL

rinkler .. AE
American Fire Sprinkler Association, FL

NOTIFICATIONS

The new rule puts more responsibility on the Owner. The Owner is required to notify tenants of all
deficiencies or impairments.

¢ Compliant Systems (GREEN TAG): The Inspecting Contractor must notify the Building Owner or
Authorized Representative by copy of the NFPA Inspection Report within 30 days of the
inspection.

* Non-Critical Deficiencies (YELLOW TAG): The Inspecting Contractor must notify the Building
Owner or Authorized Representative by copy of the NFPA Inspection Report within 30 days of
the inspection, if the Inspecting Contractor hasn’t been contracted to complete the repairs
within 90 days of the inspection or notified that another licensed contractor performed the
repairs, the Inspecting Contractor must notify the Authority Having Jurisdiction.

e (Critical Deficiencies (RED TAG): The Inspecting Contractor must notify the Building Owner or
Authorized Representative within 24 hours of the inspection. If the inspecting Contractor hasn’t
been contracted to complete the repairs within 30 days of the inspection or notified that
another licensed contractor performed the repairs, the Inspecting Contractor must notify the
Authority Having Jurisdiction.

e Impairment (RED TAG): The Inspecting Contractor must notify the Building Owner or Authorized
Representative within 24 hours of the inspection and must notify the Authority Having
Jurisdiction within 72 hours of the inspection if the repairs have not been completed.

RECORDS

e Contractors are required to maintain all Inspection, Service and Maintenance records for 10
years.

® Inspection report provided to the AHJ shall be in a format mutually determined between the
Contractor and AHJ, AHJ cannot implement a 3™ party reporting format without mutual
agreement with the Contractor.

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11
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Form for Inspection, Testing and Maintenance of
Wet Pipe Fire Sprinkler Systems

Location Code:
Contact:

Contact Address:

Phone:
Email:

Property Evaluated:

Description:

LAQIMYL
Col. Robert Bargholz

1201 ORIENT ROAD
TAMPA, FL 33619

813-352-9333

HCSO ORIENT ROAD JAIL (Detention
and Correctional)

1201 ORIENT ROAD

TAMPA, FL 33619

Wet (Bldg.4)

\ 2

Company:
Address:

Company Phone:

Inspector:

Date of Work:

Frequency:

PROTEGIS

Protegis Fire & Safety

2801 East S.R. 60
Valrico, FL 33594

877-662-3473

Gabriel Dorta
EF-2000861 FP120-FPI120-000058

3/17/2021
Quarterly

Attached Files

NFPA 25 72 fpc disclosure.pdf 48.1kB
A_Breakdown_of Changes to 69A-46.pdf 0.1MB

Deficiency Summary

There are no reported deficiencies for this submission

General Comments

There are no general comments for this submission

Protegis Fire & Safety, 2801 East S.R. 60, Valrico, FL, 33594 Phone: 877-662-3473

Page 1 of 6



Protegis Fire & Safety

\\Vy PROTEGIS

2801 East S.R. 60
Valrico, FL 33594
Phone: 877-662-3473

Form for Inspection, Testing and Maintenance of

Wet Pipe Fire Sprinkler Systems

This form covers the minimum requirements of NFPA 25-2011 for

wet pipe fire sprinkler systems connected to water supplies without

tanks or fire pumps. Separate forms are available for fire pumps, tanks,

hose connections, and other fire protection systems. More frequent

inspection, testing, and maintenance may be necessary depending on

the conditions of the occupancy and the water supply.

Notes:

1. All questions are to be answered Yes, No, or Not Applicable. All
"No" answers are to be explained in the Comments for this form.,

2. Inspection, Testing and Maintenance are to be performed with
water supplies (including fire pumps) in service, unless the
impairment procedures of Chapter 15 of NFPA 25 are followed.

(1;" l}:;:)?)vork covered on this form is (select Quarterly
Date of Work 3172021
All responses refer to the current work (inspection, testing and
maintenance) performed on this date.

Owner:

Col. Robert Bargholz

Owner's Phone Number:

813-352-9333 -
Owner's Address:

1201 ORIENT ROAD, TAMPA, FL, 33619 R

Property Being Evaluated:
HCSO ORIENT ROAD JAIL (Detention and Correctional )
Property Address:

1201 ORIENT ROAD. TAMPA, FL. 33619

System(s):
Wet (Bldg.4)

| 4" Riser-A Pod A, IT/AUX On Riser & JC-02 of Pod 4A

| 4" Riser-B Pod B, IT/AUX On Riser & JC-02 of Pod 4B
| 4" Riser-C Pod C, IT/AUX On Riser & JC-02 of Pod 4C

4" Riser-D Pod D, IT/AUX On Riser & J C-02 of Pod 4D
‘_4: Riser-E 1st F1 Corr, IT/AUX On Riser-No AUX

4" Riser-B 2nd F1 Corr, IT/AUX On Riser-No AUX

Part I - Owner's Section

A. Is the building occupied? ¥ Yes ' No
B. Has the occupancy and hazard of contents ¥ Yes ™ No
remained the same since the last inspection? o

C. Are all fire protection systems in service? ¥ Yes ' _No
D. Has the system remained in service
without modification since the last ¥ Yes .No
inspection?

E. Was the system free of actuation of ¥ Yes " No

devices or alarms since the last inspection?
Owner or Representative
Signature

CPL. Robert Bargholz

No Signature Available

Date _ 3/17/2021

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11

Part II - Inspector's Section

A. Inspections

1. Weekly Items

a. Control valves (including backflow

preventer isolation valves) supervised with N
seals passed inspection in accordance with - Yes. No¥ N/A
IL.A.2.a below?

b. Relief port on RPZ not continuously .y
discharging? Yes. Now N/A
2, Monthly Inspection Items (in addition to above items)

a. Control valves and valves on backflow preventers with locks or
electrical supervision:

1. In correct (open or closed) position? " Yes Now N/A
2. Lock or supervision in place? ¥ Yes "No. N/A
3. Accessible and free from external leaks? ¥ Yes 'No N/A
4. Provided with appropriate wrenches? " Yes ‘No« N/A
5. Provided with appropriate identification? ¥'Yes” 'No. N/A
b. Gauges on system in good condition and ¥ Yes” No™ N/A

showing normal water supply pressure?

¢. Alarm valve free from physical damage, - B ]

trim in correct (open or closed) position and " Yes: No¥ N/A
no leakage from retarding chamber or drains?

3. Quarterly Inspection Items (in addition to above items)

a, Fire department connections visible,

accessible, couplings and swivels not

damaged, gaskets in place and in good

condition, plugs and caps are okay,

identification sign(s) in place, check valve is v :

not leaking, clapper in place and operating Y Yes. No' N/A
properly and automatic drain valve in place

and operating properly?

(If plugs or caps are not in place, inspect

interior for obstructions)

b. Hydraulic nameplate (calculated systems) >
sccu)r,cly attached to riser and legible? ¥ Yes: No' N/A

c. Alarm & supervisory devices not =
damaged? Y'Yes No. . NA
d. Pressure reducing valves in open position,

not leaking, with downstream pressure per " Yes “No#¥ N/A

design criteria, and in good condition with
handwheels not broken?
4. Annual Inspection Items (in addition to above items)

Not applicable
5. Fifth Year Inspection Items (in addition to above items)

Not applicable
B. Testing - Report any failures in the Comments for this form

1. Quarterly Tests

a. Mechanical waterflow alarm devices
passed tests (alarms actuated and flow
observed)?

b. Main drain test for system downstream of backflow device or
pressure reducing valve:

¥ Yes. " No N/A

1. Record static pressure (psi) and residual pressure(psi):

Page 2 of 6



\Q'? PROTEGIS

Protegis Fire & Safety

2801 East S.R. 60
Valrico, FL. 33594

Phone: 877-662-3473

! System | Statie

|I Residual [

Comments |

! 125

‘ Riser-A ‘ 155

‘Riser-B 155 125

| Riser-C 155 125

Riser-D 155 125

125

| Riser-E 155
| !

| Riser-F 1155 [ 125

2. Was flow observed?
3. Are results comparable to previous tests?

v Yes
v Yes

2. Semiannual Tests (in addition to previous items)

Not applicable

3. Annual Tests (in addition to previous items)

Not applicable

No _N/A

‘No

4. Tests for every fifth year (in addition to appropriate items)

Not applicable

C. Maintenance

1. Regular Maintenance Items

a. If any sprinkler failed the sampling testing
of Parts I.B.3.4, e, f, g or h of this form,
were all sprinklers represented by that sample
replaced?

b. If sprinklers have been replaced, were they
proper replacements?

¢. Marine systems normally having fresh
water were drained and refilled twice if raw
-water got into the system?

d. Heat tape inspected per manufacturer's
instructions?

e. If any of the following were discovered,
was an obstruction investigation conducted?
Explain reason(s) and obstruction
investigation findings in the Comments

Yes

" Yes®

~Yes

Yes®

.No ¥ N/A

No ¥'N/A

No ¥ N/A

‘No ¥ N/A

"No v N/A

1. Defective intake screen on pump supplied from open sources
2. Obstructive material discharged during flow tests
3. Foreign material in dry-pipe valves, check valves or pumps

4. Foreign material in water during drain test or plugging of inspector's

test connection

5. Plugging of pipe or sprinklers found during activation or work

6. Record of broken mains in the vicinity

7. Abnormally frequent false-tripping of dry-pipe valves
8. Failure to flush yard piping or surrounding mains following new

installation or repairs

9. System is returned to service after an extended period of time out of

Service (more than one year)

10. There is reason to believe the system contains sodium silicate or its
derivatives or highly corrosive fluxes in copper pipe
11. Raw water was pumped into the fire department connection

12. Pinhole leaks

f. If conditions were found that required
flushing, was flushing of the system
conducted?

8- Was a drain test conducted after opening
any closed valves?

h. Adjusted, repaired, reconditioned or
replaced components had the associated tests
and/or inspections performed?

"Yes

Y. Yes

- Yes’

"No ¥"N/A

No "N/A

" "No ¥ N/A

2. Annual Maintenance Items (in addition to previous items)

Not applicable
Part HI - Comments

Any "No" answers, test failures or other problems found with the
sprinkler system must be explained using the comment specific for
each question. Additional comments can be added here.

Please see the summary section at the top of the form for the

comments

Part IV - Inspector's Information
Inspected By Gabriel Dorta

I state that the information on this form is correct at the time and place
of my inspection, and that all equipment tested at this time was left in
operating condition upon completion of this inspection except as noted
in the Comments,

Signature of Inspector

3/17/2021

Date

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11

Page 3 of 6



v

v Protegis Fire & Safety
& 2801 East S.R. 60
¢ PROTEGIS e
’ Phone: 877-662-3473

Our Inspection of your Fire Protection System(s) is to ensure that the system components are in good working order
based upon the National Fire Protection Association’s (NFPA) Publication 25, “Inspection, Testing, and
Maintenance of Water Based Fire Protection Systems”; currently adopted edition; (NFPA) Publication 72, “Fire
Alarm Systems”; currently adopted addition; and/or Florida Fire Prevention Code (FFPC), as applicable.

The applicable code inspection requires that we assume your system is/was installed to meet the proper sprinkler /
alarm / Fire Protection System coverage requirements of the applicable code. Occasionally we observe coverage
conditions that are outside our scope of our inspection which we want to bring to your attention. These conditions
may exist for any number of reasons including, but not limited to, the age of your system(s), changes in the design
or occupancy of your facility, changes in the usage of a particular area(s), revisions of industry standards, and/or
changes in the adopted Building Code(s). As a Property Owner or Manager you are responsible for maintaining your
sprinkler system and keeping up with changes in occupancy. Accordingly, we present our observations of applicable
code coverage issues to aid you as the Building Owner or Manager.

Items listed are sometimes not necessarily part of a NFPA 25, 72, or FFPC Inspection and may be outside of the
scope of our inspection contract with you. The identification of these items does not constitute a design review or
engineering analysis of your system(s). These items were noticed during an inspection of your Fire Protection
System(s) performed in accordance with the applicable codes, however may not be part of the inspection
requirements of the inspection contracted to perform. Florida Fire Service, Inc. makes no guarantees or assurance
that any or all design, engineering defects, or system deficiencies have been detected.

Pursuant to Florida Fire Protection Code, currently adopted addition, Florida Fire Service, Inc. (FFS) must notify the
Authority Having Jurisdiction (AHJ) of any deficiencies found/determined within the timeframe allowed by such
applicable code. Please feel free to ask your FFS representative about required timelines for reporting to your local

AHJ.
If FFS provides a proposal for the repairs/corrections of said deficiencies, it is intended as a courtesy and not a

requirement.

Providing Florida with Fast, Professional, and Affordable Systems and Service since 1987

EXTINGUISHERS - EMERGENCY LIGHTING — FIRE ALARMS ~ FIRE HYDRANTS - FIRE SPRINKLERS - BACKFLOWS - FIRE
SUPPRESSION SYSTEMS ~ NURSE CALL SYSTEMS - EMERGENCY COMMUNICATIONS

State Licenses: 90153500012007, FPC11-000028, PS -59194500012005-EF20000861

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11 Page 4 of 6



v Protegis Fire & Safety
N 2801 East S.R. 60
V FDF:;DTEGIS Valrico, FL 33594
Phone: 877-662-3473

m FF m Florida Fire Sprinkler Association

Fiorida Fire s%ﬂ::‘ier ;\‘ssocim!on. Inc, And
American Fire Sprinkler Association, FL

“TAFSA-FL

Important Announcement to Florida Fire Sprinkler Contractors

The Rules of the Florida State Fire Marshal in Chapter 69A-46 FIRE PROTECTION SYSTEM CONTRACTORS
AND SYSTEMS were revised and became effective on 7/19/2016. The new rules are available at
www.flrules.org/gateway/ChapterHome.asp?Chapter=69A-46

There were a multitude of changes to 69A. The purpose of this memo is to assist you with a quick view
of important changes related to Inspections of Water Based Fire Protection Systems, It is recommended
that Contractors educate inspection customers with the new State Fire Marshall Rules and their
responsibilities.

NEW/EXPANDED DEFINITIONS: (69A-46.030)

¢ There are now definitions for a Deficiency, Critical Deficiency, Noncritical Deficiency and
Impairment.

¢ NFPA 25 requires that sprinkler heads be tested at different intervals. Failure to have that
testing performed according to the prescribed frequency constitutes a Critical Deficiency (RED
TAG)

* NFPA 25 also requires various testing to be done at 3 & 5 year intervals. Failure to perform 3 &
5 year testing requirements constitutes a Non-Critical Deficiency (YELLOW TAG)

NEW SPRINKLER SYSTEMS: {69A-46.040)

® Newly installed Fire Protection Systems are NOT required to have an inspection tag affixed until
the 1% inspection of that system is due and performed. {69A-46.040)

TAG RELATED CHANGES: (69A-46.041)

e The rule now requires systems to be tagged with Green Compliance, Yellow Non Compliance
{Non-Critical) or Red Non Compliance (Critical or Impairment) tags.

e Tags are now only allowed to be affixed to the main water control valve of each system and not
the riser. i.e. A multi floor building with individual floor control valves requires a tag on each
control valve at each floor. The same building designed without floor control assemblies only
requires a single tag to be affixed to the systems main control valve.

® Each Sprinkler System, Standpipe System, Fire Hydrant, Fire Pump, Water Storage Tank and
Water Mist system must be individually tagged.

*  With the exception of 3 & 5 year tags all tags are to only remain on the system for one year,
Therefore at any given time for quarterly inspections there should be no more than 4 tags
affixed {2quarterly, 1 semi-annual & 1 annual) per system..

e Clarification to tagging after deficiencies repairs. Contractors are not required to re-inspect or
retag the system until the next scheduled inspection.

* Therule now clarifies that a Green Compliance Tag cannot be affixed to systems with existing
deficiencies or impairments from previous inspections.

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11
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Protegis Fire & Safety

& pr_":‘\ DTE G’S 2801 East S.R. 60

Valrico, FL 33594
Phone: 877-662-3473

m FFM Florida Fire Sprinkler Association

Fiorlda Fire Spriniier Association, Inc. And
EThP QERRRL . " . . .
American Fire Sprinkler Association, FL

NOTIFICATIONS

The new rule puts more responsibility on the Owner. The Owner is required to notify tenants of all
deficiencies or impairments.

e Compliant Systems (GREEN TAG): The Inspecting Contractor must notify the Building Owner or
Authorized Representative by copy of the NFPA Inspection Report within 30 days of the
inspection.

e Non-Critical Deficiencies {YELLOW TAG): The Inspecting Contractor must notify the Building
Owner or Authorized Representative by copy of the NFPA Inspection Report within 30 days of
the inspection, if the Inspecting Contractor hasn’t been contracted to complete the repairs
within 90 days of the inspection or notified that another licensed contractor performed the
repairs, the Inspecting Contractor must notify the Authority Having Jurisdiction.

e Critical Deficiencies (RED TAG): The Inspecting Contractor must notify the Building Owner or
Authorized Representative within 24 hours of the inspection. If the Inspecting Contractor hasn’t
been contracted to complete the repairs within 30 days of the inspection or notified that
another licensed contractor performed the repairs, the Inspecting Contractor must notify the
Authority Having Jurisdiction.,

e Impairment (RED TAG): The Inspecting Contractor must notify the Building Owner or Authorized
Representative within 24 hours of the inspection and must notify the Authority Having
Jurisdiction within 72 hours of the inspection if the repairs have not been completed.

RECORDS

e Contractors are required to maintain all Inspection, Service and Maintenance records for 10
years,

e Inspection report provided to the AHJ shall be in a format mutually determined between the
Contractor and AHJ. AHJ cannot implement a 3" party reporting format without mutual
agreement with the Contractor.

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11
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Form for Inspection, Testing and Maintenance of
‘Wet Pipe Fire Sprinkler Systems

\Q'// PROTEGIS

Location Code: LAQIMYL

Contact: Col. Robert Bargholz Company: Protegis Fire & Safety
Contact Address: 1201 ORIENT ROAD Address: 2801 East S.R. 60
TAMPA, FL 33619 Valrico, FL, 33594
Phone: 813-352-9333 Company Phone: 877-662-3473
Email: Inspector: Gabriel Dorta
Property Evaluated: HCSO ORIENT ROAD JAIL (Detention EF-2000861 FP120-FP120-000058
and Correctional) Date of Work: 3/17/2021

1201 ORIENT ROAD

TAMPA, FL 33619 Frequency: Quarterly

Description: Wet (Bldg.5)

Attached Files

NFPA 25 72 fpc disclosure.pdf  48.1kB
A_Breakdown_of Changes to_69A-46.pdf 0.IMB

Deficiency Summary

There are no reported deficiencies for this submission

General Comments

There are no general comments for this submission

Protegis Fire & Safety, 2801 East S.R. 60, Valrico, FL, 33594 Phone: 877-662-3473 Page 1 of 6



Protegis Fire & Safety

Q?/ PROTEGIS

2801 East S.R. 60
Valrico, FL 33594
Phone: 877-662-3473

Form for Inspection, Testing and Maintenance of

Wet Pipe Fire Sprinkler Systems

This form covers the minimum requirements of NFPA 25-2011 for

wet pipe fire sprinkler systems connected to water supplies without

tanks or fire pumps. Separate forms are available for fire pumps, tanks,

hose connections, and other fire protection systems. More frequent

inspection, testing, and maintenance may be necessary depending on

the conditions of the occupancy and the water supply.

Notes:

L. All questions are to be answered Yes, No, or Not Applicable. All
"No" answers are to be explained in the Comments for this form.

2. Inspection, Testing and Maintenance are to be performed with
water supplies (including fire pumps) in service, unless the
impairment procedures of Chapter 15 of NFPA 25 are followed.

The work covered on this form is (select Quarterly

one):
Date of Work 3/17/2021

All responses refer to the current work (inspection, testing and
maintenance) performed on this date.

Owner:

Col. Robert Bargholz
Owner's Phone Number:
813-352-9333 o
Owner's Address:

1201 ORIENT ROAD, TAMPA. FL, 33619 -

Property Being Evaluated:

HCSO ORIENT ROAD JAIL (Detention and Correctional)

Property Address:

1201 ORIENT ROAD. TAMPA, FL. 33619

System(s):
Wet (Blde.5)

| 4" Riser-A Pod5A, IT/AUX On Riser & JC-02 of Pod SA
| 4" Riser-B Pod5B, IT/AUX On Riser & JC-02 of Pod 5B
4" Riser-C Pod5C, IT/AUX On Riser & JC-02 of Pod 5C
4" Riser-D Pod5D, IT/AUX On Riser & JC-02 of Pod 5D
4" Riser-E 1st Fl Corr, IT/AUX On Riser

4" Riser-F 2nd FI Corr. IT/AUX On Riser
Part I - Owner's Section

A. Is the building occupied? ¥ Yes No
B. Has the occupancy and hazard of contents ¥ Yes” No
remained the same since the last inspection? :

C. Are all fire protection systems in service? ¥ Yes{ _No
D. Has the system remained in service

without modification since the last ¥ Yes No
inspection?

E. Was the system free of actuation of V' Yes ™ No

devices or alarms since the last inspection?
Owner or Representative
Signature

CPL. Robert Bargholz

Date 3/17/2021

No Signature Available

Part II - Inspector’s Section
A, Inspections
1. Weekly Items

a. Control valves (including backflow

preventer isolation valves) supervised with o
seals passed inspection in accordance with - Yes . Noi N/A
I1.A.2.a below?

b. Relief port on RPZ not continuously
discharging? Yes NoV N/A

2. Monthly Inspection Items (in addition to above items)

a. Control valves and valves on backflow preventers with locks or
electrical supervision:

1. In correct (open or closed) position? © Yes  No¥ N/A
2. Lock or supervision in place? ¥ Yes No. N/A
3. Accessible and free from external leaks? ~ Yes' "No "N/A
4. Provided with appropriate wrenches? 7 Yes " No ' N/A
3. Provided with appropriate identification? ¥ Yes' No' N/A
b. Gauges on system in good condition and ¥ Yes " No~ N/A

showing normal water supply pressure?

¢. Alarm valve free from physical damage, . B B

trim in correct (open or closed) position and .. Yes . No¥w N/A
no leakage from retarding chamber or drains?

3. Quarterly Inspection Items (in addition to above items)

a. Fire department connections visible,

accessible, couplings and swivels not

damaged, gaskets in place and in good

condition, plugs and caps are okay,

identification sign(s) in place, check valve is o N

not leaking, clapper in place and operating ¥ Yes. .No' 'N/A
properly and automatic drain valve in place

and operating properly?

(If plugs or caps are not in place, inspect

interior for obstructions)

b. Hydraulic nameplate (calculated systems) - : AT
securely attached to riser and legible? ¥ Yesl.Noi. N/A

¢. Alarm & supervisory devices not g
damaged? ¥ Yes. . No' . NA
d. Pressure reducing valves in open position,

not leaking, with downstream pressure per “ Yes . No ¥ N/A

design criteria, and in good condition with

handwheels not broken?

4. Annual Inspection Items (in addition to above items)
Not applicable

5. Fifth Year Inspection Items (in addition to above items)

Not applicable
B. Testing - Report any failures in the Comments for this form

1. Quarterly Tests

a. Mechanical waterflow alarm devices
passed tests (alarms actuated and flow
observed)?

b. Main drain test for system downstream of backflow device or
pressure reducing valve:

¥ Yes No ~N/A

1. Record static pressure (psi) and residual pressure(psi):

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11

Page 2 of 6



\Q'// PROTEGIS

Protegis Fire & Safety

2801 East S.R. 60
Valrico, FL 33594

Static

Residual

Comments

%_q System |
Riser-A 150

| 125

Riser-B | 150

125

Phone: 877-662-3473

Part IV - Inspector's Information
Inspected By Gabriel Dorta

I state that the information on this form is correct at the time and place
of my inspection, and that all equipment tested at this time was left in
operating condition upon completion of this inspection except as noted

‘ Riser-C | 150 125 in the Comments.
Signature of Inspector

| Riser-D 150 125

| Riser-E 150 125 Date

| Riser-F | 150 125 |
2, Was flow observed? ¥ Yes 'No _N/A

3. Are results comparable to previous tests? ¥ Yes No _N/A
2. Semiannual Tests (in addition to previous items)
Not applicable
3. Annual Tests (in addition to previous items)
Not applicable
4. Tests for every fifth year (in addition to appropriate items)
Not applicable
C. Maintenance
1. Regular Maintenance Items

a.f If any sprinkler failed the s?rr;]pling testing

of Parts I1.B.3.d, e, f, g or h of this form,
were all sprinklers rep%esented by that sample Yes  'No¥'N/A
replaced?

b. If sprinklers have been replaced, were they Yes 'No¥*N/A
proper replacements?

¢. Marine systems normally having fresh i
water were drained and refilled twice ifraw Yes ... No ¥ N/A
water got into the system?

L 2 ! -

i(‘n Sléiaétﬁt('c)lgse?mspcctcd per manufacturer's Yes 'No ¥ N/A
¢. If any of the following were discovered,
was an obstruction investigation conducted? :
Explain reason(s) and obs%ructian Yes'/No ¥ N/A
investigation findings in the Comments

1. Defective intake screen on pump supplied from open sources
2. Obstructive material discharged during flow tests
3. Foreign material in dry-pipe valves, check valves or pumps
4. Foreign material in water during drain test or plugging of inspector's
test connection

5. Plugging of pipe or sprinklers found during activation or work
6. Record of broken mains in the vicinity
7. Abnormally frequent false-tripping of dry-pipe valves
8. Failure to flush yard piping or surrounding mains following new
installation or repairs
9. System is returned to service after an extended period of time out of
service (more than one year)

10. There is reason to believe the system contains sodium silicate or its
derivatives or highly corrosive fluxes in copper pipe

11. Raw water was pumped into the fire department connection

12. Pinhole leaks
£, If conditions were found that required
flushing, was flushing of the system ""Yes Nov N/A
conducted?

g. Was a drain test conducted after openin > N
§ny closed valves? peing ¥'Yes "No. N/A
h. Adjusted, repaired, reconditioned or i S
replaced components had the associated tests “Yes "No¥ N/A
and/or inspections performed?
2. Annual Maintenance Items (in addition to previous items)
Not applicable
Part I1I - Comments
Any "No" answers, test failures or other problems found with the
sprinkler system must be explained using the comment specific for
each question, Additional comments can be added here.
Please see the summary section at the top of the form for the
comments.

=

3/17/2021
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v Protegis Fire & Safety
h 2801 East S.R. 60
V meTEG]S ValricoilFL 33594

Phone: 877-662-3473

Our Inspection of your Fire Protection System(s} is to ensure that the system components are in good working order
based upon the National Fire Protection Association’s (NFPA) Publication 25, “Inspection, Testing, and
Maintenance of Water Based Fire Protection Systems™; currently adopted edition; (NFPA) Publication 72, “Fire
Alarm Systems”; currently adopted addition; and/or Florida Fire Prevention Code (FFPC), as applicable.

The applicable code inspection requires that we assume your system is/was installed to meet the proper sprinkler /
alarm / Fire Protection System coverage requirements of the applicable code. Occasionally we observe coverage
conditions that are outside our scope of our inspection which we want to bring to your attention. These conditions
may exist for any number of reasons including, but not limited to, the age of your system(s), changes in the design
or occupancy of your facility, changes in the usage of a particular area(s), revisions of industry standards, and/or
changes in the adopted Building Code(s). As a Property Owner or Manager you are responsible for maintaining your
sprinkler system and keeping up with changes in occupancy. Accordingly, we present our observations of applicable
code coverage issues to aid you as the Building Owner or Manager.

Ttems listed are sometimes not necessarily part of a NFPA 25, 72, or FFPC Inspection and may be outside of the
scope of our inspection contract with you. The identification of these items does not constitute a design review or
engineering analysis of your system(s). These items were noticed during an inspection of your Fire Protection
System(s) performed in accordance with the applicable codes, however may not be part of the inspection
requirements of the inspection contracted to perform. Florida Fire Service, Inc. makes no guarantees or assurance
that any or all design, engineering defects, or system deficiencies have been detected.

Pursuant to Florida Fire Protection Code, currently adopted addition, Florida Fire Service, Inc. (FFS) must notify the
Authority Having Jurisdiction (AHJ) of any deficiencies found/determined within the timeframe allowed by such
applicable code. Please feel free to ask your FFS representative about required timelines for reporting to your local

AHJ.
If FFS provides a proposal for the repairs/corrections of said deficiencies, it is intended as a courtesy and not a

requirement.

Providing Florida with Fast, Professional, and Affordable Systems and Service since 1987

EXTINGUISHERS ~ EMERGENCY LIGHTING - FIRE ALARMS - FIRE HYDRANTS ~ FIRE SPRINKLERS - BACKFLOWS — FIRE
SUPPRESSION SYSTEMS - NURSE CALL SYSTEMS - EMERGENCY COMMUNICATIONS

State Licenses: 90153500012007, FPC11-000028, PS -59194500012005-EF20000861
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v Protegis Fire & Safety
N 2801 East S.R. 60
V mmDTEGIS Valricoa,lSFL 33594

Phone: 877-662-3473

-a Fm Florida Fire Sprinkler Association /‘ﬁl

Hiorida Fire Spinidor Association, i And AFSAFL
American Fire Sprinkler Association, FL

Important Announcement to Florida Fire Sprinkler Contractors

The Rules of the Florida State Fire Marshal in Chapter 69A-46 FIRE PROTECTION SYSTEM CONTRACTORS
AND SYSTEMS were revised and became effective on 7/19/2016. The new rules are available at
www flrules.org/gateway/ChapterHome.asp?Chapter=69A-46

There were a multitude of changes to 69A. The purpose of this memo is to assist you with a quick view
of important changes related to Inspections of Water Based Fire Protection Systems. It is recommended
that Contractors educate inspection customers with the new State Fire Marshall Rules and their
responsibilities.

NEW/EXPANDED DEFINITIONS: (69A-46.030)

¢ There are now definitions for a Deficiency, Critical Deficiency, Noncritical Deficiency and
Impairment.

* NFPA 25 requires that sprinkler heads he tested at different intervals. Failure to have that
testing performed according to the prescribed frequency constitutes a Critical Deficiency (RED
TAG)

* NFPA 25 also requires various testing to be done at 3 & 5 year intervals. Failure to perform 3 &
5 year testing requirements constitutes a Non-Critical Deficiency (YELLOW TAG)

NEW SPRINKLER SYSTEMS: (69A-46.040)

¢ Newly installed Fire Protection Systems are NOT required to have an inspection tag affixed until
the 1% inspection of that system is due and performed. (69A-46.040)

TAG RELATED CHANGES: (69A-46.041)

® The rule now requires systems to be tagged with Green Compliance, Yellow Non Compliance
(Non-Critical) or Red Non Compliance (Critical or Impairment) tags.

* Tags are now only allowed to be affixed to the main water control valve of each system and not
the riser. i.e. A multi floor building with individual floor control valves requires a tag on each
control valve at each floor. The same building designed without floor control assemblies only
requires a single tag to be affixed to the systems main control valve.

® Each Sprinkler System, Standpipe System, Fire Hydrant, Fire Pump, Water Storage Tank and
Water Mist system must be individually tagged.

s With the exception of 3 & 5 year tags all tags are to only remain on the system for one year,
Therefore at any given time for quarterly inspections there should be no more than 4 tags
affixed (2quarterly, 1 semi-annual & 1 annual) per system..

e Clarification to tagging after deficiencies repairs. Contractors are not required to re-inspect or
retag the system until the next scheduled inspection.

® The rule now clarifies that a Green Compliance Tag cannot be affixed to systems with existing
deficiencies or impairments from previous inspections.

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11 Page Sof 6



v Protegis Fire & Safety
N 2801 East S.R. 60
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Phone: 877-662-3473

e
Fm Florida Fire Sprinkler Association

Fiorida Fire Sprinkier Association, Ine, And
e ERiis s
American Fire Sprinkler Association, FL

NOTIFICATIONS

The new rule puts more responsibility on the Owner. The Owner is required to notify tenants of all
deficiencies or impairments.

e Compliant Systems (GREEN TAG): The Inspecting Contractor must notify the Building Owner or
Authorized Representative by copy of the NFPA Inspection Report within 30 days of the

inspection.

* Non-Critical Deficiencies (YELLOW TAG): The Inspecting Contractor must notify the Building
Owner or Authorized Representative by copy of the NFPA Inspection Report within 30 days of
the inspection, if the Inspecting Contractor hasn’t been contracted to complete the repairs
within 90 days of the inspection or notified that another licensed contractor performed the
repairs, the Inspecting Contractor must notify the Authority Having Jurisdiction.

e Critical Deficiencies (RED TAG): The Inspecting Contractor must notify the Building Owner or
Authorized Representative within 24 hours of the inspection. If the Inspecting Contractor hasn't
been contracted to complete the repairs within 30 days of the inspection or notified that
another licensed contractor performed the repairs, the Inspecting Contractor must notify the
Authority Having Jurisdiction.

e Impairment (RED TAG): The Inspecting Contractor must notify the Building Owner or Authorized
Representative within 24 hours of the inspection and must notify the Authority Having
Jurisdiction within 72 hours of the inspection if the repairs have not been completed.

RECORDS

» Contractors are required to maintain all Inspection, Service and Maintenance records for 10
years.

e Inspection report provided to the AHJ shall be in a format mutually determined between the
Contractor and AHJ. AHJ cannot implement a 3 party reporting format without mutual
agreement with the Contractor.

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11
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Form for Inspection, Testing and Maintenance of
Wet Pipe Fire Sprinkler Systems

Location Code: LAQIMYL

Contact: Col. Robert Bargholz Company: Protegis Fire & Safety
Contact Address: 1201 ORIENT ROAD Address: 2801 East S.R. 60
TAMPA, FL 33619 Valrico, FL 33594
Phone: 813-352-9333 Company Phene: 877-662-3473
Email: Inspector: Gabriel Dorta
Property Evaluated: HCSO ORIENT ROAD JAIL (Detention EF-2000861 FP120-FP120-000058
and Correctional) Date of Work: 3/17/2021

1201 ORIENT ROAD

TAMPA, FL 33619 Frequency: Quarterly

Description: Wet (Bldg.6)

Attached Files

NFPA 25 72 fpc disclosure.pdf  48.1kB
A_Breakdown_of Changes to 69A-46.pdf 0.1MB

Deficiency Summary

There are no reported deficiencies for this submission

General Comments

There are no general comments for this submission

Protegis Fire & Safety, 2801 East S.R. 60, Valrico, FL, 33594 Phone: 877-662-3473 Page 1 of 6



Protegis Fire & Safety
2801 East S.R. 60
Valrico, FL 33594

Q?/ PROTEGIS

Phone: 877-662-3473

Form for Inspection, Testing and Maintenance of

Wet Pipe Fire Sprinkler Systems

This form covers the minimum requirements of NFPA 25-2011 for

wet pipe fire sprinkler systems connected to water supplies without

tanks or fire pumps. Separate forms are available for fire pumps, tanks,

hose connections, and other fir¢ protection systems. More frequent

inspection, testing, and maintenance may be necessary depending on

the conditions of the occupancy and the water supply.

Notes:

1. All questions are to be answered Yes, No, or Not Applicable. All
"“No" answers are to be explained in the Comments for this form.

2. Inspection, Testing and Maintenance are to be performed with
water supplies (including fire pumps) in service, unless the
impairment procedures of Chapter 15 of NFPA 25 are followed.

g‘;lg)yvork covered on this form is (select Quarterly

Date of Work 3/17/2021
All responses vefer to the current work (inspection, testing and
maintenance) performed on this date.

Owner:

Col. Robert Bargholz
Owner's Phone Number;
813-352-9333

Owner's Address:

1201 ORIENT ROAD, TAMPA, FL. 33619

Property Being Evaluated:

HCSO ORIENT ROAD JAIL (Detention and Correctional)
Property Address:

1201 ORIENT ROAD, TAMPA, FL, 33619

System(s):

Wet (Bldg.6)

4" Riser-A Pod6A, IT/AUX On Riser & JC-02 of Pod 6A
| 4" Riser-B Pod6B, IT/AUX On Riser & JC-02 of Pod 6B
'4" Riser-C Pod6C, IT/AUX On Riser & JC-02 of Pod 6C
4" Riser-D Pod6D, IT/AUX On Riser & JC-02 of Pod 6D
4" Riser-E 1st F1 Corr. IT/AUX On Riser

[4" Riser-F 2nd F1 Corr. IT/AUX On Riser |
Part I - Owner's Section
A. Is the building occupied?

B. Has the occupancy and hazard of contents ¥ Yes No
remained the same since the last inspection?

C. Are all fire protection systems in service? ¥ Yes . No
D. Has the system remained in service »
without modification since the last ¥ Yes ...No
inspection?

E. Was the system free of actuation of ¥ Yes | No

devices or alarms since the last inspection?
Owner or Representative

_CPL. Robert Bargholz

Signature No Signature Available
Date _ 31772021

Part II - Inspector's Section
A. Inspections
1. Weekly Items

a. Control valves (including backflow

preventer isolation valves) supervised with 2
seals passed inspection in accordance with Yes.. No v'N/A
I1.A.2.a below?

b. Relief port on RPZ not continuously e .
discharging? Yes! Nov'N/A

2. Monthly Inspection Items (in addition to above items)

a, Control valves and valves on backflow preventers with locks or
electrical supervision:

1. In correct (open or closed) position? " Yes! No¥ N/A
2. Lock or supervision in place? ¥ Yes' 'No N/A
3. Accessible and free from external leaks? ¥ Yes _Noi N/A
4. Provided with appropriate wrenches? " Yes T No¥'NA
5. Provided with appropriate identification? ¥ Yes. No! N/A
. system in ndition an 2 -

ShoG\jilll‘xggelslng:ngl water sﬁgg?yc;regls?ne? ‘ ¥ Yes' .No. N/A
c. Alarm valve free from physical damage, N

trim in correct (open or closed) position and Yes Nowv N/A

no leakage from retarding chamber or drains?
3. Quarterly Inspection Items (in addition to above items)

a. Fire department connections visible,
accessible, couplings and swivels not
damaged, gaskets in place and in good
condition, plugs and caps are okay,
identification sign(s) in place, check valve is
not leaking, clapper in place and operating
properly and automatic drain valve in place
and operating properly?

(If plugs or caps are not in place, inspect
interior for obstructions)

b. Hydraulic nameplate (calculated systems) - . AT F
securely attached to riser and legible’.}; ¥ Yes. No'.N/A
c. Alarm & supervisory devices not N e =
damaged? i ¥ Yes. .Noi.
d. Pressure reducing valves in open position,
not leaking, with downstream pressure per
design criteria, and in good condition with
handwheels not broken?

4, Annual Inspection Items (in addition to above items)

Not applicable

S. Fifth Year Inspection Items (in addition to above items)

Not applicable

B. Testing - Report any failures in the Comments for this form
1. Quarterly Tests

a. Mechanical waterflow alarm devices
passed tests (alarms actuated and flow
observed)?

b. Main drain test for system downstream of backflow device or
pressure reducing valve:

¥ Yesi .No _ N/A

" Yes ..

¥ Yes.” No ™" N/A

1. Record static pressure (psi) and residual pressure(psi):

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11
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Protegis Fire & Safety

\Q'? PROTEGIS

2801 East S.R. 60
Valrico, FL 33594
Phone: 877-662-3473

i_ System Static : Residual Comments
Riser-A | 140 125
‘_Rifr-s 140 125
| Riser-C | 140 125
[Riser-D 140 125
| Riser-E 140 1125 )
Riser-F | 140 |125°
2. Was flow observed? ¥ Yes 'No "IN/A
3. Are results comparable to previous tests? ¥ Yes No "N/A
2. Semiannual Tests (in addition to previous items)
Not applicable

3. Annual Tests (in addition to previous items)

Not applicable

4. Tests for every fifth year (in addition to appropriate items)

Not applicable

C. Maintenance

1. Regular Maintenance Items

a. If any sprinkler failed the sampling testing

of Parts ILB.3.d, e, f, g or h of this form, e "
were all sprinklers represented by that sample Yes L 'No ¥:N/A
replaced?

b. If sprinklers have been replaced, were they "
proper replacements? ~Yes No¥ N/A
¢. Marine systems normally having fresh _ i
water were drained and refilled twice if raw -Yes No¥ NA
water got into the system?

d. Heat tape inspected per manufacturer's N
instructions? Yes ..No¥'N/A
e. If any of the following were discovered,
was an obstruction investigation conducted?
Explain reason(s) and obstruction
investigation findings in the Comments

1. Defective intake screen on pump supplied from open sources

2, Obstructive material discharged during flow tests

3. Foreign material in dry-pipe valves, check valves or pumps

4, Foreign material in water during drain test or plugging of inspector's
test connection

5. Plugging of pipe or sprinklers found during activation or work

6. Record of broken mains in the vicinity

7. Abnormally frequent false-tripping of dry-pipe valves

8. Failure to flush yard piping or surrounding mains following new
installation or repairs

9. System is returned to service after an extended period of time out of
service (more than one year)

10. There is reason to believe the system contains sodium silicate or its
derivatives or highly corrosive fluxes in copper pipe

11. Raw water was pumped into the fire department connection

12. Pinhole leaks

L. If conditions were found that required - _
flushing, was flushing of the system 'Yes Novy.N/A
conducted? ,

¢. Was a drain test conducted after opening
-any closed valves?

h. Adjusted, repaired, reconditioned or
replaced components had the associated tests
and/or inspections performed?

2. Annual Maintenance Items (in addition to previous items)
Not applicable

Part III - Comments

Any "No" answers, test failures or other problems found with the
sprinkler system must be explained using the comment specific for
each question. Additional comments can be added here.

Please see the summary section at the top of the form for the
comments.

“Yes . Nov¥ N/A

¥ Yes  No  N/A

" Yes " No¥.N/A

Part IV - Inspector's Information
Inspected By Gabriel Dorta

I state that the information on this form is correct at the time and place
of my inspection, and that all equipment tested at this time was left in
operating condition upon completion of this inspection except as noted

in the Comments.

Signature of Inspector
Date 3/17/2021
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v Protegis Fire & Safety
N 2801 East S.R. 60
v pm DTE GIS Valrico?SFL 33594

Phone: 877-662-3473

Our Inspection of your Fire Protection System(s) is to ensure that the system components are in good working order
based upon the National Fire Protection Association’s (NFPA) Publication 25, “Inspection, Testing, and
Maintenance of Water Based Fire Protection Systems”; currently adopted edition; (NFPA) Publication 72, “Fire
Alarm Systems”; currently adopted addition; and/or Florida Fire Prevention Code (FFPC), as applicable.

The applicable code inspection requires that we assume your system is/was installed to meet the proper sprinkler /
alarm / Fire Protection System coverage requirements of the applicable code. Occasionally we observe coverage
conditions that are outside our scope of our inspection which we want to bring to your attention. These conditions
may exist for any number of reasons including, but not limited to, the age of your system(s), changes in the design
or occupancy of your facility, changes in the usage of a particular area(s), revisions of industry standards, and/or
changes in the adopted Building Code(s). As a Property Owner or Manager you are responsible for maintaining your
sprinkler system and keeping up with changes in occupancy. Accordingly, we present our observations of applicable
code coverage issues to aid you as the Building Owner or Manager.

Items listed are sometimes not necessarily part of a NFPA 25, 72, or FFPC Inspection and may be outside of the
scope of our inspection contract with you. The identification of these items does not constitute a design review or
engineering analysis of your system(s). These items were noticed during an inspection of your Fire Protection
System(s) performed in accordance with the applicable codes, however may not be part of the inspection
requirements of the inspection contracted to perform. Florida Fire Service, Inc. makes no guarantees or assurance
that any or all design, engineering defects, or system deficiencies have been detected.

Pursuant to Florida Fire Protection Code, currently adopted addition, Florida Fire Service, Inc. (FFS) must notify the
Authority Having Jurisdiction (AHJ) of any deficiencies found/determined within the timeframe allowed by such
applicable code. Please feel free to ask your FFS representative about required timelines for reporting to your local

AHJ.
IfFFS provides a proposal for the repairs/corrections of said deficiencies, it is intended as a courtesy and not a

requirement.

Providing Florida with Fast, Professional, and Affordable Systems and Service since 1987

EXTINGUISHERS — EMERGENCY LIGHTING - FIRE ALARMS — FIRE HYDRANTS — FIRE SPRINKLERS — BACKFLOWS ~ FIRE
SUPPRESSION SYSTEMS — NURSE CALL SYSTEMS — EMERGENCY COMMUNICATIONS

State Licenses: 90153500012007, FPC11-000028, PS -59194500012005-EF20000861
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v Protegis Fire & Safety
' 2801 East S.R. 60
V ppoTEGIS Valrico, FL 33594

Phone: 877-662-3473
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Fiorida Fire Spiinkler Association, (nc. And {/ CAFSAFL
American Fire Sprinkler Association, FL

Important Announcement to Florida Fire Sprinkler Contractors

The Rules of the Florida State Fire Marshal in Chapter 69A-46 FIRE PROTECTION SYSTEM CONTRACTORS
AND SYSTEMS were revised and became effective on 7/19/2016. The new rules are available at
www.flrules.org/gateway/ChapterHome.asp?Chapter=69A-46

There were a multitude of changes to 69A. The purpose of this memo is to assist you with a quick view
of important changes related to Inspections of Water Based Fire Protection Systems. [t is recommended
that Contractors educate inspection customers with the new State Fire Marshall Rules and their
responsibilities.

NEW/EXPANDED DEFINITIONS: (69A-46.030)

s There are now definitions for a Deficiency, Critical Deficiency, Noncritical Deficiency and
Impairment.

o NFPA 25 requires that sprinkler heads be tested at different intervals. Failure to have that
testing performed according to the prescribed frequency constitutes a Critical Deficiency (RED
TAG)

e NFPA 25 also requires various testing to be done at 3 & 5 year intervals. Failure to perform 3 &
5 year testing requirements constitutes a Non-Critical Deficiency (YELLOW TAG)

NEW SPRINKLER SYSTEMS: (69A-46.040)

e Newly installed Fire Protection Systems are NOT required to have an inspection tag affixed until
the 1% inspection of that system is due and performed. (69A-46.040)

TAG RELATED CHANGES: (69A-46.041)

e The rule now requires systems to be tagged with Green Compliance, Yellow Non Compliance
{Non-Critical) or Red Non Compliance (Critical or Impairment) tags.

e Tags are now only allowed to be affixed to the main water control valve of each system and not
the riser. i.e. A multi floor building with individual floor control valves requires a tag on each
control valve at each floor. The same building designed without floor control assemblies only
requires a single tag to be affixed to the systems main control valve.

e Each Sprinkler System, Standpipe System, Fire Hydrant, Fire Pump, Water Storage Tank and
Water Mist system must be individually tagged.

o  With the exception of 3 & 5 year tags all tags are to only remain on the system for one year.
Therefore at any given time for quarterly inspections there should be no more than 4 tags
affixed {2quarterly, 1 semi-annual & 1 annual) per system..

¢ Clarification to tagging after deficiencies repairs. Contractors are not required to re-inspect or
retag the system until the next scheduled inspection.

e The rule now clarifies that a Green Compliance Tag cannot be affixed to systems with existing
deficiencies or impairments from previous inspections.

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11 Page 5 of 6
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AN
“Fm Florida Fire Sprinkler Association ‘ Ql
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American Fire Sprinkler Association, FL

NOTIFICATIONS

The new rule puts more responsibility on the Owner, The Owner is required to notify tenants of all
deficiencies or impairments.

» Compliant Systems (GREEN TAG): The Inspecting Contractor must notify the Building Owner or
Authorized Representative by copy of the NFPA Inspection Report within 30 days of the
inspection.

¢ Non-Critical Deficiencies {YELLOW TAG): The Inspecting Contractor must notify the Building
Owner or Authorized Representative by copy of the NFPA Inspection Report within 30 days of
the inspection, if the Inspecting Contractor hasn’t been contracted to complete the repairs
within 90 days of the inspection or notified that another licensed contractor performed the
repairs, the Inspecting Contractor must notify the Authority Having Jurisdiction.

¢  Critical Deficiencies (RED TAG): The Inspecting Contractor must notify the Building Owner or
Authorized Representative within 24 hours of the inspection. If the Inspecting Contractor hasn’t
been contracted to complete the repairs within 30 days of the inspection or notified that
another licensed contractor performed the repairs, the Inspecting Contractor must notify the
Authority Having Jurisdiction.

¢ Impairment (RED TAG): The Inspecting Contractor must notify the Building Owner or Authorized
Representative within 24 hours of the inspection and must notify the Authority Having
Jurisdiction within 72 hours of the inspection if the repairs have not been completed.

RECORDS

e Contractors are required to maintain all Inspection, Service and Maintenance records for 10
years.

® Inspection report provided to the AHJ shall be in a format mutually determined between the
Contractor and AHJ. AHJ cannot implement a 3™ party reporting format without mutual
agreement with the Contractor,

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11 Page 6 of 6



Form for Inspection, Testing and Maintenance of
Wet Pipe Fire Sprinkler Systems

\Q'// PROTEGIS

Location Code: LAQIMYL

Contact: Col. Robert Bargholz Company: Protegis Fire & Safety
Contact Address: 1201 ORIENT ROAD Address: 2801 East S.R. 60
TAMPA, FL 33619 Valrico, FL 33594
Phone: 813-352-9333 Company Phone: 877-662-3473
Email: Inspector: Gabriel Dorta
Property Evaluated: HCSO ORIENT ROAD JAIL (Detention EF-2000861 FP120-FP120-000058
and Correctional) Date of Work: 3/18/2021

1201 ORIENT ROAD

TAMPA, FL 33619 Frequency: Quarterly

Description: Wet (Bldg.7)

Attached Files

NFPA 25 72 fpc disclosure.pdf  48.1kB
A_Breakdown_of Changes to 69A-46.pdf 0.IMB

Deficiency Summary

There are no reported deficiencies for this submission

General Comments

There are no general comments for this submission

Protegis Fire & Safety, 2801 East S.R. 60, Valrico, FL, 33594 Phone: 877-662-3473 Page 1 of 6



Protegis Fire & Safety

\\‘?/ PROTEGIS

2801 East S.R. 60
Valrico, FL 33594
Phone: 877-662-3473

form for Inspection, Testing and Maintenance of

Wet Pipe Fire Sprinkler Systems

This form covers the minimum requirements of NFPA 25-2011 for

wet pipe fire sprinkler systems connected to water supplies without

tanks or fire pumps. Separate forms are available for fire pumps, tanks,

hose connections, and other fire protection systems. More frequent

inspection, testing, and maintenance may be necessary depending on

the conditions of the occupancy and the water supply.

Notes:

1. All questions are to be answered Yes, No, or Not Applicable. All
"No" answers are to be explained in the Comments for this form.

2. Inspection, Testing and Maintenance are to be performed with
water supplies (including fire pumps) in service, unless the
impairment procedures of Chapter 15 of NFPA 25 are followed.

The work covered ot this form is (select

one): Quarterﬂ
Date of Work 3/18/2021

All responses refer to the current work (inspection, testing and
maintenance) performed on this date.

Owner:

Col. Robert Bargholz

Owner's Phone Number:

813-352-9333
Owner's Address:
1201 ORIENT ROAD, TAMPA. FL. 33619

Property Being Evaluated:

HCSO ORIENT ROAD JAIL (Detention and Correctional)
Property Address:

1201 ORIENT ROAD, TAMPA, FL, 33619

System(s):
Wet (Bldg.7)

[ 4" Riser-A Pod 7A IT/AUX On Riser & JC-02 of Pod7A
! 4" Riser-B Pod 7B IT/AUX On Riser & JC-02 of Pod7B
4" Riser-C Pod 7C IT/AUX On Riser & ME-02 on 2nd Fl
2" Riser-D 2nd Fl Corr. IT/AUX On Riser & ME-02 on 2nd Fl

4" Riser-E 2nd Fl Corr. IT/AUX JC-01 next to pod 7A 1st Fl. & JC-
| 02 of Pod7A

Part I - Owner's Section

A. Is the building occupied? ¥ Yes| No
B. Has the occupancy and hazard of contents ¥ Yes| "No
remained the same since the last inspection? i

C. Are all fire protection systems in service? ¥ Yes” No
D. Has the system remained in service

without modification since the last ¥ Yes' No
inspection?

E. Was the system free of actuation of ¥ Yes  No

devices or alarms since the last inspection?
Owner or Representative
Signature

CPL. Robert Bargholz
No Signature Available

Date 3/18/2021
Part II - Inspector's Section
A, Inspections

1. Weekly Items
a. Control valves (including backflow

2. Monthly Inspection Items (in addition to above items)

a. Control valves and valves on backflow preventers with locks or
electrical supervision:

1. In correct (open or closed) position? . Yes . 'No ¥ N/A
2. Lock or supervision in place? ¥Yes .No! N/A
3. Accessible and free from external leaks? ¥ Yes No. N/A
4. Provided with appropriate wrenches? Yes " Now N/A
5. Provided with appropriate identification? v Yes Nol N/A
b. Gauges on system in good condition an 7N

Sh(?VV]}ll‘lgg nonnsglswater sﬁpgly pressu(:e? ¢ Y Yes No N/A
c. Alarm valve free from physical damage, o

trim in correct (open or closed) position and Yes'  Now¥ N/A

no leakage from retarding chamber or drains?
3. Quarterly Inspection Items (in addition to above items)

a, Fire department connections visible,
accessible, couplings and swivels not
damaged, gaskets in place and in good
condition, plugs and caps are okay,
identification sign(s) in place, check valve is
not leaking, clapper in place and operating
properly and automatic drain valve in place
and operating properly?

(If plugs or caps are not in place, inspect
interior for obstructions)

b. Hydraulic nameplate (calculated systems)
securely attached to riser and legible?

c. Alarm & supervisory devices not
damaged?

d. Pressure reducing valves in open position,
not leaking, with downstream pressure per
design criteria, and in good condition with
handwheels not broken?

4. Annual Inspection Items (in addition to above items)

Not applicable

5. Fifth Year Inspection Items (in addition to above items)

Not applicable

B. Testing - Report any failures in the Comments for this form
1. Quarterly Tests

a. Mechanical waterflow alarm devices
passed tests (alarms actuated and flow
observed)?

b. Main drain test for system downstream of backflow device or
pressure reducing valve:

¥ Yes. TN/A

¥ Yes.” CN/A

¥ Yes. No'  N/A

“No¥ N/A

¥ Yes  No ~N/A

1. Record static pressure (psi) and residual pressure(psi):

Comments |

System l Static Residual |

Riser-A | 155 125

Riser-B 155 125 _‘
Riser-C 155 125 |
Riser-2nfFl | 155 125 | |
|Riser-1stFI  |155 125 | ]
2. Was flow observed? ¥ Yes ."No "N/A
3. Are results comparable to previous tests? ¥ Yes No N/A

2, Semiannual Tests (in addition to previous items)

preventer isolation valves) supervised with : Not applicable » o
seals passed inspection in accordance with --Yes. No ¥'N/A 3. Annual Tests (in addition to previous items)
I1LA.2.a below? Not applicable
i imuously. me - 4. Tests for every fifth year (in addition to appropriate items)
Sisliﬁifgfiﬁ;’? on RPZ not continuously 'YesT No¥N/A  Notapplicable

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11
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v Protegis Fire & Safety
' . a 2801 East S.R. 60
Y7 PROTEGIS T
Phone: 877-662-3473

C. Maintenance

1. Regular Maintenance Items

‘a.f I}f anyIstgiI;kcller fr}iled th;]: sefln;lplilf}g testing

of Parts I1.B.3.d, e T 1 e
were alsl sprinklérs,re’pgreosentgd ansthc:l?;lémple Yes ... Now N/A
replaced?

. If sprinkler been replaced, wer
et ot peen elaceh eI Y s oA
¢. Marine systems normally having fresh
water were drained and refilled twice if raw Yes . Noy N/A
water got into the system?

?ﬂslg'iitt it(z)lrll):,?lnspected per manufacturer's “"Yes | No ¥ N/A
e. If any gf the following were discméered21

was an obs ion investigation conducted? o o :
Explainorecg?)(r:zt(:) and obs%ructimio o Yes' .Nov'N/A
investigation findings in the Comments

1. Defective intake screen on pump supplied from open sources

2. Obstructive material discharged during flow tests

3. Foreign material in dry-pipe valves, check valves or pumps

4. Foreign material in water during drain test or plugging of inspector's
test connection

5. Plugging of pipe or sprinklers found during activation or work

6. Record of broken mains in the vicinity

7. Abnormally frequent false-tripping of dry-pipe valves

8. Failure to flush yard piping or surrounding mains following new
installation or repairs

9. System is returned to service after an extended period of time out of
service (more than one year)

10. There is reason to believe the system contains sodium silicate or its
derivatives or highly corrosive fluxes in copper pipe

11. Raw water was pumped into the fire department connection

12, Pinhole leaks

f. If conditions were found that required

flushing, was flushing of the system .. Yes __Now¥ N/A
conducted?
g. Was a drain test conducted after opening v Yes” No  N/A

any closed valves?

h. Adjusted, repaired, reconditionedor
replaced components had the associated tests Yes' Nov'N/A
and/or inspections performed?

2. Annual Maintenance Items (in addition to previous items)

Not applicable

Part II - Comments

Any "No" answers, test failures or other problems found with the
sprinkler system must be explained using the comment specific for
each question. Addirional comments can be added here.

Please see the summary section at the top of the form for the
comments. —

Part IV - Inspector's Information

Inspected By i Gabriel Dorta
I state that the information on this form is correct at the time and place
of my inspection, and that all equipment tested at this time was left in
operating condition upon completion of this inspection except as noted
in the Comments.

Signature of Inspector %&

Date 3/18/2021

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11
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v Protegis Fire & Safety
¥ 2801 East S.R. 60
V mpDTEGlS Valrico, FL 33594

Phone: 877-662-3473

Qur Inspection of your Fire Protection System(s) is to ensure that the system components are in good working order
based upon the National Fire Protection Association’s (NFPA) Publication 25, “Inspection, Testing, and
Maintenance of Water Based Fire Protection Systems”; currently adopted edition; (NFPA) Publication 72, “Fire
Alarm Systems”; currently adopted addition; and/or Florida Fire Prevention Code (FFPC), as applicable.

The applicable code inspection requires that we assume your system is/was installed to meet the proper sprinkler /
alarm / Fire Protection System coverage requirements of the applicable code. Occasionally we observe coverage
conditions that are outside our scope of our inspection which we want to bring to your attention. These conditions
may exist for any number of reasons including, but not limited to, the age of your system(s), changes in the design
or occupancy of your facility, changes in the usage of a particular area(s), revisions of industry standards, and/or
changes in the adopted Building Code(s). As a Property Owner or Manager you are responsible for maintaining your
sprinkler system and keeping up with changes in occupancy. Accordingly, we present our observations of applicable
code coverage issues to aid you as the Building Owner or Manager.

Items listed are sometimes not necessarily part of a NFPA 25, 72, or FFPC Inspection and may be outside of the
scope of our inspection contract with you. The identification of these items does not constitute a design review or
engincering analysis of your system(s). These items were noticed during an inspection of your Fire Protection
System(s) performed in accordance with the applicable codes, however may not be part of the inspection
requirements of the inspection contracted to perform. Florida Fire Service, Inc. makes no guarantees or assurance
that any or all design, engineering defects, or system deficiencies have been detected.

Pursuant to Florida Fire Protection Code, currently adopted addition, Florida Fire Service, Inc. (FFS) must notify the
Authority Having Jurisdiction (AHJ) of any deficiencies found/determined within the timeframe allowed by such
applicable code. Please feel free to ask your FFS representative about required timelines for reporting to your local

AHI.
If FFS provides a proposal for the repairs/corrections of said deficiencies, it is intended as a courtesy and not a

requirement,

Providing Florida with Fast, Professional, and Affordable Systems and Service since 1987

EXTINGUISHERS - EMERGENCY LIGHTING — FIRE ALARMS - FIRE HYDRANTS - FIRE SPRINKLERS - BACKFLOWS - FIRE
SUPPRESSION SYSTEMS - NURSE CALL SYSTEMS - EMERGENCY COMMUNICATIONS

State Licenses: 90153500012007, FPC11-000028, PS -59194500012005-EF20000861

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11 Page 4 of 6



v Protegis Fire & Safety
b 2801 East S.R. 60
V pp DTE G 'S Valricoz,lsFL 33594

Phone: 877-662-3473

mFFm Florida Fire Sprinkler Association

Fiotida fire Sprinkier Association, Int. And
N ennc intn . . i L
American Fire Sprinkier Association, FL

/ =
AFSA-FL

Important Announcement to Florida Fire Sprinkler Contractors

The Rules of the Florida State Fire Marshal in Chapter 69A-46 FIRE PROTECTION SYSTEM CONTRACTORS
AND SYSTEMS were revised and became effective on 7/19/2016. The new rules are available at
www.flrules.org/gateway/ChapterHome.asp?Chapter=69A-46

There were a multitude of changes to 69A. The purpose of this memo is to assist you with a quick view
of important changes related to Inspections of Water Based Fire Protection Systems. It is recommended
that Contractors educate inspection customers with the new State Fire Marshall Rules and their
responsibilities.

NEW/EXPANDED DEFINITIONS: (69A-46.030)

* There are now definitions for a Deficiency, Critical Deficiency, Noncritical Deficiency and
Impairment.

* NFPA 25 requires that sprinkler heads be tested at different intervals. Failure to have that
testing performed according to the prescribed frequency constitutes a Critical Deficiency {RED
TAG)

e NFPA 25 also requires various testing to be done at 3 & 5 year intervals. Failure to perform 3 &
5 year testing requirements constitutes a Non-Critical Deficiency (YELLOW TAG)

NEW SPRINKLER SYSTEMS: {69A-46.040)

¢ Newly installed Fire Protection Systems are NOT required to have an inspection tag affixed until
the 1% inspection of that system is due and performed. {69A-46.040)

TAG RELATED CHANGES: (69A-46.041)

® The rule now requires systems to be tagged with Green Compliance, Yellow Non Compliance
(Non-Critical) or Red Non Compliance (Critical or Impairment) tags.

¢ Tags are now only allowed to be affixed to the main water control valve of each system and not
the riser. i.e. A multi floor building with individual floor control valves requires a tag on each
control valve at each floor. The same building designed without floor control assemblies only
requires a single tag to be affixed to the systems main control valve.

»  Each Sprinkler System, Standpipe System, Fire Hydrant, Fire Pump, Water Storage Tank and
Water Mist system must be individually tagged.

*  With the exception of 3 & 5 year tags all tags are to only remain on the system for one year.
Therefore at any given time for quarterly inspections there should be no more than 4 tags
affixed (2quarterly, 1 semi-annual & 1 annual) per system..

¢ Clarification to tagging after deficiencies repairs. Contractors are not required to re-inspect or
retag the system until the next scheduled inspection.

* The rule now clarifies that a Green Compliance Tag cannot be affixed to systems with existing
deficiencies or impairments from previous inspections.

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11 Page 5 of 6



v Protegis Fire & Safety
“ 2801 East S.R. 60
V pp OTE G IS Valrico, FL 33594
Phone: 877-662-3473

-m Fm Florida Fire Sprinkler Association

Fiorida Fire Sprinkier Association, Inc. And
American Fire Sprinkler Association, FL

AFSA-FL

NOTIFICATIONS

The new rule puts more responsibility on the Owner. The Owner is required to notify tenants of all
deficiencies or impairments.

e Compliant Systems (GREEN TAG): The Inspecting Contractor must notify the Building Owner or
Authorized Representative by copy of the NFPA Inspection Report within 30 days of the
inspection,

¢ Non-Critical Deficiencies (YELLOW TAG): The Inspecting Contractor must notify the Building
Owner or Authorized Representative by copy of the NFPA Inspection Report within 30 days of
the inspection, if the Inspecting Contractor hasn’t been contracted to complete the repairs
within 90 days of the inspection or notified that another licensed contractor performed the
repairs, the Inspecting Contractor must notify the Authority Having Jurisdiction.

e (Critical Deficiencies (RED TAG): The Inspecting Contractor must notify the Building Owner or
Authorized Representative within 24 hours of the inspection. If the Inspecting Contractor hasn’t
been contracted to complete the repairs within 30 days of the inspection or notified that
another licensed contractor performed the repairs, the Inspecting Contractor must notify the
Authority Having Jurisdiction.

e Impairment (RED TAG): The Inspecting Contractor must notify the Building Owner or Authorized
Representative within 24 hours of the inspection and must notify the Authority Having
lurisdiction within 72 hours of the inspection if the repairs have not been completed.

RECORDS

e Contractors are required to maintain all Inspection, Service and Maintenance records for 10
years,

® Inspection report provided to the AHJ shall be in a format mutually determined between the
Contractor and AHJ, AHJ cannot implement a 3™ party reporting format without mutual
agreement with the Contractor.

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11
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Form for Inspection, Testing and Maintenance of
Wet Pipe Fire Sprinkler Systems

Location Code: LAQIMYL

Contact: Col. Robert Bargholz Company: Protegis Fire & Safety
Contact Address: 1201 ORIENT ROAD Address: 2801 East S.R. 60
TAMPA, FL 33619 Valrico, FL 33594
Phone: 813-352-9333 Company Phone: 877-662-3473
Email: Inspector: Gabriel Dorta
Property Evaluated: HCSO ORIENT ROAD JAIL (Detention EF-2000861 FP120-FP120-000058
and Correctional) Date of Work: 3/18/2021

1201 ORIENT ROAD

TAMPA, FL 33619 Frequency: Quarterly

Description: Wet (Bldg.8)

Attached Files

NFPA 25 72 fpc disclosure.pdf  48.1kB
A _Breakdown_of Changes to 69A-46.pdf 0.1MB

Deficiency Summary

There are no reported deficiencies for this submission

General Comments

There are no general comments for this submission

Protegis Fire & Safety, 2801 East S.R. 60, Valrico, FL, 33594 Phone: 877-662-3473 Page 1 of 6



Protegis Fire & Safety

Q’// PROTEGIS

2801 East S.R. 60
Valrico, FL. 33594
Phone: 877-662-3473

Form for Inspection, Testing and Maintenance of

Wet Pipe Fire Sprinkler Systems

This form covers the minimum requirements of NFPA 25-2011 for

wet pipe fire sprinkler systems connected to water supplies without

tanks or fire pumps. Separate forms are available for fire pumps, tanks,

hose connections, and other fire protection systems. More frequent

inspection, testing, and maintenance may be necessary depending on

the conditions of the occupancy and the water supply.

Notes:

1. All questions are to be answered Yes, No, or Not Applicable. All
"No" answers are to be explained in the Comments for this form.

2. Inspection, Testing and Maintenance are to be performed with
water supplies (including fire pumps) in service, unless the
impairment procedures of Chapter 15 of NFPA 25 are followed.

grl::) 'work covered on this form is (select Quarterly
Date of Work 3/18/2021

All responses refer to the current work (inspection, testing and
maintenance) performed on this date.

Owner:
Col. Robert Bargholz -
Owner's Phone Number:
813-352-9333

Owner's Address:

1201 ORIENT ROAD. TAMPA, FL. 33619 o
Property Being Evaluated:

HCSOQO ORIENT ROAD JAIL (Detention and Correctional)

Property Address:

1201 ORIENT ROAD, TAMPA. FL. 33619

System(s):
Wet (Blde.8)

4" Riser-A Pod 7D IT/AUX On Riser & JC-01 & WH-02 of Pod 7D
‘ 4" Riser-B Clinic, IT On Riser

f

4" Riser-C 1st Fl Corr. IT On Riser

| 4" Riser-D 2nd FI Corr. IT On Riser |
Part I - Owner's Section

2. Monthly Inspection Items (in addition to above items)

a. Control valves and valves on backflow preventers with locks or
electrical supervision;

1. In correct (open or closed) position?

2. Lock or supervision in place?

3. Accessible and free from external leaks?
4. Provided with appropriate wrenches?

5. Provided with appropriate identification?
b. Gauges on system in good condition and
showing normal water supply pressure?

¢. Alarm valve free from physical damage,
trim in correct (open or closed) position and
no leakage from retarding chamber or drains?
3. Quarterly Inspection Items (in addition to above items)

a. Fire department connections visible,
accessible, couplings and swivels not
damaged, gaskets in place and in good
condition, plugs and caps are okay,
identification sign(s) in place, check valve is
not leaking, clapper in place and operating
properly and automatic drain valve in place
and operating properly?

(If plugs or caps are not in place, inspect
interior for obstructions)

b. Hydraulic nameplate (calculated systems)
securely attached to riser and legible?

c. Alarm & supervisory devices not
damaged?

d. Pressure reducing valves in open position,
not leaking, with downstream pressure per
design criteria, and in good condition with
handwheels not broken?

4. Annual Inspection Items (in addition to above items)

Not applicable

5. Fifth Year Inspection Items (in addition to above items)

Not applicable

B. Testing - Report any failures in the Comments for this form
1. Quarterly Tests

""No ¥ N/A

" Yes

¥ Yes: No N/A

¥ Yes .No N/A

¥ Yes' No "N/A

. Yes. Nov N/A

A. Is the building occupied? ¥ Yesi_ No a. Mechanical waterflow alarm devices ‘ i

B. Has the occupancy and hazard of contents ¥ Yes No passed tests (alarms actuated and flow ¥ Yes. .No _N/A

remained the same since the last inspection? observed)?

C. Are all fire protection systems in service? ¥ Yes No b. Main drain test for system downstream of backflow device or

D. Has the system remained in service =~ pressure reducing valve:

without modification since the last ¥ Yes. No ] . . )

inspection? 1. Record static pressure (psi) and residual pressure(psi):

E. Was the system free of actuation of T2m 7 =

devices or alarms since the last inspection? ¥ Yes .. No System | Static | Residual | Comments

Owner or Representative CPL. Robert Bargholz Riser-A 150 125 |

Signature No Signature Available ;. 0w observed? ¥ Yes . No'  N/A
R 3. Are results comparable to previous tests? ¥ Yes No N/A

Date _ 3/18/2021 2. Semiannual Tests (in addition to previous items)

Part II - Inspector's Section Not applicable

A. Inspections 3. Annual Tests (in addition to previous items)

1. Weekly Items Not applicable

a. Control valves (including backflow 4. Tests for every fifth year (in addition to appropriate items)

preventer isolation valves) supervised with “Yes. No¥ N/A Not applicable

seals passed inspection in accordance with

II.A.2.a below?

b. Relief port on RPZ not continuously Yes ™" No « N/A

discharging?

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11 Page 2 of 6



v Protegis Fire & Safety

\ ' * 2801 East S.R. 60

v FDRDTEG,S Valrico, FL 33594
Phone: 877-662-3473

‘C. Maintenance
1. Regular Maintenance Items
a.fIf anyIstll_j:inkler fa}iled the safrrrllplirt}g testing

arts I1.B.3. thi - >
gvelr)e all sprir?k?e’rﬁs:’répgre%regtgd bysth(;??;mple ~Yes..No¥'N/A
replaced?

. rinklers ha nr d, were th P o
grg:f repla(::e:smer‘ites‘.l?Jee eplaced, were they Yes'_No¥.N/A
¢. Marine systems normally having fresh .
water were drained and refilled twice if raw .. Yes. 'No ¥ N/A
water got into the system?
g&s?rﬁ?:tt it;]]a:?mspccted per manufacturer's Yes  No ¥ N/A
. Ifany gf the following were discowéeredar)

as an obstruction investigation conducted? g
;‘gxplain recgg(t:*z(.;nand Zsbs%fuction ° Yes' Nov'N/A
investigation findings in the Comments
1. Defective intake screern on pump supplied from open sources
2, Obstructive material discharged during flow tests
3. Foreign material in dry-pipe valves, check valves or pumps
4. Foreign material in water during drain test or plugging of inspector's
test connection
5. Plugging of pipe or sprinklers found during activation or work
6. Record of broken mains in the vicinity
7. Abnormally frequent false-tripping of dry-pipe valves
8. Failure to flush yard piping or surrounding mains following new
installation or repairs
9. System is returned to service after an extended period of time out of
service (more than one year)

10. There is reason to believe the system contains sodium silicate or its
derivatives or highly corrosive fluxes in copper pipe

11. Raw water was pumped into the fire department connection

12. Pinhole leaks

f. If conditions were found that required

flushing, was flushing of the system ..Yes: .No¥ N/A
conducted?
8. Was a drain test conducted after opening 7 Yes No ~N/A

any closed valves?

h. Adjusted, repaired, reconditioned or L
replaced components had the associated tests Yes  No ¥"N/A
and/or inspections performed?

2. Annual Maintenance Items (in addition to previous items)

Iot applicable

Part III - Comments

Any "No" answers, test fuilures or other problems found with the
sprinkler system must be explained using the comment specific for
each question. Additional comments can be added here.

Please see the summary section at the top of the form for the
comments.
Part IV - Inspector's Information

Inspected By _ Gabriel Dorta
I state that the information on this form is correct at the time and place
of my inspection, and that all equipment tested at this time was left in
operating condition upon completion of this inspection except as noted
in the Comments.

Signature of Inspector £ E

Date 3/18/2021

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11
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v Protegis Fire & Safety
" 2801 East S.R. 60
V pm DTE GIS Valrico, FL 33594

Phone: 877-662-3473

Our Inspection of your Fire Protection System(s) is to ensure that the system components are in good working order
based upon the National Fire Protection Association’s (NFPA) Publication 25, “Inspection, Testing, and
Maintenance of Water Based Fire Protection Systems”; currently adopted edition; (NFPA) Publication 72, “Fire
Alarm Systems”; currently adopted addition; and/or Florida Fire Prevention Code (FFPC), as applicable.

The applicable code inspection requires that we assume your system is/was installed to meet the proper sprinkler /
alarm / Fire Protection System coverage requirements of the applicable code. Occasionally we observe coverage
conditions that arc outside our scope of our inspection which we want to bring to your attention. These conditions
may exist for any number of reasons including, but not limited to, the age of your system(s), changes in the design
or occupancy of your facility, changes in the usage of a particular area(s), revisions of industry standards, and/or
changes in the adopted Building Code(s). As a Property Owner or Manager you are responsible for maintaining your
sprinkler system and keeping up with changes in occupancy. Accordingly, we present our observations of applicable
code coverage issues to aid you as the Building Owner or Manager.

Items listed are sometimes not necessarily part of a NFPA 25, 72, or FFPC Inspection and may be outside of the
scope of our inspection contract with you. The identification of these items does not constitute a design review or
engineering analysis of your system(s). These items were noticed during an inspection of your Fire Protection
System(s) performed in accordance with the applicable codes, however may not be part of the inspection
requirements of the inspection contracted to perform. Florida Fire Service, Inc. makes no guaraniees or assurance
that any or all design, engineering defects, or system deficiencies have been detected.

Pursuant to Florida Fire Protection Code, currently adopted addition, Florida Fire Service, Inc. (FFS) must notify the
Authority Having Jurisdiction (AHJ) of any deficiencies found/determined within the timeframe allowed by such
applicable code. Please feel frec to ask your FFS representative about required timelines for reporting to your local

AHI.
If FFS provides a proposal for the repairs/corrections of said deficiencies, it is intended as a courtesy and not a

requirement.

Providing Florida with Fast, Professional, and Affordable Systems and Service since 1987

EXTINGUISHERS ~ EMERGENCY LIGHTING - FIRE ALARMS — FIRE HYDRANTS - FIRE SPRINKLERS - BACKFLOWS — FIRE
SUPPRESSION SYSTEMS — NURSE CALL SYSTEMS ~ EMERGENCY COMMUNICATIONS

State Licenses: 90153500012007, FPC11-000028, PS -59194500012005-EF20000861

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11 Page 4 of 6



v Protegis Fire & Safety
e 2801 East S.R. 60
V pRDTEGIS Valrico,SFL 33594

Phone: 877-662-3473

—a Fm Florida Fire Sprinkler Association /‘ ﬂx

Florida Fire Sprinkler Association, Inc, And AFSAFL
kel
American Fire Sprinkler Association, FL

Important Announcement to Florida Fire Sprinkler Contractors

The Rules of the Florida State Fire Marshal in Chapter 69A-46 FIRE PROTECTION SYSTEM CONTRACTORS
AND SYSTEMS were revised and became effective on 7/19/2016. The new rules are available at
www flrules.org/gateway/ChapterHome.asp?Chapter=69A-46

There were a multitude of changes to 69A. The purpose of this memo is to assist you with a quick view
of important changes related to Inspections of Water Based Fire Protection Systems. It is recommended
that Contractors educate inspection customers with the new State Fire Marshall Rules and their
responsibilities.

NEW/EXPANDED DEFINITIONS: (69A-46.030)

e There are now definitions for a Deficiency, Critical Deficiency, Noncritical Deficiency and
Impairment,

e NFPA 25 requires that sprinkler heads be tested at different intervals. Failure to have that
testing performed according to the prescribed frequency constitutes a Critical Deficiency (RED
TAG)

e NFPA 25 also requires various testing to be done at 3 & 5 year intervals. Failure to perform 3 &
5 year testing requirements constitutes a Non-Critical Deficiency (YELLOW TAG)

NEW SPRINKLER SYSTEMS: (69A-46.040)

* Newly installed Fire Protection Systems are NOT required to have an inspection tag affixed until
the 1" inspection of that system is due and performed. (69A-46.040)

TAG RELATED CHANGES: {69A-46.041)

¢ The rule now requires systems to be tagged with Green Compliance, Yellow Non Compliance
(Non-Critical} or Red Non Compliance {Critical or Impairment) tags.

¢ Tags are now only allowed to be affixed to the main water control valve of each system and not
the riser. i.e. A multi floor building with individual floor control valves requires a tag on each
control valve at each floor. The same building designed without floor control assemblies only
requires a single tag to be affixed to the systems main control valve.

» Each Sprinkler System, Standpipe System, Fire Hydrant, Fire Pump, Water Storage Tank and
Water Mist system must be individually tagged.

¢ With the exception of 3 & 5 year tags all tags are to only remain on the system for one year,
Therefore at any given time for quarterly inspections there should be no more than 4 tags
affixed (2quarterly, 1 semi-annual & 1 annual) per system.,

¢ Clarification to tagging after deficiencies repairs. Contractors are not required to re-inspect or
retag the system until the next scheduled inspection.

® The rule now clarifies that a Green Compliance Tag cannot be affixed to systems with existing
deficiencies or impairments from previous inspections.

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11 Page 5 of 6



v Protegis Fire & Safety
N 2801 East S.R. 60
V DQOTEG'S ValricoiisFL 33594

Phone: 877-662-3473

-am Florida Fire Sprinkler Association

Fiorida Fire Sprinkler Assoclation, . And
American Fire Sprinkler Association, FL

NOTIFICATIONS

The new rule puts more responsibility on the Owner. The Owner is required to notify tenants of all
deficiencies or impairments.

¢ Compliant Systems (GREEN TAG): The Inspecting Contractor must notify the Building Owner or
Authorized Representative by copy of the NFPA Inspection Report within 30 days of the
inspection.

¢ Non-Critical Deficiencies (YELLOW TAG): The inspecting Contractor must notify the Building
Owner or Authorized Representative by copy of the NFPA Inspection Report within 30 days of
the inspection, if the Inspecting Contractor hasn’t been contracted to complete the repairs
within 90 days of the inspection or notified that ancther licensed contractor performed the
repairs, the Inspecting Contractor must notify the Authority Having Jurisdiction.

¢ Critical Deficiencies (RED TAG): The Inspecting Contractor must notify the Building Owner or
Authorized Representative within 24 hours of the inspection. If the Inspecting Contractor hasn’t
been contracted to complete the repairs within 30 days of the inspection or notified that
another licensed contractor performed the repairs, the Inspecting Contractor must notify the
Authority Having Jurisdiction.

e Impairment {RED TAG): The Inspecting Contractor must notify the Building Owner or Authorized
Representative within 24 hours of the inspection and must notify the Authority Having
Jurisdiction within 72 hours of the inspection if the repairs have not been completed.

RECORDS

e Contractors are required to maintain all Inspection, Service and Maintenance records for 10
years.

* Inspection report provided to the AHIJ shall be in a format mutually determined between the
Contractor and AHJ. AHJ cannot implement a 3™ party reporting format without mutual
agreement with the Contractor,

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11
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Form for Inspection, Testing and Maintenance of

Wet Pipe Fire Sprinkler Systems

Location Code:
Contact;

Contact Address:

Phone:
Email:

Property Evaluated:

Description:

LAQIMYL
Col. Robert Bargholz

1201 ORIENT ROAD
TAMPA, FL 33619

813-352-9333

HCSO ORIENT ROAD JAIL (Detention
and Correctional)

1201 ORIENT ROAD

TAMPA, FL 33619

Wet (Bldg.9)

Y

A4

Company:
Address:

Company Phone:

Inspector:

Date of Work:

Frequency:

PROTEGIS

Protegis Fire & Safety

2801 East S.R. 60
Valrico, FL 33594

877-662-3473

Gabriel Dorta
EF-2000861 FP120-FPI120-000058

3/17/2021

Quarterly

Attached Files

NFPA 25 72 fpc disclosure.pdf  48.1kB
A_Breakdown_of Changes to_69A-46.pdf 0.1MB

Deficiency Summary

There are no reported deficiencies for this submission

General Comments

There are no general comments for this submission

Protegis Fire & Safety, 2801 East S.R. 60, Valrico, FL, 33594 Phone: 877-662-3473

Page 1 of 6



Protegis Fire & Safety

V"/ PROTEGIS

2801 East S.R. 60
Valrico, FL 33594
Phone: 877-662-3473

Form for Inspection, Testing and Maintenance of

Wet Pipe Fire Sprinkler Systems

This form covers the minimum requirements of NFPA 25-2011 for

wet pipe fire sprinkler systems connected to water supplies without

tanks or fire pumps. Separate forms are available for fire pumps, tanks,

hose connections, and other fire protection systems. More frequent

inspection, testing, and maintenance may be necessary depending on

the conditions of the occupancy and the water supply.

Notes:

1. All questions are to be answered Yes, No, or Not Applicable. All
"No" answers are to be explained in the Comments for this form.

2. Inspection, Testing and Maintenance are to be performed with
water supplies (including fire pumps) in service, unless the
impairment procedures of Chapter 15 of NFPA 25 are followed.

The work covered on this form is (select

one): Quarterl)_/
Date of Work 3/17/2021

All responses refer to the current work (inspection, testing and
maintenance) performed on this date.

Owner:

Col. Robert Bargholz

Owner's Phone Number:

813-352-9333 o
Owner's Address:

1201 ORIENT ROAD. TAMPA. FL. 33619

Property Being Evaluated:

HCSO ORIENT ROAD JAIL (Detention and Correctional)
Property Address:

1201 ORIENT ROAD, TAMPA. FL. 33619

System(s):

Wet (Bldg.9)

! Riser-A IT On Riser

‘ Riser-B IT On Riser

| Riser-C IT On Riser
Part I - Owner's Section

2. Monthly Inspection Items (in addition to above items)

a. Control valves and valves on backflow preventers with locks or
electrical supervision:

1. In correct (open or closed) position? Z Yes ._No¥ N/A
2. Lock or supervision in place? ¥ Yes _No'N/A
3. Accessible and free from external leaks? ¥ Yes. 'No. ‘N/A
4. Provided with appropriate wrenches? " Yes! No ¥ N/A
5. Provided with appropriate identification? ¥ Yes No! N/A
. Gauges on system in good condition and F e
]sah(?wilxl]ggcnonnzﬁswater sﬁgplyc;rc?surc? el Yos IR Nolg N/A
c. Alarm valve free from physical damage,
trim in correct (open or closed) position and Yes' Now' N/A

no leakage from retarding chamber or drains?
3. Quarterly Inspection Items (in addition to above items)

a. Fire department connections visible,

accessible, couplings and swivels not

damaged, gaskets in place and in good

condition, plugs and caps are okay,

identification sign(s) in place, check valve is

not leaking, clapper in place and operating ® Yes  No' N/A
properly and automatic drain valve in place

and operating properly?

(If plugs or caps are not in place, inspect

interior for obstructions)

b. Hydraulic nameplate (calculated systems) : - -
securely attached to riser and legible? ¥ Yes..Noi N/A

¢. Alarm & supervisory devices not p

damaged? ¥Yes No NA
d. Pressure reducing valves in open position,

not leaking, with downstream pressure per " “Yes. Now N/A

design criteria, and in good condition with

handwheels not broken?

4. Annual Inspection Items (in addition to above items)

Not applicable

5. Fifth Year Inspection Items (in addition te above items)

Not applicable

B. Testing - Report any failures in the Comments for this form

A. Is the building occupied? ¥ Yes No 1. Quarterly Tests
B. Has the occupancy and hazard of contents . .
remained the same since the last inspection? ey esiiNe a. Mechanical waterflow alarm devices - -
. . , - passed tests (alarms actuated and flow ¥ Yes' _No "N/A
C. Are all fire protection systems in service? ¥ Yes No observed)?
D. Has the system remained in service . b. Main drain test for system downstream of backflow device or
without mgdlﬁcatlon since the last ¥ Yes ‘No pressure reducing valve:
mspection?
E. Was the system free of actuation of o7 1.R tati i) and residual e
devices or alarms since the last inspection? ¥ Yes. No - Record static pressure (psi) and residual pressure(psi):
Owner or Representative _CPL. Robert Bargholz System Static l Residual ! Comments —|
Signature No Signature Available | '
£ . Riser-A 160 125 | |
. T | I
Date ] 3/17/2021 Riser-B 160 125 |
Part IT - Inspector's Section Riser-C 160 125 | |
A. Inspections e e e »
¥ Yes. .No' N/A

1. Weekly Items

a. Control valves (including backflow
preventer isolation valves) supervised with
seals passed inspection in accordance with
IL.A.2.a below?

b. Relief port on RPZ not continuousl . o

dis chargin, s Y Yes{ No¥ N/A

2. Was flow observed?
3. Are results comparable to previous tests? ¥ Yes  Nol N/A
2. Semiannual Tests (in addition to previous items)

Not applicable

3. Annual Tests (in addition to previous items)

Not applicable

4. Tests for every fifth year (in addition to appropriate items)

Not applicable

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11
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v Protegis Fire & Safety
h 2801 East S.R. 60
& PROTEGIS e

Phone: 877-662-3473

C. Maintenance

1. Regular Maintenance Items

a.fI}f anyIstrinkler fa}‘iled th}c]: s?n}llpli?g testing
arts 11.B.3.d, e, f, g or h of this form,

svere a]sl sprilfk?erz repgresentgd bysth(;rsnample Yes . NoxN/A

replaced?

b. If sprinklers have been replaced, were the

“propes replacemerst’.lB pRELYERNY W Yes...No ¥'N/A

¢. Marine systems normally having fresh o

water were drained and refilled twice if raw - Yes. Nov N/A

water got into the system?

?ﬁslt{rfl?:tt it(a;llxl)se?l11spected per manufacturer's Yes ~No & N/A

e. If any gf the following were discoxereda?

was an obstruction investigation conducted?

Explain resason(s) and obs%ructt‘on Yes ' No¥'N/A

investigation findings in the Comments

1. Defective intake screen on pump supplied from open sources

2. Obstructive material discharged during flow tests

3. Foreign material in dry-pipe valves, check valves or pumps

4. Foreign material in water during drain test or plugging of inspector’s

test connection

5. Plugging of pipe or sprinklers found during activation or work

6. Record of broken mains in the vicinity

7. Abnormally frequent false-tripping of dry-pipe valves

8. Failure to flush yard piping or surrounding mains following new

installation or repairs

9. System is returned to service after an extended period of time out of

service (more than one year)

10. There is reason to believe the system contains sodium silicate or its

derivatives or highly corrosive fluxes in copper pipe

I'1. Raw water was pumped into the fire department connection

12, Pinhole leaks

f. If conditions were found that required

flushing, was flushing of the system Z Yes . No¥ N/A
conducted?
2. Was a drain test conducted after opening ¥ Yes " No “N/A

‘any closed valves?

h. Adjusted, repaired, reconditioned or n
replaced components had the associated tests Yes Nov N/A
and/or inspections performed?

2. Annual Maintenance Items (in addition to previous items)

Not applicable

Part III - Comments

Any "No" answers, test failures or other problems found with the
sprinkler system must be explained using the comment specific for
each question. Additional comments can be added here.

Please see the summary section at the top of the form for the
comments

Part IV - Inspector's Information

Inspected By ) Gabriel Dorta
I state that the information on this form is correct at the time and place
of my inspection, and that all equipment tested at this time was left in
operating condition upon completion of this inspection except as noted
in the Comments.

Signature of Inspector g

Date 3/17/2021

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11
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v Protegis Fire & Safety
N 2801 East S.R. 60
v pm DTE GlS Valricoz,isFL 33594

Phone: 877-662-3473

FLORIDA FIRE
SERVICE, INC.

Our Inspection of your Fire Protection System(s) is to ensure that the system components are in good working order
based upon the National Fire Protection Association’s (NFPA) Publication 25, “Inspection, Testing, and
Maintenance of Water Based Fire Protection Systems”; currently adopted edition; (NFPA) Publication 72, “Fire
Alarm Systems”; currently adopted addition; and/or Florida Fire Prevention Code (FFPC), as applicable.

The applicable code inspection requires that we assume your system is/was installed to meet the proper sprinkler /
alarm / Fire Protection System coverage requirements of the applicable code. Occasionally we observe coverage
conditions that are outside our scope of our inspection which we want to bring to your attention. These conditions
may exist for any number of reasons including, but not limited to, the age of your system(s), changes in the design
or occupancy of your facility, changes in the usage of a particular area(s), revisions of industry standards, and/or
changes in the adopted Building Code(s). As a Property Owner or Manager you are responsible for maintaining your
sprinkler system and keeping up with changes in occupancy. Accordingly, we present our observations of applicable
code coverage issues to aid you as the Building Owner or Manager.

Items listed are sometimes not necessarily part of a NFPA 25, 72, or FFPC Inspection and may be outside of the
scope of our inspection contract with you. The identification of these items does not constitute a design review or
engineering analysis of your system(s). These items were noticed during an inspection of your Fire Protection
System(s) performed in accordance with the applicable codes, however may not be part of the inspection
requirements of the inspection contracted to perform. Florida Fire Service, Inc. makes no guarantees or assurance
that any or all design, engineering defects, or system deficiencies have been detected.

Pursuant to Florida Fire Protection Code, currently adopted addition, Florida Fire Service, Inc. (FFS) must notify the
Authority Having Jurisdiction (AHJ) of any deficiencies found/determined within the timeframe allowed by such
applicable code. Please feel free to ask your FFS representative about required timelines for reporting to your local

AHIJ.
I FFS provides a proposal for the repairs/corrections of said deficiencies, it is intended as a courtesy and not a

requirement.

Providing Florida with Fast, Professional, and Affordable Systems and Service since 1987

EXTINGUISHERS — EMERGENCY LIGHTING — FIRE ALARMS - FIRE HYDRANTS — FIRE SPRINKLERS - BACKFLOWS - FIRE
SUPPRESSION SYSTEMS — NURSE CALL SYSTEMS — EMERGENCY COMMUNICATIONS

State Licenses: 90153500012007, FPC11-000028, PS -59194500012005-EF20000861

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11 Page 4 of 6



v Protegis Fire & Safety
f 2801 East S.R. 60
V FDF:I GTE GI S Valrico?sFL 33594

Phone: 877-662-3473

v
Fm Florida Fire Sprinkler Association

Fiorida Fire Sriaklor Association, inc. And
American Fire Sprinkler Association, FL

£ AFSAEL

Important Announcement to Florida Fire Sprinkler Contractors

The Rules of the Florida State Fire Marshal in Chapter 69A-46 FIRE PROTECTION SYSTEM CONTRACTORS
AND SYSTEMS were revised and became effective on 7/19/2016. The new rules are available at
www.flrules.org/gateway/ChapterHome.asp?Chapter=69A-46

There were a multitude of changes to 69A. The purpose of this memo is to assist you with a quick view
of important changes related to Inspections of Water Based Fire Protection Systems. It is recommended
that Contractors educate inspection customers with the new State Fire Marshall Rules and their
responsibilities.

NEW/EXPANDED DEFINITIONS: (69A-46.030)

® There are now definitions for a Deficiency, Critical Deficiency, Noncritical Deficiency and
Impairment.

e NFPA 25 requires that sprinkler heads be tested at different intervals. Failure to have that
testing performed according to the prescribed frequency constitutes a Critical Deficiency (RED
TAG)

e NFPA 25 also requires various testing to be done at 3 & 5 year intervals. Failure to perform 3 &
5 year testing requirements constitutes a Non-Critical Deficiency (YELLOW TAG)

NEW SPRINKLER SYSTEMS: (69A-46.040)

e Newly installed Fire Protection Systems are NOT required to have an inspection tag affixed until
the 1% inspection of that system is due and performed. (69A-46.040)

TAG RELATED CHANGES: (69A-46.041)

¢ The rule now requires systems to be tagged with Green Compliance, Yellow Non Compliance
(Non-Critical) or Red Non Compliance (Critical or Impairment) tags.

® Tags are now only allowed to be affixed to the main water control valve of each system and not
the riser. i.e. A multi floor building with individual floor control valves requires a tag on each
control valve at each floor. The same building designed without floor control assemblies only
requires a single tag to be affixed to the systems main control valve.

¢ Each Sprinkler System, Standpipe System, Fire Hydrant, Fire Pump, Water Storage Tank and
Water Mist system must be individually tagged.

¢ With the exception of 3 & 5 year tags all tags are to only remain on the system for one year.
Therefore at any given time for quarterly inspections there should be no more than 4 tags
affixed (2quarterly, 1 semi-annual & 1 annual) per system..

¢ Clarification to tagging after deficiencies repairs. Contractors are not required to re-inspect or
retag the system until the next scheduled inspection.

* The rule now clarifies that a Green Compliance Tag cannot be affixed to systems with existing
deficiencies or impairments from previous inspections.

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11 Page 5 of 6



v Protegis Fire & Safety
“ 2801 East S.R. 60
V pm OTE GlS Valricoz,lsFL 33594

Phone: 877-662-3473

mFm Florida Fire Sprinkler Association

Fioride Fire Sprinkler Assotiation, Inc, And
iy
American Fire Sprinkler Association, FL

NOTIFICATIONS

The new rule puts more responsibility on the Owner. The Owner is required to notify tenants of all
deficiencies or impairments,

» Compliant Systems (GREEN TAG): The Inspecting Contractor must notify the Building Owner or
Authorized Representative by copy of the NFPA Inspection Report within 30 days of the
inspection.

e Non-Critical Deficiencies (YELLOW TAG): The Inspecting Contractor must notify the Building
Owner or Authorized Representative by copy of the NFPA Inspection Report within 30 days of
the inspection, if the Inspecting Contractor hasn’t been contracted to complete the repairs
within 90 days of the inspection or notified that another licensed contractor performed the
repairs, the Inspecting Contractor must notify the Authority Having Jurisdiction.

e  (Critical Deficiencies (RED TAG): The Inspecting Contractor must notify the Building Owner or
Authorized Representative within 24 hours of the inspection. If the Inspecting Contractor hasn’t
been contracted to complete the repairs within 30 days of the inspection or notified that
another licensed contractor performed the repairs, the Inspecting Contractor must notify the
Authority Having Jurisdiction.

* Impairment (RED TAG): The Inspecting Contractor must notify the Building Owner or Authorized
Representative within 24 hours of the inspection and must notify the Authority Having
Jurisdiction within 72 hours of the inspection if the repairs have not been completed.

RECORDS

s Contractors are required to maintain all Inspection, Service and Maintenance records for 10
years.

* Inspection report provided to the AH! shall be in a format mutually determined between the
Contractor and AHJ. AHJ cannot implement a 3™ party reporting format without mutual
agreement with the Contractor. '

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11
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Form for Inspection, Testing and Maintenance of V'

Wet Pipe Fire Sprinkler Systems

Location Code:
Contact:

Contact Address:

Phone:
Email;

Property Evaluated:

Description:

LAQIMYL
Col. Robert Bargholz

1201 ORIENT ROAD
TAMPA, FL 33619

813-352-9333

HCSO ORIENT ROAD JAIL (Detention
and Correctional)

1201 ORIENT ROAD

TAMPA, FL 33619

Wet (Bldg.10)

Company:
Address:

Company Phone:

Inspector:

Date of Work:

Frequency:

PROTEGIS

Protegis Fire & Safety

2801 East S.R. 60
Valrico, FL 33594

877-662-3473

Gabriel Dorta
EF-2000861 FP120-FPI20-000058

3/18/2021

Quarterly

Attached Files

NFPA 25 72 fpc disclosure.pdf  48.1kB
A_Breakdown_of Changes_to 69A-46.pdf 0.1MB

Deficiency Summary

There are no reported deficiencies for this submission

General Comments

There are no general comments for this submission

Protegis Fire & Safety, 2801 East S.R. 60, Valrico, FL, 33594 Phone: 877-662-3473

Page 1 of 6



Protegis Fire & Safety
2801 East S.R. 60
Valrico, FL 33594

\Q'? PROTEGIS

Phone: 877-662-3473

Form for Inspection, Testing and Maintenance of

Wet Pipe Fire Sprinkler Systems

This form covers the minimum requirements of NFPA 25-2011 for
wet pipe fire sprinkler systems connected to water supplies without
tanks or fire pumps. Separate forms are available for fire pumps, tanks,
hose connections, and other fire protection systems. More frequent
inspection, testing, and maintenance may be necessary depending on
the conditions of the occupancy and the water supply.

Notes:

1. All questions are to be answered Yes, No, or Not Applicable. All
"No" answers are to be explained in the Comments for this form.

2. Inspection, Testing and Maintenance are to be performed with
water supplies (including fire pumps) in service, unless the
impairment procedures of Chapter 15 of NFPA 25 are followed.

g“::)yvork covered on this form is (select Quarterly

Date of Work 3/18/2021

All responses refer to the current work (inspection, testing and

maintenance) performed on this date.

Owner:

Col. Robert Bargholz

Owner's Phone Number:

813-352-9333

Owner's Address:

1201 ORIENT ROAD, TAMPA. FL, 33619

Property Being Evaluated:

HCSO ORIENT ROAD JAIL (Detention and Correctional)

Property Address;

1201 ORIENT ROAD, TAMPA. FL, 33619

System(s):

Wet (Bldg.10)

| 4" Riser-A Booking/Records IT in comner of fingerprint area J
| 4" Riser-B Records Northside IT On Riser

"4" Riser-C Main Sallyport IT Main Sallyport

| 4" Riser-D Transfer Waiting IT Waiting Sallyport
bl" Riser-E Property Room IT JC-02 in property

| 4" Riser-F FACP Room IT 2nd FI1 FACP Room

|_4" Riser CBT/GPS IT On Riser
Part I - Owner's Section

Part IT - Inspector’s Section

A. Inspections

1. Weekly Items

a. Control valves (including backflow
preventer isolation valves) supervised with
seals passed inspection in accordance with
I1.A.2.a below?

b. Relief port on RPZ not continuously
discharging? Yes. No#w N/A

2. Monthly Inspection Items (in addition to above items)

a. Control valves and valves on backflow preventers with locks or
electrical supervision:

" Yes! No® N/A

1. In correct (open or closed) position? "'Yes "'No ¥ N/A
2. Lock or supervision in place? ¥ Yes'  No "N/A
3. Accessible and free from external leaks? ¥ Yes! "No !  N/A
4. Provided with appropriate wrenches? © Yes! 'Noi¥ N/A
5. Provided with appropriate identification? ¥ Yes "No! N/A

b. Gauges on system in good condition and I RO .
showing normal water supply pressure? ¥ Yes...No .~ N/A
¢. Alarm valve free from physical damage,

trim in correct (open or closed) position and

no Jeakage from retarding chamber or drains?

3. Quarterly Inspection Items (in addition to above items)

a. Fire department connections visible,
accessible, couplings and swivels not
damaged, gaskets in place and in good
condition, plugs and caps are okay,
identification sign(s) in place, check valve is
not leaking, clapper in place and operating
properly and automatic drain valve in place
and operating properly?

(If plugs or caps are not in place, inspect
interior for obstructions)

b. Hydraulic nameplate (calculated systems) FY N
securely attached to riser and legible? es N
¢. Alarm & supervisory devices not e s
damaged? ¥ Yes. .No.
d. Pressure reducing valves in open position,
not leaking, with downstream pressure per
design criteria, and in good condition with
handwheels not broken?

4. Annual Inspection Items (in addition to above items)

Yes! . Noi¥ N/A

N/A

N/A

Yes. No¥ N/A

e . Not applicable

A. Is the building occupied? ¥ Yes No 5. Fifth Year Inspection Items (in addition to above items)
B. Has the occupancy and hazard of contents ¥ Yes. No Not applicable
remained the same since the last inspection? ) B. Testing - Report any failures in the Comments for this form
C. Are all fire protection systems in service? ¥ Yes' No 1. Quarterly Tests
D. Has the system remained in service a. Mechanical waterflow alarm devices
without modification since the last ¥ Yes...No passed tests (alarms actuated and flow ¥ Yes. No N/A
inspection? observed)?
E. Was the system free of actuation of - b. Main drain test for system downstream of backflow device or

A . : . ¥ Yes. No : .
devices or alarms since the last inspection? pressure reducing valve:
Owner or Representative _CPL. Robert Bargholz
Signature No Signature Available 1. Record static pressure (psi) and residual pressure(psi):
Date 3/18/2021
©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11 Page 2 of 6



Protegis Fire & Safety

\f? PROTEGIS

280! East S.R. 60
Valrico, FL 33594
Phone: 877-662-3473

i System ‘ Static ‘ Residual l Comments—|

| Riser-A 155 125 _‘

| Riser-B 155 125

' Riser-C 155 | 125 4‘
Riser-D 155 125 ]
Riser-E 155 125 |
Riser-F 155 125

Coriges |15 125 |

I2. Was flow observed? '/ Yes No' N/A
3. Are results comparable to previous tests? ¥ Yes No. N/A

2. Semiannual Tests (in addition to previous items)

Not applicable

3. Annual Tests (in addition to previous items)

Not applicable

4. Tests for every fifth year (in addition to appropriate items)

Not applicable

C. Maintenance

1. Regular Maintenance Items

a. If any sprinkler failed the sampling testing

of Parts I1.B.3.d, ¢, £, g or h of this form, R )
were all sprinklers represented by that sample Yes' 'No v'N/A
replaced?

b. If sprinklers have been replaced, were they Yes
Jproper replacements?

¢. Marine systems normally having fresh

water were drained and refilled twice if raw Yes
water got into the system?

d. Heat tape inspected per manufacturer's “Yes “No ¥ N/A
instructions? )
e. If any of the following were discovered,
was an obstruction investigation conducted?
Explain reason(s) and obstruction
investigation findings in the Comments

1. Defective intake screen on pump supplied from open sources

2. Obstructive material discharged during flow tests

3. Foreign material in dry-pipe valves, check valves or pumps

4. Foreign material in water during drain test or plugging of inspector's
test connection

5. Plugging of pipe or sprinklers found during activation or work

6. Record of broken mains in the vicinity

7. Abnormally frequent false-tripping of dry-pipe valves

8. Failure to flush yard piping or surrounding mains following new
installation or repairs

9. System is returned to service after an extended period of time out of
service (more than one year)

10. There is reason to believe the system contains sodium silicate or its
derivatives or highly corrosive fluxes in copper pipe

‘1‘ 1. Raw water was pumped into the fire department connection

12. Pinhole leaks

f. If conditions were found that required
flushing, was flushing of the system
conducted?

g. Was a drain test conducted after opening g :

any closed valves? ¥ Yes. ‘No. N/A
h. Adjusted, repaired, reconditioned or
replaced components had the associated tests
and/or inspections performed?

2. Annual Maintenance Items (in addition to previous items)
Not applicable

No v N/A

" No ¥ N/A

. Yes .No¥ N/A

‘Yes No ¥'N/A

. Yes No ¥ N/A

Part III - Comments

Any "No" answers, test failures or other problems found with the
sprinkler system must be explained using the comment specific for
each question. Additional comments can be added here.

Please see the summary section at the top of the form for the
comments,
Part IV - Inspector's Information

Inspected By Gabriel Dorta
I state that the information on this form is correct at the time and place

of my inspection, and that all equipment tested at this time was left in
operating condition upon completion of this inspection except as noted

in the Comments.

Signature of Inspector
Date 3182021

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11
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v Protegis Fire & Safety
- 2801 East S.R. 60
V pp DTE G'S Valricoz,isFL 33594

Phone: 877-662-3473

Our Inspection of your Fire Protection System(s) is to ensure that the system components are in good working order
based upon the National Fire Protection Association’s (NFPA) Publication 25, “Inspection, Testing, and
Maintenance of Water Based Fire Protection Systems™; currently adopted edition; (NFPA) Publication 72, “Fire
Alarm Systems”; currently adopted addition; and/or Florida Fire Prevention Code (FFPC), as applicable.

The applicable code inspection requires that we assume your system is/was installed to meet the proper sprinkler /
alarm / Fire Protection System coverage requirements of the applicable code. Occasionally we observe coverage
conditions that are outside our scope of our inspection which we want to bring to your attention. These conditions
may exist for any number of reasons including, but not limited to, the age of your system(s), changes in the design
or occupancy of your facility, changes in the usage of a particular area(s), revisions of industry standards, and/or
changes in the adopted Building Code(s). As a Property Owner or Manager you are responsible for maintaining your
sprinkler system and keeping up with changes in occupancy. Accordingly, we present our observations of applicable
code coverage issues to aid you as the Building Owner or Manager.

Items listed are sometimes not necessarily part of a NFPA 25, 72, or FFPC Inspection and may be outside of the
scope of our inspection contract with you. The identification of these items does not constitute a design review or
engineering analysis of your system(s). These items were noticed during an inspection of your Fire Protection
System(s) performed in accordance with the applicable codes, however may not be part of the inspection
requirements of the inspection contracted to perform. Florida Fire Service, Inc. makes no guarantees or assurance
that any or all design, engineering defects, or system deficiencies have been detected.

Pursuant to Florida Fire Protection Code, currently adopted addition, Florida Fire Service, Inc. (FFS) must notify the
Authority Having Jurisdiction (AHJ) of any deficiencies found/determined within the timeframe allowed by such
applicable code. Please feel free to ask your FFS representative about required timelines for reporting to your local

AHJ.
If FFS provides a proposal for the repairs/corrections of said deficiencies, it is intended as a courtesy and not a

requirement.

Providing Florida with Fast, Professional, and Affordable Systems and Service since 1987

EXTINGUISHERS - EMERGENCY LIGHTING — FIRE ALARMS - FIRE HYDRANTS — FIRE SPRINKLERS - BACKFLOWS —~ FIRE
SUPPRESSION SYSTEMS ~ NURSE CALL SYSTEMS - EMERGENCY COMMUNICATIONS

State Licenses: 90153500012007, FPC11-000028, PS -59194500012005-EF20000861

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11 Page 4 of 6



v Protegis Fire & Safety
N 2801 East S.R. 60
v DQDTEG'S Valrico, FL 33594
Phone: 877-662-3473

'& Fm Florida Fire Sprinkler Association

Fioride Flre Sprinkler Association, Ing, And
et
American Fire Sprinkler Assaciation, FL

£ AFSA-FL

Important Announcement to Florida Fire Sprinkler Contractors

The Rules of the Florida State Fire Marshal in Chapter 69A-46 FIRE PROTECTION SYSTEM CONTRACTORS
AND SYSTEMS were revised and became effective on 7/19/2016. The new rules are available at
www.flrules.org/gateway/ChapterHome.asp?Chapter=69A-46

There were a multitude of changes to 69A. The purpose of this memo is to assist you with a quick view
of important changes related to Inspections of Water Based Fire Protection Systems. It is recommended
that Contractors educate inspection customers with the new State Fire Marshall Rules and their
responsibilities.

NEW/EXPANDED DEFINITIONS: (69A-46.030)

¢ There are now definitions for a Deficiency, Critical Deficiency, Noncritical Deficiency and
Impairment.

e NFPA 25 requires that sprinkler heads be tested at different intervals. Failure to have that
testing performed according to the prescribed frequency constitutes a Critical Deficiency (RED
TAG)

* NFPA 25 also requires various testing to be done at 3 & 5 year intervals. Failure to perform 3 &
5 year testing requirements constitutes a Non-Critical Deficiency (YELLOW TAG)

NEW SPRINKLER SYSTEMS: (69A-46.040)

* Newly installed Fire Protection Systems are NOT required to have an inspection tag affixed until
the 1% inspection of that system is due and performed. {(69A-46.040)

TAG RELATED CHANGES: (69A-46.041)

e The rule now requires systems to be tagged with Green Compliance, Yellow Non Compliance
(Non-Critical) or Red Non Compliance (Critical or Impairment) tags.

® Tags are now only allowed to be affixed to the main water control valve of each system and not
the riser. i.e. A multi floor building with individual floor control valves requires a tag on each
control valve at each floor. The same building designed without floor control assemblies only
requires a single tag to be affixed to the systems main control valve.

e  Each Sprinkler System, Standpipe System, Fire Hydrant, Fire Pump, Water Storage Tank and
Water Mist system must be individually tagged.

*  With the exception of 3 & 5 year tags all tags are to only remain on the system for one year.
Therefore at any given time for quarterly inspections there should be no more than 4 tags
affixed (2quarterly, 1 semi-annual & 1 annual) per system..

* Clarification to tagging after deficiencies repairs. Contractors are not required to re-inspect or
retag the system until the next scheduled inspection.

® The rule now clarifies that a Green Compliance Tag cannot be affixed to systems with existing
deficiencies or impairments from previous inspections.

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11 Page 5 of 6



v Protegis Fire & Safety
N 2801 East S.R. 60
W PROTEGIS mooie

Phone: 877-662-3473

ﬂFm Florida Fire Sprinkler Association

Fiotida Firo Spinier Assaciation, Inc, And
American Fire Sprinkler Association, FL

NOTIFICATIONS

The new rule puts more responsibility on the Owner. The Owner is required to notify tenants of all
deficiencies or impairments.

» Compliant Systems (GREEN TAG): The Inspecting Contractor must notify the Building Owner or
Authorized Representative by copy of the NFPA Inspection Report within 30 days of the
inspection.

® Non-Critical Deficiencies (YELLOW TAG): The Inspecting Contractor must notify the Building
Owner or Authorized Representative by copy of the NFPA Inspection Report within 30 days of
the inspection, if the Inspecting Contractor hasn’t been contracted to complete the repairs
within 90 days of the inspection or notified that another licensed contractor performed the
repairs, the Inspecting Contractor must notify the Authority Having Jurisdiction.

¢ Critical Deficiencies (RED TAG): The Inspecting Contractor must notify the Building Owner or
Authorized Representative within 24 hours of the inspection. If the Inspecting Contractor hasn’t
been contracted to complete the repairs within 30 days of the inspection or notified that
anather licensed contractor performed the repairs, the Inspecting Contractor must notify the
Authority Having Jurisdiction.

e Impairment (RED TAG): The Inspecting Contractor must notify the Building Owner or Authorized
Representative within 24 hours of the inspection and must notify the Authority Having
Jurisdiction within 72 hours of the inspection if the repairs have not been completed.

RECORDS

e Contractors are required to maintain all inspection, Service and Maintenance records for 10
years,

® Inspection report provided to the AHJ shall be in a format mutually determined between the
Contractor and AHJ. AHJ cannot implement a 3™ party reporting format without mutual
agreement with the Contractor.

13W-11 Page 6 of 6
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Form for Inspection, Testing and Maintenance of

Wet Pipe Fire Sprinkler Systems

Location Code:
Contact:

Contact Address:

Phone:
Email;

Property Evaluated:

Description:

LAQIMYL
Col. Robert Bargholz

1201 ORIENT ROAD
TAMPA, FL 33619

813-352-9333

HCSO ORIENT ROAD JAIL (Detention
and Correctional)

1201 ORIENT ROAD

TAMPA, FL 33619

Wet (Bldg.11)

¥

Company:
Address:

Company Phone;

Inspector:

Date of Work:

Frequency:

PROTEGIS

Protegis Fire & Safety

2801 East S.R. 60
Valrico, FL 33594

877-662-3473

Gabriel Dorta
EF-2000861 FP120-FPI20-000058

3/18/2021

Quarterly

Attached Files

NFPA 25 72 fpc disclosure.pdf  48.1kB
A_Breakdown_of Changes to_69A-46.pdf 0.1MB

Deficiency Summary

There are no reported deficiencies for this submission

General Comments

There are no general comments for this submission

Protegis Fire & Safety, 2801 East S.R. 60, Valrico, FL, 33594 Phone: 877-662-3473

Page 1 of 6



Protegis Fire & Safety
2801 East S.R. 60
Valrico, FL 33594

\\"7 PROTEGIS

Phone: 877-662-3473

Form for Inspection, Testing and Maintenance of

Wet Pipe Fire Sprinkler Systems

This form covers the minimum requirements of NFPA 25-2011 for

wet pipe fire sprinkler systems connected to water supplies without

tanks or fire pumps. Separate forms are available for fire pumps, tanks,

hose connections, and other fire protection systems. More frequent

inspection, testing, and maintenance may be necessary depending on

the conditions of the occupancy and the water supply.

Notes:

1. All questions are to be answered Yes, No, or Not Applicable. All
"No" answers are to be explained in the Comments for this form.

2. Inspection, Testing and Maintenance are to be performed with
water supplies (including fire pumps) in service, unless the
impairment procedures of Chapter 15 of NFPA 25 are followed.

g‘::):work covered on this form is (select Quarterly
Date of Work 3/18/2021

All responses refer to the current work (inspection, testing and
maintenance) performed on this date.

Owner:

Col. Robert Bargholz

Owmer's Phone Number:

813-352-9333

Owner's Address:

1201 ORIENT ROAD, TAMPA. FL. 33619

Property Being Evaluated:

HCSQ ORIENT ROAD JAIL (Detention and Correctional)

Property Address:

1201 ORIENT ROAD, TAMPA. FL. 33619

System(s):
Wet (Bldg.11)

North Command (SP-02) 4" Riser-A 1st Fl Corr. IT On Riser ]
North Command (SP-02) 4" Riser-B 2nd F1 Corr. IT On Riser ‘
Administration (SP-01) 4" Riser-A Admin North-W IT On Riser
Administration (SP-01) 4" Riser-B Admin South-E IT On Riser

Administration (SP-01) 4" Riser-C Admin Core Area I'T ME-01 on |
2nd Fl

Part I - Owner's Section
A. Is the building occupied?

B. Has the occupancy and hazard of contents ¥ Yes " No
remained the same since the last inspection?

C. Are all fire protection systems in service? ¥ Yes No
D. Has the system remained in service

without modification since the last ¥ Yes No
inspection?

E. Was the system free of actuation of ¥ Yes” No

devices or alarms since the last inspection?
Owner or Representative
Signature

CPL. Robert Bhargholz.

Date 3/18/2021
Part II - Inspector's Section
A, Inspections

1. Weekly Items

a. Control valves (including backflow
preventer isolation valves) supervised with
seals passed inspection in accordance with
ILA.2.a below?

b. Relief port on RPZ not continuously - - I
discharging? - Yesi Nov'N/A

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11

No Signature Available

2. Monthly Inspection Items (in addition to above items)

a. Control valves and valves on backflow preventers with locks or
electrical supervision;

1. In correct (open or closed) position?

2. Lock or supervision in place?

3. Accessible and free from external leaks?

4. Provided with appropriate wrenches?

5. Provided with appropriate identification?
b. Gauges on system in good condition and
showing normal water supply pressure?

c. Alarm valve free from physical damage,
trim in correct (open or closed) position and
no leakage from retarding chamber or drains?
3. Quarterly Inspection Items (in addition to above items)

a. Fire department connections visible,

accessible, couplings and swivels not

damaged, gaskets in place and in good

condition, plugs and caps are okay,

identification sign(s) in place, check valve is 7Y
not leaking, clapper in place and operating & res
properly and automatic drain valve in place
and operating properly?

(If plugs or caps are not in place, inspect
interior for obstructions)

b. Hydraulic nameplate (calculated systems)
securely attached to riser and legible?

¢. Alarm & supervisory devices not
damaged?

d. Pressure reducing valves in open position,
not leaking, with downstream pressure per
design criteria, and in good condition with
handwheels not broken?

4. Annual Inspection Items (in addition to above items)

Not applicable

5. Fifth Year Inspection Items (in addition to above items)

Not applicable

B. Testing - Report any failures in the Comments for this form
1, Quarterly Tests

a, Mechanical waterflow alarm devices
passed tests (alarms actuated and flow
observed)?

b. Main drain test for system downstream of backflow device or
pressure reducing valve:

'No ¥ N/A

No™ N/A

¥Yes No N/A

¥ Yes No 'N/A

" Yes _ No+ N/A

¥ Yes 'No. N/A

1. Record static pressure (psi) and residual pressure(psi):

1 |
System | Static ‘ Residual Comments |
North l ‘
Command 155 125
Riser-A | |
ki ] |
North |
Command 155 125
Riser-B |
Administration .
Riser-A 155 125 4‘
Administration 155 125
Riser-B ’ |
Administration 155 125
ﬁer‘c ! | |

Page 2 of 6



v Protegis Fire & Safety
h 2801 East S.R. 60
V mmGTEGIS Valricoz,l;L 33594

Phone: 877-662-3473

2. Was flow observed? ¥'Yes No. N/A
3. Are results comparable to previous tests? ¥ Yes  No "N/A
2. Semiannual Tests (in addition to previous items)

Not applicable

3. Annual Tests (in addition to previous items)

Not applicable

4. Tests for every fifth year (in addition to appropriate items)

Not applicable

C. Maintenance
1. Regular Maintenance Items

a. If any sprinkler failed the sampling testing

of Parts I1.B.3.d, e, {, g or h of this form, i
were all sprinklers represented by that sample Yes:=No ¥ N/A
replaced?

b. If sprinklers have been replaced, were they Yes " No v N/A

proper replacements?
¢. Marine systems normally having fresh

water were drained and refilled twice if raw Yes. No ¥ N/A
water got into the system?

d. Heat tape inspected per manufacturer's
instructions? Yes . No¥"N/A
e. If any of the following were discovered,

was an obstruction investigation conducted? Yes Now N/A

Explain reason(s) and obstruction

investigation findings in the Comments

1. Defective intake screen on pump supplied from open sources

2. Obstructive material discharged during flow tests

3. Foreign material in dry-pipe valves, check valves or pumps

4. Foreign material in water during drain test or plugging of inspector's
test connection

5. Plugging of pipe or sprinklers found during activation or work

6. Record of broken mains in the vicinity

7. Abnormally frequent false-tripping of dry-pipe valves

8. Failure to flush yard piping or surrounding mains following new
installation or repairs

9. System is returned to service after an extended period of time out of
service (more than one year)

10. There is reason to believe the system contains sodium silicate or its
derivatives or highly corrosive fluxes in copper pipe

11. Raw water was pumped into the fire department connection

12. Pinhole leaks

f. If conditions were found that required =~ s
flushing, was flushing of the system ‘Yes' No¥ N/A
conducted?

2. Was a drain test conducted after opening #Yes No “N/A

any closed valves?

h. Adjusted, repaired, reconditioned or i
replaced components had the associated tests Yes. No v N/A
and/or inspections performed?

2. Annual Maintenance Items (in addition to previous items)

Not applicable

Part III - Comments

Any "No" answers, test failures or other problems found with the
sprinkler system must be explained using the comment specific for
each question. Additional comments can be added here.

Please see the summary section at the top of the form for the
comments

Part IV - Inspector's Information

Inspected By Gabriel Dorta
I state that the information on this form is correct at the time and place
of my inspection, and that all equipment tested at this time was left in
operating condition upon completion of this inspection except as noted
in the Comments.

Signature of Inspector Q I

Date i 3/18/2021

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11
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-v Protegis Fire & Safety
i ® 2801 East S.R. 60
V pmmTEGlS Valrico, FL 33594

Phone: 877-662-3473

FLORIDA FRE
SERVICE, INC.

o <d
LTS
v aas ot
w

Our Inspection of your Fire Protection System(s} is to ensure that the system components are in good working order
based upon the National Fire Protection Association’s (NFPA) Publication 25, “Inspection, Testing, and
Maintenance of Water Based Fire Protection Systems”; currently adopted edition; (NFPA) Publication 72, “Fire
Alarm Systems”; currently adopted addition; and/or Florida Fire Prevention Code (FFPC), as applicable.

The applicable code inspection requires that we assume your system is/was installed to meet the proper sprinkler /
alarm / Fire Protection System coverage requirements of the applicable code. Occasionally we observe coverage
conditions that are outside our scope of our inspection which we want to bring to your attention. These conditions
may exist for any number of reasons including, but not limited to, the age of your system(s), changes in the design
or occupancy of your facility, changes in the usage of a particular area(s), revisions of indusiry standards, and/or
changes in the adopted Building Code(s). As a Property Owner or Manager you are responsible for maintaining your
sprinkler system and keeping up with changes in occupancy. Accordingly, we present our observations of applicable
code coverage issues to aid you as the Building Owner or Manager.

Items listed are sometimes not necessarily part of a NFPA 25, 72, or FFPC Inspection and may be outside of the
scope of our inspection contract with you. The identification of these items does not constitute a desi gn review or
engineering analysis of your system(s). These items were noticed during an inspection of your Fire Protection
System(s) performed in accordance with the applicable codes, however may not be part of the inspection
requirements of the inspection contracted to perform. Florida Fire Service, Inc. makes no guarantees or assurance
that any or all design, engineering defects, or system deficiencies have been detected.

Pursuant to Florida Fire Protection Code, currently adopted addition, Florida Fire Service, Inc. (FFS) must notify the
Authority Having Jurisdiction (AHJ) of any deficiencies found/determined within the timeframe allowed by such
applicable code. Please feel free to ask your FFS representative about required timelines for reporting to your local

AHJ.
I FFS provides a proposal for the repairs/corrections of said deficiencies, it is intended as a courtesy and not a

requirement,

Providing Florida with Fast, Professional, and Affordable Systems and Service since 1987

EXTINGUISHERS — EMERGENCY LIGHTING ~ FIRE ALARMS - FIRE HYDRANTS - FIRE SPRINKLERS - BACKFLOWS - FIRE
SUPPRESSION SYSTEMS ~ NURSE CALL SYSTEMS — EMERGENCY COMMUNICATIONS

State Licenses: 90153500012007, FPC11-000028, PS -59194500012005-EF20000861

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11 Page 4 of 6



v Protegis Fire & Safety
. 2801 East S.R. 60
V ppDTEG'S Valricoz,isFL 33594

Phone: 877-662-3473

Fm Florida Fire Sprinkler Association ‘ ‘Ql

Flotida Fire Sprinkier Association, Iac, And / AFS &-FL
pliuon =7
American Fire Sprinkler Association, FL

Important Announcement to Florida Fire Sprinkler Contractors

The Rules of the Florida State Fire Marshal in Chapter 69A-46 FIRE PROTECTION SYSTEM CONTRACTORS
AND SYSTEMS were revised and became effective on 7/19/2016. The new rules are available at
www.flrules.org/gateway/ChapterHome.asp?Chapter=69A-46

There were a multitude of changes to 69A. The purpose of this memo is to assist you with a quick view
of important changes related to Inspections of Water Based Fire Protection Systems. It is recommended
that Contractors educate inspection customers with the new State Fire Marshall Rules and their
responsibilities.

NEW/EXPANDED DEFINITIONS: (69A-46.030)

e There are now definitions for a Deficiency, Critical Deficiency, Noncritical Deficiency and
Impairment.

* NFPA 25 requires that sprinkler heads be tested at different intervals. Failure to have that
testing performed according to the prescribed frequency constitutes a Critical Deficiency (RED
TAG)

* NFPA 25 also requires various testing to be done at 3 & 5 year intervals. Failure to perform 3 &
5 year testing requirements constitutes a Non-Critical Deficiency (YELLOW TAG)

NEW SPRINKLER SYSTEMS: (69A-46.040)

e Newly installed Fire Protection Systems are NOT required to have an inspection tag affixed until
the 1% inspection of that system is due and performed. (69A-46.040)

TAG RELATED CHANGES: (69A-46.041)

¢ The rule now requires systems to be tagged with Green Compliance, Yellow Non Compliance
(Non-Critical) or Red Non Compliance {Critical or Impairment) tags.

¢ Tags are now only allowed to be affixed to the main water control valve of each system and not
the riser. i.e. A multi floor building with individual floor control valves requires a tag on each
control valve at each floor. The same building designed without floor control assemblies only
requires a single tag to be affixed to the systems main control valve.

e Each Sprinkler System, Standpipe System, Fire Hydrant, Fire Pump, Water Storage Tank and
Water Mist system must be individually tagged.

¢ With the exception of 3 & 5 year tags all tags are to only remain on the system for one year.
Therefore at any given time for quarterly inspections there should be no more than 4 tags
affixed {2quarterly, 1 semi-annual & 1 annual) per system..

¢ Clarification to tagging after deficiencies repairs. Contractors are not required to re-inspect or
retag the system until the next scheduled inspection.

* The rule now clarifies that a Green Compliance Tag cannot be affixed to systems with existing
deficiencies or impairments from previous inspections.

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11 Page 5 of 6



v Protegis Fire & Safety
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Phone: 877-662-3473

-a FFm Florida Fire Sprinkler Association

Fiorida Firo Sprinklcr Assaciatian, inc. And / Apéﬁé_‘FL
frobmlny :
American Fire Sprinkler Association, FL

NOTIFICATIONS

The new rule puts more responsibility on the Owner. The Owner is required to notify tenants of all
deficiencies or impairments.

* Compliant Systems (GREEN TAG): The Inspecting Contractor must notify the Building Owner or
Authorized Representative by copy of the NFPA Inspection Report within 30 days of the
inspection.

¢ Non-Critical Deficiencies (YELLOW TAG): The Inspecting Contractor must notify the Building
Owner or Authorized Representative by copy of the NFPA Inspection Report within 30 days of
the inspection, if the Inspecting Contractor hasn’t been contracted to complete the repairs
within 90 days of the inspection or notified that another licensed contractor performed the
repairs, the Inspecting Contractor must notify the Authority Having Jurisdiction.

» Critical Deficiencies (RED TAG): The Inspecting Contractor must notify the Building Owner or
Authorized Representative within 24 hours of the inspection. If the Inspecting Contractor hasn't
been contracted to complete the repairs within 30 days of the inspection or notified that
another licensed contractor performed the repairs, the Inspecting Contractor must notify the
Authority Having Jurisdiction.

» Impairment (RED TAG): The Inspecting Contractor must notify the Building Owner or Authorized
Representative within 24 hours of the inspection and must notify the Authority Having
Jurisdiction within 72 hours of the inspection if the repairs have not been completed.

RECORDS

e Contractors are required to maintain all Inspection, Service and Maintenance records for 10
years.

® Inspection report provided to the AHJ shall be in a format mutually determined between the
Contractor and AHJ. AHJ cannot implement a 3™ party reporting format without mutual
agreement with the Contractor.

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11 Page 6 of 6



Form for Inspection, Testing and Maintenance of

Wet Pipe Fire Sprinkler Systems

Location Code:
Contact:

Contact Address:

Phone:
Email:

Property Evaluated:

Description:

LAQIMYL
Col. Robert Bargholz

1201 ORIENT ROAD
TAMPA, FL 33619

813-352-9333

HCSO ORIENT ROAD JAIL (Detention
and Correctional)

1201 ORIENT ROAD

TAMPA, FL 33619

Wet (Bldg.12)

\V/

\ 4

Company:
Address:

Company Phone:

Inspector:

Date of Work:

Frequency:

PROTEGIS

Protegis Fire & Safety

2801 East S.R. 60
Valrico, FL 33594

877-662-3473

Gabriel Dorta
EF-2000861 FP120-FPI120-000058

3/18/2021]

Quarterly

Attached Files

NFPA 25 72 fpe disclosure.pdf  48.1kB
A_Breakdown_of Changes_to 69A-46.pdf 0.1MB

Deficiency Summary

There are no reported deficiencies for this submission

General Comments

There are no general comments for this submission

Protegis Fire & Safety, 2801 East S.R. 60, Valrico, FL, 33594 Phone: 877-662-3473
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Protegis Fire & Safety
2801 East S.R. 60
Valrico, FL 33594

\\‘?/ PROTEGIS

Phone: 877-662-3473

‘Form for Inspection, Testing and Maintenance of

Wet Pipe Fire Sprinkler Systems

This form covers the minimum requirements of NFPA 25-2011 for

wet pipe fire sprinkler systems connected to water supplies without

tanks or fire pumps. Separate forms are available for fire pumps, tanks,

hose connections, and other fire protection systems. More frequent

inspection, testing, and maintenance may be necessary depending on

the conditions of the occupancy and the water supply.

Notes:

1. All questions are to be answered Yes, No, or Not Applicable. All
"No" answers are to be explained in the Comments for this form.

2. TInspection, Testing and Maintenance are to be performed with
water supplies (including fire pumps) in service, unless the
impairment procedures of Chapter 15 of NFPA 25 are followed.

OTIlllg)Work covered on this form is (select Quarterly
Date of Work 3/18/2021

All responses refer to the current work (inspection, testing and
maintenance) performed on this date.

Owner:

Col. Robert Bargholz
Owner's Phone Number:
813-352-9333

Owner's Address:

1201 ORIENT ROAD, TAMPA. FL. 33619

Property Being Evaluated:

HCSO ORIENT ROAD JAIL (Detention and Correctional)
Property Address:

1201 ORIENT ROAD. TAMPA, FL. 33619

System(s):
Wet (Bldg.12)

| 4" Riser-A Staff Dining IT On Riser
| 4" Riser-B Kitchen IT On Riser
| 4" Riser-C Loading Dock/Dry Storage IT On Riser

| 4" Riser-D Tray Washing Area On Riser
| 4" Riser-E Mechanical Room IT On 2nd FI ME-01-Tunne!
Part I - Owner's Section

A Is the building occupied? ¥'Yes No

B. Has the occupancy and hazard of contents V' Yes No
remained the same since the last inspection? i o

2. Monthly Inspection Items (in addition to above items)

a. Control valves and valves on backflow preventers with locks or
electrical supervision:

1. In correct (open or closed) position?
2. Lock or supervision in place?

" Yes .
¥ Yes "

3. Accessible and free from external leaks? ¥ Yes

4. Provided with appropriate wrenches? " Yes 'No ¥ N/A

5. Provided with appropriate identification? ¥ Yes "No! N/A
; n system in good condition an -

]:h(?\s;ggeigmglswater sﬁgplyc;recslsu(r)e? ‘ ¥ Yes. No N/A

c. Alarm valve free from physical damage, o

trim in correct (open or closed) position and Yes' .Now~ N/A

no leakage from retarding chamber or drains?
3. Quarterly Inspection Items (in addition to above items)

a. Fire department connections visible,
accessible, couplings and swivels not
damaged, gaskets in place and in good
condition, plugs and caps are okay,
identification sign(s) in place, check valve is
not leaking, clapper in place and operating
properly and automatic drain valve in place
and operating properly?

(If plugs or caps are not in place, inspect
interior for obstructions)

b. Hydraulic nameplate (calculated systems)
securely attached to riser and legible?

¥ Yes. No' N/A

¥. Yes " No.. N/A

c. Alarm & supervisory devices not ¥ Yes No N/A
damaged? :

d. Pressure reducing valves in open position,

not leaking, with downstream pressure per "~ Yes " No & N/A

design criteria, and in good condition with

handwheels not broken?

4. Annual Inspection Items (in addition to above items)

Not applicable

5. Fifth Year Inspection Items (in addition to above items)

Not applicable

B. Testing - Report any failures in the Comments for this form
1. Quarterly Tests

a. Mechanical waterflow alarm devices
passed tests (alarms actuated and flow
observed)?

b. Main drain test for system downstream of backflow device or
pressure reducing valve:

¥ Yes:.. No " N/A

C. Are all fire protection systems in service? ¥ Yes No
D. Has the system remained in service - 1. Record static pressure (psi) and residual pressure(psi):
without modification since the last ¥ Yes No — _
inspection? System | Static ‘ Residual Comments |
E. Was the system free of actuation of ¥ Yes. " No e !
devices or alarms since the last inspection? ' Riser-A | 160 190 _
Owner or Representative [\cl:PLS Robetrt Baryholf Riser-B 160 ‘ 90
Signatu o Signature Available —

= 9 Riser-C 160 90 |
Date 3182021 Riser-D 160 90 B
PartII - Inspector's Section Riser-E | 160 90 |
A, Inspections — ) = ——
1. Weekly Items 2. Was flow observed? ¥ Yes: No N/A
a. Control valves (including backflow 3. Are results comparable to previous tests? ¥ Yes. No N/A
preventer isolation valves) supervised with Yes No¥#N/A 2. Semiannual Tests (in addition to previous items)
seals passed inspection in accordance with Not applicable . o
11.A.2.a below? 3. Annual Tests (in addition to previous items)

i i R Not applicable
b. Relief port on RPZ not continuously --Yes.  No ¥.N/A 4. Tests for every fifth year (in addition to appropriate items)
P

discharging?

Not applicable

@201 3 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11
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v Protegis Fire & Safety
v a 2801 East S.R. 60
v F:p DTE G'S Valricoa,lsFL 33594

Phone: 877-662-3473

C. Maintenance
1. Regular Maintenance Items
‘a.f If anyﬁp}ginkéer fa?led thg S?nllql?lht}g testing

arts I1.B.3. r i .
Svelr)e alsl spritfklér:’re,p%eosentgd tbysth‘;??a’tmple - - Yes.. No ¥:N/A
replaced?

. If sprinklers h: een repla re the cmay
gropsll') repla‘:cfm:rrti.‘;) eplaced, were they YesL..No¥'N/A
¢. Marine systems normally having fresh
water were drained and refilled twice if raw ~Yes _'No ¥'N/A
water got into the system?

g_l sIt-Irieé’; i't(';ltll):?mspected per manufacturer's “Yes' "No ¥ N/A
e. If any gf the following were disco:;ereda

was an obstruction investigation conducted? AT
Explainoreaso;t}s) and obs%rucotion . YeshBNo jaN/A
investigation findings in the Comments

i. Defective intake screen on pump supplied from open sources

2. Obstructive material discharged during flow tests

3. Foreign material in dry-pipe valves, check valves or pumps

4. Foreign material in water during drain test or plugging of inspector's
test connection

5. Plugging of pipe or sprinklers found during activation or work

6. Record of broken mains in the vicinity

7. Abnormally frequent false-tripping of dry-pipe valves

8. Failure to flush yard piping or surrounding mains following new
installation or repairs

9. System is returned to service after an extended period of time out of
service {more than one year)

‘10. There is reason to believe the system contains sodium silicate or its
derivatives or highly corrosive fluxes in copper pipe

11. Raw water was pumped into the fire department connection

12. Pinhole leaks

f. If conditions were found that required

flushing, was flushing of the system ~Yes' 'No ¥ N/A
conducted?
g Was a drain test conducted after opening V' Yes "No " N/A

any closed valves?

h. Adjusted, repaired, reconditioned or
replaced components had the associated tests Yes. .No v N/A
and/or inspections performed?

2. Annual Maintenance Items (in addition to previous items)

Not applicable

Part III - Comments

Any "No" answers, test failures or other problems found with the
sprinkler system must be explained using the comment specific for
each question. Additional comments can be added here.

Please see the summary section at the top of the form for the
comments. _

Part IV - Inspector's Information

Inspected By Gabriel Dorta
I state that the information on this form is correct at the time and place
of my inspection, and that all equipment tested at this time was left in
operating condition upon completion of this inspection except as noted
in the Comments.

Signature of Inspector %

Date 3/18/2021

ra
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v« Protegis Fire & Safety
" 2801 East S.R. 60
¥ PROTEGIS mese

Phone: 877-662-3473

Our Inspection of your Fire Protection System(s) is to ensure that the system components are in good working order
based upon the National Fire Protection Association’s (NFPA) Publication 25, “Inspection, Testing, and
Maintenance of Water Based Fire Protection Systems”; currently adopted edition; (NFPA) Publication 72, “Fire
Alarm Systems”; currently adopted addition; and/or Florida Fire Prevention Code (FFPC), as applicable.
The applicable code inspection requires that we assume your system is/was installed to meet the proper sprinkler /
alarm / Fire Protection System coverage requirements of the applicable code. Occasionally we observe coverage
conditions that are outside our scope of our inspection which we want to bring to your attention. These conditions
may exist for any number of reasons including, but not limited to, the age of your system(s), changes in the design
or occupancy of your facility, changes in the usage of a particular area(s), revisions of industry standards, and/or
) changes in the adopted Building Code(s). As a Property Owner or Manager you are responsible for maintaining your
' sprinkler system and keeping up with changes in occupancy. Accordingly, we present our observations of applicable
code coverage issues to aid you as the Building Owner or Manager.

Items listed are sometimes not necessarily part of a NFPA 25, 72, or FFPC Inspection and may be outside of the
scope of our inspection contract with you. The identification of these items does not constitute a desi gn review or
engineering analysis of your system(s). These items were noticed during an inspection of your Fire Protection
System(s) performed in accordance with the applicable codes, however may not be part of the inspection
requirements of the inspection contracted to perform. Florida Fire Service, Inc. makes no guarantees or assurance
that any or all design, engineering defects, or system deficiencies have been detected.

Pursuant to Florida Fire Protection Code, currently adopted addition, Florida Fire Service, Inc. (FFS) must notify the
Authority Having Jurisdiction (AHJ) of any deficiencies found/determined within the timeframe allowed by such
applicable code. Please feel free to ask your FFS representative about required timelines for reporting to your local

AHJ.
If FFS provides a proposal for the repairs/corrections of said deficiencies, it is intended as a courtesy and not a

requirement.

Providing Florida with Fast, Professional, and Affordable Systems and Service since 1987

EXTINGUISHERS ~ EMERGENCY LIGHTING - FIRE ALARMS - FIRE HYDRANTS - FIRE SPRINKLERS - BACKFLOWS - FIRE
SUPPRESSION SYSTEMS - NURSE CALL SYSTEMS - EMERGENCY COMMUNICATIONS

State Licenses: 90153500012007, FPC11-000028, PS -59194500012005-EF20000861
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-@ FF& Florida Fire Sprinkler Association

Forida £ire Sprinkier Assoctation, Inc, And
el . . g L
American Fire Sprinkler Association, FL

Important Announcement to Florida Fire Sprinkler Contractors

The Rules of the Florida State Fire Marshal in Chapter 69A-46 FIRE PROTECTION SYSTEM CONTRACTORS
AND SYSTEMS were revised and became effective on 7/19/2016. The new rules are available at
www.flrules.org/gateway/ChapterHome.asp?Chapter=69A-46

There were a multitude of changes to 69A. The purpose of this memo is to assist you with a quick view
of important changes related to Inspections of Water Based Fire Protection Systems. [t is recommended
that Contractors educate inspection customers with the new State Fire Marshall Rules and their
responsibilities.

NEW/EXPANDED DEFINITIONS: (69A-46.030)

e There are now definitions for a Deficiency, Critical Deficiency, Noncritical Deficiency and
Impairment.

e NFPA 25 requires that sprinkler heads be tested at different intervals. Failure to have that
testing performed according to the prescribed frequency constitutes a Critical Deficiency (RED
TAG)

® NFPA 25 also requires various testing to be done at 3 & 5 year intervals. Failure to perform 3 &
5 year testing requirements constitutes a Non-Critical Deficiency (YELLOW TAG)

NEW SPRINKLER SYSTEMS: (69A-46.040)

¢ Newly installed Fire Protection Systems are NOT required to have an inspection tag affixed until
the 1% inspection of that system is due and performed. (69A-46.040)

TAG RELATED CHANGES: (69A-46.041)

® The rule now requires systems to be tagged with Green Compliance, Yellow Non Compliance
(Non-Critical} or Red Non Compliance (Critical or impairment) tags.

o Tags are now only allowed to be affixed to the main water control valve of each system and not
the riser. i.e. A multi floor building with individual floor control valves requires a tag on each
control valve at each floor. The same building designed without floor control assemblies only
requires a single tag to be affixed to the systems main control valve.

¢ Each Sprinkler System, Standpipe System, Fire Hydrant, Fire Pump, Water Storage Tank and
Water Mist system must be individually tagged.

* With the exception of 3 & 5 year tags all tags are to only remain on the system for one year.
Therefore at any given time for quarterly inspections there should be no more than 4 tags
affixed (2quarterly, 1 semi-annual & 1 annual) per system..

e Clarification to tagging after deficiencies repairs. Contractors are not required to re-inspect or
retag the system until the next scheduled inspection.

® The rule now clarifies that a Green Compliance Tag cannot be affixed to systems with existing
deficiencies or impairments from previous inspections.

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11 Page 5 of 6
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NOTIFICATIONS

The new rule puts more responsibility on the Owner. The Owner is required to notify tenants of all
deficiencies or impairments.

¢ Compliant Systems (GREEN TAG): The Inspecting Contractor must notify the Building Owner or
Authorized Representative by copy of the NFPA Inspection Report within 30 days of the
inspection.

* Non-Critical Deficiencies (YELLOW TAG): The Inspecting Contractor must notify the Building
Owner or Authorized Representative by copy of the NFPA Inspection Report within 30 days of
the inspection, if the Inspecting Contractor hasn’t been contracted to complete the repairs
within 90 days of the inspection or notified that another licensed contractor performed the
repairs, the Inspecting Contractor must notify the Authority Having Jurisdiction.

e Critical Deficiencies (RED TAG): The Inspecting Contractor must notify the Building Owner or
Authorized Representative within 24 hours of the inspection. If the Inspecting Contractor hasn't
been contracted to complete the repairs within 30 days of the inspection or notified that
another licensed contractor performed the repairs, the Inspecting Contractor must notify the
Authority Having Jurisdiction.

¢ Impairment (RED TAG): The Inspecting Contractor must notify the Building Owner or Authorized
Representative within 24 hours of the inspection and must notify the Authority Having
Jurisdiction within 72 hours of the inspection if the repairs have not been completed.

RECORDS

s Contractors are required to maintain all Inspection, Service and Maintenance records for 10
years.

* Inspection report provided to the AHJ shall be in a format mutually determined between the
Contractor and AHJ. AHJ cannot implement a 3™ party reporting format without mutual
agreement with the Contractor.




Form for Inspection, Testing and Maintenance of
Wet Pipe Fire Sprinkler Systems

Location Code:
Contact;

Contact Address:

Phone:
Email;

Property Evaluated:

Description:

LAQIMYL
Col. Robert Bargholz

1201 ORIENT ROAD
TAMPA, FL 33619

813-352-9333

HCSO ORIENT ROAD JAIL (Detention
and Correctional)

1201 ORIENT ROAD

TAMPA, FL 33619

Wet (Bldg.13)

\

Company:;
Address:

Company Phone:

Inspector:

Date of Work:

Frequency:

PROTEGIS

Protegis Fire & Safety

2801 East S.R. 60
Valrico, FL 33594

877-662-3473

Gabriel Dorta
EF-2000861 FP120-FPI120-000058

3/18/2021
Quarterly

Attached Files

NFPA 25 72 fpc disclosure.pdf  48.1kB
A_Breakdown_of Changes to_69A-46.pdf 0.1MB

Deficiency Summary

There are no reported deficiencies for this submission

General Comments

There are no general comments for this submission

Protegis Fire & Safety, 2801 East S.R. 60, Valrico, FL, 33594 Phone: 877-662-3473

Page 1 of 6



Protegis Fire & Safety

\\V// PROTEGIS

2801 East S.R. 60
Valrico, FL 33594
Phone: 877-662-3473

Form for Inspection, Testing and Maintenance of

Wet Pipe Fire Sprinkler Systems

This form covers the minimum requirements of NFPA 25-2011 for

wet pipe fire sprinkler systems connected to water supplies without

tanks or fire pumps. Separate forms are available for fire pumps, tanks,

hose connections, and other fire protection systems. More frequent

inspection, testing, and maintenance may be necessary depending on

the conditions of the occupancy and the water supply.

Notes:

1. All questions are to be answered Yes, No, or Not Applicable. All
"No" answers are to be explained in the Comments for this form.

2. Inspection, Testing and Maintenance are to be performed with
water supplies (including fire pumps) in service, unless the
impairment procedures of Chapter 15 of NFPA 25 are followed.

The work covered on this form is (select

one): . Quarterj
Date of Work _3/18/2021

All responses refer to the current work (inspection, testing and
maintenance) performed on this date.

Owner:

Col. Robert Barcholz —
Owner's Phone Number:

813-352-9333 .
Owner's Address:

1201 ORIENT ROAD, TAMPA, FL, 33619 _
Property Being Evaluated:

HCS0 ORIENT ROAD JAIL (Detention and Correctional)

Property Address:

1201 ORIENT ROAD, TAMPA, FL, 33619

System(s):

Wet (Bldg.13)

| 4" Riser-A ECC IT On Riser
4" Riser-B Mech. Rooms IT On Riser
| 4" Riser-C 2nd FI IT On Riser

[4" Riser-D Fire Pump Room IT On Riser
Part I- Owner's Section
A Is the building occupied? ¥ Yes No

2. Monthly Inspection Items (in addition to above items)

a. Control valves and valves on backflow preventers with locks or
electrical supervision:

1. In correct (open or closed) position? .. No W' N/A
2. Lock or supervision in place? - Nol N/A
3. Accessible and free from external leaks? - Nol . N/A

7 N/A
“_Nol'N/A

4. Provided with appropriate wrenches?
5. Provided with appropriate identification?

b. Gauges on system in good condition and " No T N/A
showing normal water supply pressure? ‘
¢. Alarm valve free from physical damage, -
trim in correct (open or closed) position and Yes' Noiw N/A

no leakage from retarding chamber or drains?
3. Quarterly Inspection Items (in addition to above items)

a. Fire department connections visible,

accessible, couplings and swivels not

damaged, gaskets in place and in good

condition, plugs and caps are okay,

identification sign(s) in place, check valve is N me

not leaking, clapper in place and operating - Yes. No. N/A
properly and automatic drain valve in place

and operating properly?

(If plugs or caps are not in place, inspect

interior for obstructions)

b. Hydraulic nameplate (calculated systems) o :

securely attached tg riser and legible? ¥ Yes .Nol N/A

c. Alarm & supervisory devices not -

damaged? ¥ Yes. No N/A
d. Pressure reducing valves in open position,

not leaking, with downstream pressure per “Yes ~"No ¥ N/A

design criteria, and in good condition with

handwheels not broken?

4. Annual Inspection Items (in addition to above items)
Not applicable

5. Fifth Year Inspection Items (in addition te above items)

Not applicable
B. Testing - Report any failures in the Comments for this form

1. Quarterly Tests
a, Mechanical waterflow alarm devices

B. Has the occupancy and hazard of contents ¥ Yes ” No passed tests (alarms actuated and flow ¥ Yes!"No "N/A

remained the same since the last inspection? observed)?

C. Are all fire protection systems in service? ¥ Yes _No b. Main drain test for system downstream of backflow device or

D. Has the system remained in service N pressure reducing valve:

without modification since the last ¥.Yes.. No . . . )

inspection? 1. Record static pressure (psi) and residual pressure(psi):

E. Was the system free of actuation of - T I = T

devices or alarms since the last inspection? ¥ Yes: JNo System | Static Residual | Comments J

Owner or Representative _CPL. Robert Bargholz Riser-A | 1160 | 90 |

Signatu No Signature Available ' - —
S g Riser-B | 160 90 | |

. I
Date 3/18/2021 Riser-C | 160 90 |
Part II - Inspector's Section Riser-D 160 190 |

A, Inspections

1. Weekly Items

a. Control valves (including backflow

preventer isolation valves) supervised with NI £
seals passed inspection in accordance with Yes' No v'N/A
II.A.2.a below?

b. Relief port on RPZ not continuously o
discharging? Yes No v N/A

2. Was flow observed? ¥ Yes.. No "N/A
3. Are results comparable to previous tests? Yes Now N/A
2. Semiannual Tests (in addition to previous items)

Not applicable

3. Annual Tests (in addition to previous items)

Not applicable

4. Tests for every fifth year (in addition to appropriate items)

Not applicable

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11
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v Protegis Fire & Safety
i 2801 East S.R. 60
:‘ V pm DTE G’S Valricoa,lSFL 33594

Phone: 877-662-3473

C. Maintenance
1. Regular Maintenance Items

a. If any sprinkler failed the sampling testing

of Parts ILB.3.d, ¢, f, g or h of this form, - -
were all sprinklers represented by that sample - Yes..No¥'N/A
replaced?

b. If sprinklers have been replaced, were they Yes | 'No ¥ N/A

proper replacements?
€. Marine systems normally having fresh

water were drained and refilled twice if raw -~ Yes_ No+w N/A
water got into the system?
d. Heat tape inspected per manufacturer's AT
S Guctibrs? Yes...No¥ N/A
e. If any of the following were discovered,

P Mbgd B o _
was an obstruction investigation conducted? Yes ™ No ¥ N/A

Explain reason(s) and obstruction

investigation findings in the Comments

1. Defective intake screen on pump supplied from open sources

2. Obstructive material discharged during flow tests

3. Foreign material in dry-pipe valves, check valves or pumps

4. Foreign material in water during drain test or plugging of inspector's
test connection

5. Plugging of pipe or sprinklers found during activation or work

6. Record of broken mains in the vicinity

“7. Abnormally frequent false-tripping of dry-pipe valves

8. Failure to flush yard piping or surrounding mains following new
installation or repairs

9. System is returned to service after an extended period of time out of
service (more than one year)
"10. There is reason to believe the system contains sodium silicate or its
derivatives or highly corrosive fluxes in copper pipe

11. Raw water was pumped into the fire department connection

12. Pinhole leaks

f. If conditions were found that required

flushing, was flushing of the system ~.Yes _No¥ N/A
conducted?
g. Was a drain test conducted after opening 7 Yes” No  N/A

any closed valves?

h. Adjusted, repaired, reconditioned or B
replaced components had the associated tests Yes. Nov"N/A
and/or inspections performed?

2. Annual Maintenance Items (in addition to previous items)

Not applicable

Part III - Comments

Any "No" answers, test failures or other problems found with the
sprinkler system must be explained using the comment specific for
each question. Additional comments can be added here.

Please see the summary section at the top of the form for the
comments,

Part IV - Inspector's Information

Inspected By = Gabriel Dorta
I state that the information on this form is correct at the time and place
of my inspection, and that all equipment tested at this time was left in
operating condition upon completion of this inspection except as noted
‘in the Comments.

Signature of Inspector %ﬁ

Date - 3/18/2021

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, F
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Phone: 877-662-3473

Our Inspection of your Fire Protection System(s) is to ensure that the system components are in good working order
based upon the National Fire Protection Association’s (NFPA) Publication 25, “Inspection, Testing, and
Maintenance of Water Based Fire Protection Systems”; currently adopted edition; (NFPA) Publication 72, “Fire
Alarm Systems”; currently adopted addition; and/or Florida Fire Prevention Code (FFPC), as applicable.

The applicable code inspection requires that we assume your system is/was installed to meet the proper sprinkler /
alarm / Fire Protection System coverage requirements of the applicable code. Occasionally we observe coverage
conditions that are outside our scope of our inspection which we want to bring to your attention. These conditions
may exist for any number of reasons including, but not limited to, the age of your system(s), changes in the design
or occupancy of your facility, changes in the usage of a particular area(s), revisions of industry standards, and/or
changes in the adopted Building Code(s). As a Property Owner or Manager you are responsible for maintaining your
sprinkler system and keeping up with changes in occupancy. Accordingly, we present our observations of applicable
code coverage issues to aid you as the Building Owner or Manager.

Ttems listed are sometimes not necessarily part of a NFPA 25, 72, or FFPC Inspection and may be outside of the
scope of our inspection contract with you. The identification of these items does not constitute a design review or
engineering analysis of your system(s). These items were noticed during an inspection of your Fire Protection
System(s) performed in accordance with the applicable codes, however may not be part of the inspection
requirements of the inspection contracted to perform. Florida Fire Service, Inc. makes no guarantees or assurance
that any or all design, engineering defects, or system deficiencies have been detected.

Pursuant to Florida Fire Protection Code, currently adopted addition, Florida Fire Service, Tnc. (FFS) must notify the
Authority Having Jurisdiction (AHJ) of any deficiencies found/determined within the timeframe allowed by such
applicable code. Please feel free to ask your FFS representative about required timelines for reporting to your local

AHIJ.
If FFS provides a proposal for the repairs/corrections of said deficiencies, it is intended as a courtesy and not a

requirement.

Providing Fiorida with Fast, Professional, and Affordable Systems and Service since 1987

EXTINGUISHERS - EMERGENCY LIGHTING - FIRE ALARMS - FIRE HYDRANTS - FIRE SPRINKLERS — BACKFLOWS — FIRE
SUPPRESSION SYSTEMS — NURSE CALL SYSTEMS - EMERGENCY COMMUNICATIONS

State Licenses: 90153500012007, FPC11-000028, PS -59194500012005-EF20000861
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Phone: 877-662-3473

EFF& Florida Fire Sprinkler Association

Florida Fire Sprnkier Assoclation, Ing. And
phiinistbin . . i L
American Fire Sprinkler Association, FL

Important Announcement to Florida Fire Sprinkler Contractors

The Rules of the Florida State Fire Marshal in Chapter 69A-46 FIRE PROTECTION SYSTEM CONTRACTORS
AND SYSTEMS were revised and became effective on 7/19/2016. The new rules are available at
www.flrules.org/gateway/ChapterHome.asp?Chapter=69A-46

There were a multitude of changes to 69A. The purpose of this memo is to assist you with a quick view
of important changes related to Inspections of Water Based Fire Protection Systems. It is recommended
that Contractors educate inspection customers with the new State Fire Marshall Rules and their
responsibilities.

NEW/EXPANDED DEFINITIONS: (69A-46.030)

® There are now definitions for a Deficiency, Critical Deficiency, Noncritical Deficiency and
Impairment.

e NFPA 25 requires that sprinkler heads be tested at different intervals. Failure to have that
testing performed according to the prescribed frequency constitutes a Critical Deficiency (RED
TAG)

® NFPA 25 also requires various testing to be done at 3 & 5 year intervals. Failure to perform 3 &
5 year testing requirements constitutes a Non-Critical Deficiency (YELLOW TAG)

NEW SPRINKLER SYSTEMS: {69A-46.040)

¢ Newly installed Fire Protection Systems are NOT required to have an inspection tag affixed until
the 1% inspection of that system is due and performed. (69A-46.040)

TAG RELATED CHANGES: (69A-46.041)

® The rule now requires systems to be tagged with Green Compliance, Yellow Non Compliance
(Non-Critical) or Red Non Compliance (Critical or Impairment) tags.

e Tags are now only allowed to be affixed to the main water control valve of each system and not
the riser. i.e. A multi floor building with individual floor control valves requires a tag on each
control valve at each floor. The same building designed without floor control assemblies only
requires a single tag to be affixed to the systems main control valve.

¢  Each Sprinkler System, Standpipe System, Fire Hydrant, Fire Pump, Water Storage Tank and
Water Mist system must be individually tagged.

®  With the exception of 3 & 5 year tags all tags are to only remain on the system for one year.
Therefore at any given time for quarterly inspections there should be no more than 4 tags
affixed {2quarterly, 1 semi-annual & 1 annual) per system..

e (larification to tagging after deficiencies repairs. Contractors are not required to re-inspect or
retag the system until the next scheduled inspection.

¢ The rule now clarifies that a Green Compliance Tag cannot be affixed to systems with existing
deficiencies or impairments from previous inspections.

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11

Page 5 of 6



Protegis Fire & Safety
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#m Florida Fire Sprinkler Association

Florida Fire Sprinkler Association, Inc, And
g

o

American Fire Sprinkler Association, FL

NOTIFICATIONS

The new rule puts more responsibility on the Owner. The Owner is required to notify tenants of all
deficiencies or impairments.

Compliant Systems (GREEN TAG): The Inspecting Contractor must notify the Building Owner or
Authorized Representative by copy of the NFPA Inspection Report within 30 days of the

inspection.

Non-Critical Deficiencies (YELLOW TAG): The Inspecting Contractor must notify the Building
Owner or Authorized Representative by copy of the NFPA Inspection Report within 30 days of
the inspection, if the Inspecting Contractor hasn’t been contracted to complete the repairs
within 90 days of the inspection or notified that another licensed contractor performed the
repairs, the Inspecting Contractor must notify the Authority Having Jurisdiction.

Critical Deficiencies (RED TAG): The Inspecting Contractor must notify the Building Owner or
Authorized Representative within 24 hours of the inspection. If the Inspecting Contractor hasn't
been contracted to complete the repairs within 30 days of the inspection or notified that
another licensed contractor performed the repairs, the Inspecting Contractor must notify the
Authority Having Jurisdiction.

Impairment (RED TAG): The Inspecting Contractor must notify the Building Owner or Authorized
Representative within 24 hours of the inspection and must notify the Authority Having
Jurisdiction within 72 hours of the inspection if the repairs have not been completed.

RECORDS

Contractors are required to maintain all Inspection, Service and Maintenance records for 10
years.
Inspection report provided to the AHJ shall be in a format mutually determined between the

Contractor and AHJ. AHJ cannot implement a 3™ party reporting format without mutual
agreement with the Contractor.
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Y :
Form for Inspection, Testing and Maintenance of V meTEGIS

Wet Pipe Fire Sprinkler Systems

Location Code:
Contact:

Contact Address:

Phone:
Email:

Property Evaluated:

Description:

LAQIMYL
Col. Robert Bargholz

1201 ORIENT ROAD
TAMPA, FL 33619

813-352-9333

HCSO ORIENT ROAD JAIL (Detention
and Correctional)

1201 ORIENT ROAD

TAMPA, FL 33619

Wet (Bldg.14)

Company:
Address:

Company Phone:

Inspector:

Date of Work:

Frequency:

Protegis Fire & Safety

2801 East S.R. 60
Valrico, FL 33594

877-662-3473

Gabriel Dorta
EF-2000861 FP120-FPI20-000058

3/18/2021

Quarterly

Attached Files

NFPA 25 72 fpc disclosure.pdf  48.1kB
A_Breakdown_of Changes_to 69A-46.pdf 0.1MB

Deficiency Summary

There are no reported deficiencies for this submission

General Comments

There are no general comments for this submission

Protegis Fire & Safety, 2801 East S.R. 60, Valrico, FL, 33594 Phone: 877-662-3473
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Protegis Fire & Safety

2801 East S.R. 60
Valrico, FL 33594

\Q'// PROTEGIS

Phone: 877-662-3473

Form for Inspection, Testing and Maintenance of

Wet Pipe Fire Sprinkler Systems

This form covers the minimum requirements of NFPA 25-2011 for

wet pipe fire sprinkler systems connected to water supplies without

tanks or fire pumps. Separate forms are available for fire pumps, tanks,

hose connections, and other fire protection systems. More frequent

inspection, testing, and maintenance may be necessary depending on

the conditions of the occupancy and the water supply.

Notes:

1. All questions are to be answered Yes, No, or Not Applicable. All
“No" answers are to be explained in the Comments for this form.

2. Inspection, Testing and Maintenance are to be performed with
water supplies (including fire pumps) in service, unless the
impairment procedures of Chapter 15 of NFPA 25 are followed.

The work covered on this form is (select

one): Quartcﬂ
Date of Work 3/18/2021

All responses refer to the current work (inspection, testing and
maintenance) performed on this date.

Owner:
Col. Robert Bargholz

Owner's Phone Number:

813-352-9333

Owner's Address:

1201 ORIENT ROAD. TAMPA., FL. 33619
Property Being Evaluated:

HCSO ORIENT ROAD JAIL (Detention and Correctional)
Property Address:

1201 ORIENT ROAD, TAMPA, FL. 33619
System(s):

Wet (Bldg.14)

| 4" Riser-A Room ME, Warehouse NET IT At Lawnmower Shop —‘
| Northside of Bldg. .

| 4" Riser-B 2 FHU In Warchouse NET

Part I - Owner's Section

A. Is the building occupied? ¥ Yes " "No
B. Has the occupancy and hazard of contents ¢ Yes’ 'No
remained the same since the last inspection? % ’

C. Are all fire protection systems in service? ¥.Yes No
D. Has the system remained in service B =
without modification since the last ¥ Yes. _No
inspection?

E. Was the system free of actuation of 7 Yes No

devices or alarms since the last inspection?

Owner or Representative _CPL. Robert Bargholz

Signature No Sighature Available
Date 3/18/2021

Part II - Inspector's Section

A, Inspections

1. Weekly Items

a. Control valves (including backflow

preventer isolation valves) supervised with -

seals passed inspection in accordance with - Yes. No¥'N/A
I1.A.2.a below?

b. Relief port on RPZ not continuously Yes. No ¥ N/A

discharging?

i

2. Monthly Inspection Items (in addition to above items)

a. Control valves and valves on backflow preventers with locks or
electrical supervision:

1. In correct (open or closed) position? Yes [No ¥ N/A
2. Lock or supervision in place? ¥ Yes _No . N/A
3. Accessible and free from external leaks? ¥ Yes "No. N/A
4. Provided with appropriate wrenches? " Yes"No¥ N/A
5. Provided with appropriate identification? ¥ Yes "No!"“N/A
b. Gauges on system in good condition and ¥ Yes No N/A

showing normal water supply pressure?

¢. Alarm valve free from physical damage,
trim in correct (open or closed) position and
no leakage from retarding chamber or drains?
3. Quarterly Inspection Items (in addition to above items)

a. Fire department connections visible,
accessible, couplings and swivels not
damaged, gaskets in place and in good
condition, plugs and caps are okay,
identification sign(s) in place, check valve is
not leaking, clapper in place and operating
properly and automatic drain valve in place
and operating properly?

(If plugs or caps are not in place, inspect
interior for obstructions)

b. Hydraulic nameplate (calculated systems)
securely attached to riser and legible?

¢. Alarm & supervisory devices not
damaged?

d. Pressure reducing valves in open position,
not leaking, with downstream pressure per
design criteria, and in good condition with
handwheels not broken?

4. Annual Inspection Items (in addition to above items)

Not applicable

5. Fifth Year Inspection Items (in addition to above items)

Not applicable

B. Testing - Report any failures in the Comments for this form
1. Quarterly Tests

a. Mechanical waterflow alarm devices
passed tests (alarms actuated and flow
observed)?

b. Main drain test for system downstream of backflow device or
pressure reducing valve:

T Yes  'No ¥ N/A

¥ Yes. No' N/A

¥ Yes No. N/A

¥ Yes.. No. N/A

' Yes.”

¥ Yes No. N/A

1. Record static pressure (psi) and residual pressure(psi):

System : Static _‘ Residual || Comments
| Riser-A l 160 [90 | _‘
[RiserB_ | 160 90 | -
2. Was flow observed? ¥ Yes: No . N/A

3. Are results comparable to previous tests? " Yes
2. Semiannual Tests (in addition to previous items)
Not applicable

3. Annual Tests (in addition to previous items)

Not applicable
4. Tests for every fifth year (in addition to appropriate items)

Not applicable

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11
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v Protegis Fire & Safety
N 2801 East S.R. 60
V pg DTE G i S Valricoa,lSFL 33594

Phone: 877-662-3473

C. Maintenance
1. Regular Maintenance Items
a. Il£ any&p}ginkler fa?led thg s;n;lpling testing
arts I[1.B.3, r this form, e :
gvf;ere alsl spﬁlfk%r:,rép%eosentgd b;/st}flat sample - Yes . Noo" N/A
replaced?

. If sprinkler: een replaced, were th - - P
grgge? replacesnlll:r‘lltes';) plasec we ~ Yes. Nox'N/A
¢. Marine systems normally having fresh L
water were drained and refilled twice if raw Yes . No v N/A
water got into the system?

?r;slfr?]?:tt it(;)ilﬁase?msp::cted per manufacturer's " Yes No ¥ N/A
e. Ifany gf the following were discméereda?

obs ion investigation conducted? -~ g :
g;psl?z?n re;s'lcl)(;lt(; ana\ll f)bs%ructio; . Yes' Nov'N/A
investigation findings in the Comments
1. Defective intake screen on pump supplied from open sources
2. Obstructive material discharged during flow tests
3. Foreign material in dry-pipe valves, check valves or pumps
4, Foreign material in water during drain test or plugging of inspector's
test connection
5. Plugging of pipe or sprinklers found during activation or work
6. Record of broken mains in the vicinity
7. Abnormally frequent false-tripping of dry-pipe valves
8. Failure to flush yard piping or surrounding mains following new
installation or repairs
9. System is returned to service after an extended period of time out of
service (more than one year)
10. There is reason to believe the system contains sodium silicate or its
derivatives or highly corrosive fluxes in copper pipe
11. Raw water was pumped into the fire department connection
12. Pinhole leaks
f. If conditions were found that required

flushing, was flushing of the system “Yes No ¥ N/A
conducted?
& Was a drain test conducted after opening ¥ Yes 'No ' N/A

any closed valves?

h. Adjusted, repaired, reconditioned or
replaced components had the associated tests " Yes No v N/A
and/or inspections performed?

2. Annual Maintenance Items (in addition to previous itemns)

Not applicable

Part III - Comments

Any "No" answers, test failures or other problems found with the
sprinkler system must be explained using the comment specific for
each question. Additional comments can be added here.

Please see the summary section at the top of the form for the
comments. o
Part IV - Inspector's Information

Inspected By . Gabriel Dorta

I state that the information on this form is correct at the time and place
of my inspection, and that all equipment tested at this time was left in
operating condition upon completion of this inspection except as noted
in the Comments.

Signature of Inspector ( ;E

Date _ 3/1872021

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845)
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v Protegis Fire & Safety
" 2801 East S.R. 60
V pm DTE GIS Valricoa,lsFL 33594

Phone: 877-662-3473

Our Inspection of your Fire Protection System(s) is to ensure that the system components are in good working order
based upon the National Fire Protection Association’s (N FPA) Publication 25, “Inspection, Testing, and
Maintenance of Water Based Fire Protection Systems”; currently adopted edition; (NFPA) Publication 72, “Fire
Alarm Systems”; currently adopted addition; and/or Florida Fire Prevention Code (FFPC), as applicable.

The applicable code inspection requires that we assume your system is/was installed to meet the proper sprinkler /
alarm / Fire Protection System coverage requirements of the applicable code. Occasionally we observe coverage
conditions that are outside our scope of our inspection which we want to bring to your attention. These conditions
may exist for any number of reasons including, but not limited to, the age of your system(s), changes in the design
or occupancy of your facility, changes in the usage of a particular area(s), revisions of industry standards, and/or
changes in the adopted Building Code(s). As a Property Owner or Manager you are responsible for maintaining your
sprinkler system and keeping up with changes in occupancy. Accordingly, we present our observations of applicable
code coverage issues to aid you as the Building Owner or Man ager.

Itemns listed are sometimes not necessarily part of a NFPA 25, 72, or FFPC Inspection and may be outside of the
scope of our inspection contract with you. The identification of these items does not constitute a design review or
engineering analysis of your system(s). These items were noticed during an inspection of your Fire Protection
System(s) performed in accordance with the applicable codes, however may not be part of the inspection
requirements of the inspection contracted to perform. Florida Fire Service, Inc. makes no guarantees or assurance
that any or all design, engineering defects, or system deficiencies have been detected.

Pursuant to Florida Fire Protection Code, currently adopted addition, Florida Fire Service, Inc. (FFS) must notify the
Authority Having Jurisdiction (AHJ) of any deficiencies found/determined within the timeframe allowed by such
applicable code. Please feel free to ask your FFS representative about required timelines for reporting to your local

AHJ.
If FFS provides a proposal for the repairs/corrections of said deficiencies, it is intended as a courtesy and not a

requirement,

Providing Florida with Fast, Professional, and Affordable Systems and Service since 1987

EXTINGUISHERS — EMERGENCY LIGHTING - FIRE ALARMS - FIRE HYDRANTS — FIRE SPRINKLERS - BACKFLOWS — FIRE
SUPPRESSION SYSTEMS — NURSE CALL SYSTEMS - EMERGENCY COMMUNICATIONS

State Licenses: 90153500012007, FPC11-000028, PS -59194500012005-EF20000861

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11 Page 4 of 6



v Protegis Fire & Safety
g 2801 East S.R. 60
V qu DTE G’S Valricoi,lsFL 33594

Phone: 877-662-3473

m m Florida Fire Sprinkler Association

Fiorids Fire Sn@ﬁor &ssodat!on, Iat, And
American Fire Sprinkler Association, FL

Important Announcement to Florida Fire Sprinkler Contractors

The Rules of the Florida State Fire Marshal in Chapter 69A-46 FIRE PROTECTION SYSTEM CONTRACTORS
AND SYSTEMS were revised and became effective on 7/19/2016. The new rules are available at
www.flrules.org/gateway/ChapterHome.asp?Chapter=69A-46

There were a multitude of changes to 69A. The purpose of this memo is to assist you with a quick view
of important changes related to Inspections of Water Based Fire Protection Systems. It is recommended
that Contractors educate inspection customers with the new State Fire Marshall Rules and their
responsibilities.

NEW/EXPANDED DEFINITIONS: (69A-46.030)

® There are now definitions for a Deficiency, Critical Deficiency, Noncritical Deficiency and
Impairment.

* NFPA 25 requires that sprinkler heads be tested at different intervals. Failure to have that
testing performed according to the prescribed frequency constitutes a Critical Deficiency (RED
TAG)

e NFPA 25 also requires various testing to be done at3& 5 year intervals. Failure to perform 3 &
5 year testing requirements constitutes a Non-Critical Deficiency (YELLOW TAG)

NEW SPRINKLER SYSTEMS: {69A-46.040)

® Newly installed Fire Protection Systems are NOT required to have an inspection tag affixed until
the 1% inspection of that system is due and performed. (69A-46.040)

TAG RELATED CHANGES: {69A-46.041)

® The rule now requires systems to be tagged with Green Compliance, Yellow Non Compliance
(Non-Critical) or Red Non Compliance (Critical or Impairment) tags.

¢ Tags are now only allowed to be affixed to the main water control valve of each system and not
the riser. i.e. A multi floor building with individual floor control valves requires a tag on each
control valve at each floor. The same building designed without floor control assemblies only
requires a single tag to be affixed to the systems main control valve.

® Each Sprinkler System, Standpipe System, Fire Hydrant, Fire Pump, Water Storage Tank and
Water Mist system must be individually tagged.

*  With the exception of 3 & 5 year tags all tags are to only remain on the system for one year,
Therefore at any given time for quarterly inspections there should be no more than 4 tags
affixed (2quarterly, 1 semi-annual & 1 annual) per system..

e Clarification to tagging after deficiencies repairs. Contractors are not required to re-inspect or
retag the system until the next scheduled inspection.

¢ Therule now clarifies that a Green Compliance Tag cannot be affixed to systems with existing
deficiencies or impairments from previous inspections.

©2013 National Fire Sprinkler Association, 40 Jon Barrett Road, Patterson, NY 12563 (845) 878-4200, Form 25-13W-11 Page 5of 6
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m Fm Florida Fire Sprinkler Association

Fionida Firs Sprinklor Association, Inc And
American Fire Sprinkler Association, FL

NOTIFICATIONS

The new rule puts more responsibility on the Owner, The Owner is required to notify tenants of all
deficiencies or impairments.

¢ Compliant Systems (GREEN TAG): The inspecting Contractor must notify the Building Owner or
Authorized Representative by copy of the NFPA Inspection Report within 30 days of the
inspection.

® Non-Critical Deficiencies (YELLOW TAG): The Inspecting Contractor must notify the Building
Owner or Authorized Representative by copy of the NFPA Inspection Report within 30 days of
the inspection, if the Inspecting Contractor hasn’t been contracted to complete the repairs
within 90 days of the inspection or notified that another licensed contractor performed the
repairs, the Inspecting Contractor must notify the Authority Having Jurisdiction.

¢ Critical Deficiencies (RED TAG): The Inspecting Contractor must notify the Building Owner or
Authorized Representative within 24 hours of the inspection. If the Inspecting Contractor hasn't
been contracted to complete the repairs within 30 days of the inspection or notified that
another licensed contractor performed the repairs, the Inspecting Contractor must notify the
Authority Having Jurisdiction.

* Impairment (RED TAG): The Inspecting Contractor must notify the Building Owner or Authorized
Representative within 24 hours of the inspection and must notify the Authority Having
Jurisdiction within 72 hours of the inspection if the repairs have not been completed.

RECORDS

* Contractors are required to maintain all Inspection, Service and Maintenance records for 10
years.

® inspection report provided to the AHJ shall be in a format mutually determined between the
Contractor and AHJ. AHJ cannot implement a 3™ party reporting format without mutual
agreement with the Contractor.
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